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Preface 



This CARDIS is special in the list of all CARDIS conferences, 
nevertheless it follows the tradition where every 2 years the scientific 
smart card world from academic research organizations meet together 
with technologists from industries. 

This year, CARDIS is celebrating its 10th anniversary, and the 
pioneers are less isolated now. More universities, more research and 
industrial centers have set up or launched research activities. 

For this edition we received 45 papers and we selected 20 papers, 
with 20% from Asia or America and 60% from Europe. In contrast with 
the first editions where we received “marketing product presentation” - 
of course rejected - the quality across the years is more and more 
valuable, and CARDIS is renewed as ‘The conference” in smart card 
technology. 

CARDIST994 was in Lille (France), CARDIST996 in Louvain-La- 
neuve (Belgium), CARDIST998 in Amsterdam (The Netherlands), 
CARDIS’2000 Bristol (UK), CARDIS’2002 San Jose (California) and 
now it returns to France and takes place within the IFIF IS'** World 
Computer Congress. This may be also viewed as progress in the 
visibility of smart card technology and research. 

The program committee was very accurate and fair during the review 
process, and the papers from the program committee members were 
reviewed more severely by more reviewers. The PC meeting hosted by 
CNAM (Paris) was very productive and at the end of the day the 
program main stream was set up. 

We hope you will enjoy the conference as much as we liked to review 
and prepare the program of CARDIS ’2004. 



Jean-Jacques Quisquater (General Chair) 
Pierre Paradinas (Program Chair) 

Yves Deswarte (Local Chair) 
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ENFORCING HIGH-LEVEL SECURITY 
PROPERTIES FOR APPLETS 



Mariela Pavlova^ Gilles Barthe*, Lilian Burdy\ Marieke Huisman* and 
Jean-Louis Lanet^ 

^INRIA Sophia Antipolis, France and^INRIA Dir DRI, France 



Abstract Smart card applications often handle privacy-sensitive information, and 
therefore must obey certain security policies. Typically, such policies 
are described as high-level security properties, stating for example that 
no pin verification must take place within a transaction. 

Behavioural interface specification languages, such as JML (Java 
Modeling Language), have been successfully used to validate functional 
properties of smart card applications. However, high-level security prop- 
erties cannot directly be expressed in such languages. Therefore, this 
paper proposes a method to translate high-level security properties into 
JML annotations. The method synthesises appropriate annotations and 
weaves them throughout the application. In this way, security policies 
can be validated using existing tools for JML. The method is general 
and applies to a large class of security properties. 

To validate the method, it has been applied to several realistic ex- 
amples of smart card applications. This allowed us to find violations 
against the documented security policies for some of these applications. 



Keywords: Smart devices, security, specification, verification 

1. Introduction 

Nowadays, most efforts in smart card security focus on adequate coun- 
termeasures against hardware attacks. However, logical attacks, caused 
by e.g. illegal control flow or uncaught exceptions, form a new major 
threat for security and privacy. An example of such an attack is a ma- 
licious GSM applet that performs illegal calls to the method sendSMS. 

To ensure user confidence, smart card application providers there- 
fore have to guarantee the dependability of their software. This can 
be achieved by following certification procedures, such as “Common 
Criteria^”, focusing on security aspects. But such procedures are rela- 
tively heavy, and they are also concerned with aspects unrelated to soft- 
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ware security. Therefore, industry often prefers to do a more lightweight 
analysis or software audit. 

Such an analysis typically consists in a manual deep code review, for 
which no tool support is available. Therefore, this is a costly proce- 
dure, and there is no formal guarantee of its results. The quality of 
this analysis can be improved by using program verification techniques. 
Therefore, industry is investigating how these techniques can be used 
to provide high quality software. For example, in the context of smart 
cards, program verification has been successfully used to verify func- 
tional properties of applications, discovering subtle programming errors 
that remain undetected by intensive testing [3, 5]. 

Unfortunately, the cost of employing program verification techniques 
remains an important obstacle for most industrials. Our experiences, 
which are confirmed by two recent road-maps for smart card research^, 
show that the difficulty of learning a specification language whose in- 
ternals may be obscure to programmers, and the large amount of work 
required to formally specify and verify applications constitute major ob- 
stacles to the use of program verification techniques in industry. There- 
fore, recent work on formal methods for Java and Java Card^ tries to 
tackle these problems. 

To reduce the difficulty of learning a specification language, the Java 
Modeling Language (JML)"^ [6] has been designed as an easily accessible 
specification language. It uses a Java-like syntax with some specification- 
specific keywords added. JML allows developers to specify the properties 
of their program in a generalisation of Hoare logic, tailored to Java. 
By now, it has been generally accepted as the behavioural interface 
specification language for Java (Card). 

While JML is easily accessible to Java developers, actually writing 
the specifications of a smart card application is labour-intensive and 
error-prone, as it is easy to forget some annotations. There exist tools 
which assist in writing these annotations, e.g. Daikon [11] and Hou- 
dini [12] use heuristic methods to produce annotations for simple safety 
and functional invariants. However, these tools cannot be guided by the 
user — they do not require any user input — and in particular cannot be 
used to synthesise annotations from realistic security policies. 

The main contribution of this paper is a method that, given a security 
policy, automatically annotates a Java (Card) application, in such a way 
that if the application respects the annotations then it also respects the 
security policy. The generation of annotations proceeds in two phases: 
synthesising and weaving. 

1 Based on the security policy we synthesise core annotations, spec- 
ifying the behaviour of the methods directly involved. 
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2 Next we propagate these annotations to all methods directly or 
indirectly invoking the methods that form the core of the security 
policy, thus weaving the security policy throughout the application. 

The need for such a propagation phase stems from the fact that we are 
interested in doing static verification. We need tool support for the prop- 
agation, because a typical security property may involve methods from 
different classes, as illustrated helow. The annotations that we generate 
all use JML static ghost variables: special specification-only variables, 
that can be modified via a special ghost-assignment annotation. Since 
we use only static ghost variables, the properties are independent of the 
particular class instances available. 

The annotations we generate can be checked with existing verification 
tools e.g. JACK (Java Applet Correctness Kit) [7], Jive [17], Kraka- 
toa [15], Loop [2] and ESC/Java [14]. We use JACK as it provides the 
best compromise between soundness, efficiency, scalability and usability. 

To show the usefulness of our approach, we applied the algorithm to 
several realistic examples of smart card applications. When doing this, 
we actually found violations against the security policies documented for 
some of these applications. 

This paper is organised as follows. Section 2 introduces several typical 
high-level security properties. Next, Section 3 presents the process to 
weave these properties throughout applications. Subsequently, Section 4 
discusses the application of our method to realistic examples. Finally, 
Sections 5 and 6 present related work and draw conclusions. 

2. High-level Security Properties for Applets 

Over the last years, smart cards have evolved from proprietary into 
open systems, making it possible to have applications from different 
providers on a single card. To ensure that these applications cannot 
damage the other applications or the card itself, strict security policies — 
expressed as high-level security properties — must be obeyed. Such prop- 
erties are high-level in the sense that they have impact on the whole ap- 
plication and are not restricted to single classes. Below we will present 
several examples. It is important to notice that we restrict our attention 
to source code-level security of applications. 

The properties that we consider can be divided in several groups, re- 
lated to different aspects of smart cards. First of aU there are properties 
dealing with the so-called applet life cycle, describing the different phases 
that an applet can be in. Many actions can only be performed when an 
applet is in a certain phase. Second, there are properties dealing with 
the transaction mechanism, the Java Card solution for having atomic 
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updates, Further there are properties restricting the kind of exceptions 
that can occur, and finally, we consider properties dealing with access 
control, limiting the possible interactions between different applications. 
For each group we present some example properties. For all these prop- 
erties encodings into JML annotations exist. 

We would like to emphasise that there exist many more relevant secu- 
rity properties for smart cards, for example specifying memory manage- 
ment, information flow and management of sensitive data. Identifying 
all relevant security properties for smart cards, and expressing them 
formally, is an important ongoing research issue. 

Applet life cycle. A typical applet life cycle defines phases as 
loading, installation, personalisation, selectable, blocked and dead (see 
e.g. [16]). Each phase corresponds to a different moment in the applet’s 
life. First an applet is loaded on the card, then it is properly installed 
and registered with the Java Card Runtime Environment. Next the card 
is personalised, i.e. all information about the card owner, permissions, 
keys etc. is stored. After this, the applet is selectable, which means that 
it can be repeatedly selected, executed, and deselected. However, if a 
serious error occurs, for example there have been too many attempts to 
verify a pin code, the card can get blocked or even become dead. Erom 
the latter state, no recovery is possible. 

In many of these phases, restrictions apply on who can perform ac- 
tions, or on which actions can be performed. These restrictions give rise 
to different security properties, to be obeyed by the applet. 

Authenticated initialisation Loading, installing and personalising 
the applet can only be done by an authenticated authority. 

Authenticated unhlocking When the card is blocked, only an au- 
thenticated authority can execute commands and possibly unblock it. 

Single personalisation An applet can be personalised only once. 

Atomicity. A smart card does not include a power supply, thus a 
brutal retrieval from the terminal could interrupt a computation and 
bring the system in an incoherent state. To avoid this, the Java Card 
specification prescribes the use of a transaction mechanism to control 
synchronised updates of sensitive data. A statement block surrounded 
by the methods beginTransaction ( ) and commitTransaction ( ) can 
be considered atomic. If something happens while executing the trans- 
action (or if abortTransaction ( ) is executed), the card will roll back 
its internal state to the state before the transaction was begun. 

To ensure the proper functioning and prevent abuse of this mecha- 
nism, several security properties can be specified. 
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No nested transactions Only one level of transactions is allowed. 

No exception in transaction All exceptions that may be thrown 
inside a transaction, should also be caught inside the transaction. 

Bounded retries No pin verification may happen within a transaction. 

The second property ensures that the commitTransaction will always 
be executed. If the exception is not caught, the commitTransaction 
would be ignored and the transaction would not be finished. The last 
property excludes pin verification within a transaction. If this would be 
allowed, one could abort the transaction every time a wrong pin code 
has been entered. As this rolls back the internal state to the state before 
the transaction was started, this would also reset the retry counter, thus 
allowing an unbounded number of retries. Even though the specification 
of the Java Card API prescribes that the retry counter for pin verification 
cannot be rolled back, in general one has to check this kind of properties. 

Exceptions. Raising an exception at the top level can reveal infor- 
mation about the behaviour of the application and in principle it should 
be forbidden. However, sometimes it is necessary to pass on information 
about a problem that occurred. Therefore, the Java Card standard de- 
fines so-called ISO exceptions, where a pre-defined status word explains 
the problem encountered. These exceptions are the only exceptions that 
may be visible at top-level; all other exceptions should be caught within 
the application. 

Only ISO exceptions at top-level No exception should be visible at 
top-level, except ISO exceptions. 

Access control. Another feature of Java Card is an isolation mecha- 
nism between applications: the firewall. The firewall ensures that several 
applications can securely co-exist on the same card, while managing lim- 
ited collaboration between them: classes and interfaces defined in the 
same package can freely access each other, while external classes can only 
be accessed via explicitly shared interfaces. Inter-application communi- 
cation via shareable interfaces should only take place when the applet is 
selectable, in all other phases of the applet life cycle only authenticated 
authorities are allowed to access the applet. 

Only selectable applications shareable An application is accessible 
via a shareable interface only if it is selectable. 

3. Automatic Verification of Security Properties 

As explained above, we are interested in the verification of high-level 
security properties that are not directly related to a single method or 
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class, but that guarantee the overall well-functioning of an applica- 
tion. Writing appropriate JML annotations for such properties is te- 
dious and error-prone, as they have to be spread all over the applica- 
tion. Therefore, we propose a way to construct such annotations au- 
tomatically. First we synthesise core-annotations for methods directly 
involved in the property. For example, when specifying that no nested 
transactions are allowed, we annotate the methods beginTransaction, 
commitTransaction and abortTransaction. Subsequently, we prop- 
agate the necessary annotations to all methods (directly or indirectly) 
invoking these core-methods. The generated annotations are sufficient 
to respect the security properties, i.e. if the applet does not violate the 
annotations, it respects the corresponding high-level security property. 

Whether the applet respects its annotations can he established with 
any of the existing tools for JML. We use JACK [7], which generates 
proof obligations for different provers, including the AtelierB prover^ and 
Simplify^. Both are automatic verifiers for first-order logical formulae. 
Since for most security properties the annotations are relatively simple — 
but there are many — it is important that these verifications are done 
automatically, without any user interaction. The results in Section 4 
show that for the generated annotations all correct proof obligations 
can indeed be automatically discharged. 

Before presenting the overall architecture of our tool set and outlining 
the algorithm for propagation of annotations, we briefly present a few 
JML keywords, that are relevant for the examples presented here. 

3.1 JML in a Nutshell 

JML [6] uses a Java-like syntax to write predicates, extended with 
several specification- specific constructs, such as \forall, \exists etc. 
Method specifications consist of preconditions (requires), postcondi- 
tions (ensures), and exceptional postconditions (exsures), i.e. the con- 
dition that has to hold upon abnormal termination of a method. We can 
also specify so-called assignable clauses, stating which variables may be 
modified by a method. Class invariants (keyword invariant) describe 
properties that have to be preserved by each method. 

To write more abstract and implementation-independent specifica- 
tions, JML provides several means of abstraction. One of these are 
so-called ghost-variables, which are visible only in specifications. Their 
declaration is preceded by the keyword ghost. A special assignment 
annotation set allows to update their value. Using invariants they can 
be related to concrete variables. 
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Figure 1. Tool set for verifying high-level security properties 

A large class of security properties can be expressed using static ghost 
variables of primitive type; these are typically used to keep track of the 
control state of the application (including the ones presented in Sec- 
tion 2). Therefore, here we only study the propagation of annotations 
containing static ghost variables of primitive type. However, our propa- 
gation technique easily can be generalised to concrete (static) variables, 
as long as we do not have to handle aliasing. 

To give an example JML specification, we show a fragment of the 
core-annotation for the No nested transactions property. A static 
ghost variable TRANS is declared that keeps track of whether there is a 
transaction in progress. It is initialised to 0, denoting that there is no 
transaction in progress. 

/*fl static ghost int TRANS == 0; 0*/ 

The method beginTransaction is annotated as follows. 

/*® requires TRANS == 0; 

® assignable TRANS; 

0 ensures TRANS == 1; 0*/ 
public static native void beginTransaction () 

throws TransactionException; 

Since the method is native, one cannot describe its body. However, if it 
had been non-native, an annotation //@ set TRANS = 1; would have 
been generated, to ensure that the method satisfies its specification. 

3.2 Architecture 

Figure 1 shows the general architecture of the tool set for verifying 
high-level security properties. Our annotation generator can be used as 
a front-end for any tool accepting JML- annotated Java (Card) applica- 
tions. As input we have a security property and a Java Card applet. 
The output is a JML Abstract Syntax Tree (AST), using the format as 
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defined for the standard JML parser. When pretty-printed, this AST 
corresponds to a JML-annotated Java file. From this annotated file, 
JACK generates appropriate proof obligations to check whether the ap- 
plet respects the security property. 

3.3 Automatic Generation of Annotations 

Section 4 presents example core- annotations for some of the security 
properties presented in Section 2, here we focus on the weaving phase, 
i.e. how the core-annotations are propagated throughout the applet. 
We define functions mod, pre, post and excpost, propagating assignable 
clauses, preconditions, postconditions and exceptional postconditions, 
respectively. These functions have been defined and implemented for 
the full Java Card language, but to present our ideas, we only give the 
definitions for a representative subset of statements: statement com- 
position, method calls, conditional and try-catch statements and spe- 
cial set-annotations. We assume the existence of domains MethName of 
method names. Stmt of Java Card statements, Expr of Java Card ex- 
pressions, and Var of static ghost variables, and functions call and body, 
denoting a method call and body, respectively. 

All functions are defined as mutual recursive functions on method 
names, statements and expressions. When a method call is encountered, 
the implementation will check whether annotations already have been 
generated for this method (either by synthesising or weaving). If not 
it will recursively generate appropriate annotations. Java Card applets 
typically do not contain (mutually) recursive method calls, therefore this 
does not cause any problems. Generating appropriate annotations for 
recursive methods would require more care (and in general it might not 
be possible to do without any user interaction). 



Propagation of assignable clauses. First we define a function 
mod that propagates assignable clauses for static ghost variables. 



Definition 1 (mod) We define functions mod; MethName T^(Var), 
mod: Stmt — > T^(Var), and mod: Expr — > P(Var) by rules like (where 
m,n : MethName, «i, S2 : Stmt, c: Expr and x: Varj.' 



mod(m) = 
mod(si;s2) = 
mod(call(n)) = 
mod(if (c) Si else S2) = 
mod(try Si catch (F?) S2) = 
mod(setx = c) = 



mod(body(m)) 

mod(si) U mod(s2) 
mod(n) 

mod(c) U mod(si) U mod(s2) 
mod(si) U mod(s2) 

{x} 
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Propagation of preconditions. Next, we define a function pre for 
propagating preconditions. This function analyses a method body in 
a sequential way — from heginning to end — computing which precondi- 
tions of the methods called within the body have to be propagated. To 
understand the reasoning behind the definition, we will first look at an 
example. Suppose we are checking the No nested transactions prop- 
erty for an application, which contains a method m, whose only method 
calls are those shown, and which does not contain any set annotations. 

void mO { ... // some internal computations 
JCSystem.beginTransactionO ; 

. . . // computations within transaction 
JCSystem.commitTransactionO ; } 

Core-annotations are synthesised for beginTransaction and commit- 
Transaction. The annotations for beginTransaction are shown in Sec- 
tion 3.1 above, while commitTransaction requires TRANS == 1 and en- 
sures TRANS == 0. As we assume that TRANS is not modified by the code 
that precedes the call to beginTransaction, the only way the precondi- 
tion of this method can hold, is by requiring that it already holds at the 
moment m is called. Thus, the precondition of beginTransaction has 
to be propagated. In contrast, the precondition for commitTransaction 
(TRANS == 1) has to be established by the postcondition of begin- 
Transaction, because the variable TRANS is modified by this method. 
Thus, preconditions containing only unmodified variables should be prop- 
agated. Propagating pre- or postconditions can be considered as passing 
on a method contract. Method bodies can only pass on contracts for vari- 
ables they do not modify; once they modify a variable it is their duty to 
ensure that the necessary conditions are satisfied. 

We assume the existence of a domain Pred of predicates using static 
ghost variables only, and function fv, returning the set of free variables. 

Definition 2 (pre) We define pre: MethName — * 'P(Pred), pre: Stmt — > 
P(Var) — > 7 ^(Pred), and pre:Expr — » 'P(Var) — > "P(Pred) by rules like 
('w/iere m,n: MethName, si,S2:Stmt, c:Expr, V:P(Var) and x:Var/' 

pre(m) = pre(body(m), 0 ) 

pre(si;s2,V) = pre(si, V) U pre(s2, VU mod(si)) 
pre(call(n), V) = {p | p € pre(n) A (fv{p) fl V) = 0 } 

pre(if (c) Si else S2i = pre(c, V) U pre(si, V U mod(c))U 

pre(s2, V U mod(c)) 

pre(try si catch (E) S2, V) = pre(si, V) U pre(s2, V U mod(sl)) 
pre(set x = c) = { } 
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In the rules defining pre on Stmt and Expr, the second argument de- 
notes the set of static ghost variables that have been modified so far. 
When calculating the precondition for a method, we calculate the pre- 
condition of its body, assuming that so far no variables have been mod- 
ified. For a statement composition, we first propagate the preconditions 
for the first sub-statement, and then for the second sub-statement, but 
taking into account the variables modified by the first sub-statement. 
When propagating the preconditions for a method call, we propagate all 
preconditions of the called method that do not contain modified vari- 
ables. Since we are restricting our annotations to expressions containing 
static ghost variables only, in the rule for the conditional statement we 
cannot take the outcome of the conditional expression into account. As a 
consequence, we sometimes generate too strong annotations, but in prac- 
tice this does not cause problems. Moreover, it should be emphasised 
that this only can make us reject correct applets, but it will never make 
us accept incorrect ones. Similarly, for the try-catch statement, we al- 
ways propagate the precondition for the catch clause, without checking 
whether it actually can get executed. Again, this will only make us reject 
correct applets, but it will never make us accept incorrect ones. Finally, 
a set annotation does not give rise to any propagated precondition. 

Notice that by definition, we have the following property for the func- 
tion pre (where s is either in Stmt or Expr, and V is a set of static ghost 
variables). 



p e pre(s, V) {p € pre(s, 0) A (fv(p) n K) = 0) 

Propagation of postconditions. In a similar way, we define func- 
tions post and excpost, computing the set of postconditions and excep- 
tional postconditions that have to be propagated for method names, 
statements and expressions. The main difference with the definition of 
pre is that these functions run through a method from the end to the 
beginning. Moreover, they have to take into account the different paths 
through the method. For each of these possible paths, we calculate the 
appropriate (exceptional) postcondition. The overall (exceptional) post- 
condition is then defined as the disjunction of the postconditions related 
to the different paths through the method. 

Example. For the example discussed above, our functions compute 
the following annotations. 

/♦a requires TRANS == 0; 
a assignable TRANS; 
a ensures TRANS == 0; a*/ 
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void m() •( 

... // some Internal computations 

JCSystem.beglnTransactlonO ; 

...II computations within transaction 

JCSystem.commitTransactionO ; } 

This might seem trivial, hut it is important to realise that similar anno- 
tations will he generated for all methods calling m, and transitively for 
all methods calling the methods calling m etc. Having an algorithm to 
generate such annotations enables to check automatically a large class 
of high-level security properties. 

3.4 Annotation Generation and Predicate 
Transformer Calculi 

A natural question that arises is whether there is a relation between 
our propagation functions and well-known program transformation cal- 
culi as the weakest precondition (wp) and strongest postcondition (sp). 

The conceptual difference between our propagation functions and stan- 
dard program transformation calculi is that, given method m our func- 
tions extract a method contract form, while the program transformation 
calculi compute the proof obligations that, given aU method contracts, 
allow to decide whether the implementation of m is correct. 

A formal relation between pre and (a variant of) the wp-calculus can be 
established. Since we only consider ghost variables, we need to consider 
an abstract version of the wp: wp^, which does not consider concrete 
variables. Most rules of this abstract wp-calculus are unchanged, but 
rules as for the conditional statement cannot consider the outcome of 
the conditional expression. 

wp^(if (c)si else S 2 , Q) = wp*(c, wp^(si, Q)) A wp^(c, wp^(s 2 , Q)) 

The abstract wp-calculus is sound, that is every program that can be 
proven correct with the abstract wp-calculus, can also be proven correct 
with the standard wp-calculus. 

Lemma 3 For any statement s, and any predicates P and Q, containing 
static ghost variables only, we have: 

VP, Q: Pred, s: Stmt.(P wp^(s, Q)) =► (P =>• wp(s, Q)) 

Now we can prove a correspondence between pre and wp^. 

Theorem 4 (Correspondence) For any statement s, its abstract weak- 
est precondition is equivalent to the calculated precondition, in conjunc- 
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lion with a universally quantified expression F. 

3F: Pred.wp'^(s, Aa:.true) = (pre(s, 0) A Vmod(s).F) 

This property formalises the conceptual difference described above: 
the function pre extracts the “external” part of the wp^ (the method 
contract), while the quantified expression F corresponds to the “inter- 
nal” proof obligations. The proofs of both properties proceed by struc- 
tural induction. We believe similar equivalences can be proven for the 
function post and the sp-calculus. However, we are not aware of any 
adaptation of the sp-calculus to Java, therefore we did not study this. 

4. Results 

For several realistic examples of Java Card applications, we checked 
whether they respect the security properties presented in Section 2, and 
actually found some violations. This section presents these results, fo- 
cusing on the atomicity properties. 

4.1 Core-annotations for Atomicity Properties 

The core-annotations related to the atomicity properties specify the 
methods related to the transaction mechanism declared in class JCSystem 
of the Java Card API. As explained above, a static ghost variable TRANS 
is used to keep track of whether there is a transaction in progress. 
Section 3.1 presents the annotations for method beginTransaction; 
for commitTransaction and abortTransaction similar annotations are 
synthesised. After propagation, these annotations are sufficient to check 
for the absence of nested transactions. 

To check for the absence of uncaught exceptions inside transactions, 
we use a special feature of JACK, namely pre- and postcondition anno- 
tations for statement blocks (as presented in [7]). Block annotations are 
similar to method specifications. The propagation algorithm is adapted, 
so that it not only generates annotations for methods, but also for des- 
ignated blocks. As core-annotation, we add the following annotation for 
commitTransaction. 

/*Q exsures (Exception) TRANS == 0; 0*/ 
public static native void coramitTransactionO 

throws TransactionException; 

This specifies that exceptions only can occur if no transaction is in 
progress. Propagating these annotations to statement blocks ending 
with a commit guarantees that if exceptions are thrown, they have to 
be caught within the transaction. 
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Finally, in order to check that only a hounded number of retries of 
pin-verification is possible, we annotate the method check (declared in 
the interface Pin in the standard Java Card API) with a precondition, 
requiring that no transaction is in progress. 

/*0 requires TRANS =* 0; Q*/ 

public boolean check(byte[] pin, short offset, byte length); 

4.2 Checking the Atomicity Properties 

As mentioned above, we tested our method on realistic examples of in- 
dustrial smart card applications, including the so-called Demoney case 
study, developed as a research prototype by Trusted Logic^, and the 
PACAP case study*, developed by Gemplus. Both examples have been 
explicitly developed as test cases for different formal techniques, illus- 
trating the different issues involved when writing smart card applica- 
tions. We used the core-annotations as presented above, and propagated 
these throughout the applications. 

For both applications we found that they contained no nested transac- 
tions, and that they did not contain attempts to verify pin codes within 
transactions. All proof obligations generated w.r.t. these properties are 
trivial and can be discharged immediately. However, to emphasise once 
more the usefulness of having a tool for generating annotations, in the 
PACAP case study we encountered cases where a single transaction gave 
rise to twenty-three annotations in five different classes. When writing 
these annotations manually, it is very easy to forget some of them. 

Finally, in the PACAP application we found transactions containing 
uncaught exceptions. Consider for example the following code fragment. 

void appExchangeCurrency ( . . . ) { 

/♦a exsures (Exception) TRANS == 0; a*/ 

{ ... 

JCSystem.baginTransactionO ; 

try {balance . setValue(decimal2) ; . . .} 

catch (DecimalException e) { 

ISOException . throwit (PurseApplet . DECIMAL.OVERFLOW) ; } 
JCSystem. conunitTransactionO ; 

} ... } 

The method setValue that is called can actually throw a decimal ex- 
ception, which would lead to throwing an ISO exception, and the trans- 
action would not be committed. This clearly violates the security policy 
as described in Section 2. After propagating the core-annotations, and 
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computing the appropriate proof obligations, this violation is found au- 
tomatically, without any problems. 

5. Related Work 

Our approach to enforce security policies relies on the combination of: 
an annotation assistant that generates JML annotations from high-level 
security properties, a proof obligation generator for annotated applets, 
using e.g. a weakest precondition calculus, and an automated or inter- 
active theorem prover to discharge all generated proof obligations. Ex- 
perience suggests that our approach provides accurate and automated 
analyses that may handle statically a wide range of security properties. 

Proof-carrying code [18] provides another appealing solution to en- 
force security policies statically, but it does not directly address the 
problem of obtaining appropriate specifications for the code to be down- 
loaded. In fact, our mechanism may be used in the context of proof- 
carrying code as a generator of verification conditions from high-level 
security properties. 

Run-time monitoring provides a dynamic measure to enforce safety 
and security properties, and has been instrumented for Java through a 
variety of tools, see e.g. [1, 4, 20]. Security automata provide another 
means to specify security policies and to monitor program executions. 
Different forms of automata (edit automata, truncation automata, in- 
sertion automata, etc.) have been proposed, to prevent or react against 
violations of security policies, see e.g. [19, 22, 13, 10]. Inspired by aspect- 
oriented programming, Colcombet and Fradet [8] propose a technique to 
compose programs in a simple imperative language with optimised secu- 
rity automata. However, run-time monitoring is not an option for smart 
card applications, in particular because of the card’s limited resources. 

6. Conclusions 

We have developed a mechanism to synthesise JML annotations from 
high-level security properties. The mechanism has been implemented as 
a front-end for tools accepting JML-annotated Java programs; we use it 
in combination with JACK. The resulting tool set has been successfully 
applied to the area of smart cards, both to verify secure applications, and 
to discover programming errors in insecure ones. Our broad conclusion 
is that the tool set contributes to effectively carrying out formal secu- 
rity analyses, while also being reasonably accessible to security experts 
without intensive training in formal techniques. 

Currently, we are developing solutions to hide the complexity of gen- 
erating core annotations from the user. To this end, we plan to develop 
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appropriate formalisms for expressing high-level security properties, and 
a compiler that translates properties expressed in these formalisms into 
appropriate JML core-annotations. Possible formalisms include security 
automata, for which appealing visual representations can be given, or 
more traditional logics, such as temporal logic. In the latter case, we 
believe that it will be necessary to rely on a form of security patterns 
reminiscent of the specification patterns developed by Dwyer et al. [9], 
and also to consider extensions of JML with temporal logic [21]. 

Further, we intend to apply our methods and tools in other contexts, 
and in particular for mobile phone applications. In particular, this will 
require extending our tools to other Java technologies that, unlike Java 
Card, feature recursion and multi-threading. 

Notes 

1 . http : / /commoncriteria . com/ 

2. httpi/Z-www. ercim.org/reset and ftp: //ftp.corcjis . lu/p'ub/ist/docs/ka2/ 

3. Java Card is a dialect of Java, tailored explicitly to smart card applications. 

4. http://www.jmlspecs.org 

5 . http : / /WWW . atelierb . societe . com/ 

6. http : / / research . Compaq . com/ SRC /esc / Simpl i f y . html 

7. http://www.trusted-logic.fr 

8. http: / /WWW. geraplus . com/smart/r_d/publications/case-study 
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Abstract Considering the typical amount of memory available on a smart card, 
it is essential to minimize the size of the runtime environment to leave 
as much memory as possible to applications. This paper shows that 
on-the-fly constant pool packing can result in a significant reduction of 
the memory footprint of an embedded Java runtime environment. We 
first present JiTS, an architecture dedicated to building fully-customized 
Java runtime environments for smart cards. We then detail the op- 
timizations we have implemented in the class loading mechanism of 
Jits to reduce the size of the loaded class constant pool. By suppress- 
ing constant pool entries as they become unnecessary during the class 
loading process, we manage to compact constant pools of loaded classes 
to less than 8% of their initial size. We then present the results of 
our mechanism in term of constant pool and class size reductions, and 
conclude by suggesting some more aggressive optimizations. 

Keywords: Java class loading, constant pool packing, embedded virtual machine 

Introduction 

Embedding Java applications on resource-limited devices is a major 
challenge in a highly heterogeneous world where computing power is 
found in all kind of unusual devices. The portability of Java is an in- 
valuable asset for the programmer who needs to deploy applications on 
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these heterogeneous platforms. However, embedded Java virtual ma- 
chines are typically very restricted because of the limitations of the un- 
derlying hardware. For instance, the Java Card virtual machine [Chen, 
2000] does not support multi-threading or garbage collection due to the 
typical computing power and memory space available on smart cards 
[Rippert and Hagimont, 2001]. Memory is an especially scarce resource 
in most embedded systems due to technical constraints and prohibitive 
costs which prevent the miniaturization of large memory banks. For in- 
stance, a smart card typically includes 1-4 KB of RAM used as working 
space, 32-64 KB of persistent writable memory (usually EEPROM) used 
to preserve data when the card is not connected to a power source (and 
sometimes also a working space if the RAM is not large enough), and 
256 KB of ROM which usually contains the kernel of the runtime envi- 
ronment. Thus, reducing the size of the virtual machine and its runtime 
memory consumption are critical objectives if complex applications are 
to be executed on the system. 

Reducing the memory space consumed by classes obviously means try- 
ing to obtain smaller code and smaller data. Previous work has shown 
that bytecode compression can be used to reduce the memory space used 
by the code [Bizzotto and Grimaud, 2002]. However, the compressed 
code size usually cannot be reduced to more than | of the initial code 
size, which does not result in a significant reduction of the overall class 
size considering that most classes include much more data than code. 
So it seems interesting to try and compress the constant pool of each 
class, which stores most of the data used by the class (e.g. immediate 
values, external method names and prototypes, etc.). A careful analy- 
sis of the constant pool shows that many of its entries are only needed 
during the class loading process and can be removed before execution. 
Moreover, some data is duplicated in different classes and could be fac- 
torized. Thus, we have devised a new class loading mechanism which 
compacts the constant pool on-the-fly by suppressing entries as soon as 
they are unnecessary, and implemented it in JlTS, our architecture for 
building customized Java operating systems. A valuable asset of our 
mechanism is that it does not imply disabling important features of the 
virtual machine, such as dynamic type checking or garbage collection. 
Jits advocates a very different philosophy than the Java Card environ- 
ment, since Java Card can be seen as a customization of the specification 
of Java, whereas JlTS implements the standard Java specification while 
making it possible to customize the code of the environment to fit to the 
underlying hardware. 

We first present the JlTS platform we have developed to build cus- 
tomized Java virtual machines for embedded systems. We then detail 
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the class loading scheme we have chosen in JiTS and present the opti- 
mizations we have implemented to reduce the memory space needed by 
loaded classes. Some evaluations of the memory consumption of various 
loaded classes are then presented, and we conclude by detailing tbe fu- 
ture optimizations we plan to implement in JiTS. A trace showing the 
evolutions of the constant pool of a classical embedded application is 
described in an appendix. 

1. JITS: Java In The Small 

Jits is an architecture dedicated to building embedded Java operating 
systems. JiTS is composed of a full-featured virtual machine (including 
garbage collection, multi-tbreading, etc.) and a complete Java 1 API. 
Developers can use tbe services and packages provided to build a tailored 
Java Runtime Environment fitting tbe needs of tbe application and ex- 
ploiting tbe resources available in tbe best way. Developers can therefore 
cboose wbicb services they want to include, wbicb contrasts with other 
embedded environments which usually provide a restricted Java runtime 
environment with little support for customization [Deville et al., 2003]. 
For example, a developer building a Java Card compliant environment 
does not need to include a TCP/IP stack and can replace it by a much 
smaller APDU automaton. 

Jits also offers some tools dedicated to help building the embedded 
environment, as presented in Figure 1. These tools include a program 
dedicated to generate the binary image of the environment which will be 
embedded in the device (we call this binary image a “Rom” though it 
can be stored in other kinds of memory on the embedded device). This 
program, called the Romizer, first loads all classes selected to be part 
of the embedded API, and brings them to an initialized state using the 
loading scheme presented below. After loading the classes, the Romizer 
takes a snapshot of the objects created in memory and dumps it to a 
C file which will be compiled with the core of the virtual machine to 
build the binary image of the runtime environment. The Romizer is 
a program entirely written in Java and can be run on any virtual ma- 
chine\ which differs from standard romization schemes which usually 
impose a dedicated building environment [Sun Microsystems, 2000] [Sun 
Microsystems, 2002], Similarly, the JiTS API can be used as any other 
Java API by programs executed on a standard virtual machine. JiTS is 
programmed mostly in Java, so as to ease its porting to various hard- 



* Though it needs the part of the Jits API in charge of loading classes, namely the classes 
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ware platforms and to reduce as much as possible its memory footprint. 
Native code is limited to parts which cannot be programmed in Java 
and implemented using strict ANSI C to ease the porting. 




Figure 1. The romization process 

It is important to note that JiTS is not a replacement of Java Card 
since it is not dedicated only to smart cards. It is meant to huild ded- 
icated Java operating systems for various types of hardware. It can be 
used to build a Java Card compatible runtime environment, but the 
generated system will be implemented in a very different way than stan- 
dard Java Card environments. A major difference concerns the class 
loading mechanism, since in Java Card class loading is done outside the 
card, when converting classes to .cap files [Schwahe and Susser, 2003], 
whereas in JiTS the class loader is part of the runtime environment. This 
means that the same class loader is used during romization and when 
dynamically loading new classes. Thus, the class loader in JiTS takes 
into account the limitations of the underlying hardware and is devised 
to minimize its memory consumption when optimizing the memory foot- 
print of loaded classes, whereas the . cap file converter can use as much 
memory as needed since it is always executed off-card. This on-card 
reduction of the memory footprint of loaded class is to our knowledge 
very rarely supported by embedded Java runtime environments. 

2. Class loading in JITS 
2.1 Principles 

The class loading mechanism in JiTS is different from the one imple- 
mented in a standard Java runtime environment [Lindholm and Yellin, 
1999]. In Java, classes are loaded and linked only when they are actually 
used {i.e. when one of their methods is called or one of their fields is ac- 
cessed). On the other hand, in Java Card, classes are compacted in .cap 
files containing closed packages, which means that all classes are pre- 
linked when inserted in the .cap file. In JiTS we chose an intermediate 
scheme. JiTS class loading mechanism supports the standard Java class 
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loading scheme, but also permits to recursively load and link all classes 
referenced by the class currently being loaded^. This scheme is useful for 
an embedded Java runtime environment executing on a platform which 
might not be connected permanently to the network and which there- 
fore needs to load all classes available when actually connected. Another 
difference with the standard Java class loading scheme is that JiTS pro- 
vides both the standard defineClass method which takes a .class file 
stored in a byte array as parameter, but also a defineClass method 
taking an InputStream as a parameter. This permits to create the in- 
ternal representation of the class being loaded on-the-fly without having 
to load the whole .class file in memory, thus preserving memory. 

Most classes loaded by JiTS go through the four states presented in 
Figure 2. Primitive types and arrays are exceptions to this scheme, since 
they are directly created by the virtual machine without having to load 
any class fde. This class loading scheme is used both for classes loaded 
during romization and for classes dynamically loaded when the virtual 
machine runs on the embedded system, except for the initialization of 
static fields as explained below. For classes loaded during romization, 
our mechanism permits to reduce the footprint of the binary image which 
will be loaded in ROM. For classes loaded during the execution of the 
environment, the loading scheme we propose permits to reduce the space 
consumed in EEPROM where dynamically loaded classes are stored. So 
we are able to preserve memory both when the environment is created 
and during its execution. 




Figure 2. The four states of class loading 



^Recursive linking is also supported in Java Card through the export file mechanism, though 
this linking is not done automatically as in standard Java. 
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2.2 State unloaded 

A class is unloaded when its Class object is first created by a class 
loader (i.e. by using a new Class () instruction). This Class object is 
basically an empty container which is filled as the class is loaded from its 
. class file. Figure 3 details the structure of a . class file as specified in 
Section 4.1 of [Lindholm and Yellin, 1999]. A class in state unloaded is 
typically a class which is referenced by another class but which has not 
yet been loaded by a class loader. This differs from the applet loading 
scheme in Java Card where a . cap file is made of all classes needed by 
the application. In JiTS, classes are loaded one by one and are only 
required to be loadable when they are actually used. 



ClassFile { 




id.info; 


// magic and version number 


constant _pool; 


// stores all constants used by the class 


base.info; 


// access flags, class name and superclass 


interf ace.list ; 


// interfaces implemented by the class 


f ield.list ; 


// fields of the class 


method.list ; 


// methods of this class (including their bytecode) 


attributo.list ; 

} 


// attributes (e.g. debug info, etc.) 



Figure 3. . class file structure 



2.3 State loaded 

A class is loaded when the loadClass method of a class loader is 
called. After having checked that the class has not already been loaded 
and having found its class file in the classpath, the class loader calls the 
load method of class Class. This method first reads the basic informa- 
tion of the class (i.e. its version number, name, superclass, etc.) before 
loading its constant pool. When loading a class, JiTS ignores attributes 
not useful during execution of the program (e.g. line number table, 
source file, etc.). This can save a significant memory space, especially if 
the class file contains lots of debugging information. 

The constant pool of classes is loaded from the .class file in two 
tables, named atable and vtable. The atable is an array of Object 
which is used at first to store Utf8 constants (represented as String 
objects), whereas the vtable is an array of int in which immediate 
values are encoded. The atable is used later on to store other kinds of 
objects, such as Class, Method or Field objects. 
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The constant pool is then prelinked, which consists in resolving the 
accesses to the structures which represent metadata in the constant pool 
(i.e. the Constant_info structures defined in Section 4.4 of [Lindholm 
and Yellin, 1999]). For instance, a class is represented in the . class file 
hy a structure (called Constant_Class_inf o) containing an index point- 
ing to an array of characters (a Constant_Utf 8_info entry) representing 
its name. In JITS, a class constant is represented hy a correspond- 
ing Class object stored in the atable. Thus, the Constant_Utf8_info 
entry does not need to he mapped in memory. The Class object is cre- 
ated if it does not already exist (which means that the referenced class 
has not yet been loaded or referenced). If the class has already been 
loaded, we use the Class object created when the referenced class was 
in state unloaded. If it has already been referenced, we use the Class 
object created when the class was first referenced. Thus, we preserve 
memory since the Class object is needed to load the referenced class 
anyway and we do not create any intermediate object to represent it. 
We apply the same transformation to metadata representing strings and 
name-and-type constants. Figure 4 details the transformation applied 
to Constant_NameAndType_info entries. These structures are used to 
describe fields and methods. A name-and-type is composed of the name 
of the entity (field or method) and a string representing its type (using 
the convention presented in Section 4.3 of [Lindholm and Yellin, 1999]). 




Figure 4. Constant pool prelinking (phase one) 

A second pass of the prelinker transforms the metadata representing 
fields, methods, and interface methods {e.g. Constant_Fieldref_info, 
Constant_Methodref_info and Constant_InterfaceMethodref_info) 
into an int stored in the vtable. This int is composed of the 16-bit 
index of the corresponding Class object and the 16-bit index of the 
Field or Method object representing the constant. These objects are 
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added to the atable. Once more, we are able to preserve some memory 
by discarding unused Constant_Utf 8_info entries. Figure 5 details the 
transformation applied to Constant_Fieldref_info entries. 




Figure 5. Constant pool prelinking (phase two) 

After loading the constant pool, the load method reads the interfaces 
implemented by the class, then its fields and its methods. The static 
fields of the class are stored in two tables, aStaticZone which contains 
reference fields, and vStaticZone for immediate values. Reading the 
methods consists of loading the bytecode, reading the exception table, 
loading stack maps if they are included in the class file, and finally 
building the class virtual method table. When loading the bytecode of 
a method, some instructions are replaced by an optimized version which 
will be interpreted faster at runtime and can also save some memory 
space. These optimized instructions are usually known as quick byte- 
codes. For instance, the anewarray instruction includes a constant pool 
index pointing to the type of the elements of the array. This instruction 
is replaced by anewarray_quick, which takes as a parameter an index 
pointing to an entry in the atable containing a Class object of the ar- 
ray component type. Thus, we can suppress the Constant_Class_info 
and Constant_Utf8_info entries representing the type of the elements 
of the array. 

Another interesting example of instruction replacement concerns the 
Idc, ldc_w and ldc2_w instructions which are used to load constants from 
the constant pool onto the operand stack. When loading the bytecode, 
these instructions are replaced by their quick counterparts which directly 
access the immediate value stored in the vtable without needing the 
Constant_Integer_info, Constant_Float_info, Constant_Long_info 
and Constant_Double_info structures which can be discarded. Thus, 
a Idc instruction is replaced by a ldc_quick_a instruction if the con- 
stant is a reference, a ldc_quick_i if the constant is an int, and a 
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ldc_quick_f if the constant is a float. It would be possible to use the 
same instruction for both int and float constants since they are both 
32-bit immediate values, but that would compromise the type-checker 
which needs to be able to differentiate int and float. By replacing Idc 
instructions by a type-specific opcode, we can preserve necessary type 
information without keeping complete constant pool entries, and so pre- 
serve both memory space and functionalities of the virtual machine. 

2.4 State linked 

Classes reach the linked state after being linked to each others. The 
linking process starts by recursively loading all the classes referenced by 
the constant pool of the class being linked. Then every method of the 
class is prelinked, which consists of type-checking its bytecode, com- 
pacting invokevirtual instructions, and marking the constant pool 
entries used by the method code. During prelinking of a method, 
invokevirtual instructions are compacted if the index of the method 
in the constant pool and the number of arguments of the method are 
both less than 256. Compacting these instructions simply consists of 
replacing the index of the method in the constant pool, which is en- 
coded in 16 bits in the instruction, by the number of arguments of the 
method and its index in the virtual method table of the class declaring 
it. Thus, at runtime the interpreter can call the method directly with- 
out accessing the constant pool, which speeds up the calling process. 
It also saves memory space, since the constant pool entry representing 
the called method can be deleted. During method prelinking, constant 
pool entries which are used by the bytecode are marked so that unused 
entries can be detected during the compaction of the constant pool. 

Static fields referenced in the vtable are then converted to references 
pointing to the vStaticZone and aStaticZone. Static fields are treated 
differently than virtual fields since their value can be accessed directly 
since we know the class to which they belong (whereas finding a virtual 
field requires looking up the inheritance tree to find the first class defining 
that field). The index pointing to the Field object representing the 
field is replaced by a 16-bit immediate value containing the 13-bit offset 
of the field in the corresponding static zone and the 3-bit type of the 
field (which is necessary in order to know which static zone contains 
the field and how many bytes should be read). Thus, constant pool 
entries representing static fields can be suppressed. Figure 6 presents 
the compacting of static fields. 

The constant pool is then packed and resized, thereby losing all unused 
entries. Finally, each method is linked, which basically means modifying 
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Figure 6. Linking of static fields 



the bytecode by replacing indices to the original constant pool entries 
by indexes to the corresponding compacted constant pool entries. 

2.5 State ready 

A class reaches the final state ready after initializing its static fields 
to their initial values. If the class is loaded during romization, this is 
done by using the underlying virtual machine class loader to load the 
class and then copying the values set by the static initializer to the 
Jits instance of the class. This rather heavy mechanism is necessary 
since the <clinit> method of a class cannot be called directly from a 
Java program executing on a standard virtual machine. On the other 
hand, if the class is being dynamically loaded by a running JiTS virtual 
machine, <clinit> methods are called directly by the virtual machine 
as specified in [Lindholm and Yellin, 1999]. A final optimization can 
be done here, as the <clinit> method of each class can be removed 
after it has been used to initialize the static fields of the class. This is 
done simply by removing the Method object representing the <clinit> 
method from the linked list of the methods included in each class, and 
letting the garbage collector free the corresponding memory space. 

3. Benchmarks 

We monitored the memory footprint of the JiTS API when loaded us- 
ing the scheme presented above. The API currently contains most classes 
from the base package java.lang, and some classes from java.awt, 
java, io and java.net, including a full TCP/IP stack. 

We first counted the number of constant pool entries discarded while 
loading the classes. Results are presented in Figure 7, with state un- 
loaded refering to the number of entries in the .class files. 
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Class state 


unloaded 


loaded 


linked 


Number of entries 


8,416 


3,067 


1,426 


% of initial number 


100% 


36.44% 


16.94% 



Figure 7. Number of constant pool entries for the whole JlTS API 



These results show that most of the reduction of the number of con- 
stant pool entries is done while loading the class, i.e. when resolving ac- 
cesses to the constant pool and removing unnecessary indirections. We 
still manage to divide hy two the number of entries while linking, i.e. by 
compacting invokevirtual instructions and packing static fields (which 
implies suppressing unreferenced metadata for methods and fields). 

We then monitored the memory footprint of the constant pool in 
bytes. We tried and suppress as many strings as possible since they 
are the most space-consuming data in the constant pool. Unfortunately, 
some of them {e.g. field names, method descriptors, etc.) are needed 
by the java. lang. reflect package, so we need to keep them if we 
want to support introspection. Figure 8 presents the size of the constant 
pool with and without those strings to illustrate the cost of supporting 
introspection. 



Cla5s state 


unloaded 


with intr 
loaded 


ospection 

linked 


without 

loaded 


introspection 

linked 


Size in bytes 


152,154 


48,203 


40,455 


19,435 


11,687 


% of initial size 


Io5^ 


32.68% 


26.59% 


12.77% 


7.68% 



Figure 8. Size of the constant pool for the whole Jixs API 



The size of the constant pool can be reduced to less than 8% of its 
original size if introspection is not supported. This is due to the fact that 
direct references to Constant_String_inf o represent only a small part 
of all the Constant_Utf 8_inf o constant pool entries, so most of them 
can be eliminated during loading. If those strings are not removed, we 
manage to pack the constant pool to nearly one fourth of its original 
size, while preserving a complete support for introspection. 

Since most of our optimizations concern compacting the constant pool 
(apart from disregarding unused attributes, which are seldom included in 
.class files except when debugging), we can use the results presented in 
Figure 8 to compute the size reduction for entire classes of the JiTS API. 
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The total size of all . class files is 271,117 bytes^, which includes 152,154 
bytes for constant pools. Since we manage to reduce the size of constant 
pools to 40,455 bytes with support for introspection and to 11,687 with- 
out introspection, we obtain a memory footprint for the API which is 
only 58.8% of the total size of the .class files (48.19% without support 
for introspection) in state linked. Suppressing the <clinit> method 
of each class allows to save 54812 bytes for the whole API (including 
50KB from java.awt), which means that the final memory footprint of 
Jits API in state ready is only 38.58% of the total size of the . class files 
with support for introspection and 27.97% without it. Figure 9 sums up 
the reduction of the total size of classes with and without support for 
introspection. 



% of odgmal sue 



100% 



□ 

□ 



with support for introspection 
without support for introspection 



61 . 66 % 



51 . 05 % 



58 . 80 % 



48 . 19 % 



38 . 58 % 



27 . 97 % 



Locdtd 



Linked 



Ready 



Figure 9. Reduction of the total size of classes 

These results are similar to those obtained using the JEFF class for- 
mat [The J-Consortium, 2002], which reduces the size of the .class 
files by merging constant pools of different classes. We make a similar 
optimization when factorizing entities used to represent data. For in- 
stance, most classes in a Java API includes an entry in their constant 
pool representing the class String (since most classes implement the 
toString method). In JiTS, we replace each entry by a reference to one 
Class object representing the class String. Thus we are able to bene- 
fit from optimizations similar to those done in the JEFF class format. 



^The total size of the whole API is over 260KB. However, this includes packages like java.net 
and java.awt which will probably not be included on a very constrained platform such as a 
smart card. 
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while loading standard .class files and staying compliant with Sun’s 
specification. 

4. Future work 

An optimization similar to the one applied to static fields can he done 
for private virtual fields and methods. In JiTS, objects are implemented 
as a C structure containing a pointer to the related class and the virtual 
fields of the object. When the getfield and putfield bytecodes are 
interpreted, the virtual machine accesses the required field by adding the 
offset stored in the bytecode to the base address of the object. Thus, it 
is possible to suppress all constant pools entries referencing private fields 
since all accesses to these fields are made in the class declaring them and 
so the getfield and putfield instructions can be modified to contain 
the proper offset. Similarly, entries describing private virtual methods 
can be removed from the constant pool. This optimization cannot be 
applied to protected, package-accessible or public fields or methods, since 
they could be accessed by a method of a class loaded dynamically after 
romization. In that case, the constant pool entry representing the target 
field or method would be necessary to link the new method. 

However, if we define an additional state, called package-closed, we 
can apply this optimization to all non-public fields. The state package- 
closed is reached by classes in a package when no new class can be added 
to that package. Locking a package this way can be useful for instance 
to prevent an application from modifying a fundamental package such 
as j ava . lang . If a class is package-closed, all constant pools entries 
corresponding to its non-public fields can be suppressed since all accesses 
can be linked before romization of the package. 

Similarly, it is possible to define a state closed to be able to extend this 
optimization even to public fields. A class reaches the state closed if we 
can assure that no dynamically loaded class will need to be linked to this 
class. In practice, this state is most useful for embedded virtual machines 
romized with all the applications and that do not need to dynamically 
load new classes. These last two optimizations implies disabling some 
features of the virtual machine (namely restricting or even forbidding 
dynamic class loading) so they will be made optional when implemented 
in Jits. 

Preliminary results show that these optimizations would allow a re- 
duction of the constant pool to below the 7.68% lower limit presented in 
Figure 8. In state closed, all Constant_Utf 8_inf o representing name or 
type metadata would become useless, as well as all metadata represent- 
ing fields or methods in the constant pool. Thus, we can assume that 
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7.68% is the upper limit of the results we can expect when state closed is 
reached by a class, noting of course that closing a class prevents loading 
of any new class referencing it. 

Another optimization especially interesting for smart cards would con- 
sist in minimizing the reorganizations of the constant pool of dynami- 
cally loading classes. These classes are stored in EEPROM, a type of 
memory much slower than RAM and which life expectancy diminishes 
with each write. So it would increase the performance of the dynamic 
loading process and prolong the lifetime of the smart card if we could 
devise a loading mechanism which compacts the constant pool of a class 
with only the minimal amount of entry reorganizations. 

Conclusion 

This paper shows that it is possible to greatly reduce the memory 
footprint of the class loading mechanism by applying on-the-fly pack- 
ing of the constant pool of loaded classes. This allows saving memory 
space on the embedded system without sacrificing functionality of the 
virtual machine, since for instance we can still type-check the bytecode 
of the class while suppressing type information from the constant pool. 
Coupled with the flexibility of JiTS which permits to choose precisely 
which components need to be included in the runtime environment (as 
a garbage collector would not be relevant to a Java Card compliant 
platform for instance), this makes it possible to generate a Java virtual 
machine fully tailored for the target device, thus exploiting the limited 
resources in the best possible way. 
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Appendix 

We present in Figure A.l a piece of the classical example of the Purse application to 
illustrate the reduction of the constant pool during romization. This partial example 
shows the drastic reduction of the constant pool which can be achieved by discarding 
unnecessary entries. 

Figure A. 2 presents meaningful information from the constant pool {i.e. vtable 
and atable) of class Purse after it has been loaded. Method prototypes and type 
descriptions are still included in the atable since they are necessary to link the class. 
Besides the initial value for the field Purse. id, the vtable only contains references 
to entries of type class which are stored in the atable . 

Figure A. 3 shows the constant pool after linking the class, which permitted dis- 
carding most method prototypes and type descriptions. The vtable still includes the 
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public class Purse extends Object { 
private static int id; 
private Float sum; 
static { id " 0x12345678; } 
public Purse (float b) { 

this. sum “ new Float (b); 

} 

final public void credit (float n) { 

this, sum - new Float (this. sum. floatValueO + n) ; 

} 

} 



Figure A.l. The original Java source of the Purse class 



viable : 




[0]: 0 


[3]: 18 


[1]: 17 


[4]: 19 


[2] : 0x12345678 




atable : 




[0] : null 




[1]: id 


[14] : fr/lifl/rd2p/jits/test/Purse 


[2] : java/lang/Float 


[15] : java/lang/Object 


[3] ; sum 


[16] : floatValue 


[4]; OF 


[17] : class fr/lif l/rd2p/jits/lang/Float 


[5] : <init> 


[18] : class fr/lif l/rd2p/jits/test/Purse 


[6]: (F)V 


[19] : class fr/lifl/rd2p/jits/test/0bject 


[7]: I 


[20] : JMethod <init> ()V access^OxlOOl 


[8]: OV 


[21]: JField private fr/lifl/rd2p/jits/- 


[9]: Ljava/lang/Float ; 


lang/Float sum 


[10] : credit 


[22] : JMethod <init> (F)V access-0x5001 


[11] : <clinit> 


[23] : JField private static int id 


[12] : getSum 


[24]: (F) Ljava/lang/Float; 


[13] : JMethod floatValue 


OF access-OxlOOl 



Figure A. 2. The constant pool in state loaded 



viable : 

[0] : 0x12345678 
atable: 

[0] ; class fr/lif l/rd2p/jits/lang/Float 

[1] ; class fr/lif l/rd2p/jits/test/Purse 



Figure A.3. The constant pool in state linked 



value used to initialize the static field Purse . id since this has not yet be done by the 
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Romizer. Similarly, the atable contains the fully qualified name of the class Purse 
since it is needed by the static initializer to find the Purse . id field. 



vtable ; 

empty 
atable : 

[0] : class fr/lif l/rd2p/jits/lang/Float 



Figure A.4. The constant pool in state ready 

Figure A.4 shows the final state of the constant pool, after the static initializer of 
class Purse has been executed and discarded. The constant pool entries which were 
associated with it have been removed too, resulting in a constant pool with only 1 
entry left. This entry describing class Float could probably be suppressed in most 
Java runtime environments since class Float is part of the package j ava . lang which 
is typically completely romized. However, we chose to keep it in case the programmer 
decides not to include support for floating point arithmetics in the base system and 
then load it dynamically during execution. 
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Abstract Radio Frequency Identification systems are in the limelight for a few 
years and become pervasive in our daily lives. These smart devices are 
nowadays embedded in the consumer items and may come soon into our 
banknotes. At Financial Cryptography 2003, Juels and Pappu proposed 
a practical cryptographic banknote protection scheme based on both 
Optical and Radio Frequency Identification systems. We demonstrate 
however that it severely compromises the privacy of the banknotes’ bear- 
ers. We describe some threats and show that, due to the misuse of the 
secure integration method of Fujisaki and Okamoto, an attacker can 
access and modify the data stored in the smart device without optical 
access to the banknote. We prove also that despite what the authors 
claimed, an attacker can track the banknotes by using the access-key as 
a marker, circumventing the randomized encryption scheme that aims 
at thwarting such attacks. 

Keywords: RFID, Privacy, Banknote Protection. 

1 Introduction 

The main goal of Radio Frequency Identification (RFID) systems is to 
identify objects in an environment by embedding tags onto these objects. 
A tag is a tiny device capable of transmitting, over a short distance, a 
unique serial number and other additional data. For instance, goods in 
stores can be tagged in order to prevent shoplifting, or to speed up the 
goods registration process by using wireless scanning instead of human 
or optical scanning. The security issues of such systems are therefore 
two-fold. On one hand, it must be impossible to thwart the system by 
modifying the tag’s data or even creating fake tags; on the other hand, 
tags should not compromise the bearers’ privacy. 

It is vital to ensure the security of RFID systems, since many organiza- 
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tions have already turned to use such devices for many large-scale appli- 
cations. In particular, the European Central Bank (ECB) decided to use 
some REIDs to protect Euro banknotes [13]. Although Euro banknotes 
already include physical security features, ECB believes that REIDs will 
add further protection: electronic tags will give governments and law en- 
forcement agency the means to track banknotes in illegal transactions. 
We do not know yet if such chips will be embedded into all Euro ban- 
knotes, or just those of a high denomination. Japanese government also 
plans to embed REIDs into new lO’OOO Yen notes [9]. Though these ex- 
amples may be just rumors until now, we can consider that such devices 
will be used for such applications soon. Up to now, REIDs are already 
used in less sensitive applications. Eor instance, the tire manufacturer 
Michelin decided to implant REID tags inside the rubber sidewall of its 
tires. These tags contain the tire’s unique ID and maybe some other data 
such as origin, maximum inflation pressure, size, etc. The data stored 
in these tags are readable by a receiver positioned up to 30 inches away 
from the tire. These tags could pinpoint, for example, tires belonging to 
a defective batch. The purpose currently is to identify and track tires, 
but it could be adapted to allow tags to communicate directly with the 
vehicle’s dashboard to indicate if the tires are properly inflated, over- 
heated, overloaded, or if the tire tread is seriously worn [7]. Michelin 
Tires’ REID system is currently being tested in some taxis and rental 
cars, but it could be extended to all Michelin Tires after 2005. 

When technology advances, research on the privacy and security aspects 
of such devices lags far behind. Security flaws could however result in 
large-scale consequences from a sociological and economic point of view, 
by flooding the market with fake-tagged items. By proposing the first 
cryptanalysis of a scheme specially designed for REID systems, we show 
that, up to now, such systems can not be used in practical applications 
without endangering the users’ privacy. 

In this paper, we first describe the main characteristics of the REIDs and 
present in Section 3 the Juels - Pappu banknote protection scheme [8], 
which uses REIDs. We then describe in Section 4 some potential threats 
to this scheme and show that, due to the misuse of the secure integration 
method of Eujisaki and Okamoto, an attacker can access and modify the 
data stored in the smart device without optical access to the banknote. 
We also prove that despite the claims of the authors, an attacker can 
track the banknotes by using the access-key as a marker, circumventing 
the randomized encryption scheme that aims to thwart such attacks. 
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2 Radio Frequency Identification Systems 

In this section, we describe the technical aspects of RFID systems, 
which consist of three elements: 

■ The RFID tag (transponder) that carries the identifying data; 

■ The RFID readers (transceivers) that read and write the tags’ data. 

■ The back-end database, connected to the readers, that records 
information related to the tags data. 

While tags are low-capability devices, as explained below, readers and 
back-end database have powerful capability of storage, computation and 
communication. Therefore readers and back-end database can commu- 
nicate through a secure channel. 

2.1 Tags 

In order to use RFID tags in large-scale applications, the per-unit cost 
of such devices should be very low. Currently, the cost of such devices 
is a few tens US cents [12] and would further drop to 5 US cents [10]. 
On the other hand, practical applications require that the tag size be 
as tiny as a few millimeters square. Cost and size requirements mean 
that power consumption, processing time, storage and logical gates are 
extremely limited. From a technical point of view, a tag consists of an 
antenna and a microchip capable of storing data and performing logical 
operations such as bit-string comparisons of keys. One can distinguish 
active tags which have a battery to run the microchip’s circuit and to 
broadcast a signal to the reader, from passive tags which have no battery. 
Active tags are suitable to track high cost items over long ranges but 
they are too expensive to be embedded into banknotes. Only passive 
tags are suitable for this application. Tags memory is small and can 
store only a few hundreds bits in the best case [4]. Tags contain a few 
thousands gates, which is below the threshold of embeding cryptographic 
algorithms. For instance AES typically requires about 20,000 gates and 
SHA-1 requires about 15,000 gates. From a security point of view, tags 
can not be considered as tamper-resistant: all physical threats, such 
as laser etching, ion-probes, clock glitching, etc. [12] are applicable to 
recover the data stored in the tag. Therefore the tag cannot securely 
store secret keys in the long term, for instance. 

2.2 Communication 

As will be explained in Section 2.3, the reader can transmit various 
commands to the tag. In order to do this, the reader broadcasts Radio 
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Frequency radiation as long as necessary to bring sufficient power to the 
tag. The tag modulates the incoming radiation with its stored data. We 
actually consider two channels: the forward channel from the reader to 
the tag which can operate over long distance and the backward channel 
from the tag to the reader which can operate over a shorter distance. 
Both channels can be eavesdropped by an attacker since it is obviously 
impossible to use cryptographic features. 

2.3 Interface 

We give below the common commands that are available on a tag: 

■ read: allows every reader to obtain the data stored in the tag 
memory. 

■ write: allows every reader to write data in the tag memory. 

Some other commands can be available on a tag: 

■ sleep: this command is keyed so that the reader has to send a key 
in order to put the tag into the sleep state. Then the tag does not 
respond to the reader’s queries until it receives the wake command 
with the legitimate key. 

■ wake : after this command, the tag starts afresh to respond to 
the reader. It is a keyed command associated with the sleep 
command. 

■ kill: this command destroys the tag definitively. 

Moreover, fuels and Pappu [8] suppose that the following commands 
are available: 

■ keyed-read 

■ keyed-write 

These commands are similar to the read /write commands except that 
they are keyed. 

3 Juels - Pappu banknote protection scheme 
3.1 Interested parties 

fuels and Pappu proposed a banknote protection scheme whose goal is 
to resist banknotes counterfeiting and track traffic flows by some law en- 
forcement agency, nevertheless guaranteeing the privacy of the banknote 
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handlers. First we describe all the interested parties who are involved 
in the scheme. 

■ Central bank. The central bank aims at creating banknotes and at 
avoiding banknote forgery. It is therefore in its interest to have 
unique banknote serial numbers and to protect the secret key, 
which is used to sign the banknotes. 

■ Law enforcement agency. The goal of this agency is to arrest forg- 
ers. In order to achieve this, it needs to track banknotes and detect 
fake ones easily, even in areas of dense traffic, such as airports. 

■ Merchants. Merchants handle large quantities of banknotes. It 
is conceivable that they will try to compromise their clients’ pri- 
vacy. Merchants may comply with the law enforcement agency by 
reporting irregularities in banknote data. 

■ Consumers. Banknotes bearers want to protect their privacy. They 
want therefore to limit banknotes tracking even if it means not re- 
specting existing laws. 

3.2 Concept and requirements 

Up to now, banknote security solely relies on optical features, which 
can be checked either by human-scanning or machine-scanning. In [ 8 ] 
security relies on both optical and electronic features. Banknotes thus 
have two data sources: 

■ Optical: data can be encoded in a human-readable form and/or in 
a machine-readable form such as a two-dimensional bar code. It 
contains banknote serial number as well as denomination, origin, 
etc. 

■ Electronic: data can be read by wireless communication. Data are 
signed by the central bank and encrypted with the law enforcement 
agency public key and a random number. 

Electronic data are stored in a RFID tag, which consists here of two cells 
whose access is key-protected. The access-key can be (re-)generated from 
the banknote optical data. One of the two cells, denoted 7 , is univer- 
sally readable but keyed-writable. The other cell, denoted 5, is both 
keyed-readable and keyed- writable. In [ 8 ], the proposed scheme consists 
in writing in 7 the serial number of the banknote signed by the cen- 
tral bank and encrypted with the law enforcement agency public key. 
If this encrypted value was static, then an attacker could still track the 
banknote using this value as a marker. To overcome this weakness, the 
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signature on the serial number is re-encrypted by merchants as often as 
possible, using obviously a probabilistic encryption scheme. Since the 
signature is available from the optical data, encryption is performed from 
scratch and does not need to be homomorphic. After the re-encryption 
is performed, the new encrypted value is put into 7 and the used random 
value r is put into 6. Since 7 and 8 are keyed-writable, one must have 
optical contact with the banknote to obtain the access-key and thereby 
to re-encrypt the banknote. We will detail this procedure in Section 3.3. 

We give below the requirements that [ 8 ] should guarantee. 

■ Consumer privacy. Only the law enforcement agency is able to 
track the banknotes using the RFID interface. Even the central 
bank is not allowed to track banknotes. 

■ Strong tracking. Law enforcement agency are able to identify a 
banknote (by its serial number) even without optical contact. 

■ Minimal infrastructure. In order to be user-friendly, the system 
should not require that banknote bearers possess special equip- 
ment. For their part, retail banks and shops should only buy de- 
vices at reasonable cost. Furthermore, they should not be required 
to set up a permanent network connection. 

■ Forgery resistance. A forger has to have optical contact with a 
banknote in order to create a fake one with the same serial number. 
A forger should not be able to create a fake banknote with a new 
serial number and moreover he should not be able to change the 
banknote denomination. 

■ Privilege separation. The data stored in the tag should only be 
alterable given optical contact with banknotes. 

■ Fraud detection. If the data stored by the tag are wrong, then a 
merchant who has optical access to the banknote should be able 
to detect the forgery. 

In order to illustrate these requirements, fuels and Pappu give two ex- 
amples of privacy attacks that a banknote protection system should 
withstand. We give these two examples here because we will show, in 
Section 4, that their scheme is actually not resistant to these attacks. 

Example 1 “Bar X wishes to sell information about its patrons to local Merchant Y. 
The bar requires patrons to have their drivers’ licenses scanned before they are admitted 
(ostensibly to verify that they are of legal drinking age). At this time, their names, addresses, 
and dates of birth are recorded. At the same time. Bar X scans the serial numbers of the 
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RFID tags of banknotes carried by its patrons, thereby establishing a link between identities 
and serial numbers. Merchant Y similarly records banknote serial numbers of customers 
from RFID tags. Bar X sells to Merchant Y the address and birth-date data it has collected 
over the past few days ( over which period of time banknotes are likely not yet to have changed 
hands). In cases where Bar X and Merchant Y hold common serial numbers, Merchant Y 
can send mailings directly to customers indeed, even to those customers who merely enter or 
pass by Merchant Y’s shops without buying anything. Merchant Y can even tailor mailings 
according to the ages of targeted customers. Patrons of Bar X and Merchant Y might be 
entirely unaware of the information harvesting described in this example. ” 



Example 2 “A private detective wishes to know whether Bob is conducting large-value 
cash transactions at Carl’s store. She surreptitiously intercepts the serial numbers on ban- 
knotes withdrawn by Bob and also records the serial numbers of those brought by Carl out of 
his store. If there is any overlap between sets of numbers, she concludes that Bob has given 
money to Carl. The private detective might reach the same conclusion if Bob leaves without 
banknotes that he carried into Carl’s store. The private detective might also try to reduce 
her risk of detection by reading the banknotes of Bob and Carl at separate times, e.g., en 
route to or from the bank. ” 



3.3 Description of the method 

We explain in this section the operations that should be performed 
on the banknote. Let Sign(A:,m) be the signature on a message m with 
a key k and Enc(fc, m, r) the encryption of m under the key k with the 
random number r. We note || the concatenation of two bit-strings. 

Setup. Central bank B and law enforcement agency C respectively own 
a pair of public/private keys {PKb,SKb) and {PKc,SKc)- PKb and 
PKc are published as well as a collision-resistant hash function h. 

Banknote creation. For every banknote i, B selects (according to its 
own rules - which can be assumed to be public) a unique serial number 
Si and computes its signature Ej = Sign(<S'A'B, 5i||deni) where derii is 
the banknote denomination. B then computes an access-key Di such 
that Di = /i(Ei)\ prints S'fand Ejon the banknote, and computes 

Ci = EnciPKc,'^i\\Si,n) 

where is a random number. Q is written into 7 and is written into 
5. Note that the access-keys Di is not stored in the databases of B. In 
order to keep in mind the values stored on/in the banknote, we give in 
Tab. 1, established from [8], the content of the optical information as 
well as those of cells 7 and 5. 



'juels and Pappu point out that it is important that the hash function be applied on Ej 
rather than on Si because an attacker who knows a serial number would be able to compute 
the corresponding access-key without any optical contact with the banknote. 
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RFID 


Cell 7 

universally-readable / keyed-writable 


Cell 5 

keyed-readable / keyed-writable 


C =Enc{PKc,T.\\S,r) 


r 



Optical 


s 


E = Sign(SR’e, S||clen) 



Table 1. Optical and RFID data 

Banknote verification and anonymization. When a merchant Jv[ 
receives a banknote, he verifies it then re-encrypts it according to the 
following steps: 

1 A4 reads the optical data Si and Ej and computes D{ = 

2 A4 reads Cj, stored in 7, and keyed-reads rj which is stored in 5, 

3 M checks that Cj = Enc(P/f’r:, Ej||5j, rj). 

4 A4 chooses randomly and keyed-writes it into S. 

5 A4 computes = Enc(P/f£, Si||5i, r^) and keyed-writes it into 7, 

If one of these steps fails then the merchant should warn the law en- 
forcement agency. 

Banknote tracking. Let us consider a target banknote that the law 
enforcement agency C wants to check or track. C is able to easily obtain 
the cipher C reading the cell 7 and then to compute the plaintext E||5 = 
Dec{SKc,C). C can then check whether or not E is a valid signature. 
If E is valid then C obtains the banknote serial number S. 

3.4 Cryptographic algorithms 

Encryption and signature schemes can be chosen among the existing 
secure schemes. However they should bring security without involving 
high overhead, fuels and Pappu suggest to use an El Gamal-based en- 
cryption scheme [5] and the Boneh-Shacham-Lynn signature scheme [3], 
both using elliptic curves. Let Q denote an elliptic-curve-based group 
with prime order q and let P be a generator of Q. Let SKc = x Er Zg 
be the law enforcement agency private key and PK^ = Y = xP the 
corresponding public key. A message m E {0, 1}” where n is reasonable 
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sized, is encrypted with the El Gamal scheme under the random number 
r as follows: 

Enc(PK£, m, r) = (m + rY, rP). 

Since El Gamal encryption scheme is not secure against adaptive chosen- 
ciphertext attacks, Juels and Pappu suggest to use the secure integra- 
tion method due to Eujisaki and Okamoto [ 6 ]; the message m is then 
encrypted as follows: 

£nc*{PKc,m,r) = {Enc{PKc,r,hi{r\\m)),h2{r) ®m) 

where hi and are two hash functions from {0, 1}* to {0,1}". As 
explained in [ 8 ], signature size could be 154 bits. Assuming than a serial 
number can be encoded over 40 bits, the plaintext Eds' requires 194 
bits. Let us consider a 195 bits order elliptic curve group, the size of 
Enc*{PKc, 2115, r) will be 585 bits. The total required size will then be 
780 bits (585 bits in 7 and 195 bits in (5). As pointed out in [ 8 ], current 
REID tags can provide such resources. Eor instance the Atmel TK5552 
[4] offers a 1056 bits memory (only 992 bits are usable by the user). [11] 
suggests that only REID costing about 50 US cents could supply such a 
capacity but less expensive tags with a few hundreds bits memory could 
appear in a few years. REID tags currently costing 5 US cents supply 
less capacity, usually 64 or 96 bits of user memory [10]. 

4 Attacks on the banknote protection system 

We introduce in this section several attacks that can be performed 
on the Juels - Pappu banknote protection scheme. While some of these 
attacks are proper to that scheme (Sections 4.2, 4.3, and 4.7), some other 
are more general and could be applied to other REID-based privacy 
protection schemes (Sections 4.1, 4.4, 4.5, and 4.6). 

4.1 Pickpocketing attack 

This attack that Juels and Pappu already mentioned is significant 
enough to be recalled here. It requires an attacker to test a passer-by 
in order to detect if he carries some banknotes. Even if the attacker is 
not able to discover neither the serial number nor the denomination, he 
is able to establish how many banknotes the passer-by is bearing. 

The attacker has less information if banknotes of all denominations are 
tagged than if only the largest ones are tagged. However, tagging ban- 
knotes of all denominations may be dangerous with the Juels - Pappu 
scheme due to the fact that scanning banknotes takes some time. Mer- 
chants would not agree to re-encrypt notes of small denominations; pri- 
vacy could consequently be threatened. 
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Example 3 Some criminals want to steal some cars in a car park. Dur- 
ing daylight hours, they only break into a few cars so as not to attract 
attention. Their problem is therefore to determine which cars could be 
the “best” ones, that is the cars that contain currency. Thanks to the 
banknote protection system, they can radio-scan numerous cars in order 
to pinpoint their targets. 

These “pickpocketing” attacks show that the attack described in the 
second example of fuels and Pappu (See page 39) still occurs even using 
their banknote protection scheme. 

4.2 Data recovery attack 

The data recovery attack consists of two steps: the first one aims at 
obtaining the access-key D and then the random number r which is 
stored in the 5-cell; the second step exploits a misuse of the secure inte- 
gration method of Fujisaki and Okamoto, in order to recover S and E. 
So, the attacker can obtain the serial number of the banknote without 
optical access to it. Note that even well-behaving merchants are not 
supposed to obtain this information from the electronic data. 

Step 1 : One of the goals of the scheme is to avoid 7- write-access with- 

out optical reading of the banknote. This implies that an attacker must 
have physically access to the banknote to modify the 7-cell. However a 
merchant who is willing to re-encrypt the banknote sends the access-key 
D — h(Ti) (obtained by optical reading) to the tag in order to receive 
the value stored in the 5-cell, i.e. the random number r. The attacker 
can just eavesdrop the communication in order to steal D and then he 
is able to communicate with the tag and finally obtain the 5-cell value 
r. To buttress our argumentation, remind that it is usually easier to 
eavesdrop the forward channel, that is from the reader to the tag, than 
the backward channel. Note also that the communication range should 
not be too short since one of the goals of the fuels - Pappu scheme is to 
enforce banknotes tracking be the law enforcement agency, even in areas 
of dense traffic, such as airports. 

Step 2 : The attacker first obtains the value stored in the 7-cell (uni- 

versally readable). 7-cell contains: 

Enc*{PKc,m,r) = (Enc(P/i'£, r, /ii(r||m)), /i2(r) © m) 

= + hi(r\\ni)PKc, hi(r\\m)P, /i2(r)©m) 

Notation is defined in Section 3.4. Let us consider (£1,62,63) such that 
(£1,62,63) = Enc*{PKc,m,r). 
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= r + h\{r\\m)PKc, - hi{r\\m)P, and £3 = /i2(r) ©m. 

She obtains therefore 

m = 63 © h2{r) where 63, r, and /12 are known. 

Since m := E|| 5 , this proves that an attacker can discover the serial 
number and the signature of a banknote without having optical access 
to it, contrary to what fuels and Pappu claim. 

The problem arises from the fact that the integration method of Fujisaki 
and Okamoto is not secure anymore when the random value r is revealed. 
Indeed, the purpose of the asymmetric encryption Enc{PKc,r, hi(r||jn)) 
is to “hide” the random value that is used to generate the key of the 
symmetric encryption. If this random value is public or can be determine 
easily by an attacker, the integration method becomes null and void. 

4.3 Ciphertext tracking 

The protection method that we are discussing in this paper uses re- 
encryptions to prevent tracking attacks. However, re-encryptions can 
only be performed in practice by merchants or retail banks^. Therefore 
the time period between two re-encryptions could last long enough to 
track banknotes. 

Example 4 Many supermarkets use massive computing power to an- 
alyze the buying patterns of their clients. Identifying these patterns 
enables merchants to reorganize their store layouts to increase their 
sales. Data mining consists of using computer-based search techniques to 
sort through the mounds of transaction data captured through goods bar- 
coding. The frequently cited example is the “beer and diapers ” example: 
a large discount chain discovered by data mining its sales data that there 
was a correlation between beer and diaper purchases during the evening 
hours. The discount chain therefore moved the beer next to the diapers 
and increased sales. Let us now consider a merchant who installs RFID 
readers in his store departments: now he is able to analyze precisely his 
client’s path and thereby to reorganize his store layout. Since some ex- 
isting payment systems contain names and addresses, a client who stays 
during a long time in the bicycle department without buying anything 
will receive directly advertising literature to his door. 



^ We could imagine a scenario where citizens are able to re-encrypt their own banknotes, but 
it is an unrealistic assumption. 
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Ciphertext tracking attacks show that the threat described in the first 
example of fuels and Pappu (See page 38) still occurs within their ban- 
knote protection scheme. Let us first consider a milder version of the 
attack: bar X cannot read the optical data on the banknotes of his 
customers (We consider that a customer is a person who comes in the 
shop; he does not necessarily need to buy anything). So, he stores in 
a database all the 7-values that he is able to collect matched with the 
name and address of their handlers. Merchant Y also reads the 7- values 
of his clients and stores them. Bar X and merchant Y can combine their 
databases: if a 7-value appears in both databases, they are almost sure 
that it is the same client. Let us now consider a stronger attack: when 
bar X returns change to a client, he re-encrypts banknotes with a fixed 
number, denoted ro also known by merchant Y. When a customer arrives 
in Merchant Y’s store, the merchant reads the 7- value of the customer’s 
banknotes (universally readable) and computes So using ro (applying 
the method described in Section 4.2). He then computes Do = /i(So) 
and tries to read 5 with Do', if the tag agrees this means that ro was 
the appropriate random number and that merchant Y can be almost 
sure that this client comes from Bar X. Note that Merchant does not 
“touch” the banknote here: he has just to scan the people when they 
pass through the store door for instance. 

This issue is inherent in re-encryption-based privacy protection schemes: 
since re-encryptions cannot be performed very frequently, it is possible 
to track tags with their universally readable values (even if these values 
seem to be some garbage for a person who is not authorized to decrypt 
them). Note that even with a higher re-encryption frequency, the attack 
still works if the re-encryptions are performed by the merchants, and 
not by the users themselves. 

4.4 Access-key tracking 

The goal of the re-encryptions is to prevent banknotes tracking, as 
we mentionned. If an attacker does not have optical contact with a 
given banknote, then he should not be able to track it in the long-term. 
Unfortunately, we demonstrate here that a side channel can be used to 
track the banknotes. Indeed, if the attacker can see the banknote once 
(or even, more simply, if he effects the first step of the attack described 
in Section 4.2) then thanks to the static access-key D, he will be able to 
track the banknote by just trying to read the <5-cell: the tag responds if 
and only if the key D is the good one; 

This attack is particularly devastating because it dashes the purpose of 
the scheme. Actually, when a tag owns a unique access-key and responds 
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if and only if the key sent by the reader is the valid one, this key can 
be used to track the tag. On may think that the tag could thwart such 
an attack by replying with some garbage when the access-key is wrong, 
instead of remaining silent. Unfortunately, sending static garbage opens 
a new way to perform tracking attacks, and requiring the tag to be able 
to generate random garbage is not yet realistic due to the low capability 
of such devices. 



Example 5 Mrs Johnson suspects that her husband is having an affair 
with his secretary. It seems that he has been giving her money. Mrs 
Johnson decides to read the optical data on her husband’s banknotes - 
in order to generate the access-key - and to surreptitiously follow his 
secretary after work. She will soon know whether her suspicions are true 
or not. 

4.5 Cookies threat 

According to [8], the sizes of the 5-cell and 7-cell are 195 bits and 585 
bits respectively. Since these values can be modified for everyone having 
access to the banknote (or using the attack described in Section 4.2), the 
5-cell and the 7-cell can be used to hide a certain amount of information. 
This hidden information channel looks like an HTTP cookie. This cookie 
will however be detected during the next re-encryption of the tag data 
(since merchants have to check the current value before performing the 
re-encryption) because 5 and 7 are not consistent anymore. 

A clever way to abuse the tag is to put the cookie only in the 5-cell: 
since the value r stored in this cell is a random number, it can be used 
to store some information. Obviously, the 7-cell value will have to be 
re-encrypted with the new random number. This kind of cookie will be 
untraceable and will stay available until the next re-encryption. 

4.6 Denial of service attack 

We saw that when a merchant finds a discrepancy on a banknote, 
he cannot accept the payment and should warn the law enforcement 
agency. This could however be used to harm banknote bearers: all that 
is required is to input incorrect data into either 5 or 7. This could be 
done not only by a merchant who has access to the optical data but also 
anyone who is able to perform the first step of the attack described in 
Section 4.2. Due to its simplicity, this malicious attack may bring about 
many problems as the law enforcement agency as well as the Central 
Bank - that has to restore the banknotes - would be flooded. 
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Example 6 In a store, some hackers are waiting in line for the cash 
register. The customer in front of them pays for his purchases. The 
hackers eavesdrop the communication between the reader and the tag, 
thus obtaining the access-key D; they then replace the data stored in 
the cell 7 with a false value, just for fun. The banknote becomes out 
of service until it is restored by the Central Bank. They can block all 
cashiers this way and take advantage of panic scenes between cashiers 
and complaining customers in order to steal goods. 

4.7 Sleeping and dead banknotes 

We present here two attacks that are possible using the native com- 
mands of the RFIDs. The first one exploits the sleep function of the 
device, and the second uses the kill function. 

fuels and Pappu point out that banknotes issued from dirty money could 
pass, for instance, airport checking, byreplacing E and S by values issued 
from clean money. Another solution would be to put banknotes into the 
sleep mode with the sleep function. After having passed through bank 
policy checking, money launderers are able to “wake up” the banknotes. 
It is therefore important that this function is not universally available. 
However, if forgers create fake banknotes (by cloning) they will be able 
to embed a sleep function in their tags: law enforcement agents conse- 
quently cannot detect the counterfeit banknotes during checking. 

We propose now a stronger denial of service attack than those proposed 
in Section 4.6, involving the kill function of the tags. Obviously, this 
function is a keyed command but the key may be too short to ensure 
real security. According to the Auto-ID center’s standards, the kill-key 
should be 24 bits [2] or even 8 bits [1]! This means that it would be 
so simple to perform an exhaustive search to destroy tags. Tag makers 
should therefore embed longer kill-keys, but the longer the key, the more 
expensive the tag. 

5 Conclusion 

We have outlined in this paper the main aspects of banknote protec- 
tion and described the fuels - Pappu scheme, which is based on both 
Optical and Radio Frequency Identification systems. We show that two 
parties can benefit directly from the use of tags in the banknotes: the 
central bank and the law enforcement agency, both profiting from this 
system by enforcing banknote tracking and anti-counterfeiting. What 
about the other interested parties such as merchants and citizens? The 
role of merchants here is crucial since privacy relies only on their collab- 
oration. Even if most of the merchants are compliant, one can notice 
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that re-encrypting banknotes implies a loss of time for merchants. An- 
other issue is the attitude of a merchant when faced with a problematic 
banknote; according to [8], he should warn the law enforcement agency. 
However he is able to repair the problematic data as he has optical ac- 
cess to the banknote. Will he risk losing a customer by warning the 
law enforcement agency? From the citizens point of view, it would be 
difficult to tolerate such a system for three reasons. The first one is that 
citizens have to travel to the central bank (or perhaps to a retail bank) 
every time they have a faulty banknote. The second reason is that they 
will lose confidence in their banknotes: they can no longer be sure that 
they will be able to use their currency at the cash register! Last but not 
least, they will be suspicious about the fact that their privacy and their 
anonymity remain intact. 

Beyond the sociological issues brought by this scheme, we proved that, 
despite what the authors claimed, the proposed banknote protection 
scheme suffers from some privacy issues and thus compromises the pri- 
vacy of the banknotes’ bearers. We have described many attacks that 
can be performed on the scheme and so, proved that the only RFID 
banknote protection scheme published until now is null and void and 
should not be used in practice. Even if this solution could be partially 
fixed, some attacks are inherent in re-encryption-based privacy protec- 
tion schemes, as explained in Section 4.3, what strengthens our feeling 
in the fact that such an approach is not suitable to privacy protection 
schemes. Furthermore, some described attacks are beyond the scope of 
the banknote protection, as the access-key tracking attack, and we think 
that our contribution should be taken into account in future designs of 
RFID privacy protection schemes. 
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Abstract: This paper presents a new technique for anonymizing personal data for studies 

in which the real name of the person has to be hidden. Firstly, the privacy 
problem is introduced and a set of related terminology is then presented. Then, 
we suggest a rigorous approach to define anonymization requirements, as well 
as how to characterize, select and build solutions. This analysis shows that the 
most important privacy needs can be met by using smartcards to carry out the 
critical part of the anonymizaton procedure. By supplying his card, the citizen 
(e.g., the patient in the medical field) gives his consent to exploit his 
anonymized data; and for each use, a new anonymous identifier is generated 
within the card. In the same way, reversing the anonymity is possible only if 
the patient presents his personal smartcard (which implies that he gives his 
consent). In this way, the use of the smartcard seems be the most suitable 
means of keeping the secret as well as the anonymization and the disanonymi- 
zation procedures under the patient control. 

Key words: Privacy, anonymization. 



1. INTRODUCTION 

Privacy is becoming a critical issue in many emerging applications in 
networked systems: E-commerce, E-government, E-health, etc. Of course, 
the networks development facilitates data communication and sharing, but 
such data are often personal and sensitive. Consequently, the citizen’s pri- 
vacy could be easily endangered, e.g., by inferring personal information. 
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International [1] and European legislations are more and more worried 
about protecting personal data and privacy is nowadays considered as a con- 
stitutional right in many countries [2, 3, 4]. To comply with these laws, sys- 
tems dealing with personal data need more and more security and reliability. 
But unfortunately, the real privacy requirements are sometimes neglected, 
and solutions intended to solve some privacy problems are often developed 
empirically. What we first need is to have a systematic methodology to cre- 
ate and manage securely anonymized data. 

The next section presents an analytic approach, based on risks analysis, 
security requirement identification, security objective definition, requirement 
formalization, and finally, solutions characterization. We have to reply 
questions such as: which data must be protected and for how long? Do we 
need unlinkability, unobservability anonymity, or pseudonimity? Where the 
cryptographic transformations should be carried out? Which transformation 
should be used, and do we need complementary technical or organizational 
measures? What is the best trade-offbetween robustness and flexibility? Etc. 

Following our methodology, we suggest in Section 3 a new generic solu- 
tion to anonymize and link identities. We will show that the use of a smart 
card is important to meet better privacy needs. 

Let us take for example the healthcare systems (the reasoning remains the 
same for other applications such as E-commerce or E-government). It is 
clear that if a patient anonymous identifier is used to link the anonymized 
medical data coming from different sources or at different periods for the 
same patient, this identifier has to be kept secret to preserve the patient’s 
privacy. In addition, the patient must rationally gives his consent when his 
data are anonimized or disanonimized. For all these reasons, and for other 
reasons that we will explain below, we believe that the use of smartcards 
could be a suitable solution. We suggest that the most critical part of the 
anonymization procedure should be carried out in a personal medical data 
smart card. The anonymization procedure should be based on a secret, the 
patient anonymous identifier, which is a randomly generated number, stored 
in the card, and never transmitted out of the card. This anonymous identifier 
is used to link uniquely the patient’s anonymized medical data to the patient, 
while preserving his privacy. 

In this way, the secret is held under the patient control. Except when it is 
legally mandatory, patient medical data may appear in a certain database 
only if, by supplying his card, he gives his consent to exploit his medical 
data as part of a certain project (e.g., epidemiologic research concerning a 
rare disease). In the same way, the patient consent is necessary to reverse the 
anonymity, for example, in order to refine epidemiological studies. 

In the last section, we show that our solution presents a large flexibility 
and efficiency in that the data transformation procedures (e.g., anonymiza- 
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tion, impoverishment) depend on the purpose of use (i.e., the reason why the 
data are collected). Moreover, our solution resists dictionary attacks, respects 
the least privilege principle and fulfills the European legislation require- 
ments. It is also adaptable to non-medical areas, such as demographic stud- 
ies, and supports (without compromising the security nor the flexibility) 
some organizational changes like the merging ofhospitals. 



2. ANALYTIC APPROACH 

Based on previous works, we present a set of concepts that are necessary 
to cover this topic. Anonymity can be defined as the state ofbeing not identi- 
fiable within a set of subjects. Pseudonymity add accountability to anonym- 
ity, more precisely, pseudonymity ensures that a user may use a resource or a 
service without disclosing its identity, but can still be made accountable for 
that use. Unlinkability between two or more items (operations, users initiat- 
ing operations, terminals where operations were launched from, etc.) means 
that, within the system, it is not possible to distinguish if these items are 
related or not. Unobservability ensures that a user may use a resource or 
service without others, especially third parties, being able to observe that the 
resource or service is being used; therefore, the intent is not only to hide the 
identity of the person using a resource or a service, but even to hide if the 
resource or service is used [7; 9]. 

Besides, the privacy protection necessitates specifying two major catego- 
ries of concepts: 

the request (demand) in the form of needs to be satisfied; 

the response in the form of security functionalities and solutions. 

Like most of security functionalities, anonymization analysis can be ex- 
pressed with regard to three levels of user expectations: 

The anonymization needs represent the user expectations; generally, 
their form is neither very explicit nor very simple to formalize. 

The anonymization objectives specify the information to protect, the 
threats (against privacy) to avoid, the security level to reach, etc. 

The anonymization requirements represent how to express the needs 
(and the threats to counter) with a non-ambiguous semantics and, as far 
as possible, with a formal system. 

The anonymization needs depend on the studied system. For instance in 
the healthcare systems, some anonymization needs could be: 

1. both directly nominative information (identities, sex, addresses) and 
indirectly nominative information (through a characterization of the 
corresponding persons) should be anonymized; 
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2. a patient appears in a certain database (e.g., for a medico- 
commercial study), only if it is obligatory or if he gives his consent; 

3. in the same way, it is necessary to have the patient’s consent when 
reversing this anonymity. 

4. the anonymization procedure is based on a secret, the patient 
anonymous identifier, which is used to link uniquely the patient’s 
anonymized medical data to the patient, while preserving his pri- 
vacy. 

Considering the identified needs, the use of a smart card is the most suit- 
able means, and this is the most novel contribution of this paper. 

At this step, we can easily suggest how the use of smartcards can help to 
meet these needs: 

1. the smartcards are considered as sufficiently tamper-resistant to pre- 
vent, for instance, forging fake patient cards or cloning existing pa- 
tient cards (in any case, the cost to forge or clone cards would be 
much higher than the expected profit); 

2. with current smartcard technology, it is possible to anonymize nomi- 
native data; 

3. by providing his smartcard, the patient gives his consent (at least im- 
plicitly); in other words, the use of a smartcard is suitable to guaran- 
tee the patient consent; 

4. to keep secret the patient anonymous identifier, we suggest to gener- 
ate it randomly, and to store it in the card; if in addition, we carry out 
the cryptographic transformations (anonymization and disanonymi- 
zation) in the card, we guarantee that this secret (the identifier) is 
never transmitted out of the card. Section 4 gives details of our 
proposition. 

In the next subsection we will first present what we mean by anonymiza- 
tion objectives and requirements. We will then refine our requirement analy- 
sis by giving details of some typical scenarios. Subsequently, for each sce- 
nario, we will identify some anonymization objectives and requirements. As 
suggested by our approach, our analysis will result in proposing a new 
anonymization procedure. 

2.1 Anonymization objectives 

An anonymization objective can be defined according to one of the three 
following properties, applied to the anonymization function [8]: 

Reversibility: this corresponds to hiding data by encryption. In this case, 
from encrypted data, it is always possible to calculate the corresponding 
original nominative data (decryption), and conversely (encryption), by 
using the corresponding keys and algorithms. 
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Irreversibility: this is the property of anonymization. A typical example 
is to use a one-way hash function. Once replaced by anonymous codes, 
the original nominative data is no longer recoverable. However, in some 
cases, attacks by inference (or by dictionary) are able to re-identify the 
person if the anonymization is imperfect. 

Inversibility: this is the case where it is, in practice, impossible to re- 
identify the person, except by applying an exceptional procedure. This 
procedure must be controlled by a highly trustworthy authority such as 
the medical examiner, the inspector-doctor or a trustworthy advisory 
committee. This authority can be seen as the privacy guarantor. Actually, 
it is a matter of a pseudonymization rather than anonymization, accord- 
ing to the common criteria terminology [9]. 



2.2 Anonymization requirements 

The analysis of the requirements must take into account the system envi- 
ronment (users categories, attacks types, etc.). For instance, even if the in- 
formation is anonymous, a malicious user can infer confidential information 
by using illegitimate deduction from external data. In this respect, two kinds 
of requirements must be imposed to any anonymization system: the “link- 
ing" requirements and the “robustness" requirements [8]. 

Linking allows associating (in time and in space) different anonymous 
data to the same person, without necessarily disclosing the real identity of 
that person. As mentioned in Figure 1, linking can be temporal (always, 
sometimes, never) or geographic (international, national, local, etc.). 




Figure 1. Network of the anonymization cases 




54 



A. Abou El Kalam, Y. Deswarte, G. Trouessin, E. Cordonnier. 



The robustness requirements, concerning exclusively illicit disanonymi- 
zation, can be divided into two distinct cases: robustness to reversion and to 
inference. 

The reversion robustness concerns the possibility to inverse the 
anonymization function, for example if the used cryptographic techniques 
are not strong enough. 

The inference robustness concerns data disanonymization by means of 
unauthorized recovery of nominative data. Generally, an inference can be: 
deductive: it consists in inferring, mainly by first-order logic calculation, 
unauthorized information on the only basis of publicly available data; 

inductive: if the reasoning that uses data explicitly stored in the informa- 
tion system is not sufficient to infer information, this reasoning can be 
completed by making some hypothesis on certain information; 

probabilistic: it consists in inferring, by stating a set of various plausible 
assumptions, a secret information from valid available data. 

This list is not exhaustive, and naturally, we can imagine other types of 
inference channels based on other types of reasoning. 

2.3 Solution characterization 

For a given scenario, once the privacy needs, objectives and requirement 
are defined, we have to characterize the most suitable solutions. In particu- 
lar, we have to identify: 

the type of the solution to develop: is it an organizational procedure, a 
cryptographic algorithm, a one-way function, or a combination of sub- 
sets of these solutions? 

the plurality of the solution: do we need simple, double or multiple 
anonymization? Rationally, the choice is related to the type of threats 
considered against the anonymization function; 

the interoperability of the solutions that are to be combined: transcoding 
(manually, for some continuity reasons) or translating (mathematically, 
for some consistency reasons) an anonymization system of anonymous 
identifiers into another anonymization system of anonymous identifiers; 
or transposing (automatically) several anonymization systems of 
anonymous identifiers into a unique anonymization system, in order to 
authorize or forbid the matching of anonymized data. 
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3. APPLICATION OF OUR METHODOLOGY TO 

TYPICAL HEALTHCARE EXAMPLES 



3.1 Medical data transmission 

The sensitivity of the information exchanged between healthcare provid- 
ers (e.g., between the biology laboratories and the physicians) emphasizes 
the needs of confidentiality and integrity on transmitted data. Moreover, we 
need that only the legitimate addressee can receive and read the transmitted 
data. The use of an asymmetric (or hybrid) cryptographic system seems suit- 
able [17]. 

The technique used should be reversible when duly authorized ( objective ) 
and robust to illegitimate reversion (requirement). 

3.2 Professional unions 

In France, for evaluation purpose, the physicians have to send to the pro- 
fessional unions data related to their activity. At first sight, a requirement is 
to hide patient’s and physician’s identities. However, when the purpose of 
use is to evaluate the physician’s behavior (to assess care quality), it should 
be possible to re-identify the concerned physician. Our study of the French 
law [10] allowed us to identify the following anonymization objectives: 

Inversible anonymization (pseudonymization) of the physician’s identi- 
ties: only an official body duly authorized to evaluate the physician’s be- 
havior can re-establish the real identities. 

Inversible anonymization (pseudonymization) of the patient’s identifiers: 
only welfare consulting doctors can reverse this anonymity. 

In this way, the following risks are avoided: 

attempts by a dishonest person to get more details than those necessary 
to his legitimate task in the system. For example, if the purpose is to 
study the global functioning of the system, it is not necessary to know 
the real identities (in accordance with the least privilege principle); 

considering that the French law gives to patients the right to forbid the 
sharing of their information between several clinicians, the identified 
objectives aim to avoid privacy violation (inasmuch as patients could 
confide in some clinicians, and only in these clinicians). 
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3.3 PMSI framework 

The Information System Medicalization Program (PMSI) aims at evalu- 
ating hospital information systems. Actually, it analyses the healthcare es- 
tablishments activities in order to allocate resources while reducing budget- 
ary inequality [11]. Given that the purpose is purely and simply medico- 
economic (and not epidemiologic), it is not necessary to know to whom a 
given medical information belongs (anonymization). On the other hand it is 
important to recognize that different data are related to the same, anonymous 
person even if they come from different sources at different times (linkabil- 
ity). Having said that, every patient must (always) have the same irreversi- 
ble, anonymous identifier for the PMSI. 

3.4 Statutory notification of disease data 

Some diseases have to be monitored, through statutory notification, to 
evaluate the public healthcare policy (e.g., for AIDS) or to trigger an urgent 
local action (e.g., for cholera, rabies, etc.). Originally, patient records are 
nominative, but they are irreversibly anonymized before any transmission. 

Various needs can be identified: prevention, care providing, epidemiol- 
ogical analysis, etc. The main objective is anonymization and linkability. 
Furthermore, universal linking, robustness to inversion, and robustness to 
inference are the main requirements. 

In this respect, the choice in terms of protection must depend on these 
objectives. In fact, would we like to obtain an exhaustive registry of HIV 
positive persons? In this case, the purpose would be to know the epidemic 
evolution, and to globally evaluate the impact of prevention actions. In- 
versely, would we like to institute a fine epidemiological surveillance of the 
HIV evolution, from the infection discovery to the possible manifestation of 
the disease? In this case, the objective is to finely evaluate the impact of 
therapeutic actions, as well as a follow-up of certain significant cases. 

This choice of objectives has important consequences on the nature of 
data to be collected, on the links with other monitoring systems, and conse- 
quently, on the access control policy and mechanisms. 

Currently, we identify the following findings related to data impoverish- 
ment, to reduce inference risks: 

Instead of collecting the zip code, it is more judicious to collect a region 
code. Obviously, a zip code could allow a precise geographic localiza- 
tion, resulting in identifying a small group of persons. 

Instead of collecting the profession, we think that a simple mention of 
the socio-professional category is sufficient. 
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Instead of mentioning the country of origin it is sufficient to know if the 
HIV positive person has originated from a country where the heterosex- 
ual transmission is predominant. 



3.5 Processing of medical statistical data 

Nominative medical data should never be accessible, except when ex- 
pressly needed for a course of treatment. This applies, in particular, to purely 
statistical processing and scientific publications. In this respect, not only 
such data should be anonymized, but also it should be impossible to re- 
identify the concerned person. Therefore, anonymization inversibility and 
robustness to inference are essential. Of course, everybody knows that, even 
after anonymization, identities could be deducted by a malicious statistician 
if he can combine several well-selected queries, and possibly, by comple- 
menting the reasoning by external information. 

The problem of statistical database inference has been largely explored in 
previous works [12, 13]. In the reference [14, ch3] we list some example and 
solutions, but we believe that it is difficult to decide which solution is the 
most satisfying. In some cases, the solution could be to exchange the attrib- 
utes values (in a certain database) so that the global precision of the statistics 
is preserved, while the precise results are distorted. The inherent difficulty in 
this solution is the choice of values to be permuted. Another solution could 
modify the results (of statistical requests) by adding random noise. The aim 
is to make request cross-checking more difficult. 

3.6 Focused epidemiological studies 

As mentioned earlier in the introduction, it is sometimes desirable to re- 
identify patients in order to improve care quality, especially in some focused 
studies such as cancer research protocols, genetic disease follow-up, etc. 

To make this clearer, let us consider a simple example. Suppose that the 
patients of the category C, having undergone a certain treatment Tbefore; 
and that a certain study concludes that if these patients does not take the 
treatment Tafter, they will have a considerably reduced life expectancy. In 
such situations, it is necessary to re-identify the patients so that they take 
advantage of these new results. Having said that, we can conclude that this is 
a matter of an inversible anonymization. Of course, only authorized persons 
should be able to reverse the anonymity (e.g., consulting physician, medical 
examiner), and only when it is necessary. 

In the case of cancer research protocols, the process starts by identifying 
the disease stage, then the protocol corresponding to the patient is identified. 
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and finally, according to this protocol, the patient is registered in a regional, 
national or international registry. The epidemiological or statistical studies of 
theses registries could bring out new results (concerning patients following a 
certain protocol). In order to refine these studies and improve the scientific 
research, it is sometimes useful to re-identify the patients, to link some data 
already collected separately, and finally complement the results. 



4. OUR SOLUTION 



4.1 General scheme 

Previously, we recommended that every anonymization needs ajudicious 
prior analysis. This study must clearly and explicitly identify the security 
needs, objectives and requirements. After that, we have identified some sce- 
narios and we have applied our approach to these scenarios. Now, we give 
shape to our analysis by developing a new solution that uses smartcards to 
better meet privacy needs and to satisfy the identified requirements. 

First, in order to decide which view (specific form of data) is accessible 
by which user, our solution takes into consideration some parameters: the 
user’s role, his establishment, and the purpose of use. Our main aims are to 
respect the least privilege principle as well as to make use of the legislation 
related to privacy, especially the European norms [15]. 

So as to do, before distributing anonymous data to end users, our solution 
suggests to cascade cryptographic processing (one after the other), carried 
out in different organizations. Of course, in each step, the transformation to 
carry out depends on the purpose of the use that follows. The outlines of our 
solution are first represented in Figure 2, then detailed and discussed in the 
following sections. 
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Figure 2. The suggested anonymization procedure. 



4.1.1 Transformations processed in healthcare establishments 

In healthcare establishments (hospitals, clinics, etc.), three kinds of data- 
bases can be distinguished: 

an administrative database, accessible to administrative staff (e.g., sec- 
retaries, reception staff), according to their role; 

a medical database, accessible to clinical staff in charge of the patients; 

several anonymous databases, each one containing the necessary and 
sufficient information for a certain project. A project is an entity that 
makes statistical or medico-economical data processing such as the 
PMSI, healthcare insurance companies, associations of diabetic persons, 
offices for medical statistics, research centers, etc. 

The system must possess a well-defined access control policy, and this 
policy must be implemented by suitable security mechanisms. In the refer- 
ence [16], we present the Or-BAC (Organization-Based Access Control) se- 
curity model. Or-BAC offers the possibility to handle several security poli- 
cies associated with different organizations. It is not restricted to permis- 
sions, but it also includes the possibility to define prohibitions, obligations 
and recommendations. In this respect, Or-BAC is able to specify policies 
developed for a large range of complex and distributed applications. 

In our proposal, the transition from a medical database to an anonymized 
one (dedicated to a certain project) needs the application of two transforma- 
tions, T1 and T2. 
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T1 : consists in calculating “IDApai\Proj”, an anonymous identifier per per- 
son and per project. IDApai\Proj is computed from the two identifiers “IDproj” 
and “IDpai", and characterizes the pair (patient, project): 

IDproj is the project identifier; it is known by the healthcare establish- 
ments that collaborate with this project; 

IDpat is the individual anonymous identifier of the patient; we state that 
this identifier should be kept under the patient control, on his personal 
medical data smart card; IDpat is a random number generated uniquely 
for this patient, and is totally independent from the social security num- 
ber; a length of 128 bits is sufficient to avoid collisions (the risk that two 
different persons have the same identifier). 

In the healthcare establishment, at the time of supplying data to the 
anonymous databases (per project), the user (i.e., the hospital employee) 
transmits IDproj (the project identifier) to the card. The card already contains 
IDpat (the patient anonymous identifier). By supplying his card, the patient 
gives his consent to transmit his medical data as part of this project. The T1 
procedure, run by the smart card, consists in applying a one-way hash func- 
tion (i.e., SHA) to the concatenated set {IDproj \ IDpat)'. 

(Tl) IDApat\ProJ = }A{IDproj \ IDpat) 

By generating the fingerprint }\{IDproj | IDpat), Tl aims at the following 
objectives: 

the patient data appear in a certain database only if it is obligatory or if 
he has given his consent by producing his patient data card; 

IDApat\Proj does not use any secret whose disclosure would undermine 
the privacy of other persons (as opposed to the use of a secret key that 
would be used for all the patients). In addition, since IDApat\Proj calcula- 
tion is run into the card, IDpat remains into the card; it is never transmit- 
ted outside, and it is only used for creating an anonymous database entry 
(in the hospitals); 

since IDproj is specific to each project, the risks of illicit linkage of data 
belonging to two different projects are very low; moreover, the anony- 
mous databases (per project) are isolated from external users, and so, can 
be protected by strict measures of access control; 

knowing that IDApat\Proj is always the same for the pair (patient, project), 
every project can link data concerning the same patient, even if they are 
issued by different establishments or at different times, as long as they 
concern the project. 

Nevertheless, the transformation Tl does not protect against attacks 
where attackers try to link data held by two different hospitals. To make this 
clearer, let us take an example where a certain patient Paul has been treated 
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in the hospitals Hosp^ and Hospa- In each of these two hospitals, Paul has 
consented to give his data to the project Proja- Let us assume that Bob, an 
HospB employee, knows that the fingerprint X (=IDAPaul\Proja) corresponds 
to Paul, and that Bob obtains (illicitly) access to the anonymous database 
held by Hospj^ and concerning Proja- In this case, the malicious user Bob can 
easily establish the link between Paul and his medical data (concerning 
Proja) held by Hosp\ and Hosp^. 

In order to face this type of attacks, a cryptographic asymmetric trans- 
formation (T2) is added. Thus, before setting up the anonymous databases 
(specific to each project), the hospital encrypts (using an asymmetric cipher) 
the fingerprint IDApat\Proj with the key specific to the hospital; (the 
notation “ {M}k” indicates that M is encrypted with key K): 

(T2) lDAhosp(pat\Proj) = {IDApal\Proj} KShoip 

If we take again the previous scenario, the malicious user Bob cannot re- 
identify the patients because he does not know the decryption key KpA- In 
fact, each hospital holds its key Kshosp, while Kphosp is held only by the pro- 
jects. 

It is easy to observe that the two transformations (Tl and T2) allow hav- 
ing a great robustness against attacks attempting to reverse the anonymity (in 
particular by linking) in an illicit manner. 

The procedure, carried out in the hospitals, remains very flexible. Indeed, 
if two hospitals (Hosp„ and Hospt) decide to merge someday, it is easy to 
link data concerning every patient that has been treated in these hospitals. In 
fact, each hospital decrypts its data with its key Kphosp, and then encrypts the 
result by Kshosp-j, the new hospital private key. If IDAhospJipai\Proj) (respec- 
tively IDAhospij(pai\Proj)) designates an anonymous identifier in hosp„ (respec- 
tively hospi), and “[]k” designates a decryption with K: 

The processing carried out on the former data of hosp„ is: 

{ [IDAhosp^al\ProJ)] Kphosp . } KShoip* ; 

The processing carried out on the former data of hospi, is: 

{ [IDAhospi^ot\Pro/j\ KphosfP } ^^hospabs 

In this way, the resulting fingerprints are the same in the two hospitals 
(for each anonymous database associated to a certain project). 

4.1.2 Transformations carried out when projects receive data 

Data contained in the anonymous databases (in the hospitals) undergoes 
transformations that depend on lDAproj\pai and on Kshmp- Every processing 
center (project) decrypts received data by using Kphosp'- 

[lDAhosp(j>at\Proj)] Kphosp 
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according to (T2), = [ {IDApai\Proj} Ks^osp ] Kp^u^p = IDApat\Pwj 

The processing center thus retrieves, for each patient, the persistent 
anonymous identifier dedicated to the project, IDApat\Proj, i.e., an information 
that is sufficient and necessary to link data corresponding to each patient, 
even if they come from different establishments at different times. 

4.1.3 Transformations carried out before the distribution to 
the end users 

Before their distribution to the end users (scientist researchers, web pub- 
lishing, press, etc.) the information can undergo a targeted filtering. For in- 
stance, this can be done by applying data aggregation or data impoverish- 
ment. 

If an additional security objective is to control if end users can link in- 
formation, it is advisable to apply another anonymization (e.g., by MD5) 
with a secret key Kuiil\proj generated randomly. 

IDApat\util = \{{IDApal\Proj \ Kulil\proj) 

In accordance to needs, this transformation corresponds to two different 
cases: 

If the aim is to allow the full time linking (per project for that particular 
user), the key Kuiil\proj has to be stored by the processing center, so that it 
can reuse it each time it transmits information to this end user. 

Inversely, if the center wishes to forbid users to link data transmitted at 
different times, the key Kutil\proJ is randomly generated just before each 
distribution. 



4.2 Discussion 

By using the personal smartcard, the solution that we suggest guarantees 
the following benefits: 

The smartcards are sufficiently tamper-resistant. 

The secret as well as the anonymization and the disanonymization pro- 
cedures are held under the patient control. Not only the patient identifier 
is never transmitted out of the card, but also the generation of project- 
specific anonymous identifiers is carried out within the card. 

The patient’s consent must be provided for each non-obligatory, but de- 
sirable, utilization of his anonymized data. Indeed, the patient medical 
data can appear in a certain database only if, by supplying his card, the 
patient gives his consent to exploit his medical data as a part of a certain 
project (e.g., epidemiological research concerning a rare disease). The 
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same goes when reversing the anonymity: the patient consent is neces- 
sary. Let us take the example where the end user (e.g., researcher in rare 
diseases) discovers important information that necessitates re-identifying 
the patients. At first, it sends back results to the hospitals participating to 
the concerned project (e.g., a given orphan disease study). Only if the 
patient produces his medical data card (which implies that he gives ex- 
plicitly his consent), it is possible to calculate IDApat\Proj = }\{IDproj | ID- 
pai) and lDAhosp(pai\Proj) = {lDApai\Proj} Kihosp, and so, to establish the link 
between the patient, his anonymous identifiers, and his medical data. A 
simple (and automatic) comparison between the anonymous identifier 
and the inversion list, would allow triggering an alarm. This alarm asks 
the patient if he wants to consult the results. 

The solution resists dictionary attacks that could be led in different orga- 
nizations: hospitals, processing centers and end users. 

The combination of the suggested anonymization procedure with access 
control mechanisms satisfies the non-inversibility requirement as well as 
the least privilege principle. 

It is possible to merge data belonging to several establishments without 
compromising security nor flexibility; 

In accordance with European legislation, our solution takes the purpose 
of use into account. Moreover its fine-grain analysis allows to easily 
adapt it to different sector needs (e.g., social domain, demographic pro- 
jects, other scientific research areas, etc.). 

Currently, French hospitals anonymize patient identities by using a one- 
way hash coding based on the standard hash algorithm (SHA). The principle 
is to ensure an irreversible transformation of a set of variables that identify 
an individual (last name, first name, date of birth, sex). In order to link all 
the information concerning the same patient, the anonymous code obtained 
is always the same for the given individual (and for all uses). Two keys have 
been added before applying SHA. The first pad, kl, is used by all senders of 
information as follow “Code\ = H(^i | Identity)”', and the second, k2, is ap- 
plied by the recipient "Codei = H (^2 + Code\)”. Nominal information is 
therefore hashed twice, consecutively with these two keys. The aim of pad 
kl (resp. k2) is to prevent attacks by a recipient (resp. a sender) (Figure 3). 

However, this protocol is both complex and risky: the secret key should 
be the same for all information issuers (clinicians, hospitals) and stay the 
same over time. Moreover, this key must always remain secret: if this key is 
cormpted, the security level is considerably reduced. It is very difficult to 
keep secret during a long time a key that is largely distributed. This means 
that new keys have to be distributed periodically. The same applies when the 
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hash algorithm (or the key length) is proven not sufficiently robust any more. 
But, how can we link all the information concerning the same patient before 
and after changing the algorithm or the key? If this problem occurs, the only 
possible solution consists in applying another cryptographic transformation 
to the entire database, which may be very costly. 
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Figure 3. Outline of the current French hashing procedure 

Inversely, in our solution, the identifiers {IDproj, IDpai, IDApai\Proj and 
IDApai\uiil) used in the various transformations are located in different places. 
Similarly, the keys (Kshosp, Kphosp) are held by different persons. Indeed, 
IDproj concerns a unique project; the pair (Kshosp, Kphosp) is specific to one 
hospital; IDApat\uiil is dedicated to a single end user. It is therefore practically 
impossible to make illicit disanonymization. Moreover, IDpat is specific to 
one patient, and only held on his card. So even if a certain IDpat (corre- 
sponding to Paul, for example) is disclosed (which is not easy!), only Paul’s 
privacy could be endangered (but not all the patients’ privacy, as it is the 
case in the current French procedure) and only for certain projects. 

Furthermore, according to the security needs of the studied cases, we 
suggest to complement our solution by other technical and organizational 
security mechanisms: 

the access to data has to be strictly controlled; a well-defined security 
policy must be implemented by appropriate security mechanisms (hard- 
ware and/or software); 

sometimes, it is advisable to use thematic anonymizations, so that even 
if a certain user succeeds in breaking the anonymity, risks (particularly 
inference risks) are limited; 

in some particular contexts, it is more efficient to completely remove 
identifying data from medical data. 

as complementary deterrent or repressive measures, it is recommended 
to control the purpose of use by implementing intrusion detection 
mechanisms; in particular, these mechanisms should easily detect se- 
quences of malicious requests (illicit inferences, abuse of power, etc.). 
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In an electronic dimension that becomes henceforth omnipresent, this pa- 
per responds to one of the major recent concerns, fathered by the new infor- 
mation and communication technologies: the respect of privacy. 

In this framework, we firstly analyzed the anonymization in the medical 
area, by identifying and studying some representative scenarios. Secondly, 
we have presented an analytic approach putting in correspondence anonymi- 
zation functionalities and adequate solutions. Finally, we suggested a new 
procedure adapted to privacy needs, objectives and requirements of 
healthcare information and communication systems. This fine-grain proce- 
dure is generic, flexible and could be adapted to different sectors. The use of 
the smartcards in this procedure responds to some security needs. 

Although this solution suggests successive anonymizations, the crypto- 
graphic mechanisms that it uses are not expensive in terms of time and com- 
putation resources, and are compatible with current smartcard technology. 
We are currently implementing a prototype of this solution, using Java 
Cards, and we will soon be able to measure the performance and complexity 
of a real application. 
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Abstract Consider an application where a human user has to digitally sign a message. 

It is usually assumed that she has a trusted computer at her disposal, however, 
this assumption does not hold in several practical cases, especially if the user 
is mobile. Smart cards have been proposed to solve this problem, but they do 
not have a user interface, therefore the user still needs a (potentially untrusted) 
terminal to authorize the card to produce digital signatures. In order to mitigate 
this problem, we proposed a solution based on conditional signatures to provide 
a framework for the repudiation of unintended signatures. Our previous solution 
relies on a trusted third party who is able to link the issuer of the signature with 
the intended recipient, which may lead to severe privacy problems. In this paper 
we extend our framework and propose protocols that allow the user to retain her 
privacy with respect to this tmsted third party. 
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1. Introduction 

Cryptographic protocols are often described informally in terms of message 
passing between hypothetic principals usually called Alice and Bob. These 
principals perform cryptographic computations and communicate through a 
network. When a protocol participant is supposed to be a human, it is implicitly 
assumed that she uses a terminal (e.g., a PC), which stores cryptographic keys, 
performs cryptographic computations, and handles network connections on 
behalf of her. It is also implicitly assumed that the terminal is trusted by the user 
for behaving as expected, and in particular for not compromising the security 
of the user (e.g., by leaking her keys). 

Unfortunately, many terminals (especially public ones) should not be trusted 
by the user. For instance, a terminal that is installed at a public place (e.g., a 
PC in a hotel or in an airport lounge), or a terminal operated by an untrusted 
principal (e.g., a POS terminal of an unknown merchant in a foreign country) 
fall into this category. In the former case, anyone can access the terminal and 
install malicious software on it that alters its behavior; in the latter case, the 
operator of the terminal can easily do the same. 

In order to defend against untrusted terminals, the user may carry a trusted 
computer with her everywhere. A convenient solution is a smart card, because 
it is small and users are already used to carry them in their pockets. However, 
smart cards lack user interface, which enables various new attacks, that are not 
possible in case of traditional computers. This is why Schneier and Schostack 
[Schneier and Shostack, 1999] called smart cards ‘handicapped computers’. A 
typical example for such an attack is the following man-in-the middle attack: If 
the user wishes to compute a digital signature using her smart card, the terminal 
can send a different message to the card, a message the user would never want 
to sign. Unfortunately, the user at an untrusted terminal cannot prevent this 
attack, so the malicious terminal may obtain the user’s digital signature for an 
arbitrary message. 

In [Berta et al., 2004], we proposed a solution that could be used to solve 
or at least alleviate the above problem. Our solution relies on a concept called 
conditional signature [Lee and Kim, 2002]. In our protocol, whenever the user 
wants to sign a message at an untrusted terminal, the card adds a condition to 
it before the message is signed. Thus, the terminal does not obtain the user’s 
regular signature, but it obtains her conditional signature (a signature on the 
message together with the condition). A conditional signature is equivalent 
with a regular signature if and only if the condition is fulfilled and the signature 
is valid. In our model, we assume that from time to time the user has access 
to trusted terminals too. Whenever she approaches a trusted terminal, she may 
review messages she signed at untrusted ones, and - depending on the exact 
protocol - she may fulfill or prevent their appropriate conditions, and thus con- 
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firm or revoke the signatures. If a user does not confirm or revoke a conditional 
signature before a certain deadline, the condition obtains a default truth value. 
In a nutshell, our solution is a framework for the controlled revocation of digital 
signatures. 

From a practical point of view, those conditional signature protocols seem 
to be most usable, that make signatures automatically confirmed, unless they 
are explicitly revoked by the user. We assume, that most terminals - though 
untrusted - do not actually mount attacks on the user. Similarly, most users are 
not criminals and do not repudiate messages they did intend to sign. Protocols 
that make signatures automatically confirmed allow well-behaving merchants 
(terminals) to do business successfully even with those users who tend to forget 
to confirm their signatures. 

Unfortunately, all of these protocols that automatically confirm signatures 
unless revoked require a tmsted third party to operate, (see Section 3.4) In 
these protocols, the tmsted third party is able to link the user with the recipient 
of the digital signature, which may lead to severe privacy problems in some 
applications. The user may tmst the TTP for assisting her in revoking unin- 
tended signatures, but she may not want the TTP to know when, where and on 
what messages she generated signatures (especially intended ones). Requiring 
the TI P to be tmsted only for the revocation of unintended signatures makes 
users less reluctant to use its services, and thus allow more service providers to 
get into the signature revocation service provider business. If the I I P would 
need to know less about the user, perhaps more organizations could fulfill this 
task, and conditional signature schemes protecting the user from the attacks of 
malicious terminals could become more widespread. 

In this paper, we propose protocols based on smart cards and conditional 
signatures, that allow the user to retain her privacy (and often provide even 
unconditional privacy) with respect to the tmsted third party. 

The organization of the paper is the following: In Section 2, we report 
on related work. In Section 3, we define our system model and present our 
solution based on conditional signatures. In Section 4 we show three protocols 
that extend our previous solution by allowing the user to retain her privacy with 
respect to the tmsted third party. Finally, in Section 5, we conclude the paper. 

2. Related work 

2.1 Untrusted terminals 

Terminal identification is perhaps the most basic problem addressed in the 
literature. In this most simple model, terminals are categorized into two main 
groups: terminals tmsted by the user and untmsted terminals. Naturally, tmsted 
terminals have to be tamper resistant, otherwise tampered terminals could serve 
an attacker while still being able to authenticate themselves. Asokan et al. 




70 



Istvdn Zsolt BERTA, Levente BUTTY AN, Istvdn VAJDA 



[Asokan et al., 1999] and Rank and Effing [Rankl and Effing, 1997] show a 
simple protocol, that — using smart cards and one-time passwords - enables the 
authentication of terminals. 

Other papers consider the terminal untrusted, and propose solutions for its 
secure usage. The problem of man-in- the-middle attacks of untrusted terminals 
was addressed by Abadi et al. [Abadi et al., 1992] first, who analyzed the 
dangers of delegation of rights to a terminal. They examined, what additional 
peripherals a card needs to have to solve the above problem. Clarke et al. 
[Clarke et al., 2002] also propose a solution based on a super smart card. Other 
authors tried to come up with solutions that are workable with cards that exist 
today. [Stabell-Kulo et al., 1999], [Berta and Vajda, 2003] 

According to Rivest [Rivest, 2001] there is a fundamental conflict between 
having a secure device and having a ‘reasonable customizable user interface’ 
that supports downloading of apphcations. He suggests, that digital signatures 
should not be considered non-repudiable proofs, but simply plausible evidence. 
Thus, users should be given well-defined possibilities for repudiating such sig- 
natures. 

Since smart cards did not solve the problem of untrusted terminals, other ideas 
emerged. Pencil-and-paper cryptography (or human-computer cryptography) 
tries to give the user methods to protect the secrecy or authenticity of the message 
without the help of a smart card. The most notable solutions based on human- 
computer cryptography are [Schneier, 1999] and [Matsumoto, 1996], and those, 
that rely on visual cryptography ([Naor and Shamir, 1995], [Naor and Pinkas, 
1997]). Unfortunately, most of these solutions are rather awkward, and require 
the user to perform complex or unusual operations. 

None of the above solutions try to protect the privacy of the user. 

2.2 Anonymous payment systems 

In case of any protocol that protects privacy, anonymous communication is 
a key element. Mixes yield a typical solution for anonymous communication, 
they were introduced in [Chaum, 1981]. A Sy verson et al. [Sy verson et al., 
1997] describe a famous solution that uses a network of mixes for communica- 
tion on the WWW. A simpler solution is [Anonymizer Inc., 1999], that provides 
a proxy for its users. 

Electronic payment systems require a balance between anonymity and trace- 
ability. Chaum introduced an anonymous payment system (the late DigiCash), 
it is based on blind signatures. [Chaum, 1982] The foundations of some other 
famous anonymous payment systems are introduced in [Brands, 1994] and 
[Franklin and Yung, 1992]. Jakobsson et al. [Jakobsson and Rarhi, 1998] 
also propose an electronic payment system in which anonymity is based on a 
mix-network. 
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The trasted third party in this paper is in a position very similar to that of a 
bank or trastee in the above papers. However, in contrast to the above papers, 
we discuss the privacy of a user who is only able to perform cryptographic 
operations using her smart card beyond the untmsted terminal. We also rely on 
the existence of methods for anonymous communication. 

3. A protocol without privacy 
3.1 Model and assumptions 

We consider a system with human users who want to generate digital sig- 
natures at untmsted terminals. User U is a human and has limited memory 
and computational power. She is able to memorize some passwords or PIN 
codes, but cannot memorize cryptographic keys, neither can she perform cryp- 
tographic computations. For this reason, the private key of U is stored and the 
signatures are generated by a smart card C in possession of user U. 

Essentially, smart card C is a tmsted personal microcomputer without di- 
rect interfaces towards U. C is connected to the terminal in front of U, and 
all messages between C and U, must pass through the terminal. Smart card 
C is assumed to be tmstworthy and tamper-resistant. The card is tamper- 
resistant, so it is impossible to alter its behavior, reverse engineer it or extract 
information from it. Card C is trustworthy, because it is manufactured by a 
tmsted manufacturer. Since smart cards undergo extremely rigorous evaluation 
and certification, and not even the manufacturer can alter their behavior after 
issuance, we consider this assumption to be justified. Thus, if properly authen- 
ticated (e.g. by a challenge and response method), smart card C is assumed to 
be a tmsted party. 

We assume that the untrusted terminal T in front of U is fully under the 
control of an attacker, who may have installed all kinds of malicious software 
on the terminal before U started to use it. Since T is able to modify messages 
that U sends to C for signing, the attacker can obtain a signature from the smart 
card for an arbitrary message. 

However, we assume, that from time to time, U has access to C from tmsted 
terminals too. Such a tmsted terminal could be the home PC of U, but it can 
also be a terminal operated by a tmsted organization and believed to be tamper 
resistant (e.g., an ATM machine). Of course, in order to use a terminal for this 
purpose, it must be properly authenticated first. 

We denote by M the intended recipient of the digital signature generated 
by C. M could be a service provider, a merchant, another user, etc. It is a 
well-spread scenario that terminal T is operated by service provider M So, 
we assume, that M and T may cooperate against the user. 

We are going to assume that there is trusted third party TTP in the system that 
both U and M tmst. However, user U would still like to retain her privacy with 
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Figure 1. Physical connections 



respect to TTP. This means, that while U trust TTP only for the revocation of 
unintended signatures, but U would like to prevent TTP from knowing where, 
when and what messages she signed. Thus, she would like to prevent TTP 
from knowing, which merchants or service providers she does business with. 
TTP follows the given protocols, and does not try to cheat by breaking into 
the terminal or intercepting messages for other parties. Neither does TTP 
collaborate with T or M to reveal the identity of the user. 

A note on the background of this latter assumption: The identity of the user 
can neither be hidden from M (otherwise M would not be able to verify the 
signature of U), nor from T (because U is physically present at T who can even 
take a photograph of her). This means, in case TTP collaborates with T or M, 
the user is unable to retain her privacy with respect to TTP. 

The physical connections defined so far are illustrated in Figure 1. 

3.2 Conditional signatures 

Conditional signatures were introduced by Lee and Kim [Lee and Kim, 
2002], who used this concept for solving fair exchange problems without expen- 
sive cryptographic primitives like verifiable escrow. A conditional signature of 
[/ on a messagem is f/’s ordinary signature sigu{m, c) onm and a description 
of a condition C. If sigij{m, c) is correct and condition c is trae, then sig y (m, c) 
is considered to be equivalent with sigy{m), f/’s ordinary digital signature on 
m. However, if c is false, then U is not responsible for m. Intuitively, U’s 
conditional signamre is C/’s commitment: “7 signed m, but ifc is not true, then 
my signature on TTl is not valid. ” 
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We proposed the use of conditional signatures against malicious terminals in 
[Berta et al., 2004]. Since it seems to be impossible to prevent the terminal from 
obtaining signature from the card on an arbitrarily chosen document, instead of 
generating an ordinary signature, we proposed that C generates a conditional 
signature. 

In our proposed schemes, it is guaranteed that the condition cannot become 
true before a certain amount of time has passed. This leaves time for the user 
to access a trusted terminal for checking the signatures generated by the card, 
and to ensure that the conditions of the fake signatures can never become true. 

3.3 The protocol 

In this subsection we present a protocol we proposed in [Berta et al., 2004], 
that allows the user to repudiate signatures computed at untrusted terminals, 
but does not allow her to retain her privacy with respect to TTP. 

User U approaches an untrusted terminal: 

Step 1: U —^T: m 

U types message 771 using the keyboard of the terminal. 

Step 2: T^C'.m 

Step 3: C -*T: c, sigu{m, c) 

The card logs 771 and, computes the conditional signature sig(j{m,c) of 
U on 771. In the most simple case, condition C is the following string: 
“My signature on 771 is valid if and only if deadline t has passed and TTP 
countersigned this conditional signature. ” 

Step 4: T -* M'. (m, c, sigyim, c)) 

Later, at a tmsted terminal: 

Step 5: C —* U: M, m, c 

Before deadline t, U reviews the list of messages logged by C at a tmsted 
terminal. This can be done, for instance, by U returning to her home and 
inserting C into the smart card reader of her home PC. Before outputting 
its log, C authenticates the terminal to be sure that it is a tmsted one. 

If user U did not intend to sign 771, then: 

Step 6: U —* TTP: I revoke my signature sigu{m,c). 

Otherwise, the signature becomes confirmed after deadline t: 

Step 1: M —* TTP: c, sigy{m,c) 

If deadline t has passed and user U did not revoke her signature in Step 6: 

Step 8: TTP — » M: sig<prp{sigi;{m, c)) 

TTP countersigns the conditional signature. 
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A third party needs to check if the digital signature sigi/{m, c) of the card is 
correct and condition C is tme in order to verify a conditional signatnre. 

We assnme, that the card is able to log messages. While smart cards have 
severe memory limitations, it is possible for them to outsource logging to an 
external log server. In [Berta et al., 2004] we show a protocol that solves this 
problem. 

However, the above protocol does reqnire the user to reveal her identity to 
TTP. Naturally, the easiest way to protect the privacy of the user from TTP 
would be to eliminate TTP from the protocol. In the next snbsection, we 
examine the possibility of this option. 

3.4 Need for a trusted third party 

In most of the applications, it is desirable that the status of a digital signature 
does not vary in time. In onr scheme, this is not fully supported, since every 
signature is invalid until t, and then it may become valid. There is a good 
reason to allow this, namely to mitigate the untmsted terminal problem. We 
note, however, that any conditional signature scheme must guarantee that after t, 
the status of the signature becomes stable. In particular, once the user reviewed 
and accepted a signamre, it cannot be revoked. 

It seems to be a good idea to define a defanlt tmth value for c after t that 
cannot be changed later, becanse this ensures that the status of each signature 
will indeed become stable after i independently of the negligence of the involved 
parties. In other words, if nser U does not confirm or revoke the signamre 
before deadline t, then its statns will take a defanlt value and U can no longer 
do anything about it. 

Depending on the default truth value, we can distinguish between two classes 
of protocols. Protocols in the first class snpport the default deny approach, 
where a signamre remains invalid after t (and forever), unless it is explicitly 
confirmed by the user before t. Such protocols may operate without TTP, we 
demonstrate an example for this in [Berta et ah, 2004]. However, protocols of 
this class might not be suitable in certain applications, becanse users may tend 
to forget to confirm conditional signatnres, which means that the signatures are 
automatically revoked. Protocols in the second class snpport the default accept 
approach, where a signature automatically becomes valid after t (and remains 
so forever) nnless it is explicitly revoked by the user before t. The majority of 
terminals do not mount attacks on the nser, so forgetting to review a signatnre 
rarely has severe conseqnences. We consider it a critical issue, not to prevent 
terminals from doing bnsiness with those users who tend to forget to confirm 
signatures. In these protocols it is the interest of the nser to review signatures 
made on untrusted terminals, so she is less likely to forgetthis important protocol 
step. 
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While protocols supporting the default accept approach seem more practical, 
all of them require a TIP. In these protocols, after Step 3, the conditional 
signature is in the hands of the untrusted terminal (or the untmsted merchant). 
Condition c (and the signature of the user) will become valid after a certain 
deadline automatically, unless U revokes it. If U has to revoke it at T or M, 
either of T or M could simply repudiate the receipt of such a revocation. While 
smart card C is also a tmsted party, C is not online continuously. Thus, it is 
impossible for C to maintain a signature revocation list that is trusted and can 
be checked by all other parties. Thus, TTP is needed to enforce a default value 
for the signature and to handle revocation. 

It seems that all of the practical protocols require the help of a TTP. However, 
if the TTP is able to log all the contracts a user signs, it is in a very critical 
position. Few organizations would be tmsted enough to be a TTP in such 
protocols. We reckon, that if the protocol prevented the TTP from linking the 
user with the merchant or service provider, more organizations would qualify 
to be a TTP. In the next section we projrose three protocols that would allow 
user U to retain her privacy with respect to TTP. 

4. Protocols to protect the user’s privacy 

Our goal is to develop a protocol for signature revocation, that allows U to 
retain herprivacy with respect to TTP. While U may tmst TTP for signature 
revocation, U does not want TTP to know, where, when and what messages 
she wanted to sign. Thus, apart from hiding the message from the eyes of 
TTP, U should hide her identity too, and the fact that she sent a message to 
M. Thus, she needs to protect the confidentiality of message Tfl and digital 
signature sigu{x) she computes on any a:. 

It is clear, that she does not want to protect them against M, because she 
intends to send message m to service provider M. Moreover, she cannot protect 
tn against T, because she types the message using the keyboard of the terminal 
in Step 1. 

All three protocols we propose follow the concept of the protocol in Sec- 
tion 3.3. In Step 3, the smart card sends a cryptogram encrypted by the public 
key of TTP that contains condition c along with revocation token r. This 
cryptogram is forwarded to the merchant and later to TTP in Step 7. The user 
receives revocation token r from the card via a trusted terminal, and may repu- 
diate her signature by submitting r to TTP in Step 6 via an anonymous channel. 
We assume, that such an anonymous channel exists. (Naturally, anybody may 
repudiate the signature using r, so it is advisable not to let the untmsted terminal 
compute it. Otherwise, T would be able to repudiate messages in the name of 
U, and could spoil the reputation of the user.) 
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TTP decrypts the cryptogram that was sent hy the merchant in Step 7, and 
enforces condition C to become tme (in Step 8) if the revocation token r inside the 
cryptogram was not submitted before. Revocation token r is a random number, 
statistically independent from the identity of U, the contents of message m or 
the value of conditional signature siguim,C). Based on r, TTP is unable to 
link U with M. (Note, that the identity ofM is not hidden from TTP.) 

While TTP needs to store revocation token r, it may not be necessary to 
store it forever. This problem could be solved e.g. by introducing a lapse time, 
so TTP could refuse to validate very ancient conditional signatures. 

4.1 Bit commitment 

Our first protocol follows the spirit of bit commitment protocols. [Schneier, 
1996] User U commits herself to her signature to M. However, U does not 
reveal her signature to M immediately, only after deadline t contained in c. 
In this case, condition C is the following string: “My signature on the above 

message is not valid before deadline t. " 

In contrast to the classical bit commitment, the “reveal” phase is not per- 
formed by user U (because of reasons described in 3.4), but by tmsted third 
party TTP in Step 8. Moreover, in this case not even TTP is allowed to read 
the bits U committed herself to. Thus, in this case not all known bit commitment 
methods can be used (e.g., the solution proposed in [Naor, 1991 ] cannot be used 
in this case), only those that do not require sending bits (the user committed 
herself to) in cleartext when they are revealed. 

We propose the following protocol to protect the privacy of U with respect 
to TTP: 

Step 1: U T: m 
Step 2: T -* C: m 

C generates random symmetric key k and revocation token r. 

Step 3: C -->T: c, Ek[sigu(m)], ETTp{r,k,c) 

Step 4: T M: m, c, Ek[sigu{m)], ETTp{r,k,c) 

Unlike in the protocol described in Section 3.3, terminal T is unable to 
verify the signature in this step. However, C is a device tmsted by T, so 
T may assume, that C follows the protocol, and is not sending garbage. 

Later, at a tmsted terminal: 

Step 5: C U: M,m,c,r 

If user U would like to repudiate the signature on message m then 
Step 6: U TTP: r (via an anonymous channel) 



After deadline t: 
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Step 7: M —* TTP: k, c) 

If deadline t has passed, and r was not submitted to TTP, then: 

Step 8: TTP M\ k 

Step 9: M decrypts using k and obtains sigu{m). 

It is an important merit of this protocol, that a third party needs to have m 
and sig(j{m) only in order to verify the conditional signature of U. Since, 
this conditional signature is not different from a regular one, its verification 
requires the same procedure too. Note, that in this protocol TTP does not have 
to perform a digital signature operation. 

In this protocol, U is able to retain a provable degree of privacy with respect 
to TTP. In case everyone behaves honestly, r is not sent in Step 6. In this 
case TTP only receives cryptogram ETTp{r, k, c). Since r and k are random 
numbers, and c is the same string in case of all users in the system, each of them 
is independent from U, m and sigi/{m). Thus, if everyone behaves honestly, 
U has unconditional privacy. 

On the other hand, if U chooses to revoke the signature, TTP receives 
random number r too. Naturally, r is independent from U, m and sigu{m), so 
in this case, the privacy of user U is equal to the one provided by the channel 
that is used in Step 6 for signature revocation. 

4.2 Blind signatures 

Our next protocol relies on the concept of blind signatures introduced in 
[Chaum, 1982]. In this scheme, the cryptogram the card outputs in Step 3 
contains the conditional signature of the user. TTP has to countersign the 
conditional signature in order to validate it, without being able to read it. To 
prevent TTP from reading the conditional signature, the signing process of 
TTP is blinded by the card. Smart card C also releases a token that M will be 
able to use to unblind the signature. 

In this case, condition c if the following: “My signature on the above 

message is valid if and only if deadline t has passed and TTP countersigned it. ” 

We are going to use the following notation: 

■ The signature of the user on message x is denoted as sigu{x). 

■ TTP has two key pairs. One of them is an RSA key pair for digital 
signatures, the other keypair is for an arbitrary algorithm for encryp- 
tion/decryption. 

— The RSA keypair of TTP for digital signature is the following: the 
public key is e, the public modulus is m, and the private exponent d. 
According to the RSA algorithm, the signature of TTP on message 

X is mod m. 
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Note, that an attacker may obtain signature (or decryption) from 
this keypair on an arbitrary message, so TTP should not use this 
keypair for any other purpose. 

— Encryption of message x with the public encryption key of TTP 
is denoted as EfTp(x). Decryption of message y with the private 
decryption key of TTP is denoted as DTTpiy)- 

■ Symbol stands for multiplication modulo m. Modulus m should be 
larger than the largest possible value of sigu{x). 

The proposed protocol is as follows: 

Step 1: U ^T: m 
Step 2: T -* C: m 

Step 3: C ^T\ c, b, Ettp{c, r, sigu{m, c) >i« 6®) 

C generates random numbers r and 6, where ris a repudiation token and 
b is going be used to blind the signature of TTP. 

Step 4: T -* M: m, c, b, Ettp(Ci t, sigu[m, c) * 6®) 

Later, at a trasted terminal: 

Step 5: C U: M,m,c,r 

If user U would like to repudiate the signature, then: 

Step 6: U —* TTP: r (via an anonymous channel) 

After the t deadline: 

Step 7: M — » TTP: Ettp(c, r, sigij{m, c) * 6®) 

If deadline t has passed and r was not submitted to TTP, then: 

Step 8 : TTP — > M: [sigy{m, c)) * 6®]'* = [sigu{m, c)]*^ * b 
Step 9: M acquires [sigu(m, 0 )]“^ using b. 

A third party needs to have m, c and {sigy{m,c)Y in order to verify the 
conditional signature of U. 

Again, this protocol provides a provable degree of privacy for U with respect 
to TTP, since TTP receives only r (which is just a random number) and 
ETTp{c,T,sigi/{m,c) * 6®). In this latter cryptogram only sigu{m,c) * 6® 
carries information that could be connected to user U. However, according to 
[Chaum, 1982], the blind signature is unconditionally secure, so no algorithm 
exists that can compute sigu(m, c) based on sigy^m, c) *6® (with a probability 
better than without knowing parameter b. Thus, the degree of 

privacy user U has is the same as the one provided by the channel that is used 
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in Step 6 for signature revocation. Moreover, if everyone behaves honestly, U 
obtains unconditional privacy. 

Note, that in the above protocol TTP signs an incoming message without 
being able to see what it is. Although TTP may authenticate M to prevent 
denial of service attacks, M may still obtain the signature of TTP on an ar- 
bitrary message. Since TTP does not use this private key for anything else, 
such a signature is useful only if a conditional signature of the user was signed. 
Although M can compute the cryptogram and repeat Step 7 at will, M can only 
gain countersignatures on signatures U did not revoke. 

4.3 Halving the digital signature 

In our final protocol we make use of the fact that even if TTP obtains one half 
of the bits of the conditional signature of U, TTP is still unable to compute 
the other half. Meanwhile, if TTP countersigns the half of the bits of the 
conditional signature, it is authenticated not much less securely than if TTP 
countersigned the whole signature. 

In this case, condition c looks as follows: “My signature on the above 

message is valid if and only if TTP countersigned its right half and deadline t 
has passed. ” 

According to our notation, left{x) means the left half of the bits of bitstring 
X, and right{x) means its right half. Naturally, left{x)\\right{x) = X where 
operation 1 1 is concatenation. The proposed protocol is as follows: 

Step 1: U —>T: m 
Step 2: T C‘. m 

Step 3: C -*T: c, left[sigu{c,m)], ETTp{r,c,right[sig^{c,m)]) 

C generates random number r. Again, the terminal cannot verify the 
conditional signature, but since C is a tmsted device, T may believe that 
the conditional signature on m was encrypted by the public key of TTP. 

Step 4: T-*M: m,c, leftlsig[/(c,m)], BTTp(r,c,rightlsig[/(c,m)]) 

Later, at a tmsted terminal: 

Step 5: C U: M,m,c,r 

If user U would like to repudiate the signature, then 

Step 6: U —* TTP'. r (via an anonymous charmel) 

After the deadline t: 

Step 7: M TTP: ETTPirfC,right[sigu{c,m)]) 

If deadline t has passed and r was not submitted to TTP, then: 

Step 8: TTP -* M: right[sigu{c,m)], st^ 7 ' 7 'p(ng/it[st(/i/(c,m)]) 
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Step 9 : M computes: left[sigi;{c,m)] || right[sigy{c,Tn)] — 

sigu{c,m) 

A third party needs to have m, c, sigu{c,m), s»P7’7’p(r»3ftt[«ig[/(c, m)]) in 
order to verify the conditional signature of U. 

Again, M may obtain multiple countersignatures on signatures not revoked 
by U. However, this is not a problem. See the note at the end of Section 4.2. 
In contrast to the other solutions we proposed, the smart card does not need 
to perform any complex computation (like blinding or encryption) in this one, 
apart from generating the digital signature. 

5. Conclusion and future work 

If a user at a malicious terminal would like to perform sensitive operations 
like digital signamre, she is subject to man-in-the attacks from the terminal. 
The user may rely on a conditional signature scheme to gain time to review 
signatures from a trusted terminal and revoke signatures on messages she did 
not intend to sign. Unfortunately, those conditional signature schemes that 
allow this and are most suitable for commercial use, have to rely on the help 
from a trusted third party. 

In this paper we have shown three protocols that allow the user to retain her 
privacy with respect to this third party when signing messages with conditions 
on untrusted terminals. 

In our future work we intend to examine if a user is able to identify the 
untrusted terminals that mount attacks against her, and in what extent she is 
able to prove the attack to third party. 
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Abstract More and more services provided by Internet pose a problem of privacy 
and anonymity. One cryptographic tool that could be used for solving 
this problem is the group signature [1, 5, 8]. Each member of the group 
is able to anonymously produce a signature on behalf of the group and 
a designated authority can, in some cases, revoke this anonymity. 
During the last decade, many anonymous services using this concept 
have been proposed: electronic auctions [11], electronic cash systems 
[12, 10, 7], anonymous credentials [2]. But for some other services where 
the anonymity is essential (such as electronic voting or call for tenders), 
group signature schemes cannot be applied as they are. For this reason, 
the authors of [6] proposed a variant that is partially linkable and not 
openable, called list signature scheme. 

In this paper, we first improve the cryptographic tool of [6] by proposing 
some optional modifications of list signature schemes such as anonymity 
revocation. We then propose more efficient list signature schemes, by 
using a smart card to produce the signature. We finally propose some 
concrete implementations of our proposals. As a result, we obtain more 
efficient solutions that are useful in many more services. 

Keywords: Cryptography, group signature schemes, voting, call for tenders, sub- 
scription tickets. 
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Introduction 

Group signature schemes have been introduced in 1991 by Chaum 
and van Heyst [8]. They allow members to sign a document on behalf 
of the group in such a way that the signatures remain anonymous and 
untraceable for everyone but a designated authority, who can recover 
the identity of the signer whenever needed (this procedure is called “sig- 
nature opening”). Moreover, this type of signature must be unlinkable 
for everybody but the authority (no one else can decide whether two 
different valid signatures were computed by the same group member or 
not). Currently, the most secure group signature scheme is the one of 
Ateniese et al. [1]. 

In most cases, it is desirable to protect group member’s signing keys in 
a secure device, such as a smart card. However, these devices are re- 
stricted in terms of processing power and memory. To solve this problem. 
Canard and Girault [5] proposed a smart card based solution where all 
computations can be efficiently done inside the (tamper-resistant) smart 
card. 

In some applications, group signature schemes can be used as they are. 
For example, an electronic auction system [11] can be based on any 
group signature scheme without any modification (other than complet- 
ing it with some extra cryptographic mechanisms for auction purposes). 
However, in some other services, it is not possible to use group signa- 
tures as they are. It is often desirable to make possible for everybody 
(and without opening every signature) to link signatures produced by 
group members. For example, in [6], the authors, in order to develop an 
electronic voting system, need to introduce a variant of group signature 
schemes called list signature scheme. These signatures are similar to 
group signatures except that they are partially linkable and not open- 
able. It permits them to introduce a new electronic voting system that 
directly uses list signature schemes and that satisfies the fundamental 
needs of security in electronic voting. In some other cases, we need that 
the number of anonymous signatures produced by the same member be 
limited, even in a multi-verifier setting and, again, without opening ev- 
ery signature. 

In this paper, we improve the work of [6] in two ways. First, we gener- 
alise these list signature schemes by making them optionally openable. 
Second we propose various implementations of these list signatures (with 
optionally anonymity revocation) by assuming that a signature is pro- 
duced by a tamper-resistant device (typically a smart card). Our con- 
crete solutions permit us to use list signatures with optionally anonymity 
revocation in various applications: electronic voting system or opinion 
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poll, call for tenders and anonymous subscription tickets. Thus, we 
present some services that can be developed in a mobility context, using 
a device that is restricted in terms of processing power and memory. 
The paper is organised as follows. In the next section, we recall exist- 
ing solutions and we explain why they are not applicable in some con- 
text. Section 2 presents our technical implementations of list signatures 
with optionally anonymity revocation. Finally, Section 3 shows some 
examples of services that can be implemented in a smart card using our 
solutions. 

1. Existing Solutions 

This section presents some cryptographic tools for anonymous services 
in Internet. This paper does not consider blind signature schemes or mix- 
nets, which are other tools that provide anonymity. Here, we restrict 
ourselves to group signature schemes and their variants. 

1.1 Group Signature Schemes 

There are many entities that are involved in a group signature scheme. 
A member of the group is denoted by M. The Group Manager QM is 
the authority in charge of generating the keys of new members. The 
Opening Manager OAi is the authority that revokes the anonymity of 
a group signature, whereas the Revocation Manager is the author- 
ity that has the capability of revoking the right of signing of a group 
member (also called member deletion). We do not consider this kind of 
revocation in this paper since generic solutions using smart cards (such 
as [5]) already exist for this problem. Consequently, we will not refer to 
UM anymore. 

Currently, the most secure group signature scheme is the one of Ateniese, 
Camenisch, Joye and Tsudik [1] (ACJT for short). In this proposal, if 
someone wants to become a group member, he computes a secret key 
X and interacts with QM in order to obtain a certificate (A, e) (such 
that A® = aoo* (mod n) where n, a and oq are public and where the 
factorization of n is only known by Q/A). An ACJT group signature 
consists in performing 



I an El Gamal encryption of A, that is computing Ti = Az'^ and 
T 2 — where z is the encryption public key and it) is a random 
number. O/A is able to decrypt it in case of anonymity revocation 
by using the discrete logarithm of Z in base g as the decryption 
key. 
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2 a zero-knowledge proof of knowledge of (yl, e, a;) (a zero-knowledge 
proof of knowledge on a message M of a value a that verifies the 
predicate / is denoted by PK{a : f(a))(M)). 

The group signature scheme of Canard and Girault [5] is based on the 
use of a tamper-resistant device (such as a smart card) to produce a 
group signature. Consequently, each member of a group owns a smart 
card. This proposal makes use of a signature scheme (such as RSA, DSA, 
Schnorr or GPS) and an encryption scheme that can be symmetric (such 
as AES) or asymmetric (such as RSA or El Gamal). It is however nec- 
essary that this encryption scheme be probabilistic. 

During a setup phase, the group manager Q/A computes a signature pri- 
vate key skc such that he can distribute it without knowing it. This can 
be done, for example, by using a secret sharing protocol: skc is shared 
by various entities and the associated public key, denoted by pkc, is 
computed by the cooperation of all these entities. The signature of the 
message M with skc is denoted by Signc(Af). 

OA4 generates a decryption private key skoM the associated en- 
cryption public key pkoM- Hs keeps the first one secret. If the chosen 
encryption algorithm is symmetric, then pkoj^ = sko/^ and the encryp- 
tion key must also be kept secret. The encryption of a message M is 
denoted by Encrypto>i(M). 

When someone wants to become a new group member, he interacts with 
the group manager GM that sends him an identifier Idj^ and the sig- 
nature private key skc (consequently, this key is shared by all group 
members). It is important that G.M knows the link between the identi- 
fier Mm and the identity of the group member Ad . Ad also obtains the 
encryption key pkoM from the opening manager C?Ad. 

After that, a group member can sign on behalf of the group by using his 
smart card. Then the algorithm in figure 1 is executed inside the smart 
card. The verification of a group signature only consists in verifying the 



GSign (.M ,MM,pkoM>skc) '■ 
C := EncryptoAi(/dx) ; 

M := Concatenate (M, C) ; 
S := Sign( 7 (M); 
return (C, 5) . 



Figure 1. Group Signature of [6]. 



signature S by using the public key pkc- If this signature is correct. 
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then the group signature is correct. Finally, if the anonymity needs to 
be revoked, OM uses his private key skM to decrypt C to obtain Id/^. 
The Group Manager knows the link between this value and the identity 
of the group member. 

1.2 Openable versus Non-openable Signatures 

The previous section has shown that anonymity revocation is made 
possible by the encryption of an identifier. An ACJT group signature 
includes an El Gamal encryption of a value A that is known by ffAd , In 
the group signature scheme of [5], a signature is made of an encryption 
of the identifier Idjy^ that is shared by the group member and QAd. Con- 
sequently, if one wants to make a group signature scheme non openable, 
it is (almost) sufficient to remove this encryption. 

In ACJT, it is then unnecessary to compute Tj = Az^ and 
anymore. But, to prove his membership, the group member has to make 
a commitment on A. This can be done by computing Ti = Az^ and 
T2 = where W and W\ are random and where the discrete loga- 

rithm of z in base g is unknown (which is different from the ACJT group 
signature scheme where the discrete logarithm of z in base g is known by 
OM to open signatures). This is the approach chosen in [6] (see above 
for more details). 

In the group signature of [5], it is sufficient to remove the value C ;= 
Encryptox(/cJ^) during the group signature process. 

1.3 List Signature Schemes 

List signatures have been introduced by Canard and Traore [6]: they 
correspond to partially linkable and non openable group signatures. 

In a list signature scheme, the time is divided into distinct sequences, 
each of them being a fixed time period (one hour, one day, one month, 
the time of an election day, ...). A list signature scheme involves the same 
protagonists as a group signature scheme, except the Opening Manager. 
Moreover, in some cases, QM needs to create a public value that is rep- 
resentative of a sequence: this is executed at the begin of each sequence. 
Furthermore, everybody is able, taking as input two valid signatures 
produced during a particular sequence, to test whether or not they have 
been produced by the same list member or not. However, two signatures 
produced during two different sequences are unlinkable. 

In [6], QM firstly randomly computes a 2lp bits safe RSA modulus n = 
pq = (2p'-|-l)(29'-|-l) and chooses random elements a, ao, g, h €e QR{n). 
When someone becomes a new list member, he obtains a secret key 
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skji4 = X and a list certificate (known by QA 4 ) Cm = {A, e) such that 
= aQO,^ (mod n). 

Before the beginning of a new sequence, Q/A generates a representative 
of the sequence, that is a random integer / G QR{n) (where QR{n) 
denotes the group of quadratic residues modulo n). A simple solution 
is to compute / = (H{date))^ (mod n) where date is the date of the 
beginning of the sequence and is a collision-resistant hash function. 
Each list member can then sign on behalf of the group by doing the 
following: 

■ choosing random values w, Wi €{0,1}2'p. 

■ computing T\ = Az'^ (mod n), T2 = (mod n), T3 = 

(mod n) and (mod n). 

■ making a proof of knowledge U = PK{a, /?, 7, 6,(^,rj : uq = 

1 = T^/ig-^h^) A T2 = A T3 = A T4 = /^)(M) where M 
is the message to be signed. 

The couple {T\,T<2) is a commitment of the value A (as explained in 
Section 1.2) and the signature on M is finally {T\,T2,T3,Ti,U). 

The verifier only has to check the validity of the proof of knowledge U 
to be sure that the signer is actually a member of the list. Finally, since 
a signer is constrained to compute T4 by using the representative / of 
the sequence and his secret key x, he will always compute the same T4 
for a particular sequence. It is consequently possible to know if two or 
more signatures produced during a particular sequence come from tbe 
same member or not. 

1.4 Limitations of these Proposals 

Group signature is a convenient tool for anonymous auctions, as ex- 
plained in [11]. List signature schemes can be used to enhance the se- 
curity of electronic voting system since they have been designed for this 
purpose in [6]. In some other interesting services (such as call for ten- 
ders for example), it can be desirable to bave a cryptographic scheme in 
which: 

■ each group member can anonymously sign a message on behalf of 
the group, 

■ a designated authority can revoke this anonymity and 

■ it is important to know when two (or more) signatures have been 
produced by the same user. 
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In this case, existing solutions (group and list signatures) are not suit- 
able and we have to design list signatures with revocable anonymity. 

In some other cases, the number of anonymous signatures produced by 
the same member needs to be limited. We must be sure that each 
member is unable to produce one more signature per sequence. An 
anonymous subscription ticket requires this property since the user of 
the ticket cannot use it more than the number of uses he has subscribed 
for. Again, group signatures and list signatures are not suitable for this 
kind of service. 

Moreover, the existing list signature schemes are too expensive in terms 
of processing power and memory since they involve a lot of modular ex- 
ponentiations. Consequently, it is not possible to use them in a mobility 
context and a smart card (possibly embedded in a mobile phone or a 
PDA) cannot be used. 



2. List Signature Schemes and Smart Cards 

In this section, our aim is to solve the problems identified in the pre- 
vious one. We consequently design some list signatures with optionally 
anonymity revocation that can be produced by a tamper-resistant de- 
vice which is restricted in terms of processing power and memory. In 
the following, we first propose two solutions, called “Testing and De- 
ciding” and “Semi-Probabilistic Encryption Scheme”. We then improve 
the second one to obtain the “Pseudo Randomizing” method. 

2.1 Testing and Deciding 

Our first solution implies that we let decide the smart card about its 
capacity to sign on behalf of the group. In this solution, it is not possible 
to link two signatures made by the same user during the same sequence. 
In fact, each member has the possibility to anonymously sign a fixed 
number of times during a particular sequence. 

Our list signature scheme relies on a group signature scheme (that can 
be the ACIT one or the one described in [5]). Each smart card can sign 
on behalf of the group by using this group signature scheme. The group 
signature of a message M is denoted hy GSign(M). Furthermore, we 
assume that each smart card has a tamper-resistant memory space de- 
noted by Mem and manages a counter cpt. 

At the beginning of a new sequence, the group manager QAi randomly 
creates a representative of this sequence, denoted by RepSeq. This el- 
ement is not simply public but also authenticated and timestamped by 

GM. 
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The group manager also manages an integer that represents the number 
of signatures that a list member’s smart card can produce during one 
sequence. This integer, denoted by NbSig, can be the same for every 
list member but can also be different for each smart card: this depends 
on the service. It must also be authenticated by QAd. We denote by 
SiggM the signature on RepSeq and NbSig^ . 

When a list member wants to sign a message M, he uses his smart card 
that receives the message M, the representative of the sequence RepSeq, 
the signature Siggj^ and the number NbSig of signatures that it is al- 
lowed to produce during this sequence. Then, the smart card executes 
the algorithm presented in figure 2. For each new signature during the 



LSignT-fox) (M .RepSeq, SiggM i^bSig) : 
if ( Verify (.SiggM) = OK) 

{ 

if (RepSeq is not recorded in Mem ) ; 

{ 

Record RepSeq in Mem; 
apt := 0; 

} 

cpt := cpf -I- 1 ; 
if (cpt > NbSig) 

{ 

return Error; 

} 

return GSign(M); 

} 

else return Error; 



Figure 2. “Testing and Deciding” List Signature: LSignr&D- 

sequence RepSeq, the smart card increments its proper counter cpt and, 
consequently, can test whether or not its owner has exceeded the number 
of authorized signatures for this particular sequence. 

A verifier of a correct list signature only knows that the card that pro- 
duced this signature belongs to a valid list member without knowing 
which one. He knows that if this signature was produced it means that 
the list member has the right to do it and that he has not exceeded the 
number of authorized signatures. 

Our list signatures are openable, due to the property of the underlying 





Anonymous Services using Smart Cards and Cryptography 



91 



group signature scheme. To create a non openable list signature, it is 
sufficient to transform the group signature into a non openable one, as 
explained in Section 1.2. It is also possible to revoke the anonymity of a 
signature when the user tries to produce more list signatures than he is 
entitled to do. Instead of the signature, the smart card can then send an 
identifier (possibly encrypted with OA4’s public key) as Idjvi that can 
be linked to the identity of the cheat. 

This list signature scheme can be used in call for tenders, in e- voting or 
opinion poll and in anonymous subscription tickets. 

2.2 Semi-Probabilistic Encryption Scheme 

In our second solution, we propose a list signature scheme that nec- 
essary supports revocable anonymity. As for [6], it is also possible to 
link two signatures produced during a particular sequence. Moreover, 
the list signature will be produced by a smart card since we do not trust 
the list member. 

As for the previous list signature scheme, the following list signature 
scheme relies on a group signature scheme (that can be the ACJT one 
or the proposal in [5]). Each smart card can sign on behalf of the list 
by using this group signature scheme. The latter one must use a prob- 
abilistic encryption scheme for anonymity revocation (this is the case 
for both group signature schemes presented in Section 1.1). The group 
signature of the message M is denoted by GSign(M, C) where C de- 
notes the ciphertext derived from the group signature scheme (in ACIT, 
C = (Ti,T 2 ) and in [5], C =Encryptc)M(/dA^)). 

Roughly, a probabilistic encryption scheme takes as input the message 
to be encrypted and a freshly generated random number. This random 
number is not used for the decrypting phase. The core of our second 
solution is that, for a particular sequence, this random number will be 
fixed. Consequently, the encryption scheme is deterministic during a 
sequence and probabilistic for two different sequences: this is what we 
call a pseudo probabilistic encryption scheme. 

At the beginning of a new sequence, the group manager QAd randomly 
creates a representative of this sequence. This representative is denoted 
by RepSeq. This element is public, authenticated and timestamped by 
QAi but it may also be required that this number be publicly verifiable: 
everybody must be convinced that Q/A generated it in a truly random 
manner. For this purpose, we suggest to use the proposal of [6] and to 
define RepSeq as follows: RepSeq = 7i{date) where date is, for example, 
the date of beginning of the sequence and where TY is a hash function. 
Each list member’s smart card holds, from the used group signature 
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scheme, an identifier denoted by IdM- In ACJT, this identifier corre- 
sponds to the certificate (A, e) whereas in [5], it corresponds to the value 
also denoted Id^. 

We assume that the smart card can produce a group signature and that 
the group signature scheme relies on a probabilistic encryption scheme 
Encryptc (that takes as input a random number and a message). It 
also has access to a pseudo-random number generator PRNG that de- 
pends on two variables. Each smart card also holds a secret key K that 
is only known by it. The pseudo random number generator can be, for 
example, the ANSI X9.17 pseudo random bit generator (it is also possi- 
ble to take the FIPS 186 generator family, that is SHA-1 or DES, or any 
other suitable pseudo random number generator). It takes as input the 
number of output bits, a seed and a 3DES key. In our scheme, when a 
list member wants to sign a message M, the seed is the representative of 
the sequence and the 3DES key is the secret key of the smart card. The 
size of the output depends on the used probabilistic encryption scheme 
and is not specified in this paper. 

Using this pseudo random number generator, the smart card can then 
use the output as the random input of the encryption scheme (for ex- 
ample, in the ACJT group signature scheme the input of Encryptc 
corresponds to w). It finally computes a group signature of the message 
M by using the output of the encryption scheme. The production of a 
list signature can be summarized as explained in figure 3. The verifi- 



LSignsPEs {M ,RepSeq,SiggM,K) ■ 
if ( VerifyiSiggM) == OK) 

{ 

r := PRNGCK, RepSeq ) ; 

C ;= Encryptc(r, /djvi) ; 
return GSignCAf, C); 

} 

else return Error ; 



Figure 3. “Semi-Probabilistic Encryption Scheme” List Signature; LSign^p^s. 

cation of such a list signature only consists in verifying the validity of 
the group signature. The opening of a valid list signature corresponds 
to the opening procedure of the used group signature scheme. 

For a given sequence (and consequently a given representative RepSeq) 
and a given smart card (and consequently a given secret key K), the 
output r of the pseudo random generator will always be the same, as 
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well as the ciphertext C. Using C, it will be possible to link various sig- 
natures made by the same list member during a given sequence. But, for 
two distinct sequences, the two corresponding representatives RepSeql 
and RepSeql, and consequently the two corresponding outputs fi and 
T2 of the pseudo random generator, will be different. Since r\ and r2 
will be different, the two corresponding ciphertexts C\ and C 2 will be 
different and unlinkable. 

This second list signature scheme is suitable for call for tenders and 
opinion polls applications and supports anonymity revocation. We can 
modify this proposal to make it optionally with anonymity revocation 
and this is the purpose of the next section, that develops a solution also 
based on the use of a pseudo random number generator. 

2.3 Pseudo Randomizing 

Our third solution is close to the previous one. In this list signature 
scheme, it is also possible to link two signatures produced during a par- 
ticular sequence. Again, we do not trust the list member but we trust 
his smart card. 

Our solution is related to the one of [5]. Consequently, it needs an 
ordinary public-key signature scheme (such as RSA, DSA, GPS, GQ, 
Schnorr, etc.) with a public key skg which is shared by all list mem- 
ber’s smart cards while the associated public key pkQ is public. The 
signature of a message M is denoted by SignG(M). If we require for 
the list signature scheme to be openable, then our solution requires a 
(symmetric or asymmetric) encryption scheme. The corresponding en- 
cryption key pkQ/^ is sent to all smart cards (secretly if the scheme is 
symmetric, and publicly if it is asymmetric) whereas the decryption key 
skoM is kept secret by OA4. The encryption of the message M is de- 
noted by Encryptc>x(M). In this case, each list member is known by 
the group manager by an identifier denoted by Id/ 4 . This data is stored 
in the smart card. 

The core of our solution is, as for the second proposal, the use of a pseudo 
random number generator PRNG that takes as input a seed denoted 
by s and a key K that is secret and different for all smart cards. 

At the beginning of a new sequence, the group manager randomly cre- 
ates a representative of this sequence denoted by RepSeq and which is 
used as the seed of PRNG. This can be done as for the second proposal 
(using the date and a hash function). This element is public, authenti- 
cated and dated by QM. 

When a list member wants to sign a message on behalf of the list, he 
uses his smart card. The algorithm executed by the smart card depends 
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on the “openability” of the scheme. If the list signature is not openable, 
the smart card performs what is described in figure 4. In case the list 



LSign;voPfi ( M , RepS eq , S iggM . ^ . pl^OM ,skc) '■ 
if ( Verify == OK) 

{ 

R :== PB.NG (RepSeq, K ) ; 

M := Concatenate (M, i?) ; 

S := SigncCM): 
return (5, R) ; 

} 

else return Error; 



Figure 4. Non-Openable “Pseudo Randomizing” List Signature: LSign/voPH- 

signature scheme supports anonymity revocation^, the smart card needs 
to execute the algorithm presented in figure 5. The verification of a list 



LSignopfi iM .RepSeq, Sigg/^,K ,pkoM,skc) ■ 

if ( Verify (5i5gvw) == OK) 

{ 

R := PPNGiRepSeq, K ) ; 

C Encryptox(/djV() ; 

M := Concatenate (M, R, C) ; 

S := SigncCM); 

return (5, R, C) ; 

} 

else return Error; 



Figure 5. Openable “Pseudo Randomizing” List Signature: LSignopfl. 

signature produced by LSignoPfi or LSignyvoPfi can simply be done 
by verifying the signature S , using the public key pkc- If this signature 
is correct, then the list signature is considered as valid. 

If the signature is openable, OM can revoke the anonymity by decrypt- 
ing C to obtain the identifier Idj^ . The group manager, who knows the 
link between this data and the actual identity of the list member, can 
then identify the member who produces this signature. 

Finally, everybody is able to link list signatures produced by the same 
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list member during a specified sequence, using the value R. Indeed, for a 
given sequence (and consequently a given representative RepSeq) and a 
given smart card (and consequently a given secret key K), the output R 
of the pseudo random generator will be always the same. However, for 
two distincts sequences, the two corresponding representative RepSeql 
and RepSeql will be different and, consequently, the corresponding out- 
puts of the pseudo random generator will be different and unlinkable. 
Our third solution is suitable for call for tenders and opinion polls. 

3. Examples of Applications 

We have seen in Section 1.4 that the state of the art is not suitable 
for some services such as opinion polls, call for tenders and anonymous 
subscription tickets. We explain in the sequel why the tools introduced 
in the previous sections are more convenient for the above services. 

3.1 Opinion Polls 

In [6], the authors propose an off-line electronic voting system based 
on list signature schemes. To vote, each voter produces a list signature 
of his vote and sends an encryption of the vote and the signature to a 
ballot box. This system is also directly applicable for an opinion poll 
service. But, in a mobility context, such as an opinion poll by the means 
of a mobile phone, the list signature of [6] in not useful since it is too 
expensive in terms of processing power and memory. 

In our proposal, each user can have the possibility to produce a list 
signature with the help of his mobile phone. For each opinion poll, as 
for the voting system of [6], the embedded smart card produces a list 
signature of the voting option of his owner, then encrypts the choice and 
the signature, and finally sends the encrypted value to the ballot box. 

It is important to prevent someone from voting many times for a given 
election and our list signature schemes suit very well. 

In this context, it is possible to use LSignsPBS, LSign/yopij or LSignoPA 
The list signature can be either openable or not, depending on the orga- 
nizer of the opinion poll (it can be useful to revoke the anonymity in case 
of fraud). It can also be possible to use LSignx&f) with NbSig = 1. 

For a choice c from the user, the embedded smart card executes the 
algorithm described in figure 6, where Encryptop is the encryption al- 
gorithm related to the opinion poll. The organizer of the opinion poll 
creates a new sequence and a corresponding representative RepSeq of it. 
He also signs it. This algorithm, and more particularly the list signature, 
also needs some more data (such as K, NbSig, etc.), denoted by data, 
that are not described in this section. During the counting phase, it is 
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OpinionPoll (c) : 

S := LSignCc, RepSeq, Siggj^,data ) ; 
M \= Concatenate (S', c) ; 

C := Encryptop(M) ; 
return (C) ; 



Figure 6. Opinion Poll Service. 



sufficient to decrypt each ballot and then to verify the validity of each 
list signature (to verify that the ballot is valid). Finally, one can publish 
the result. 

3.2 Call for Tenders 

In an anonymous call for tenders service, each tenderer can propose an 
anonymous offer. Moreover, the winner must be identified at the end of 
the call. In some cases, it can be desirable to prevent a participant from 
proposing several tenders^. Sometimes, we can let the tenderer propose 
several offers and take the better one, or the last one. In these two cases, 
it is important to be able to link the offers which come from the same 
tenderer. For these reasons, our list signature schemes are useful for this 
purpose. 

Our proposal is close to the opinion poll system described above. It first 
consists in supplying each participant with a smart card. When someone 
wants to make an offer for a call for tenders, he produces a list signature 
of his proposal and then encrypts the signature along with his proposal. 
The call for tenders authority can decrypt each proposal and then test 
its validity by verifying the list signature scheme. The jury can identify 
the winner by opening the list signature. 

The signing algorithm can be LSigll 5 p £;5 or LSignoPfl- It is also pos- 
sible to use LSignj’^X) with NbSig = 1 if the authority does not want 
a participant to propose several offers to a given call for tenders. 

For a proposal p from a participant, the embedded smart card executes 
the algorithm described in figure 7, where EncryptcT i® encryption 
algorithm related to the call for tenders (necessary to prevent a fraud- 
ulent user from learning something about the proposal of a rival). The 
authority creates a new sequence and a corresponding representative 
RepSeq. This algorithm, and more particularly the list signature, needs 
some data that depend on the used scheme (see previous section). 
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CallTenders (p) : 

S := LSignip, RepSeq, Siggy^, data ) ; 
M := Concatenate (5, p) ; 

C := EncryptcT(Af) ; 
return (C) ; 



Figure 7. Call for Tenders Service. 



3.3 Anonymous Subscription Tickets 

An anonymous subscription ticket permits someone to use a service 
he had paid for without being traced by the supplier. This is useful for 
example for cinema tickets, suhway or bus tickets, etc. 

In our solution, everybody can (non anonymously) obtain a subscription 
ticket by simply buying it. This one is represented hy a numeric data 
that can be stored in a mobile phone, a PDA, a dongle or a specific 
smart card. This numeric data corresponds to the number NbSig of 
“entries” that the customer has bought and is signed, with the identity 
of the customer, by the issuer. The embedded smart card is able to 
produce a “Testing and Deciding” list signature with a number of sig- 
natures NbSig. 

When the user wants to go to cinema or to take the bus, he only has to 
exhibit his mobile phone (for example), which produces a list signature. 
The embedded smart card knows when all tickets are used and, in this 
case, refuses to sign. 

In this context, the sequence can either correspond to the end of validity 
of the ticket or the lifetime of the system. In the first case, the repre- 
sentative of the sequence RepSeq corresponds to an identifier of the end 
date. In the latter case, we can imagine that an embedded smart card 
can be used, for example, in various cinemas. Thus, RepSeq represents 
one cinema. 

When a smart card is presented to a verification machine, this last one 
sends it a commitment c and the representative RepSeq (in the first 
case, this representative is sent after the reception of the date of validity 
from the smart card). The smart card then produces a list signature 
S RepSeq, Siggy/{) NbSig) that can easily be verified by 

the verification machine. 

In some cases, in can be useful to revoke the anonymity of a signature 
(for example, if it is necessary to know who was on the cinema at a 
particular date). 





98 



S. Canard and J. Traore 



Notes 

1. For sake of simplicity, we assume that there is only one signature for both values 
RepSeq and NbSig, even if, in practice, it can have two differents signatures, since these two 
values can be obtained at different times. 

2. In terms of efficiency, this solution is not very interesting in comparison with the 
“Semi-Probabilistic Encryption Scheme” solution since there are two computations instead 
of one. We nevertheless present both solutions to be as general as possible. 

3. A tenderer can try to propose various times the same offer to leave nothing to chance. 
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Abstract The power analysis on smart cards is a real threat for cryptographic applica- 
tions. In spite of continuous efforts of previous countermeasures, recent im- 
proved and sophisticated attacks against Elliptic Curve Cryptosystems are not 
protected. This paper proposes two new countermeasures, the Randomized 
Linearly-transformed Coordinates (RLC) and the Randomized Initial Point (RIP) 
against the attacks including the Refined Power Analysis (RPC) by Goubin and 
the Zero-value Point Analysis (ZPA) by Akishita-Takagi. Proposed countermea- 
sures achieve notable speed-up without reducing the security level. 

Keywords: Smart cards, power analysis. Elliptic Curve Cryptosystems, countermeasure 

1. Introduction 

Smart cards are becoming a new infrastructure in the coming IT society for 
their applications such as the SIM cards for mobile phones, identification cards 
for entrance systems and electronic tickets for movies. However, the power 
analysis attacks against these devices are real threats for these applications. In 
these attacks, an adversary observes traces of the power consumption of the 
device, and then, he detects a correlation between this information and some 
secret information hidden in the device. The simple power analysis (SPA) and 
the differential power analysis (DPA) are classical but typical examples [17, 
18, 22]. Fortunately, various countermeasures which is not only secure but 
also efficient, have been proposed before 2002 [5, 15]. 

Recendy, improved and sophisticated power analysis on Elliptic Curve Cryp- 
tosystems (ECC) have been proposed. In 2003, Goubin presented a new anal- 
ysis, the Refined Power Analysis (RPA), which detects special points with 0- 
coordinate on the curve by chosen messages [9]. Then, Akishita-Takagi ex- 
tended RPA to the Zero-value Point Analysis (ZPA), which detects 0 value 
in additions and doublings [2]. Some previous coimtermeasures resist RPA 
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and ZPA [1, 5, 6], however, they require larger amount of processing time. A 
practical countermeasure was proposed by Ciet-Joye [7]. Note that Smart’s 
countermeasure resists only RPA [32]; it does not always resist ZPA [3]. 

In this paper, we propose two practical countermeasures for ECC, the Ran- 
domized Linearly-transformed Coordinates countermeasure (RLC) and the Ran- 
domized Initial Point countermeasure (RIP), which resist power analysis in- 
cluding above newer attacks, and provide efficient processing speed for scalar 
multiplications. Proposed countermeasures achieve notable speed-up without 
reducing the security level. 

The rest of this paper is organized as follows: we briefly review Elliptic 
Curve Cryptosystems (ECC) in section 2. Side channel attacks and counter- 
measures are in section 3. Then section 4 describes our proposed countermea- 
sures. A comparison of countermeasures are described in section 5. Concrete 
algorithms of proposed countermeasures are in the appendix. 

2. Elliptic Curve 

This section describes a brief review of elliptic curves defined over finite 
fields with prime elements. This is just for a simlicity and basic ideas of most 
attacks and countermeasures can be applied to other finite fields. 

Elliptic Curve Cryptosytems (ECC) 

Let be a finite field with prime elements p > 3. An elliptic curve over 
K is represented by an equation E(K) := {{x,y) € K X K \ + 

ax + b, a,b e K, 4a^ + 276^ 7 ^ 0} U {O}. The special point O is called 
the point at infinity. In this representation, a point on the curve (different from 
O) is represented as a pair of .^f-elements (affine coordinates). An elliptic 
curve E(K) forms an additive group by the following addition law: the point 
O is a neutral element, and an inverse point of P = {x, y) is given by -P = 
(x, —y). We call Pi -f P 2 (Pi ^ P 2 ) the elliptic curve addition (ECADD) 
and Pi -f- P 2 (Pi = P 2 ), that is 2Pi, the elliptic curve doubling (ECDBL). Let 
Pi = (xi,yi), P 2 = (X 2 ,y^) be two elements of E(K) different from O and 
satisfying Pi ^ — P 2 - Then the addition P 3 = Pi -f- P 2 = (x 3 ,j/ 3 ) is defined 
bya;3 = A^-a;i-a: 2 , J /3 = A(xi-X3)-yi, whereA - iy 2 -yi)/{x 2 -xi) 

for Pi ^ P 2 , and A = (3xJ +a)/(2j/i) for Pi = P 2 . 

Elliptic Curve Cryptosystems (ECC) are one of the standard technologies in 
the area of cryptography [24]. The biggest advantage of ECC is the key length; 
it is currently chosen much shorter than that of existing other cryptosystems 
such as RSA and ElGamal. This feature is quite suitable for smart card imple- 
mentations. Let c? be an integer (scalar) and P be a point on the elliptic curve 
E(K). The point P is called the base point. A scalar multiplication is an op- 
eration to compute a point dP = P+-''-\-P{d— I additions). Computing d 
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Table 1. Add-and-double method 



INPUT: d, P. OUTPUT: dP 
1: T[0] - 0, T[l] - P 

2: for i“0 upto n-1 

3: if(d[i]— IH 

4: TCO] - ECADD(T[0],T[1]) 

5: } 

6: T[l] - ECDBL(T[1]) 

7: } 

8: return T[0] 



Table 2. Add-and'double-always method 



INPUT: d, P, OUTPUT: dP 
1: T[0] - 0, T[2] - P 

2: for i=0 upto n-1 ■( 

3: T[l] - ECADD(T[0] ,T[2]) 

4: T[2] - ECDBL(T[2]) 

6: T[0] - T[d[i]] 

6 : } 

7: return T[0] 



from dPand P is called the elliptic curve discrete logarithm problem, and the 
hardness of this problem assures the security ofECC. In most ECC schemes, 
d is used as a secret key. A dominant computation of all encryption/decryption 
and signature generation/verification algorithms ofECC is the scalar multipli- 
cation. Efficiency of a scalar multiplication strongly depends on a choice of 
addition chains and coordinate systems for the elliptic curve representation. 

Addition Chain and Coordinate System 

Let d = d„_i2"“^ + • • • +di2^ 4-do be a binary expression of a scalar d with 
dn-1 = 1 . Then the add-and-double (AD) method from the least significant 
bit (LSB) for a scalar multiplication is shown in Table 1, which requires n — 
1 ECDBLs and n/2 ECADDs in average. The number of ECADDs can be 
reduced by using the signed-binary expression ofd, however, the technique is 
vulnerable to side channel attacks and we are not interested in it in this paper. 
A similar algorithm can be constmcted from the most significant bit (MSB), 
however, we omit it because of the space limitation. 

Coordinate systems for the elliptic curve representation effect on the pro- 
cessing speed of ECADD/ECDBL and hence a scalar multiplication [8]. In 
the affine coordinates A, the addition formula always requires an inverse in the 
definition field K. In some environments, especially in prime fields (our situ- 
ation), computing inverses are expensive. Since the projective coordinates and 
the Jacobian coordinates provide division-free formulas, these coordinates are 
widely used in practice. In theprojective coordinates V, a point is represented 
as a tuple (X, Y, Z) where two points (X, Y, Z) and (AA, XY, XZ) (A € K*) 
are identical. A curve equation is obtained by setting x = X/Z, y = Y/Z in 
the curve equation. In the Jacobian coordinates a point is also represented 

as a tuple (X, Y, Z) where two points (X, Y, Z) and {X^X,X%XZ) (A € 
K*) are identical. A curve equation is obtained by setting X = X/Z^, y = 
YjZ^ in the curve equation. The addition formulas for general cases (namely, 
Pi, and Pi ^ —P 2 for EC ADD) in the Jacobian coordinates are given 

in Table 3. Note that in these coordinates, the point at infinity is represented as 
a tuple, which is the only point whose Z-coordinate value equals 0. 
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Table 3. Addition formulas in the Jacobian coordinates (general cases) 



ECADD (in the Jacobian coordinates) 


ECDBL (in the Jacobian coordinates) 


Input: Pi = (Xi, Yi, Zi), Pa = (X 2 , Y 2 , Z 3 ) 
Output: P 3 = Pi + Pa = (X 3 , Vj, Z 3 ) 


Input: Pi = (Xi,Yi,Zi), a 
Output: P 4 — 2Pi = (X 4 , Ki, ^ 4 ) 


Ui ^ XiZi, Vi ^ X 2 Zi, Si YiZi 
5a «- , W <- Ui - Uu R<~ S 2 - Si 

T-Ui + Ui, M i-Si + Si 
Xz^R^- TW^, V i- ZTW'^ - 2R^ 

Yz <- (VR - MW^)/2, Zz *- Z 1 Z 2 


W ^ aZl, M 3Xt -i- W 
5 ^ 4XiY?, T ^ 8 Yf 
Xi^M^~ 25 
Y 4 - M(5 - A 4 ) - T 

Z 4 < — 25^1^1 



Table 4. Processing times of ECADD and ECDBL 



Coordinates 


ECADD 


ECDBL 




Z=1 


a ^ —3 1 0 = — 3 


A 


2M + IS+U 


— 


2M -h 25 -t- 1/ 


V 


12M + 2S 


9M + 2S 


7AJ + 55 


7M + 3S 


J 


12M + 45 


8 M + 3S 


4M-I-65 


4M + 4S 



Required processing time of ECADD/ECDBL is summarized in Table 4, 
where M, S, I denotes the processing time of a multiplication, a squaring, 
and an inverse in the definition field K, respectively. These processing time 
can be improved when one of Z-coordinate values in V, J equals to 1 or the 
coefficient of the definition equation satisfies a = -3. 

3. Power Analysis 

The power analysis is a powerful attack against cryptographic schemes on 
some devices such as smart cards. An adversary observes leaked power con- 
sumption, and detects a correlation between this information and some secret 
information hidden in the device. The simple power analysis (SPA) [17] and 
the differential power analysis (DP A) [18,22] are typical examples. 

Simple Power Analysis 

The binary methods compute ECADD only when dj = 1. Hence an adver- 
sary easily detects this irregular procedure by observing power consumption 
and obtains the value of di. The attack is called the simple power analysis 
(SPA) [17]. A standard approach to resist SPA is to use so called the add-and- 
double-always method (Table 2) [5], in which both ECADD and ECDBL are 
computed repeatedly (in step 3 and step 4). Since a pattern of the power trace 
becomes fixed, the adversary cannot detect the bit information di by SPA. As a 
variant of this countermeasure, the Montgomery ladder (Table 5) [21] is some- 
times used [4,11,12,16,26,27], because it provides good processing speed by 
using the specialized addition formula, the x-coordinate-only addition formula 
[4,12,11] which will be discussed later. 
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Table 5. Montgomery ladder Table 6. ADA and RPC 



INPUT: d, P, OUTPUT: dP 


INPUT: d, P, OUTPUT: dP 


1 


T[0] - P 


1: 


TtO] - 0, T[2] - RPC(P) 


2 


Ttl] - ECDBL(T[0D 


2: 


for i-0 upto n-1 { 


3 


for i»n-2 downto 0 { 


3: 


T[l] - ECADD(T[0] ,T[2D 


4 


T[2] - ECDBL(T[d[i]D 


4: 


T[2] - ECDBL(T[2D 


5 


T[l] - ECADD(T[0] ,T[1D 


6: 


T[0] - T[d[i]] 


6 


TCO] - T[2-d[iH 


6: 




7 


T[l] - T[l+d[i]] 


7: 


return invRPC(T[0l) 


8 

9 


} 

return T[0] 







Note that some SPA-countemieasures use window-based methods for effi- 
ciency [14, 19, 20, 30, 31]. However, the memory requirement is severe in 
most cases on smart cards and we do not follow these approaches in this paper. 

Differential Power Analysis 

In the differential power analysis (DPA) [18, 22], an adversary guesses di = 
0 , for example, and simulates the computation repeatedly. Then he/she divides 
the power consumption into two sets depending on the assumption, in order 
to make a bias of hamming weights of the internal information between these 
sets. If the assumption is correct, a difference of the power consumption of 
two sets can be observed (as a spike) in the trace. Note that even if a scheme is 
SPA-resistant, it is not always DPA-resistant. 

In order to resist DPA, a randomization of parameters is a well-known tech- 
nique to make the simulation impossible [5]. One approach is to randomize a 
scalar d or an addition chain for d. Coron proposed the scalar blinding coun- 
termeasure, in which d is replaced by d -P r0 for a random integer r and the 
order of the point <j) [5]. Original r (20-bit) does not provide sufficient security 
[27]. Larger r will provide higher security and less speed. Coron also pro- 
posed the base point blinding countermeasure, in which dP is computed by 
dP = d{P + R)-dR for a random point R. However biases are pointed out 
[27]. Oswald- Aigner used the randomized addition-subtraction chain [25], but 
effect of the randomization is not enough [28, 29, 33]. 

Clavier-Joye splits the scalar randomly, in which dP is computed by dP = 
rP + {d — r)P for a random integer r (the exponent splitting, ES) [6]. As 
no security problems have been pointed out, ES requires at least twice of the 
processing time than without it. Ciet-Joye proposed another splitting method, 
in which dP is computed by [d/r\ (rP) + (d mod r)P for a random integer r 
[7]. Here r is as long as half of d and, with Shamir’s trick, it provides practical 
processing speed without reducing the security. 

Another approach for resisting DPA is to randomize a point representation. 
Coron proposed the randomized projective coordinates (RPC) countermeasure 
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[5]. Let P = (X, Y, Z) be a base point in the projective coordinates. Then 
(X, Y, Z) equals to {rX, rY, rZ) for all r € K* mathematically; but they 
all are different data as bit sequences. The power consumption of a scalar 
multiplication is randomized if (X, Y, Z) is randomized to {rX, rY, rZ) for a 
randomly chosen integer r 6 K*. An example of RPC for the add-and-double- 
always method is shown in Table 6, where a function RPC outputs a randomized 
point by RPC and a function invRPC denotes its inverse function. Joye-Tymen 
proposed another DPA-countermeasure based on the randomization of point 
representation, the randomized curve (RC) countermeasure [15]. RC uses an 
isomorphism of elliptic curves with which a curve equation and a base point 
are transformed with holding the group structure. Again, let P = (X, Y, Z) be 
a base point in the projective coordinates. Then (X, Y, Z) and (r^X, r^Y, Z) 
correspond to each other under the isomorphism. Two points are the same 
(under the isomorphism) mathematically; but different as bit sequences. Thus 
the power consumption will be randomized if the curve and the base point 
is randomized by a randomly chosen integer r € K*. A sample algorithm 
is easily obtained similarly to Table 6 by changing functions RPC, invRPC to 
RC, invRC. RPC and RC provide efficient scalar multiplications because the 
conversions are quite cheap compared to the main multiplications. 

Note that all countermeasures ofES, RPC, RC does not resist SPA. These 
countermeasures should be used combined with SPA-countermeasures. 



Refined Power Analysis and Zero-value Point Attack 



In 2003, Goubin presented a new power analysis against ECC, the refined 
power analysis (RPA), which reveals the secret scalar by detecting special 
points with 0-coordinates on the curve by chosen messages [9]. Let E(K) be 
an elliptic curve which has the special point Qy = (0, y), for example. Suppose 
scalar multiplications are computed by add-and-double-always method from 
LSB (Table 2). When an adversary knows the bit information do, , dj-i of 
the secret key d, he/she tries to reveal the next bit dj. At the end of the (j — 1)- 
th loop in Table 2, we have T[2] = 2^P, T[0] = XIi=o diT'P. Then, in the 
j-th loop, we will compute 



T[l] 





2’[ll = (ECo'di2‘ + 2>)P 



if dj = 0, 
if dj = 1. 



Then the adversary pre-computes ^ = (Eto^2* + 2j) Qy , where the 

inverse is computed modulo the order of the curve, and computes a scalar 
multiplication on input d and P. Ifdj = 1, at the end ofthe j-th loop, we have 
^[0] = P = Qy = (0, y) and the adversary easily detects 

di, because the power consumption of “0” is quite distinctive. This is a basic 
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idea of RPA. The attack can be applied to the add-and-double-always method 
from MSB and the Montgomery ladder [9]. Note that the pre-computation is 
very easy for the adversary because elliptic curve parameters are public. 

In the same year, Akishita-Takagi extended Goubin’s RPA to the zero-value 
point attack (ZPA) [2]. A basic idea of ZPA is to observe 0 in the functions 
ECADD and ECDBL rather than in the addition chain where RPA paid at- 
tention. Akishita-Takagi discussed conditions when such 0 can be observed. 
In order to resist ZPA, implementers should avoid operations which possibly 
output 0 in ECADD and ECDBL. 

Countermeasures against RPA/ZPA 

A key of RPA is to observe 0 in the process. The most noteworthy property 
of RPA is that RPC and RC cannot resist RPA, because in RPC and RC, the spe- 
cial point Qa; = (i, 0), Qy = (0, y) are converted to point (X, 0, Z), (0, T , Z) 
by the conversion with keeping the specialty “0”. Because ofthe same reasons 
as RPA, RPC and RC cannot resist ZPA. 

Smart proposed an RPA-countermeasures using isogeny of the curve [32]. 
However, the countermeasure does not resist ZPA [3]. Avanzi analyzed the re- 
sistance of Coron’s scalar blinding and base point blinding countermeasure 
against RPA, and concluded that they are resistant to RPA [1]. Similarly, 
they also resist ZPA. However, these Countermeasures require larger amount 
of computing time than without them. The exponent splitting countermeasure 
[6] and its improved version [7] also resist both RPA and ZPA. Especially, Ciet- 
Joye’s countermeasure has almost no penalty from a viewpoint of efficiency. 

4. Proposed Countermeasures 

This section proposes two practical Countermeasures for ECC against power 
analysis including DPA, RPA and ZPA: the randomized linearly-transformed 
coordinates (RLC) and the randomized initialpoint (RIP) Countermeasures. 

Randomized Linearly-transformed Coordinates (RLC) 

Before proposing the countermeasure, we introduce the linearly-transformed 
coordinates (EC) in the following: 

Definition 1 In the linearly-transformed coordinates (LC) with a parame- 
ter set (A;f (A), Ar (A), A2(A), Pz), a point (X, Y, Z) and {X',Y',Z') 

are identified if there exists A € K* such that 

X~px = Xx{X){X' - px), Y-py = Xy{X){Y'-py), 
Z-pz ^ Xz{X){Z'-pz\ 

where Xx{X), Ay(A), Xz{X) are functions of X and px,PY,Pz G X. 
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Table 7 . Addition fonnulas in LC for a parameter set Si = (A^, A^, A, /i, 0 , 0 ) (general case) 



LCECADD for Si = (A^ A-*, A, fi, 0, 0) 
Input: Pi = {Xi,Yi, Zi), 

P2 = (X2,Y2,Z2), h 
Output: Pa = Pi + Pi = (Afa, Va, Z3) 
Ui ^ (Xi - (i)Zi, U 2 - (Afi - ^)Z{ 
Si i- ViZi, Si ^ KiZ? 

W ^U2-Ui, Ri-S2-Si 
T •-U2 + UU M *- S2 + S1 
Afa *- P* - TW^ + M 
V 3 TW^ - 2 R^ 

Y3 «- (VP - MW^)/ 2 , Z3 *- Z1Z2W 



LCECDBL for Si (A-*, A-*, A, fi, 0 , 0 ) 
Input: Pi = (Xi,yi,^i), o, /I 

Output: P4 = 2 Pi = (Af4, V4, Z4) 

W ^ aZi 

M 3 (Xi -ti)^ + W 
S - 4 (Xi - i 3 )Y} 

T i- 8yi“ 

X^i-M^-2S + n 
Yi <- M{S -Xi+fi)-T 
Z 4 ^2YiZi 



The projective coordinates P and the Jacohian coordinates are examples of 
the linearly-transformed coordinates; the parameter set for P is (A, A, A, 0, 0, 0) 
and for is (A^, A^, A, 0, 0, 0). One of the advantage of LC is a variation of 
representations. Especially, if we set HXil^Y 7^ 0, the special point Qy = 
(o,y) and Qx = (x, 0) are converted to some points whose coordinate val- 
ues are different from 0. However, the processing speed of EC ADD/ECDBL 
become slower in general than previous coordinates. 

As an example, we give explicit addition formulas LCECADD, LCECDBL 
which compute ECADD and ECDBL in the linearly-transformed coordinates 
for a parameter set S\ = (A^, A^, A, fi, 0, 0) in Table 7. Here the coordinates 
are very similar to the formulas for the Jacobian case (Table 3). 

Proposed Countermeasure. An idea of our countermeasure is quite simple. 
Eor given functions Ax (A), Ay'(A), A^ (A), we randomly choose MKi /iz 
and convert the base point into the transformed coordinates with the parameter 
set(Ax(A), Ay(A), A^(A),/iX) ML) in the beginning of a scalar multipli- 
cation. After processing the scalar multiplication in LC, we re-convert the re- 
sult to the original coordinates (randomized linearly-transformed coordinates, 
RLC). A generic algorithm of RLC is obtained by changing RPC, invRPC to 
RLC, invRLC, where a function RLC converts a point P into a point with a cho- 
sen parameter set, and invRLC re-converts to the affine coordinates. Note that 
RLC can be applied to all addition chains mentioned in section 2. 

Let us consider the security of RLC. Basically, we have to use the add-and- 
double-always methods or the Montgomery ladder for the addition chain, for 
RLC does not resist SPA itself On the other hand, RLC resists DPA if a pa- 
rameter set is properly chosen, because RLC is a natural extension of RPC. 
But RPA will be successful when we choose fix = 0 or /ly = 0 (for speeding 
up), because points with 0 coordinate values can appear. In RLC, by choosing 
P'XiP'Y ^ 0, such special points will not appear in the process of scalar multi- 
plications. This is the same against ZPA. Consequently, RLC resists SPA, DPA, 
RPA, and ZPA if the parameter set is chosen suitably (namely /xx, Hv 7^ 0). 
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Tables. ADAandRLC 



INPUT: d, P. OUTPUT: dP 
1: T[0] - 0, T[2] - RLC(P) 

2: for i“0 upto n-1 { 

3: T[l] - LCECADD(T[0] ,T[2]) 

4: T[2] - LCECDBL(T[2]) 

5: T[0] - T[d[i]] 

6 : } 

7: return invRLC(T[0] ) 



Table 9. ADA and RIP 



INPUT: d, P. OUTPUT: dP 
1: R “ randompolntO 

2: T[0] - R, T[2] - P 

3: for i“0 upto n-1 { 

4: T[l] - ECADD(T[0] ,T[2]) 

5: T[2] - ECDBL(T[2]) 

6: T[0] - T[d[i]] 

7: } 

8: return T[0]-R 



However, a straight-forward implementation of RLC may be vulnerable to 
RPA. For example, when we implement LCECADD in Table 7, direct compu- 
tations of Xi — fi and X 2 — M should be avoided, because these values equal 
to 0 for a chosen base point P by RPA. Thus we have to compute W, T with- 
out computing Xi — fi and U%. Realizations of concrete secure algorithms are 
shown in the following sections. 

In the followings, we combine RLC and three addition chains concretely, 
and then discuss the security against possible attacks. As we will consider over 
a finite field with prime elements, the condition fix ^ 0 should be satisfied. 



Combination with Add-and-double-always Method from MSB. Apply- 
ing RLC to the add-and-double-always method from MSB is easy (so we omit 
a concrete algorithm because of the space limitation). Here both LCECADD 
and LCECDBL should be implemented not to compute Xf — fix as mentioned 
before. Remember that if fix is chosen randomly (different from 0), the prob- 
ability that Xi — fix = 0 is negligible. Concrete secure algorithms LCECADDl 
and LCECDBLl for a parameter set5i = (A^, A, /i, 0, 0), fi € K* are 
shown in Table A1 and Table A2 in the appendix. Note that these algorithms 
are constmcted not to output 0 values after each operation in order to re- 
sist ZPA. The processing speed of LCECADDl is 14M + AS (Table Al) and 
LCECDBLl is 8M + IS (Table A2). An average processing speed for each bit 
is ^ ^ 45 ) ^ ^ 75 ) ^ 22M -1- 115. 



Combination with Add-and-double-always Method from LSB. Apply- 
ing RLC to the add-and-double-always method from LSB is also easy. A con- 
crete algorithm is shown in Table 8. In this case, a variable T [ 2 ] has no relation 
to the secret key d. Hence there is no need for T [ 2 ] to be protected. In other 
words, we are allowed to compute X2 — fix in LCECADD, and allowed not 
to use secure algorithm for LCECDBL. Thus we only take care not to compute 
Xi — fix in LCECADD. A concrete algorithm LCECADDl’ for a parameter set 
Si = {X^X^X,fi,0,0),fi€K* is shown in Table A3 in the appendix. Note 
that the algorithm is constmcted not to output 0 values after each operation in 
order to resist ZPA. The processing speed of LCECADDl’ is 13M - 1 - AS (Table 
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Al) and LCECDBLl is 4M + 6S (Table 3). An average processing speed for 
each bit is ^ ^ 45 ) ^ ^ 47 ^ + 105. 

When the secret key d has successive 0 in lowest bits, the number of 0 
can be detected, because variables T [ 0 ] ,T [ 2 ] are not randomized by insecure 
LCECDBL. Once 1 appears in d, T [ 0 ] is randomized in LCECADD and no infor- 
mation will be leaked moreover. One solution for the leakage is to use secure 
LCECDBL and computed — /indirectly. Since the effect of A’s are remained, 
the security is improved without reducing the processing speed. 

In the Jacobian coordinates, Itoh et al. proposed an efficient algorithm called 
the iterated ECDBL [13], which computes for a given integer k >1 more 
efficiently than computing ECDBL k times by recycling intermediate values; 
the iterated ECDBL requires 4kM H- {4k + 2)5, while each ECDBL requires 
4M + 6S (Table 4). In our countermeasure for the parameter set 5i, a variable 
T [ 2 ] only concerns a sequence P, 2P, 2^P , . . . and the iterated ECDBL can 
be applied efficiently. In this case, an averaged processing speed for each bit is 
optimized to TJ"®® = (13M -b 45) + (4M + 45) = 17M + 85. 

Combination with Montgomery Ladder. Applying RLC to the Mont- 
gomery ladder is also easy. In this case, all variables T[0],T[1],T[2] depend on 
the secret key and both LCECADD and LCECDBL should be implemented not to 
compute Xi — nx- 

When we use secure algorithms LCECADDl, LCECDBLl for the parameter set 
5i (Table Al and Table A2 in the appendix), an average processing speed is 
j^Mon ^ ( 44 ^ 4 . 45 ^ ^ (g;^^ 4 . g^^ ^ 20M + 105. 

The Montgomery ladder provides good processing speed by using the spe- 
cialized addition formula, the a;-coordinate-only addition formula [4, 12, 11], 
which computes ECADD and ECDBL with only x-coordinate value in the 
affine coordinates, or X- and Z-coordinate values in the projective or the 
Jacobian coordinates. We can easily establish similar formulas xLCECADD, 
xLCECDBL, which compute ECADD and ECDBL in our linearly-transformed 
coordinates by the x-coordinate-only formula. 

Moreover, Izu-Takagi proposed an encapsuled formula ECADDDBL, which 
takes Pi, P 2 on input and outputs Pi + P 2 and 2P\, and xECADDDBL computed 
by the x-coordinate-only formula. In this case, an improved version of the 
Montgomery ladder is required [11]. A concrete algorithm xLCECADDDBL2, 
which computes xECADDDBL in EC by the x-coordinate-only method for a pa- 
rameter set S 2 = (A, A, A, fj,, 0, 0), is shown in Table A4 (where the additive 
ECADD is used [12]). Here the algorithm is constructed not to output 0 values 
after each operation in order to resist ZPA, and the processing speed for each 
bit is = 20M -f 55. 
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Randomized Initial Point Countermeasure (RIP) 

Next, we propose another countermeasure against power analysis. 

Proposed Countermeasure. In the add-and-double always method from 
LSB (Table 2), an initial value of T [ 0 ] is set to O. If this initial value is changed 
to a randomized point R, intermediate information will be randomized and thus 
it resists power analysis. (Of course, R should be subtracted from a result of 
a scalar multiplication.) This countermeasure is called the randomized initial 
point countermeasure (RIP). A generic algorithm of RIP combined with Table 
2 is shown in Table 9. Here a function randompoint ( ) generates a random 
point on the curve. Note that RIP can be applied only to the add-and-double 
always method from LSB. 

Selection of Initial Point. The security of RIP depends on how to select an 

initial point R. The simplest way is to generate the x-coordinate value of R 
and compute corresponding ^-coordinate value. One can obtain such y with 
probability 1/2, namely it might require large amount of time to obtain R. 
However, R can be obtained in short time practically. 

The other way is to convert a fixed and stored point Q into a randomized 
point R by using RPC. As the conversion is very cheap, it provides an efficient 
generation of R. 

Security Consideration. Firstly, as RIP does not resist SPA (similarly to 
RLC), we have to use the add-and-double always method for the addition chain 
(Table 9). When an initial point R is chosen properly, as a representation of R 
would be randomized, RIP resists DPA (contrary, RIP is vulnerable to DPA if 
R is fixed). Here there is no need to apply RPC or RC. On the other hand, RIP 
also resists RPA and ZPA, because the all intermediate values are randomized 
by the initial point R. 

Processing Speed. When R is set from Q by RPC, the processing time of 
generating R is negligible. Thus, the processing time of RIP per bit equals to a 
sum of that of ECADD and ECDBL. It is (12M-i-25)-i-(7M-i-55') = 19M-I- 
IS for the projective coordinates, and (12M-i-45)-i-(4M-i-6S) = 16M-+105 
for the Jacobian coordinates. 

When the Jacobian coordinates are used, the iterated ECDBL can be also 
applied similarly to RLC. In this case, the processing time of RIP per a bit 
equals {\2M + AS) + {AM + 6S) - 2S = \6M + SS. 
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Table 10. Comparison of secure countermeasures 



Method 


Coordinates 


1 Speed in each bit 


iES [7] 


J 


16M + lOS 


(24.0M) 


iES with Montgomery’s trick 


J 


12M -t- 9S 


(19.2M) 


RLC with MSB 


J 


22M + 115 


(30.2M) 


RLC with LSB 


J 


17M -(- lOS 


(25.0M) 


RLC with LSB and iECDBL 


J 


17M -H 8S 


(23.4M) 


RLC with Montgomery ladder 


J 


20M -(- 55 


(24.0M) 


RIP with LSB 


V 


19M Jr 75 


(24.6M) 


RIP with LSB 


J 


16M -t- 105 


(24.0M) 


RIP with LSB and iECDBL 


J 


16M -1- 85 


(22.4M) 



5. Comparison 

Let us compare countermeasures against power analysis that resist all of 
SPA, DP A, RPA and ZPA. We provide practical processing time for the im- 
proved exponent splitting (rES) [7] and our proposed two countermeasures 
(RLC and RIP). Processing speed are given averaged for each bit of the scalar 
d and is estimated with the assumption that 15 = 0.8M [27, 12]. 

As in the table, iES with Shamir’s trick and Montgomery’s trick provides 
the most efficient processing speed. However, our proposed countermeasures 
provide comparable speed. A difference between iES and RIP is the number of 
registers for points on the curve; iES requires 5 registers while our RIP requires 
only 4 registers for a scalar multiplication. Note that, in RLC, the seed of an 
initial point R is required. That is, RLC requires extra memory compared to 
other methods. On the other hand, RLC requires no extra memory. 

6. Concluding Remarks 

In this paper, two new practical countermeasures against power analysis are 
proposed, the randomized linearly-transformed coordinates countermeasure 
and the randomized initial point countermeasure. These methods improves 
the processing speed without reducing the security. 

Since RPA and ZPA are newer attacks, the property of the attacks and of the 
countermeasures are not well studied yet. Theoretically, iES provides a bet- 
ter processing speed, however, because it uses a small table of pre-computed 
points, the resistance against the address-bit DPA [10] and the 2nd order DPA 
[28] should be analyzed. On the other hand, applying RIP to other addition 
chains will be for future work. Very recently, Morimoto-Mamiya-Miyaji at- 
tempted to apply RIP to the binary method from MSB [23], for which further 
analysis will be required. 
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Appendix: Algorithms for Proposed Countermeasures 

The appendix shows detailed concrete algorithms for lcecaddI, lcecdblI, lcecaddI’, 
and XLCECADDDBL2 for RLC introduced in section 4.1. The parameter set for LCECADDI, 
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Table Al. ECADD in LC with a parameter Table A2. ECDBL in LC with a parameter set 
set Si = (A^ A®, A, (i, 0, 0) Si = (A*, A®, A, ft, 0, 0) 



LCECADDl (in 14M+4S) 

Input; Pi = (Xi,Yi,Zi), 

Pj = (Xa, Va, Z2), n 
Output: P3 = Pi + Pa = (X3, Vs, Z3) 
Ti^zi F^?) 

n^Zix Ti (= z?) 

T3 ^ zj (= z|) 

Ta^Z^x T3 (= Za^) 
n^Xix T3 (= Xizi) 

I'e *— fi X T3 (= fjtZ^) 

Ty^XiX Tx (= X2ZI) 

Tg *— n X Ti (= fiZx) 

Tg^YiX Ta (= YiZi = Si) 
Tio^VaxTa (= Ka^? = Sa) 

Til <-Tr-Tg (= XaZ? - XxZi) 
Tia ^ Til - Tg (= Ui - XiZi) 

Ti 3 ^ Tia +Tb (= U2-Ui = W) 
Ti 4 <-T 7 + Ts (=XaZ?+XiZj) 
Tis Tia - Tg (= f/a + X,Z|) 

Tia ^ T ,5 - Tg (= l/a + l/i = T) 
Ti7 «— Tio — T9 (= Sa — Si = R) 
Tig t— Tio + Tg (= Sa + Si = M) 
Tig «- T?7 (= P*) 

Tao *- Ti'a (= W^) 

Tai ^Ti 6 xTao(= TW^) 

Taa *— Ti 9 + F + p) 

A -3 - Taa - Tai (= - TW^ + /i) 

Ta 3 <— 2 * A ^3 

T24 <— Taa — Tai 

Tas <— 2 * /i (= 2 ^i) 

Taa •— Tas — T24 (= V') 

Ta 7 - Tas x Ti 7 (= VR) 
Ta 8 <-Ti 8 xTi 3 (= MW) 

Taa Tas x 7 ao(= MW^) 

2Y3 «— Ta 7 — Ta 9 

T30 «— Zi X Za (= ZiZa) 

Z3 «— T30 X Ti3 (= ZiZgW) 



LCECDBLl (in 8 M+ 7 S) 

Input: Pi = (Xi,yi,Zi), a, /i 
Output: Pa = 2 Pi = (Af4, Vi, Z4) 

Ti ^ Z'i F^?) 

Ta 7- T? (= Zi) 

Tg-axTi (= aZi = W) 

T4 7- X? (= X?) 

Ts 7 - 2 .Xi (=2X1) 

Tg^fi-Tg (= P - 2X1) 
T77-/1XT8 (=m(p- 2 Xi)) 

Ts 7- 3 * T, (= 3 X?) 

Tgi-3*Tr (= 3 /i(M- 2 Xi)) 

Tiot-Ts + Ts (=W + 3 X?) 

Til - Ki’ (= n") 

Tia 7 - Xi X Til (= XiVi*) 

Tig-fixTix {=tiY?) 

Tia - Til (= Yx*) 

Tis 7 - 8 » Ti 4 (= 8Yx* = T) 

Txg^Ti (=( 3 m(p- 2 X,))=') 

Ti7 7 - T9 X Tio 
Ti8 «— 2 ♦ Ti 7 

Tib 7- T?o (= (W + 3 X?)=‘) 

Tao 7- /I + Tia 

Tai 7 — Tao +Tis 

Taa 7— Tai + Ti 9 (= fi + M*) 

Ta 3 7 - 8 *Tia (=8X1^") 

Ta 4 7 - 8 *Ti 3 {=SlxYi^) 

Tas 7- Taa - Tj 3 (= M* - 8X1 Vi* + n) 

Xa 7— Taa + Tas (= M* — 2 S + /i) 

Taa 7- 4 * Tia (= 4 XiK,») 

Ta 7 7 - 4 *Ti 3 (= 4 #iyi’) 

Tas 7- Taa +p (= 4 Xiyi* + /i) 

Ta9 7- X4 - Tas (= 4 Xiyi* - X4 + |t) 

T30 7— Ta9 — Ta7(= S — Xa + n) 

T31 7— T9 X T30 
Taa 7— Tio x T30 
T33 7— T31 — Tis 

n 7 - T33 + Taa (= M(S - X4 + p) - T) 
T3 a^YxxZx (=yiZi) 

Z4 7— 2 ♦ T34 F 2 yiZi) 



LCECDBLl, LCECADDl’ is Si = (A^A^A,/i, 0 , 0 ) and that for xLCECADDDBL2 is Sa = 
(A,A,A,|», 0,0). In the algorithms, x denotes a general multiplication, while s= denotes a mul- 
tiplication hy a constant. We ignore the processing time for * in the evaluations. 
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Abstract This paper analyzes the resistance of smart-card implementations of el- 
liptic curve cryptography against side-channel attacks, and more specif- 
ically against attacks using differential power analysis (DPA) and vari- 
ants thereof. The use of random curve isomorphisms is a promising 
way (in terms of efficiency) for thwarting DPA-type for elliptic curve 
cryptosystems but its implementation needs care. 

Various generalized DPA-type attacks are presented against improper 
implementations. Namely, a second-order DPA-type attack is mounted 
against an additive variant of randomized curve isomorphisms and a 
“refined” DPA-type attack against a more general variant. Of indepen- 
dent interest, this paper also provides an exact analysis of second-order 
DPA-type attacks. 

Keywords: Smart-card implementations, elliptic curve cryptography, side-channel 
analysis, DPA-type attacks. 

1. Introduction 

With shorter key lengths, elliptic curve cryptography has received in- 
creased commercial acceptance and is already available in several smart- 
card products. It is supported by several standardization bodies, includ- 
ing ANSI, IEEE, ISO and NIST. 

Because they better fit the constrained environment of smart cards, el- 
liptic curve cryptosystems are particularly relevant to smart-card imple- 
mentations. Until recently, efficient implementation meant fast running 
time and small memory requirements. Nowadays, an efficient imple- 
mentation must also be protected against attacks and more particularly 
against side-channel attacks (e.g., based on timing analysis (TA) [11] or 
on simple/differential power analysis (SPA/DP A) [12]). 
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Two classes of elliptic curves are mainly used in cryptography: (non- 
supersingular) elliptic curves over binary fields (a.k.a. binary elliptic 
curves) and elliptic curves over large prime fields. The former class may 
be preferred for smart card implementations as arithmetic in character- 
istic two can be made very efficient [6, 14] (especially in hardware). See 
also [8]. 

In this paper, we show how to implement in a proper yet efficient way 
countermeasures against DPA-type attacks for binary elliptic curve cryp- 
tosystems. Of independent interest, we also provide an exact analysis of 
second-order DP A [12, 13]. 

The rest of this paper is organized as follows. In the next section, 
we briefly review known countermeasures meant to prevent DPA-type 
attacks. In Section 3, we detail the additive and multiplicative variants 
of point randomization using curve isomorphisms. We point out that 
the additive variant may succumb to a DPA-type attack if the slope, 
resulting in the addition of two elliptic curve points, is implemented in 
a straightforward way. Next, we mount a second-order DPA-type attack 
against another additive variant using a randomized slope in Section 4. 
In Section 5, we describe an attack against the multiplicative variant. 
This attack also applies to the more general randomized curve isomor- 
phisms, combining both the additive and the multiplicative variants. 
Finally, we conclude in Section 6. 

2. DPA-type Countermeasures 

The basic operation in elliptic curve cryptography is the point mul- 
tiplication: on input point P and scalar fc, point Q = [k]P is returned. 
DPA-type countermeasures include the randomization of k and/or P. 

Let £ be a nonsupersingular elliptic curve over GF(2") given by the 
(short) Weierstrass equation 

E \ y'^ + xy = + ae (1) 

and let P and Q = [k]P be points on E. 

The usual way to randomize k in the computation of Q = [A;]P consists 
in adding a random multiple of the order of E (or of ord£;(P)) [5]: 

k* :=k + r#E 

for a random r and then Q is evaluated as Q = Another option 

is to split k in two (or several) shares [2, 4] (see also [17]): k = k\ + k^ 
with Ajj = k — r and = r for a random r and then Q = [A:J']P -|- [A:^]^. 
Further countermeasures dedicated to Koblitz curves (i.e., curves given 
by Eq. (1) with 02 € GF{2) and ae = 1) are presented in [9, 10]. 
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Input : k and P & E 

Output: Q = [fc]P 

1. Choose a random curve isomorphism (p; 

2. Compute P* = <p(P) on E' =<p(E); 

3. Compute Q' = [k]P’ € E" ; 

4. Return Q = 

Figure 1. Randomized evaluation of Q = 

Point P can be randomized using a randomized projective represen- 
tation [5] or a randomized field or curve isomorphism [10]. The use 
of randomized curve isomorphisms leads to better performances (and 
is easier to implement) than the use of randomized field isomorphisms. 
Furthermore, it better suits binary curves as it allows to represent points 
with affine coordinates (and so runs faster [ 6 , 14]). However, as we will 
demonstrate in the next section, its implementation needs care. 

3. Randomized Curve Isomorphisms 

Using randomized curve isomorphisms, a point P on an elliptic curve 
E is randomized as P* = <p{P) on E* = for a random curve 

isomorphism tp and then Q = \k\P is evaluated as p -\\k]P*). 

More specifically, over GF(2^), a point P = (xp,yp) on the elliptic 
curve 

E ■. y'^ + xy = a 2 X^ -f oe 

is mapped to point P* = {v?Xp + r,u^yp-fu^sxp-\-t) on the isomorphic 
curve 

E* :y^ a^xy -(- a^y = -F a^x^ -F a^x -F al (2) 

where 

aj = u 

02 = v?02 -F us + r -F 

<03 = ur (3) 

a| =ut-h 

Og = u®ae + u^r ^02 + u{r^s -F rt) + r® -F 

and r, s,t,u e GF(2") with u 7 ^ 0 (see [15, Table III. 1.2]). 

As already noted in [10], the short Weierstrass equation (i.e., Eq. (2) 
where a* = 1 and 03 = 04 = 0) cannot be used for E* as this implies 
u = 1 and r = < = 0, and hence let unchanged the x-coordinate of point 
P*\ x{P*) = xp. 
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3.1 Additive randomization of P 

In [3], Ciet and Joye overcome the above limitation by working on the 
extended Weierstrass equation 

-\-xy + aly = + a^x + , (4) 

which, from Eq. (3), corresponds to u = 1 (and thus aj = r). For 
simplicity, they also set the value of s to 0. As a result, point P = 
{xp,yp) is randomized into 

P* = {xp + r,yp + t) . (5) 



Although both the x- and y-coordinates of P are now randomized, this 
technique cannot be used naively in a point multiplication algorithm. 
Indeed, a closer look at the addition formulas shows that the slope given 
by the chord-and-tangent law, remains invariant. 

Let P* = (Xi,yi) and Pj* = (® 2 >J/ 2 ) (with P* ^ —P^) denote points 
on the randomized elliptic curve given by Eq. (4). Then the sum P 3 = 
Pj* +P 2 is defined as {x^,y^) with 



Xg = + A* -f- 02 + xj + X2 and y^ = A*(xJ + X3) + yj + X3 + 03 

where A* = when xT ^ Xn and A* = — — otherwise 

_L /X* l f i .T.* _L n* 



xj + Xj 



Xj + 03 



(see [15, III. 2.3c]). Recall that (i) we are working in characteristic two, 
(ii) Xi = Xi + r and y* = yj + f for i e {1, 2}, and (iii) u = 1, r = aj and 
a = 0. Hence, we see that the slope 



A* 



4 ± 4 „ ■>■ + *+ . » + « = Il+m when x; ^ 
xJ + X2 xi + r + X2 + r xi + X2 

d!±^i±ii = + t + ^ yj_ 

xJ + Og xi + r + r xi 



does not depend on randoms r and t (we write A the corresponding 
value), and consequently may be subject to a DPA-type attack (see 
e.g. [5]). 



Randomly choosing a. The first idea that comes to mind is to ran- 
domly choose s G C?P(2"), leading to the more general randomization. 



P* = (xp + r,yp + sxp + 1) . 



( 6 ) 
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In this case, the slope A* involved in the addition of Pt = and 

P2 — (^21^2) becomes 



A* 



' y\+V2 _ yi + 3xi + ^ + y2 + sx2t 

xt + xS xi + r + X2 + r 

= h s when x, ^ xS 

, Xl + X2 17-2 

xf + 04 + 1/1 _ jgf -h 1 + yi + gxi ~M 

Xi + aS Xl + r + r 

^ ^ yi 

= Xl H 1- s otherwise 

Xl 

A + 5 



and hence is masked with the value of S. It should be noted that the 
evaluation of A* needs to be carefully implemented. In particular, field 
registers cannot contain the values of non-randomized values (e.g., xi + 
X2) as otherwise a DPA-type attack could still be mounted. 

Unfortunately, as we will see in Section 4, such an implementation 
may succumb to a second-order DPA-type attack. It should however be 
noted that second-order DPA-type attacks are much harder to mount 
since the attacker needs to know where/when certain operations are 
done. 



3.2 Multiplicative randomization of P 

The coordinates of point P = {xp, yp) can also be randomized in a 
multiplicative way. Randomly choosing u ^ 0 and r = s = t = 0, point 
P becomes 

P* = {v?xp,v?yp) (7) 

on the isomorphic curve 

+ u xj/ = x^ + (a2U^)x^ + 06U® . ( 8 ) 

Let Pi = (a?!) J/i) and Pj = (ajJiI/S) (with P* ^ —P2) denote points 
on the randomized elliptic curve given by Eq. (8). Then the sum P3 = 
Pj + Pj is denned as with 

X3 = A*^ + A*u + 02U^ + Xl + x| and yl = A*(xi + xj) + 1/1+ UX3 
where A* = whenxi 5^ xS and A* = — — otherwise. 

Xi+x^ «®i 

Again, denoting by A the slope corresponding to the addition of Pi 
and P2 on the initial curve, we see that A* is multiplicatively blinded: 

A* = uA. 
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4. A Second Order DPA-type Attack 

Higher-order side-channel attacks [12] comhine several samples within 
a single side-channel trace. 

To ease the presentation, we consider the simplified Hamming-weight 
model for power leakage [13]. This model assumes that the instantaneous 
power consumption (C) is linearly related to the Hamming weight (H): 

C = £H + ^ (9) 



for some constants e and E. 

Using the additive randomization (see Eq. (5) or (6)), point P = 
{xp,yp) on the elliptic curve E is randomized as P* = {xp-,yp*) = 
{xp + r,yp + sxp + 1) on the isomorphic elliptic curve E* = <p{E) given 
hy Eq. (4). Point Q = [AjP is then evaluated as Q = ip~^([k]P*). 
Recall that the attacker’s goal is to recover the value of A: = 

(or a part thereof) during the evaluation of Q. W.l.o.g., we assume 
that the point multiplication is carried out with the left-to-right binary 
algorithm and that the attacker already knows the leading hits of k\ 
km, km-i, • • • , kt-^i with t <m. He now wants to know the value of the 
next hit of k, namely fcj. 

Let C^’’) represent the instantaneous power consumption when random 
r is drawn in GF(2"). Let also represent the instantaneous power 
consumption when the x-coordinate of point P* 6 E* is handled in a 
register. Eor any point P* € E*, we can write xp- = xp 0 r since 
addition in GF(2") is equivalent to a hit- wise XOR operation. Erom this 
observation, the attacker guesses that Aj = 1 and produces two equal-size 
sets, <So and Si, of random points, defined as 

St = (PGEj g(x(l2Kt+i + 1]P)) = b} with b G {0, 1} 

where Kt+i = ki and p is a Boolean selection function 

returning for g(^x{[2Kt+i + 1]P)) the value of a given bit (in the repre- 
sentation) of the x-coordinate of point [2Kt+i + 1]P. Let R := [Kt]P = 
(®p, yp) and R* = ip{R) = (xp + r, yp 4- sxp -I- 1). The next step con- 
sists in computing the two average differential power consumptions (in 
absolute value), 

Ao := and Aj := 

and the second-order DPA operator 

A^^^ := Aj — Aq . 
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If 94 0 (i.e., if there are DPA peaks) then the guess of the attacker 
was right, i.e., = 1; otherwise the attacker deduces that kt = 0. See 

Appendix A for a detailed proof. The attack proceeds iteratively in the 
same way until the value of A;o is recovered. 

5. A Refinement of Goubin’s Attack 

In [7], Goubin observes that the x-coordinate of a point P = {xp, yp) 
with a:p = 0 is not randomized using the multiplicative randomization 
(see Eq. (7)). The same holds when considering the ^/-coordinate of 
point P = (xp,yp) with yp = 0. Over binary fields, elliptic curve 
points on Weierstrass curve (1) with their x-coordinate equal to 0 are 
points of order two. They are easily avoided with the cofactor variant in 
cryptographic protocols [16, Section 3]. Points of large order with their 
^/-coordinate equal to 0 can also be defended against by using the Mont- 
gomery ladder as the j/-coordinate is not used in this point multiplication 
algorithm [16, Section 5). 

Another way for thwarting Goubin’s attack is to use the more general 
randomization P* = {u^xp -}- r, u^yp -1- u^sxp -1- 1) (see e.g. [1, § 2.3]). 
We will show that this method succumbs to a “refined” power analysis. 

We assume that the cofactor variant is not applied and so points with 
their x-coordinate equal to 0 are valid inputs to the point multiplica- 
tion algorithm. An elliptic curve over GF(2") always possesses a point 
of order two. Namely, the point P 2 = (0, ) satisfies Weierstrass 

equation 

y^ xy = x^ 02 X^ + oe . 

As in the attack of the previous section, we assume w.l.o.g. that the 
point multiplication, Q = [k]P, is evaluated with a left-to-right binary 
algorithm. The attacker’s goal is to recover the value of kt in the binary 
representation of scalar k = JZJIq 

Define Kt = The attacker guesses that kt = 1 and 

repeatedly feeds the point multiplication algorithm with point P 2 = 
(O.af ). As P 2 is of order two, it is worth noting that R := [Kt]P 2 = 
[Kt mod 2]P2 = [kt]P 2 - Hence, when fct = 1, it follows that 

R* := </j(P) = ip(P2) = -b t) 

for some randoms r, t and u. 

Next, the attacker computes the average differential power consump- 
tion (remember that the computation of is randomized), 
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where and denote the instantaneous power consumptions 

when the a;-coordinate of point R* = ^{R) is handled and when r is 
randomly drawn from GF(2”), respectively. With the (idealized) model 
given by Eq. (9), this yields « 0 when kt = 1. If A^^^ ^ 0 then the 
attacker can deduce that fcj = 0. 

6. Conclusion 

This paper analyzed the resistance of elliptic curve cryptosystems 

against DPA-type attacks. Several new attacks were mounted against 
implementations improperly using randomized curve isomorphisms as a 
means for thwarting DPA-type attacks. 

Since all the attacks presented in this paper require averaging several 
side-channel traces with the same input multiplier, the lesson is that 
point randomization techniques should be always used in conjunction 
with multiplier randomization techniques. 
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Appendix: Second-Order DPA Peaks 

This appendix explains in further details why second-order DPA peaks reveal the 
value of the multiplier-bit kt in a second-order DPA. We use the notations of Section 4. 
We have to show that 0 means that kt = I and 0 otherwise. 

Proof. Assume that kt = 1. Then we have Kt = 2Kt+i -H 1 and R = [2Kt+i + 1]P. 
Hence, we get 

« |c| E 

m.reto.n" t J 



and 






«|e| E 

s(»n)=l 



provided that the number of power consumption traces is sufficiently large. Moreover, 
we have 

s(»r)=0 

= Pr[g(r) = 0] E -t- 

S(iR)=0,j(r)=0 



= ..Jmr 

j(xR)=0,»(r)=l 

= 1 E f|H(*«®’'> - HM|] -t- 1 E flH<*«®'’) - HW|1 

2 xn.>'eto,l)’*-i *■ J 2 i„,rg{o,l)"-i I- J 

.reto.i}"-! L J 



We also have 



E [|H<*«®’') - 

XR,r6{0,l}" L J 

- 5 - ""'1 + 5 ..,.1.1- 1"*"**" - ""’'1 

»(*«)=(> b(*r)=i 

= I E f|H<*«®''> - i E f|H(*«®’‘> - . 

As E.„,.e{ 0 ,i)n [|H<*fl®") - [|H<*«®"J - this implies 

E _ h'’’>|] > E f|H<‘'«®’-> - 

•6t0.ll" L J »^,re{0,l}"-l t J 



x„,r6{0,l)" 

9( xr )=1 



E 

in.reto,!)" 

s(*r)=1 






»B."e{o,i} 

8<lfi)=0 



and thus 
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This in turn implies 
and consequently 96 0 . 

On the contrary, when kt — 0, both sets So and Si behave as random (i.e., uncor- 
related) sets. Therefore, provided that the number of power consumption traces is 
sufficiently large, we have 



and so A^^^ « 0. 



□ 



From 



f E.„,r 6 { 0 ,i}"(H<“'«®’-) - H« I g(xR) = 0] = 0 

{ E*„,re{o,i)-« - H<") I g{xn) = 1 and fl(r) = 0] = 1 , 

I Ex„,re{o,i}"[H^"«®’') - HW I g(xH) = 1 and g{r) = 1] = -1 

an analysis similar to the one given in [13] would erroneously deduce that A^*^ ss |e| 
when jfci = 1 and A^^^ « 0 otherwise. The conclusion, however, remains correct. 
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Abstract CMOS gates consume different amounts of power whether their output has a 
falling or a rising edge. Therefore the overall power consumption of a CMOS 
circuit leaks information about the activity of every single gate. This explains 
why, using differential power analysis (DPA), one can infer the value of specific 
nodes within a chip by monitoring its global power consumption only. 

We model the information leakage in the framework used by conventional 
cryptanalysis. The information an attacker can gain is derived as the autocorre- 
lation of the Hamming weight of the guessed value for the key. This model is 
validated by an exhaustive electrical simulation. 

Our model proves that the DPA signal-to-noise ratio increases when the re- 
sistance of the substitution box against linear cryptanalysis increases. 

This result shows that the better shielded against linear cryptanalysis a block 
cipher is, the more vulnerable it is to side-channel attacks such as DPA. 

Keywords: Differential power analysis (DPA), DPA model, DPA electrical simulation, sub- 

stitution box (S-Box), DPA signal-to-noise ratio, cryptanalysis. 

Introduction 

Power attacks are side-channel attacks on cryptosystems implementing pub- 
lic or private key algorithms. They were first published by Kocher in 1998 [8]. 
Public key algorithms, like RSA, are vulnerable to simple power analysis (SPA), 
but can be efficiently secured by algorithmic counter-measures [11], like key 
and/or data blinding. Secret key algorithms, such as DES or AES, consist in the 
repetition of several rounds, and are thus threatened by the differential power 
analysis (DPA). 

DPA can attack on either the first or the last round of an algorithm and re- 
quires the knowledge of either the cleartext or the ciphertext. The side-channel 
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exploited is the difference between the power consumed by a single gate when 
its output rises or falls. 

Similar attacks take advantage of other types of leakage that disclose in- 
formation about the internal computation. For instance, CPA [4] monitors the 
activity of a register: the attack exploits the fact that in CMOS logic, a gate only 
dissipates energy when it changes states. CPA, unlike DPA, can be modeled 
with the assumption that the energy dissipation is independent on the gate (ei- 
ther rising or falling) edge. Those attacks can also be conducted by recording 
a different physical quantity than the power consumption, like the electromag- 
netic field [6]. 

The rest of the article is organized as follows: Sec. 1 explains the principle 
of the DPA attack. In Sec. 2, we present a theoretical model for the DPA. The 
model is validated against exhaustive electrical simulations in Sec. 3. In Sec. 4, 
some results prove that the better shielded against linear cryptanalysis a block 
cipher is, the more vulnerable it is to side-channel attacks such as DPA. 

1. Differential Power Analysis 

Measuring the Consumption Bias of a CMOS Inverter 

The schematic depicted on Fig. 1(a) has been implemented using discrete 
transistors to measure the instantaneous current drawn from the power source 
VDD and sent back to the ground VSS. Fig. 2 shows that the current /(VDD) 




Figure 1. (a) Experimental setup used to measure the currents /(VDD) and /(VSS) when 

the output S of a CMOS inverter switches. The currents flows are illustrated in (b) and (c). 



flowing through! resistor Rp is the sum of: 
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■ ashort-circuitcurrent, Ishart^ whose intensity is independent ofthe edge 
of the output S of the inverter and of 

■ a current Ii, loading a charging capacitance Cl and observed only when 
S rises from VSS to VDD (Fig. 1 (c)), because, otherwise, C i discharges 
through i?;yonly (Fig. 1(b)). The capacitance C/, models both the gate 
output capacitance, linked to the gate fanout and to the routing wires, as 
well as the parasitic capacitances. 




Figure 2. Measures of /(VDD) et /(VSS) of the inverter of Fig. 1 acquired by an oscilloscope. 



The current /(VDD) depends on the edge (rising or falling) of S. We denote: 

■ = Ishort the current observed upon a VDD — > VSS edge and 

■ /| = Ishort + II the one observed upon a VSS —* VDD edge. 

Principle of the DPA Attack 

The analysis of the instantaneous power consumption can leak the type of 
operations being performed. Fig. 3 shows that the power consumption of a 
DBS operator indicates the beginning of every encipherment. 

Moreover, a more precise analysis can insulate the activity of a single gate, 
because: 

■ the instantaneous consumption of the circuit is the sum of all individual 
consumptions, 

■ each gate draws a different intensity (/t or ![) according to its output 
edge, as shown in the previous example of the CMOS inverter. 
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The DPA attacks proceed in two phases. First, a large number of power con- 
sumption traces for different plaintexts' are recorded. Those traces contain the 
information about the type of edge (via a 7| or contribution) of each gate in 
the design. 

The second step consists in extracting this information from the traces Tx{t). 
In the historical DPA [8], Kocher suggests to partition the traces according to 
the value of a particular bit i of the algorithm, which (hopefully) corresponds 
to a particular node in the netlist. Onepartition, So, gathers the traces Tx{t), 
where i = 1, expected to contain an 7| contribution, whereas the other, 
gathers the traces where f = 0. Thus the “differential trace”, computed as: 



1 

#5'o 



E - 

Tx€Po 



1 

#5i 



TxePi 



reveals the 7| — 7| power consumptions of the target gate i. This modus 
operandi can be used as an oracle to validate or invalidate an assumption. The 
DPA attack consists in testing whether the differential trace feature a singular- 
ity (peak) when analyzing the consumption of a gate i whose unknown state is 
guessed by making an hypothesis on a secret (typically a part of a round key). 
When the hypothesis on the key is correct, the differential trace is expected to 
feature a peak, resulting from the accumulation in a coherent manner of the 
7| — 7| information extracted from the power traces. More precisely, the peak 
is expected around the date ts when the gate switches. 

Refinements on this attack have been put forward [10]. The idea is to take 
into account that, in CMOS technologies, a gate only dissipates power when its 
output switches. The traces are thus partitioned into three sets. In addition to 
Kocher So andiSi sets, the ^2 set contains the traces with no or little dissipated 
power. Only traces from the sets Sq and 5i are used to compute the differential 
traces. For the sake of clarity, and to prepare for the presentation of our DPA 
model, we prefer not to present DPA in terms of traces partitioning but rather 
in terms of traces weighting. This allows us to reformulate the definition of the 
differential traces as an weighted accumulation of power traces, the weights 
being -tl, -1 and 0 for traces traces belonging to sets So, and 52. 



Ghost peaks in differential traces 

It has been reported [4] that “ghost” peaks also appear in differential traces 
computed with a wrong assumption of the key. We explain in the next section 
that those secondary peaks can be as high as the peak for the correct key and 
we provide a theoretical way to compute their relative amplitude. 



The plaintexts need not be known : the DPA is a ciphertext-only attack. 
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Figure 3. Power consumed by five DBS encipherments (programmed in an FPGA). 



2. DPA Model 

Framework for DPA 

Model general setup The DPA model we describe is applicable to hardware 
implementations of private key product ciphers. The algorithm consists in the 
repetition of some rounds, the first or the last one being attackable by DPA. 
Without any loss of generality, we focus on an attack on the last round. Fig. 4 
shows the typical dataflow of one round: the “plaintext” corresponds to the 
intermediate message produced by the penultimate round which is mixed in the 
last round with the “key” to produce the “ciphertext”. The last round features 
one non-linear function (called S-Box) and one linear function (in our case a 
bit-to-bit XOR-ing) with some bits of the round key k. Given a known value x 
and an unknown but constant key k, the value y of all the target bits i 6 [0, g[ 
under investigation is derived as: 

y = F{x®k). (1) 

In the original DPA [8], the value of each bit i of y is used to partition the traces 
so as to huild differential traces. In other words, the “selection function” D 
introduced by Kocher is the projection of Eqn. I on i. In our model, the whole 
value of y is used to weight the traces in a view to obtain one differential trace. 
As explained below, the function of Eqn. 1 applies to both AES and DES. 

AES The schematic of Eig. 4 comes in a direct line from the structure of the 
last round of AES, with F — S~^ = InvSubBytes and p = q — 8. 

DES Eig. 5 represents a simplified dataflow of the last round of DES: the per- 
mutations and the expansion are left apart since the attacker can work around 
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them. The guess on the bit i (belonging to the right part of the round 15 out- 
put) comes down to a guess on a bit of the output y of the S-Box, since Ci 
is known to the attacker. DBA on DBS is therefore a particular case of Fig. 4, 
where F = S is the direct S-Box: +/C^with p = 6 and 9 = 4 (we denote 

K = {{0,1} , ©, ■ ) thefield with two elements). 

Fig. 5 schematic actually also applies to any Feistel cipher with constant 
S-Boxes, in which the attacked bit belongs to the right part of the penultimate 
round. 



y I Plaintext (unknownj\ 

i: 



■ ■■ I Key I 



Ciphertext (known) 



Figure 4. Schematic DPA 
setup. 



i 




Noise Sources Occurring during DPA 

There are various sources of noise when doing a DPA: 

Nl. The activity of the rest of the circuit. This noise can be lowered by the 
accumulation of many independent traces. Noise spectral power van- 
ishes as the inverse square root of the number of traces recorded. 

N2. The jitter on the attacked gate. Depending on the delays in the lines and 
the type of edges, the switching of a gate output can happen at differ- 
ent dates, which leads to a loss of coherence of the trace accumulation. 
This is negligible for gates directly fed by registers, as their inputs are 
perfectly synchronized. 

N3. S-Boxes themselves introduce their own bias. Measured traces slightly 
match the activity deduced from the computation of one plaintext bit 
Vi = Fi{k © • ), as described by Bqn. 1, even if the assumption on 
k turns out to be wrong. Although substitution box bits are designed 
to be independent from one another so as to block linear cryptanalysis, 
DPA modus operandi artificially introduces an inter-bit correlation. The 
plaintext bits y are computed all together which introduces an artificial 
correlation between them. This notion of S-Box “intrinsic noise” is in- 
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vestigated in the next section. It is also called “ghost peaks” in [4] and 
“algorithmic noise” in [10]. 

DPA Intrinsic Noise 

The “DPA signal”: a model for the differential traces peak amplitude. 

In this section we assume that the noise sources N1 and N2 are low enough. 
Under this condition, the DPA makes it possible to insulate the power con- 
sumption (/| or 7j) resulting from the activity of one single hit i: this manifests 
as a peak in the differential trace. 

We propose to model the amplitude of the peak observed in the differential 
trace as a “DPA signal” that is built by an accumulation of scores. Given one 
ciphertext x, this score is: 

-Hi if the value Fi{k 0 x) inferred for the bit i by the selection function 
(Eqn. 1) is the same as the actual Fi{ko® x) for the correct key fco, 

-1 otherwise. As the recomputed bit value is false, the trace is considered 
to provide a power consumption contribution whereas the actual con- 
tribution is 7|, or vice-versa. Thus, instead of accumulating coherently 
7^ — 7| to the differential traces, the opposite 7| — 7| will be added, thus 
reducing the score coherence. 

The scores are accumulated over many encipherments. Asymptotically, the 
accumulation is done for all the ciphertexts x. 

As already mentioned when discussing the noise source N3, all the q bits 
of y = F{k 0 x) are guessed at the same time. As they take their values 
simultaneously, it is impossible to test the y< = Fi{k 0 x) independently. 

The “DPA signal” is thus the accumulation over all the ciphertexts x of the 
score obtained by a bit i of the plaintext against the q bits of actual plaintext. 
As a result, the DPA signal is built from the correlation of plaintext bit i for the 
trial key k with plaintext bit j for the actual key /cq: 

Corr(fco, k\ Ij, Ij) , where: Vfcoj k e Va, b e K^, (2) 

Corr(fco, A:; a, 6) = ^ ^ (_l)(aiF{x©fe)>©(b|F(=:®fco)) 

X 

as [11]: 

9-1 

DPA(A:o, k\ Ij) = ^ Corr(A:o. k; 1 <, Ij) . (3) 

j=0 

Moreover, as it is easy to prove that: 



Corr(A:o, k\ a, b) = Corr(A:o 0 A:, 0; a, b ) , 
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the correlation is independent of the actual key ko- The relevant parameter is 
the difference ko ® k between the actual key and the trial key. We simply de- 
note this difference k, as if the actual key was 0. The correlation (Eqn. 2) 
is rewritten Corr(/c; Ij, Ij). The “DPA signal” is rewritten accordingly: 
DPA(A:o, k; Ij) = DPA(A:; li). The correlation takes its values in [-1, -i-l] 
and equals H-1 if the guess on the key is correct (i.e. k = 0) and i — j. 

The “ghost peaks”. When recomputing one bit of the plaintext from the 
ciphertext and a guessed key, the value can, by chance, match the actual value. 
If it happens often, the guessed key might be hard to distinguish from the actual 
key. 

For instance, in the case of DBS S-Box #3, there exists one wrong key that 
leads to a “DPA signal” as high as the one for the correct key: it occurs when 
the bits 0 or 3 of the S-Box output are guessed. 

Those secondary peaks make it difficult to interpret the differential traces: 
they make up an artificial noise that was reported as “ghost peaks” [4]. 

DPA modus opera«</i justification In this section we assume that the S-Box 
F is balanced and that the attacker found the correct key {i.e. k = 0). If the 
partitioning test is done according to the value of (a\F{x)), where a belongs 
to K^, (e.g. if a — Ij, the sole bit i is used to partition the traces), the attacker 
computes the following DPA signal: 



1 

(l^|F(x))eHP(x)) = — ^ ^ ^_j^(ljea|f’(x)) 

^ j=0 X 

) a) (because F is balanced) 

(ists one i € [0, q[ such as a = li, 



9-1 



DPA(0;o)= 






J=0 

j=0 

1 if there e? 
0 otherwise 



2P 



It shows that DPA exhibits a non-zero signal iff the partition is made on one 
of the q plaintext bits. In this case, the DPA signal is maximum (h-1). 

A new modus operandi for DPA. The traditional modus operandi for the 
DPA is to compute the differential traces for testing the value of the q bits of 
F output. However, the q differential traces are not independent, because the 
each predicted bit i is matched against all the actualplaintext F{ko 0 • ). For 
this reason we consider the sum of the q differential traces. The DPA signal 
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= (k). (4) 

j=0 



1=0 



,t=0 



As an auto-correlation, the signal DPA(fc) is maximum in absolute value in 
A; = 0, i.e. when the attacker guess on the key is correct. 

The method to compute the differential trace can be reformulated. Let k be 
the key being evaluated. For every ciphertext x, the power trace is weighted by 
W{x, k), the centered Hamming weight of the recomputed plaintext (Eqn. 1): 

9-1 

W{x, k) = J2Fi(x®k)- q/2 . (5) 

i=0 



The weighted power traces are accumulated to yield the differential trace. 



3. Electrical Simulation of the DPA 

The DPA attack is simulated at the electrical level in order to validate our 
DPA signal model (Eqn. 4). 

We find that, given the long time required by electrical simulations, a 6 x 4 S- 
Box like one S-Box of DES cannot be simulated for all the plaintext transitions. 
Instead of limiting ourselves to a subset of the possible messages, like in [13], 
we choose to simulate a simpler cryptographic operator. The cipher used is the 
one shown in Eig. 4, with Serpent [2] S-Box #0 (p = q = A). 

The cipher is synthesized using various synthesis constraints into a 130 nm 
technology. The various logical netlists are translated into SPICE netlists using 
extracted standard eells in BSIM3V3 model. 

The cipher is fed with all the transitions of plaintexts and the currents /(VDD) 
and /(VSS) are extracted during the simulation. 

The exhaustive stimuli space exploration (2^^ traces) as well as the aecuracy 
provided by the electrical simulation ensure that the traces we measure and the 
differential traces we compute emulate a perfectly noise-free DPA attack. 

Eor the cipher described above, the theoretical model (Eqn. 4) predicts a 
DPA signal whose amplitude is given as an histogram in Pig. 6. 

The differential traces depicted on Fig. 7 are computed from the traces ac- 
quired during the electrical simulation with the method explained above. The 
differential traces amplitude for the correct key can reach about 10 mA, which 
is also more or less the peak amplitude of a typical trace. The differential 
traces show that the amplitudes of secondary peaks are those predicted by the 
histogram of Fig. 6 for both side-channel I(VDD) and I(VSS). This conclusion 
is the same for all the netlists we simulate, which tends to show that DPA does 
not depend on the implementation. 
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B 




DPA signal (c/ Eqn. 4) 



Figure 6. Theoretical histogram for the DPA signal (Eqn. 4). The hexadecimal values 0 , F 
on top of the bars are those of fco ® fc (written on p = 4 bits). The thick peak for /co © A: = 0 is 
the DPA peak that betrays the secret key ko, whereas the others are the “ghost peaks”. 





Figure 7. Electrical simulation of a DPA, using either /(VDD) or 7(VSS) as the side-channel. 

The bold curve is the one computed when the hypothesis on the key is correct (ko © A: = 0). 
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The DPA signals obtained by simnlation match the theory, which jnstifies 
the DPA model of Sec. 2 and proves that the difference of power con- 

sumption of a single gate can be extracted from the overall power consumed 
by a cryptographic operator. In addition, the model remains valid during much 
of the cipher computation time. 

4. Connexions between DPA and Conventional 
Cryptanalysis 

DPA Signal-to-Noise Ratio 

DPA work factor is related to actual experiments, where the performance is 
assessed by a signal-to-noise ratio (SNR). As already mentioned, even if the 
DPA is not noisy, it does not allow to directly spot the right peak (fc = 0) 
because there exists secondary peaks even for wrong keys (fc ^ 0). Secondary 
peaks are modeled as noise. DPA quality is thus assessed by the following 
notion of SNR. 



Definition 1 Signal Sig SNR. 

SNR(Sig) = Sig(fc=o)-Sig — iyj , where Sig A the signal mean. 

(i^E.(Sig(fc)-^ ) 



As far as the DPA signal (Eqn. 4) is concerned, a balanced S-Box F satisfies: 



' DPA(O) = 

= 0 (because F is balanced) . 



As a result, DPA SNR is: 

SNR(DPA)(7^) 




( 6 ) 



(7) 



where f{k) = Ex is the Hadamard- Walsh transform of the 

boolean function /. 

The DPA SNR expression of Eqn. 7, proper to each S-Box F, fully charac- 
terize the DPA discrimination power. 

It happens that the value of SNR(DPA)(/^ (Eqn. 7) is significantly lower 
than SNR (E?=o Corr(fc; 1^, 1^)) (refer to Eqn 2); for instance, those 
SNR are respectively 9.6 and 15.1 for AES. This proves that it is not realistic 
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to neglect the inter-bit correlations (N3) when doing DPA. The available infor- 
mation in the traces is the sum of the consumptions of the q output bits of the 
function F and the DPA indeed only reveals the correlation of one bit of the 
predicted plaintext with the Hamming weight of the full plaintext. 

SNR for some typical S-Boxes. A relevant reference for the SNR is the 
experimental setup where there is no S-Box. Analysis is thus performed behind 
a set of g = p independent XOR gates. In this case, DPA(fc) = Ei(-iy (see 
Eqn. (8), with F = 1, the identity matrix) and the SNR is y/q. 

The SNR of the DPA signal is computed using Eqn. 7 for balanced S-Boxes 
and an ad hoc calculus for the bent S-Box. Results are reported in Table 1. 



Table I. Signal-to-noise ratio of DPA signal on some typical S-Boxes. 



S-Box 


No S-Box (F=I) 


Linear S-Box 


DES S-Box 1 


AES 


Bent S-Box 


P 


8 


8 


6 


8 


8 


9 


8 


8 


4 


8 


4 


DPA SNR 


n /8 = 2.8 


2.8 


3.6 


9.6 


9.8 



DPA SNR for an Affine Balanced S-Box. Let F be an affine balanced 
S-Box: F{x) ^ M Xx®D. 

Lemma 2 

Corr(fc; 1^, 1,) - _ (8) 

thus: SNR(DPA)(F) = qh . 



DPA SNR for a Bent S-Box. As far as (unbalanced) bent S-Boxes are 
concerned, DPA expression (Eqn. 4) yields high SNR (cf. Table 1). However, 
we have not investigated other expressions that could take advantage of the 
unbalancedness. 

Results of Eqn. 6 do not apply to an unbalanced S-Box. Instead, if F is bent, 

DPA(O) = 9 + hence: 

' |PPA(0) - q\ < g(9-l)2-P/2«g and 

DPA = q 2“P DPA(O) if p, 5 oo and p > 2^ [5] . 

Therefore, at first order in 2“^'^^, the expression of Eqn. 7 for DPA SNR still 
holds. It allows for the derivation of a minoration of SNR(DPA)(F): 

?(S-)) 



SNR(DPA)(F) > 9 2^p 
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DPA SNRBounds. Let us denote Yk = 

SNR(DPA)(F) is thus rewritten as The maximum and 

the minimum of the SNR correspond to the minimum and the maximum of 
Y^k^k^- Moreover, 

Lemma 3 

■ If F is balanced: Efc Yk = q 2^^, 

■ otherwise: 

DPA SNR maximum bound. The application C : (xq, xi, • ■ ■ ,X 2 P_i) G 

is convex. Its minimum is thus reached when C 
gradient is null, i.e. when all the Xfc, k € [0, 2^[, are equal. Given Lem. 3, this 
value is q2^‘ \f F is balanced and can be as low as 0 otherwise. 

Therefore, the maximum SNR of the DPA signal in a balanced S-Box is 
2P/2. We ignore whether there exists S-Boxes that reach this bound. We also 
ignore whether DPA SNR is maximum bounded if the analyzed S-Box is un- 
balanced. 

DPA SNR minimum bound. As Efc = (Efc “ Efc'.Jfc" 

DPA SNR is minimum when the sum of positive terms Efc' k" ^k'Yk" is min- 
imum. It is null (and thus minimum) iff there exists an index A:o such as all 
the Yk, k ko, are null. If F is balanced, V/c, Yk = q2‘^^ 5{k © A:o). This 
lower bound can only be reached provided q 2^^ (hence q) is a perfect square. 
If F is unbalanced, Yk can reach q^ 2^. As for all i E [0, g[ and k E K^, 

{ — l)^'{k) < 2^, Yk reaches q^ 2^ iff for all i and k, (— l)^’(/c) = 2^ 6{k®ko). 
S-Boxes satisfying this constraint are affine S-Boxes whose linear part rank 
is 1. Their corresponding SNR is 1/q. 

Summary of DPA Range and Typical Values. The results on the SNR of 
the DPA measured signal obtained in the Sec. 4 are summarized in Tab. 2. 



Table 2. DPA signal-to-noise ratio bounds and typical values for different S-Boxes F. 



SNR 


Bound or typical value / S-Box type 


1/9 


Lower bound for unbalanced S-Boxes, reached only by rank 1 affine S-Boxes 


1 


Lower bound for balanced S-Boxes. Can only be reached if q is a perfect square 




SNR of rank q affine S-Boxes 




Approximative (at first order in 2“’’^^) lower bound for bent S-Boxes 


~^n 


Upper bound for balanced S-Boxes 
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Conventional Cryptanalysis evaluators 

Algorithmic attacks, like linear [9] or differential [3] cryptanalysis, are mea- 
sured by a maximum singularity in distributions. For example [5], 



#{a:/ (a|x)©(A:|5(x)> = 0} - f =sup„^oji. \9s{k, a), 



= / S{x)@S{x® k) = a} = supfc^o,a ® ^ 5 ) {k, a), 



are two parameters that characterize the resistances of an S-Box S against lin- 
ear and differential cryptanalysis respectively. The lower they are, the more 
difficult the corresponding attack. We recall that in Eqn. I, F = S~^ for AES 
and F = S for DES. 



Comparing DPA and Conventional Cryptanalysis 

The results of the previous section tend to show that the less linear a S- 
Box (and thus the higher its cryptographic quality), the higher the DPA SNR. 
The histograms of the occurrences of the SNR signal amplitudes are shown for 
some S-Boxes in appendix. 

On the other hand, linear S-Boxes, the poorest protection against cryptanal- 
ysis, are the most difficult to attack by DPA. 

DPA SNR Connexion with Conventional Cryptanalysis. The SNR of the 

DPA signal (Eqn. 7) is related to the two quantities As and As that characterize 
linear and differential cryptanalysis on S-Box F by: 

SNR(DPAKF) > <9, 

SNR(DPA)(F) > = (10) 

The best shielded against linear or differential cryptanalysis (As or As low), 
the more vulnerable to DPA attack (SNR(DPA)(S) high). 

5. Conclusion 

The overall power consumption of a circuit leaks the activity of every sin- 
gle gate. The DPA attack exploits this side-channel to retrieve one secret kept 
within the circuit. The signal that an attacker computes to perform a DPA 
can be modeled as the auto-correlation of the Hamming weight of a given 
temporary variable used in the cryptographic algorithm. This auto-correlation 
function is maximum when the attacker key guess is correct. We validate this 
model against an electrical simulation of a block cipher. The SNR of the DPA 
signal increases when the resistance against linear or differential cryptanalysis 




Dijferential Power Analysis Model and Some Results 



141 



increases. The SNR is bounded, the lower bound being reached by the poorest 
cryptographic S-Boxes, namely affine S-Boxes. High quality cryptographic S- 
Boxes (AES, bent S-Boxes) feature high SNR, close to the maximum bound. 
As a consequence, DPA is fostered on devices implementing a high crypto- 
graphic quality private key algorithm. 

Special care is thus needed while designing cryptoproeessors. As no trade- 
off is possible as for resistance against cryptanalysis, specific counter-measures 
must be devised. A possible counter-measure is to use secured logic gates [13]. 
However, those gates leak information because of parasitic effects: algorithmic 
counter-measures can thus be an adequate solution. For instance, the combina- 
tion of a high SNR followed by a low SNR (in terms of DPA SNR) cipher on the 
same chip could provide a protection against both DPA and conventional crypt- 
analysis. Masking [1] and duplication [7] method are other counter-measures 
that require to re-design the ciphers. 
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Appendix: Illustration of DPA Signal-to-Noise Ratio on His- 
tograms 

The figures of this appendix show the histograms of occurrence of a given DPA signal am- 
plitude. The actual signal is the peak of amplitude q (4 or 8), whereas the other peaks make 
up the S-Box intrinsic noise. It clearly appears in Fig. A. 1(a) that a linear S-Box has a weak 
SNR (namely y'g)' Usual cryptosystems DES (Fig. A. 1(b)) and AES (Fig. A. 1(c)) have a better 
SNR. The SNR is still better for a bent S-Box of Maionara-McFarland type [12] (Fig. A. 1(d)). 




Figure A.l. Histogram of occurrences of the DPA signal measured on: 

(a) a linear S-Box. SNR(DPA)(F) = x/8 ~ 2.8 (Eqn. 7), 

(b) DES S-Box 1. SNR(DPA)(F) = 3.6, 

(c) AES. SNR(DPA)(F) = 9.6, 

(d) a bent S-Box. SNR(DPA)(F) = 9.8. 
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Abstract: Side channel attacks can be effectively addressed at the circuit level by using 

dynamic differential logic styles. A key problem is to guarantee a balanced ca- 
pacitive load at the differential outputs of the logic gates. The main contribu- 
tion to this load is the capacitance associated with the routing between cells. 
This paper describes a novel design methodology to route a design in which 
multiple differential pairs are present. The methodology is able to route 20K-r 
differential routes. The differential routes are always routed in adjacent tracks 
and the parasitic effects between the two wires of each differential pair are 
balanced. The methodology is developed on top of a commercially available 
EDA tool. It has been developed as part of a secure digital design flow to pro- 
tect security applications against Differential Power Analysis attacks. Experi- 
mental results indicate that a perfect protection is attainable with the aid of the 
proposed differential routing strategy. 

Key words: Place & Route, Differential Pair, Differential Power Analysis, Side Channel 

Attacks 



1. INTRODUCTION 

Much design effort is spent in developing secure protocols and selecting 
strong encryption algorithms to achieve the security level envisioned in the 
specifications of the smart card application. Any security application how- 
ever, is only as safe as its weakest link. Information related with the physical 
implementation of the device, such as variations in time delay and power 
consumption, has been used repeatedly to find the secret key in so-called 
Side Channel Attacks [1], Especially the Differential Power Analysis (DP A) 
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[2] is of great concern as it is very effective in finding the secret key and can 
be mounted quickly with off-the-shelf devices. The attack is based on the 
fact that logic operations have power characteristics that depend on the input 
data. It relies on statistical analysis to retrieve the information from the 
power consumption that is correlated to the secret key. 

At first, DPA has been thwarted with ad hoc countermeasures, which es- 
sentially concealed the supply current variations. Examples are for instance 
the addition of random power consuming operations or a current sink. Yet, 
the attacks have evolved and become more and more sophisticated. To ad- 
dress the problem, countermeasures need to be provided at different design 
abstraction levels. At the algorithmic level, an example is masking [3]. This 
technique prevents intermediate variables to depend on an easily accessible 
subset of the secret key. 

Only recently, at the circuit level, dedicated hardware techniques have 
been proposed [4], [5]. Instead of concealing or decorrelating the side chan- 
nel information, these techniques aim at not creating any side channel in- 
formation. Goal of these countermeasures is to balance the power consump- 
tion of the logic gates. When the power consumption of the smallest building 
block is a constant and independent of the signal activity, no information is 
leaked through the power supply and a DPA is impossible. 

Both in the synchronous [4] and in the asynchronous [5] approach, dy- 
namic differential logic is employed. In this logic, every signal transition, 
also e.g. a degenerated 0 to 0 transition, is represented with an actual switch- 
ing event, in which the logic gate charges a capacitance. Besides a 100% 
switching factor, it is essential in order to achieve constant power consump- 
tion that a fixed amount of charge is used per transition. This means that the 
load capacitances at the differential output should be matched. The load ca- 
pacitance has 3 components: the intrinsic output capacitance, the intercon- 
nect capacitance and the intrinsic input capacitance of the load. Through a 
careful layout of the standard cells, the intrinsic input capacitances of a gate 
can be matched, as well as the intrinsic output capacitances. Yet with shrink- 
ing channel-length of the transistors, the share of the interconnect capaci- 
tance in the total load capacitance increases and the interconnect capacitan- 
ces will become the dominant capacitance. Hence, the issue of matching the 
interconnect capacitances of the signal wires is crucial for the countermea- 
sures to succeed [4], [5]. To our knowledge, this publication is the first to 
address this problem. 

As we will derive in section 3, the best strategy to achieve matched inter- 
connect capacitances is to route the output signals differentially. It is impor- 
tant to note that in this manuscript, differential routing denotes that the 2 
output signals are at all times routed in adjacent tracks. Yet, this is the very 
opposite of current commercial cross-talk aware routers, which precisely 
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avoid running wires in parallel. As a response, we have elaborated a tech- 
nique to force commercial EDA tools to route multiple differential pairs. In 
this technique, each output pair is routed as 1 ‘fat’ wire, which has among 
other characteristics the width of 2 parallel wires. Afterwards, the fat wires 
are split into the 2 differential lines. 

Differential pair and shielded routing has been available through shape- 
based routers whose antecedents are in the PCB domain, where electrical 
constraints are historically more dominant. However, router performance 
and completion rate degrade rapidly with increasing number of such con- 
straints. Gridded routers, with both routing resource representation and heu- 
ristic search optimized for speed and capacity, are very difficult to adapt for 
connection of ‘wide wires’ or ‘co-constrainted’ wires [6]. Recently, shielded 
routing capability has been migrated to gridded routers. We cannot directly 
use this approach for differential pair routing because (1) the two parallel 
wires are not VDD or VSS line (that are typically used for shielding); (2) the 
spacing between two differential wires will be larger due to the shielded sig- 
nal wire in the middle; and (3) the two differential wires cannot be guaran- 
teed to have similar length. Therefore, we present a way to work around tool 
limitations in section 3. 

The remainder of this paper is organized as follows. In section 2, a place 
&. route approach is developed in order to thwart DPA. Section 3 discusses 
the differential routing technique. In section 4, an experiment is setup in 
which the technique is applied to route the DES encryption algorithm and 
results of a DPA are provided. Finally a conclusion will be formulated. 



2. BALANCING INTERCONNECT LOADS 

2.1 Given Information 

A standard cell of a dynamic differential cell library has 2 differential 
outputs A and A’, which connect to k differential input pairs {(Ii, Ij’), ... (Ik, 
Ik’)). Each standard cell has a balanced design. This means that (1) the in- 
trinsic output capacitances Co , a and Co,a' seen at outputs A and A’ are equal; 
that (2) the intrinsic input capacitances Cj.ij and Cj.ij' seen at inputs Ij and Ij’ 
are equal; and that (3) the drive strengths at output A and A’ are equal. The 
standard cell has exactly 1 switching event per cycle. This event is always 
the same and consists of 2 transitions: (1) in the evaluation phase: both out- 
puts are at 1 and 1 output discharges to 0; and (2) in the precharge phase: 1 
output is at 1; the other output is at 0 and is charged to 1. 
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2.2 Place & Route Constraints 

2.2.1 Match Load Capacitance 

In addition to engaging in 1 charging event per clock cycle, it is manda- 
tory for input independent power consumption that the load capacitance is a 
constant. The differential standard cell has a load capacitance at each output. 
Since only 1 output undergoes a transition per switching event, the total load 
at output A should match the total load at output A’: Ca = Ca’. This, as can 
be seen in Figure 1, can be restated as: Co , a + C«,a + Cj,ii + ••• Q.ik = Co.a’ + 
Cw,A’ + Ci.ii' + ■•• Ci.ik’, which can be reduced to Cw,a = C^.a' because of the 
balanced standard cell design. This means that the Steiner routing tree over 
(A, Ii, ... Ik} must have the same total capacitance as the Steiner routing tree 
over (A', I,', ... Ik'}. 




Ci: input capacitance 

Figure 1. Load capacitance decomposition. 

It is not necessary to balance the routing tree over (A, Ii, ... Ik} with the 
routing tree over (B, I,,,,.. .Is} (where A and B are the outputs of two differ- 
ent gates). For the total encryption module to have constant power consump- 
tion, it is sufficient that the power consumption of each building block is 
input independent. There is no need for mutually matching the routing trees. 

Cross-talk, which is the phenomenon of noise induced on one wire by a 
signal switching on a neighboring wire, influences not only the delay, but 
also the power consumption. Therefore the pair of interconnects need to be 
routed with the same capacitance and with control over any cross-talk. 

2.2.2 Match Source-Sink Delays 

An attacker will analyze all information available from the power con- 
sumption. He/she will not settle for the total charge per switching event, but 
will trace the instantaneous power consumption. To assure that only minor 
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instantaneous current variations exist between different switching events, 
each pair of differential routes should have a constant source-sink delay: the 
delay from A to I; must be equal to the delay from A' to Ij’ for each i = 1, ... 
k. It is not necessary that the delay from A to li is equal to the delay from A 
to Ij (where A is connected to the inputs Ij of gate B and Ij of gate C), nor that 
the delay from A to I| is equal to the delay from B to Ij, (where the gates A 
and B are connected to the inputs I| and Ij of gate C). 

2.2.3 Miscellaneous Constraints 

Implementations of encryption algorithm generally require 20K-I- gates. 
This means that 20K-I- differential routes must be balanced. It might be pos- 
sible to only implement the most sensitive parts of the encryption module 
and reduce this number. Yet, the size of the problem will not be reduced 
with an order of magnitude. 

The differential routing procedure must complete the missing part of a 
secure digital design flow [7]. This design flow does not restrict the fanout, 
which is the number of gates a gate connects to. 

2.3 Place & Route Approach 

If two gates are connected with parallel routes that are at all times in ad- 
jacent tracks and on the same layers, then since independent of the place- 
ment, the geometric distances are balanced, the two routes have to a first or- 
der the same capacitances and the same delays. Yet, this is not completely 
true because both nets may have different parasitics and cross-talk effects. 

Parasitic effects are caused by the distributed resistance of the intercon- 
nect and by the distributed capacitance of the interconnect to the substrate 
and to neighboring wires in other metal layers. Though aside from process 
variations, these effects are equal for both nets. The resistance is the same 
since both interconnects have the same number of vias and have the same 
length in each metal layer. The capacitance to the other layers is ideally the 
same since in general the length of the differential route is orders of magni- 
tude larger then the pitch between the 2 differential routes and one can there- 
fore argue that both nets travel in the same environment. Making every other 
metal layer a ground plane would completely control the capacitance to other 
layers. Yet this would not only reduce the solution space but also increase 
the total capacitance. 

Cross-talk effects are caused by the distributed capacitance to adjacent 
wires in the same metal layer. Routing the two output nets in parallel re- 
moves the uncertainty of one neighbor: during a switching event only one 
output line switches, the other output line remains quiet. All uncertainty can 
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be removed by shielding the differential routes on either side with a VDD or 
VSS line. Besides the loss in routing tracks, it will also be hard to get multi- 
ple sets of 4 routes into and out a standard cell. Yet, reserving 1 grid line out 
of 3 upfront for a power line reduces the problem again to routing 2 differen- 
tial lines. Note that the approach of alternating signal lines and quiet power 
lines has been shown to produce predictable interconnect parasitics [8]. Al- 
ternatively, the cross-talk effects can be controlled by merely increasing the 
distance between different differential routes. This can easily be done with 
the differential routing methodology we will present now. 



3. DIFFERENTIAL ROUTING 

The methodology that we propose is to abstract the differential pair as a 
single fat wire. The differential design is routed with the fat wire and at the 
end the fat wire is decomposed into the differential wire. 

3.1 Basic Ideas 

3.1.1 Fat Wire Definition 

The fat wire covers the two differential wires. The centerline of the fat 
wire is the centerline between the two differential wires. The width of the fat 
wire Wf is set by the summation of the pitch P„ of the normal wires and 2 
times half the width of the normal wire W|,: Wf = P„ + 2W„/2. The pitch, 
which is the distance between the centerline of two adjacent wires, Pf of the 
fat wires is set by the summation of 2 times half the width of the fat wire and 
the desirable distance A between the fat wires: Pf = 2Wf/2 + A. The distance 
A can be made large to reduce cross-talk effects. The minimum spacing rules 
do not change. 

3.1.2 Transformation 

After place & route with the fat wire, the resulting design must be trans- 
formed into the final differential design. The transformation consists of 2 
translations of the fat wire and a width reduction to the normal width. 

Since the centerline between two normal wires is the centerline of the fat 
wire, a translation of the fat wire in the positive direction will result in one 
differential line and a negative translation in the in the other line. The trans- 
lation must occur both in the horizontal and the vertical direction. As shown 
in Figure 2, a consistent shift of all segments of the fat wire with a AX in the 
X direction and a AY in the Y direction will result in one wire; a shift with a 
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-AX and a -AY in the other wire. The shifts AX and AY are half the pitch 
lengths of the normal wires in the X and Y direction. 



O 




Figure 2. Fat routes (left); translation operation (middle); and differential routes (right). 

The resulting differential wires have the same number of vias and seg- 
ments. Each segment has the same length in both wires and is routed over 
the same number of wires in the other metal layers. As a result, both lines 
have the same distributed resistances and parasitic capacitances to the sub- 
strate and to the routes in the other metal layers. 

3.2 Practical Aspects 

This section discusses some of the practical issues we have come across. 
While these issues are independent of the tool, the guidelines presented are 
for Silicon Ensemble [9], which we have used as the place & route tool. 

3.2.1 Restrictions on Differential Standard Cell 

As can be seen in Figure 2, the vias are all aligned on a positive tilted di- 
agonal. The in- and output pins of the standard cells must also be aligned 
likewise and with the same offsets. The upper pin is the pin associated with 
the true net, the lower with the false net. Only then the translation can be 
done in a consistent way. 

3.2.2 Fat Wire Definition 

Silicon Ensemble extends routes with at least half the width at their end- 
points. Because of the increased width, the fat wire extends too far at its 
endpoints and covers an area where there is no actual normal route. As a re- 
sult, spacing errors are generated for certain patterns of wires, which are 
only virtual errors. To address this problem, the original normal wire is 
routed on a large grid that has been defined such that there will be no spac- 
ing violations after splitting. Doubling the original grid pitches results in 
such a grid. Now, the .lef library database [10], which contains all the infor- 
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mation that is relevant for the router tool, such as routing layers, via rules, 
grid definition, spacing rules and abstract views of the standard cells, can be 
left unchanged except for a new grid definition and the abstract views of the 
cells with fat pin information. Note that from now on, we will route a normal 
wire, but we will continue to refer to this wire as the fat wire. 

3.2.3 Grid Definition 

To facilitate the placement, the height and width of a standard cell should 
be a multiple of the horizontal and vertical pitch respectively. In addition, 
since we can only route on the grid the pins should be situated on the grid 
crossings. The most straightforward is to take the pitch of the fat design a 
multiple of the original grid. The minimum pitch between the fat wires is 2 
times the pitch between the normal wires. 

We defined the grid and the standard cells as follows: (1) the horizontal 
and vertical pitches of the fat grid are double the ones of the normal grid; 
and (2) the normal and fat grids have an offset of half their pitch length in 
both the horizontal and vertical direction. With this definition all require- 
ments previously derived are fulfilled: (1) the standard cell dimensions are 
multiples of the horizontal and vertical pitch of the fat and the normal grid; 
(2) the fat pins are situated on the crossings of the fat grid, the differential 
pins on the crossings of the normal one; and (3) the differential pins can ob- 
tained by shifting the fat pin with half a pitch length of the normal grid in 
both the horizontal and vertical direction. 

3.2.4 Non-preferred Routing Direction 

If the fat wire takes a turn in a metal layer, the wires of a differential 
route may cross in the same metal layer and result in an electric short be- 
tween both wires. This however, can only happen if a metal layer is used in 
the vertical and the horizontal direction. Even though each metal layer has a 
preferred routing direction, this does not guarantee that the routing layer is 
only used in that direction. This required us to force Silicon Ensemble to 
only route in the preferred direction. 

3.2.5 Transformation Procedure 

The transformation procedure consists of two parts: (1) parsing the 
placed and routed fat design to reflect the differential design and (2) reading 
in the differential library database. The differential ‘diff.lef library database 
contains the normal grid definition, normal wire definition, normal via defi- 
nition and the differential gates with differential pin information. 
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The wires in the routed ‘fat.def’ design file are described as lines be- 
tween 2 points and vias are assigned as points. The wire width and via char- 
acteristics are defined in the .lef library database. As a result the parser only 
needs to translate the (X,Y) coordinates of the end points without to worry 
about the wire characteristics. The translation is done by (1) repeating each 
statement that defines a net; (2) attaching the first statement to the positive 
pins and translating it in a positive (AX, AY) direction; and (3) attaching the 
second statement to the negative pins and translate it in a negative (AX,AY) 
direction. Recall that AX and AY are half the pitch lengths of the normal 
wires in the X and Y direction. Besides the translation of the nets, each fat 
gate in the ‘fat.def file is substituted by its corresponding differential gate. 

Figure 3 summarizes the differential routing methodology. 




Figure 3. Differential routing methodology. 



3.2.6 Differential and Single Ended Routing 

Up to now, we only presented a methodology to route a design of which 
all wires are differential. It is however possible to combine single ended 
routing and differential routing. There are 3 options. The design can be 
routed in 2 stages. First the differential lines are routed, and subsequently 
with a new library database the single ended lines are routed, or visa versa. 
The design can also be routed concurrently by defining the fat routes or the 
single ended routes as nondefault routing rules. Or, one could route every 
wire as a fat wire and subsequently transform the single ended signals into a 
single line and the differential signals into 2 lines. The last option is not pre- 
ferred if the single ended routes are in the majority and area constraints are 
tight. 

3.3 Design Example 

Figure 4 demonstrates the differential routing technique. The figure 
shows an arbitrary placed and routed design consisting of 7 differential 
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gates. At the left, the result is shown of the fat routing. At the right, the result 
after transformation is shown. Each fat wire is replaced by 2 normal wires. 




Figure 4. Example: fat (left); and differential design (right). 



4. EXPERIMENTAL RESULTS 

In this section, we compare two dynamic differential implementations of 
the DES algorithm [11]. One implementation uses the differential routing 
technique described above. For the other implementation, we use the default 
standard cell route as generated by the EDA router. We mounted a DPA on 
both differential implementations. We have chosen DES, because much re- 
search has focused on both the implementation and prevention of DPA on 
DES. The first subsection presents the basic procedures of the DPA. Then 
the experimental setup is discussed and implementation details are given. 
The last subsection covers the experimental results. Please note that a DPA 
attack on a regular (non differential) standard cell implementation is de- 
scribed in [4]. 

4.1 Differential Power Analysis 

A DPA attack is carried out in several stages. First, the power consump- 
tion is recorded for a large number of encryptions. This is done by measur- 
ing the instantaneous supply current. Next, the measurements are partitioned 
over 2 sets based on a so-called selection function, which uses a guess on a 
subset of the secret key to make its decision. At the end, the difference is 
calculated between the typical supply currents of the 2 sets. The difference is 
referred to as Differential Trace (DT). If the DT has noticeable peaks, the 
guess on the secret key was correct. 
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The selection function is a behavioral model of the encryption module 
and predicts 1 state bit of the module. If the secret key has been guessed cor- 
rectly, the outcome of the selection function is always equal to the actual 
state bit and is therefore correlated with the power consumption of the logic 
operations that are affected by the state bit. Measurement errors and the 
power consumption of the other logic operations are uncorrelated. As a re- 
sult, the DT will approach the effect of the state bit on the power consump- 
tion. If on the other hand the guess on the secret key was incorrect, the result 
of the selection function is uncorrelated with the state bit and the DT will 
approach 0. 

4.2 Experimental Setup 

The experimental setup is depicted in Figure 5 [4]. The module forms 
part of the DES encryption algorithm. Based on 4 bits of the left plaintext Pl, 
6 bits of the right plaintext Pr and 6 bits of the secret key K, it calculates 4 
bits of the left ciphertext Cl- The selection function D(K,C), which is used in 
the DPA, predicts the first bit of the register that stores the left plaintext Pl- 
In the selection function, only K is guessed. Cl and Cr are known. 




Figure 5. Experimental setup: DPA on submodule of the last round in the DES-algorithm [4]. 

The experimental setup is a necessary and sufficient subset of the DES 
encryption algorithm on which a DPA can be mounted [4]. The algorithm 
has been reduced to this setup such that it becomes computationally feasible 
to simulate it with Hspice. High-level power estimators, such as cycle accu- 
rate simulators, cannot be used. A DPA attack uses statistical methods that 
can detect very small power variations, which are plainly neglected by high- 
level power estimators. Furthermore, in order to retrieve as much hidden in- 
formation as possible, an attacker will sample several times per clock cycle. 
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4.3 Implementation Details 

We have implemented the module in Wave Dynamic Differential Logic 
(WDDL) [7]. WDDL is a logic style that has dynamic differential behavior. 
Yet, it is implemented with static complementary CMOS logic, which is the 
default logic style used in standard cell libraries. In WDDL, static CMOS 
standard cells are combined to form secure compound standard cells, which 
have a reduced power signature. It has the advantage that it can readily be 
implemented without the investment in a custom designed standard cell li- 
brary. We used a commercially available standard cell library developed for 
a O.lSjLim, 1.8V CMOS technology. A WDDL gate actually is a double- 
height cell that consists of 2 abutted static CMOS standard cells, which are 
extended with filler cells in which the pin placement requirements are ful- 
filled. A WDDL gate does not have balanced input capacitances, nor bal- 
anced output capacitances. The filler cells could also incorporate additional 
capacitances such that the intrinsic capacitances become balanced. The im- 
plementation consists of 194 WDDL gates, which are 440 actual static 
CMOS standard cells. 

Two different layouts have been created. Both designs have exact the 
same floor plan and cell placement. The difference is in the routing proce- 
dure. One implementation, which we will call the ‘regular route’ -design, has 
been routed without any constraints or special techniques. The other, which 
we will call the ‘differential pair route’ -design, has been routed with the dif- 
ferential routing technique described in this manuscript. 

Place & route has been done in Silicon Ensemble version 5.3. Row utili- 
zation and aspect ratio are set at 0.80 and 1 respectively. Layout-to-netlist, in 
which transistors and layout parasitics are extracted, is done with Virtuoso. 
Simulations are done in Hspice, with the transient increment set at lOps. The 
clock frequency of the circuit is chosen at 125MHz, and therefore 800 
‘measurement’ samples are made per clock cycle. The clock and input sig- 
nals are driven by cascaded inverters in order to provide realistic data and 
clock signals. The power consumption of the additional input circuitry is 
excluded from the measurements. In total, 2000 clock cycles have been 
simulated with a random input at the plaintext Pl and Pr, and with a fixed 
secret key K, equal to 46. 

4.4 Experimental Results 

Silicon Ensemble required 8 and 3 CPU seconds on a SUN ULTRA 5 to 
route without any violations the regular route and the differential pair route 
respectively. It took 0.85 CPU seconds to parse and create the final differen- 
tial netlist. Note that many floorplan settings can be evaluated; only the final 
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design should be parsed. To have a comparison, we have also made an at- 
tempt to use Cadence Chip Assembly Router version 11.0.06 [12] to route 
the placed design. This is one of the commercially available tools that has 
the capability of routing differential pairs. Only the 442 internal nets have 
been defined as 221 differential pairs. In total, 100 iterations have been per- 
formed. This required 7 hrs 56 min and 33 sec in CPU time without generat- 
ing a completely routed result. It still had 972 conflicts and 125 unconnected 
nets. 

Figure 6 and Figure 7 show 2 histograms in which the internal intercon- 
nect capacitances of the regular route and the differential pair route are com- 
pared. The capacitance per net was reported directly from Silicon Ensemble 
using Simcap. Figure 6 depicts the distribution of the ratio between the 
capacitance at the true signal net and the capacitance at the corresponding 
false signal net. The variation between the capacitances at the differential 
nets is up to a factor 4 for the regular route procedure. On the other hand, the 
differential pair route procedure does not show any variation. In fact, the tool 
always returned exact the same values. 
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Figure 6. Ratio between interconnect capacitances at true and false nets. 

The distributions of the absolute values of the capacitances, which are 
shown in Figure 7 are very much similar between the 2 routing procedures. 
This indicates that the mean power consumption and the time delay of the 2 
implementations will be alike. 

In the transient simulation, the mean energy consumption per clock cycle 
is 42.72pJ and 44.21pJ for the regular route and the differential pair route 
respectively. The normalized energy deviation, which specifies the absolute 
range of the variation on the energy consumption per cycle, is 1% for the 
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regular route and 0.7% for the differential pair route. The normalized stan- 
dard deviation is 0.2% and 0.1% respectively. 




Interconnect Capacitance - [fF] 

Figure 7. Absolute interconnects capacitances. 

Figure 8 shows DTs from the DPA on our transient simulation. For each 
implementation, 2 DTs are shown: the one from the correct secret key guess 
and one from an arbitrary incorrect secret key guess. For transparency of the 
figure, the DTs of the other incorrect key guesses have been omitted. The 
omitted DTs are in accordance with the one shown. The differential pair 
routing has been effective in reducing the peaks in the DT of the correct se- 
cret key. Compared to the regular routing, the differential pair route achieves 
a complete reduction. 




Time - [ns] 



Figure 8. Differential trace for correct and arbitrary incorrect key guess. 
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Figure 9 shows the peak-to-peak value of the differential traces of the se- 
cret key guesses. For the regular routed design, the DT of the secret key 
stands out. On the other hand, for the differential pair routed design, the DT 
does not reveal the secret key. 

Several approaches, which we have mentioned throughout the paper, 
such as for instance shielded lines or a larger pitch, balanced intrinsic capaci- 
tances and ground planes, are still available to improve the results. These 
options all have in common that they are not for free: one requires more de- 
sign time, the other more area, etc. This is typically for security applications, 
where the higher the level of security is aspired, the more expensive the im- 
plementation will be. Yet, note also that we have performed a perfect attack 
with perfect measurement results. In real life, many factors, such as other 
circuitry, noise, decoupling, sample frequency, jitter, etc. will influence final 
result. The more the attacker is willing to invest in his measurement setup, 
the better his results may be. 




Figure 9. Peak-to-peak value of differential traces. 

It does not come as a surprise that the secret key is still detectable in the 
regular routed design, even though the cycle-to-cycle variation on the power 
consumption is a mere 1%. DPA is a very powerful attack that, as we men- 
tioned before, will reveal apparent insignificant power differences. Therefore 
it is also necessary to proof the resistance of a technique against DPA with 
the results of an actual DPA and not to rely on any form of visual inspection 
of the power consumption behavior. 
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5. CONCLUSIONS 

We have presented a methodology to route multiple differential wires be- 
tween secure dynamic differential standard cells. In the methodology, a wire 
code is assigned that abstracts the differential pair as a single fat wire. Sub- 
sequently, the router is run using this fat wire and at the end the fat wire is 
decomposed back into the 2 wires. Experimental results have shown that a 
differential design is routed 2.6 times faster with this methodology compared 
with the case that the same differential design is routed without any con- 
straints. The differential routing effectively helps in controlling the parasitic 
effects between the two wires of each differential pair. Experimental results 
show that the differential pair routing is an essential technique to success- 
fully thwart the DPA. 
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Abstract Fault attacks described in cryptographic papers mostly apply to crypto- 
graphic algorithms, yet such attacks may have an impact on the whole 
system in a smart card. In this paper, we describe what can be achieved 
nowadays hy using fault attacks in a smart card environment. After 
studying several ways of inducing faults, we describe attacks on the 
most popular cryptosystems and we discuss the problem of induced 
perturbations in the smart card environment. Finally we discuss how 
to find appropriate software countermeasures. 

Keywords: Fault Attack, Differential Fault Attack, Side-Channel Attack, Tamper 
Resistance, Smart Card. 

1. Introduction 

In the smart card industry, fault attacks have been increasingly stud- 
ied since the publication of Boneh, DeMillo and Lipton’s paper [10] in 
1996. At that time, the attack described in the Bellcore paper was merely 
theoretical, but since then improvements in technology have allowed at- 
tackers to put fault attacks into practice. In 2001, Skorobogatov and 
Anderson presented a practical attack [27] requiring very cheap equip- 



* Research done while at Oberthur Card Systems. 




160 



Christophe Giraiid and Hugues Thiebeauld 



ment; by using a photoflash lamp, they succeeded in flipping a bit in 
a memory cell. Despite the fact that the component was an old unpro- 
tected chip, their paper introduced a means of putting into practice the- 
oretical fault attacks on cryptographic algorithms and they also showed 
that every software application dealing with security can be threatened 
by fault attacks. Nowadays, faults attacks are very powerful and may 
allow an attacker to break an unprotected system faster than any other 
kind of side-channel attacks, such as SPA, DPA or EMA. 

In this paper, we discuss what is now possible concerning fault attacks 
from both a theoretical and a practical point of view. We deal with fault 
attacks applied to cryptographic algorithms but also with fault attacks 
applied to the whole system used in a smart card environment. 

Firstly, we describe different ways to set up a fault attack. After 
studying the different kinds of induced faults and their implications dur- 
ing the execution of a software, we describe how to use these faults to 
break the most well-known cryptographic algorithms such as DES, AES, 
RSA, DSA and ECDSA. Finally, we discuss the security of software ap- 
plications including cryptographic algorithms. 

2. How to perform a fault attack ? 

There are many ways of performing a fault attack. We briefly describe 
the three which are most often published in cryptographic papers. These 
techniques are all moderately difficult to carry out and require relatively 
simple equipment. Moreover, they are all non-invasive or semi-invasive, 
which means that they do not require any physical tampering with the 
chip, although the packaging may be destroyed in some cases. Finally, 
we discuss the importance of synchronization and localization to suc- 
cessfully perform such attacks. 

2.1 Glitch attacks 

Historically the first way to induce a faulty behaviour in a smart card 
was to induce a glitch of power on one of the contacts. Good results 
were obtained with a power glitch applied to Vcc (power supply), GND 
(ground) or to the clock. A very powerful and brief addition of power 
can perturb the component, and hence generates a fault. However, the 
additional signal has to be short enough to avoid its detection or the 
destruction of the card. In order to achieve a successful attack, one can 
only set the timing of the glitch, its amplitude and its duration. 

The obvious advantage is that tbe attack is very easy to set up, be- 
cause it is truly non invasive and the equipment needed is easily available 
and cheap. The main drawback is that it is impossible to perturb a spe- 
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cific part of the chip, since the perturbation has an impact on the whole 
smart card. 

Moreover, nowadays smart cards resist this kind of attack : thanks 
to filters, DC converters or power sensors, the card can either detect or 
cancel an out of specifications peak of power that might induce faulty 
behaviour. The hardware reacts accordingly by, for example, forcing a 
reset. 

2.2 Light attacks 

Light attacks were introduced in 2000 by Skorobogatov and Ander- 
son [27]. 

Nowadays this is the most common way to induce faults on smart 
cards. The idea behind this attack is to use the energy of a light emission 
to perturb the silicon of a chip. For this kind of attack the preparation 
of the chip is more difficult than for a glitch attack because it is semi- 
invasive : the plastic layer on the component has to be removed in order 
to reach the silicon with the light beam. Such a preparation is described 
in [1] and [5]. 

Physical Effects. Why is the component perturbed ? With a pene- 
tration depth dependant on the light wavelength, the energy carried by 
the light beam is absorbed by the sihcon’s electrons, which allows them 
to jump from the valence band to the conductance band. Each new elec- 
tron in the conductance band creates an electron-hole pair and the set of 
all of these pairs forms a local photoelectric current. The logical gates or 
the memory cells of the component, depending on their technology, are 
sensitive to such a current and behave accordingly. This can therefore 
be exploited for an attack 

Parameters. To succeed in generating a fault, we have to take into 
account the following parameters : the energy of the light, its wave- 
length, the duration of the emission, the location and the extent of the 
impact zone. Let us detail each of them : 

■ The energy of the light beam must be considered as an energy per 
surface on the chip. The amount of energy per square inch must 
be enough to allow the electrons to jump to the conductance band, 
but low enough not to destroy the chip. 

■ The penetration depth of the energy depends on the wavelength of 
the light. For CMOS technology, if we succeed in creating electron- 
hole pairs close to the N-channel or the P-channel, the memory 
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cells become very sensitive ; the wavelength has to be chosen ac- 
cordingly. 

■ The longer the light emission, the larger the electron-hole pairs 
that are created. If the dnration of the emission can be adjusted, 
tbe duration of the local current generated can be controlled. 

■ One of tbe advantages of light attacks compared to glitch attacks 
is that one can choose the location of the attack on the chip. The 
thinner the source of light, the better tbe precision of the impact 
on the chip. 

Material. In view of the previous parameters, the source of light has 
to be well chosen. The characteristics of the two most common sources 
for such an application are described here. 

From [27], a simple camera flash installed on a microscope allows the 
execution of a light attack. The spectrum of a flash is composed of all 
visible wavelengths (white light) and a great part of infra red. The main 
advantage of this equipment is that it is very cheap and easy to install. 
Many attacks can be performed, but the attacks remain very limited. 
For example, with current smart cards, it is very difficult to change the 
value of a memory cell or to perturb the execution of the code. With a 
camera flash the different parameters described above (duration, power 
and localization of the emission) are difficult to control. 

By using laser equipment one can significantly enhance the accuracy of 
the attack. The main characteristics of a laser are a discrete wavelength 
emission, a very thin beam and an emission which is easy to control 
in terms of duration and power. As previously explained, the depth 
penetration of the energy is in direct relation with the light wavelength, 
so the spectrum of the laser has to be chosen accordingly. The maximal 
power emission also has to be taken into account. The single drawback 
of using a laser is the price of the material, clearly much more expensive 
than a camera flash. 

Chips have been equipped for some time with hardware countermea- 
sures that render simple flash attacks quite inoperative. However, an 
attacker, with experience in the field and more enhanced equipment, 
can still find ways to perform light attacks. 

2.3 Magnetic attacks 

Introduced in [26], another way to induce transient faults is to emit 
a powerful magnetic pulse near the silicon. The magnetic field creates 
local currents on the surface of the component, which can generate a 
fault. From a practical point of view, the attack is performed with very 




A Survey on Fault Attacks 



163 



cheap material: a wire is wound around a very sharp needle, a current 
flowing through the wire creates an oriented magnetic field. For better 
results, the attack has to be semi-invasive : the needle must be as close 
as possible to the silicon, so the plastic layer has to be removed. 

Depending on the equipment used and its characteristics (size of the 
needle, number of loops around the needle) the following parameters 
have to be taken into account : the power of the magnetic field, its 
duration and localization on the chip. This technique seems difficult 
to set up practically, because the generation of a high magnetic field 
requires a high current, which would destroy the wire. Moreover, even 
if the needle concentrates the magnetic field, the laser still focuses the 
perturbation on a very small part of the chip much more accurately than 
the needle. 

2.4 Synchronization issues 

In order to set up a successful attack, the attacker must understand 
which errors have to be introduced from a theoretical point of view. He 
must then try to put these errors into practice. According to the the- 
oretical analysis, induced faults can be more or less coarse (change any 
or several bits versus changing one given bit), which explains why the 
synchronization has to be more or less precise. For example, a DFA 
attack on RSA only needs a faulty computation on one of the CRT com- 
ponents; as the computations are quite long, a precise synchronization is 
not necessary. On the other hand, a DFA attack on a hardware DES (cf. 
section 4.1) requires the uttermost precision in synchronization due to 
the very fast execution of the computation we want to perturb. As the 
attack needs to be accurate in time, a good synchronization is critical. 

There are many ways of synchronizing an attack. It is possible to 
use side channel information, such as monitoring the power consump- 
tion or the magnetic radiations resulting from the activity of the chip. 
Events such as writing in EEPROM can thus be recognized allowing us 
to determine when the attack must be performed. Signal processing can 
enhance the quality of the signal and its interpretation. All these tech- 
niques can be combined to obtain complementary information to help 
target the attack more accurately. 

2.5 Localization issues 

As we have already pointed out, a glitch attack perturbs every part 
of the chip. On the other hand, light or magnetic attacks allow a more 
accurate localization. It is easy to understand that to perturb only a 
specific part of the chip, for example a DES module, a light or magnetic 
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emission has to be focused on this specific part. Sometimes, in order 
to induce desired faults, the targeted area has to be accurately circum- 
scribed and exposed. An optical circuit is thus necessary in order to 
perform a light attack with the required precision. 

3. Kind of faults and consequences 

As soon as the attacker is able to perform a perturbation on the chip, 
many errors are observed. Two kinds of faults, permanent or transient, 
can be generated. 

Permanent faults. Permanent faults occur when the value of a 
cell is definitively changed. It can concern either data (contained in 
EEPROM or in RAM) or code (contained in EEPROM). Modifying data 
definitively could be very powerful, particularly when the data is related 
to sensitive objects of the smart card, like a PIN or a key. Nevertheless, 
perturbing many successive logical cells or choosing the value of the 
perturbed cell is very difficult when the data is ciphered or the memory 
is scrambled. 

Transient faults. Transient faults are the most common ; they 
occur when a code execution or a computation is perturbed. An error in 
a code execution can be caused when the logical parts, including CPU 
and registers (data and control) are affected, or when reading code or 
data is perturbed. On the other hand, a computation error occurs when 
CPU or peripherals (such as cryptographic modules) are affected. 

Consequences on the execution. A single modified byte can 
severely perturb the execution flow of a code. At the lowest level of the 
micro-controller, each operation is encoded over several bytes : some for 
the instruction and others for the parameters. So assuming the attacker 
modifies one byte of code during its execution, the fault thus generated 
can affect either an instruction or a parameter. 

The following cases can then occur: 

■ An instruction byte is modified : a different operation is executed. 
Eirst consequence, the expected instruction is not executed : a call 
to a subroutine can be skipped, a test can be avoided, etc. Sec- 
ond consequence, one or several different instructions are executed, 
which can result in strange behaviour. 

■ A parameter byte is modified : a different address or value is 
considered. In the former case the target address is not modified 
but another is, or a wrong value is fetched from the memory, or 
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the program counter is indirectly modified in a case of a JUMP 
instmction. In the latter case the operation is performed with a 
different operand, with the conseqnence that the resnlt is wrong. 



Given dedicated tools, techniques and some knowledge of the topology 
of the chip, most parts of a micro-controller can be attacked to canse 
transient faults. 

4. Algorithms attacks 

Fault attacks on cryptographic algorithms have been stndied since 
1996 and since then, nearly all the cryptographic algorithms have been 
broken by nsing snch attacks. In this section we describe fault attacks 
on the best-known cryptosystems. We begin with symmetric algorithms 
snch as DES and AES and then we focus on asymmetric algorithms such 
as RSA and DSA. 

4.1 Symmetric algorithms 

In this section we focus on the two best-known block-ciphers: the 
DES and the AES. Eirstly we describe DEA attacks on these two block- 
ciphers and then we describe an efficient countermeasure against these 
attacks. 

DES. The main paper abont DEA on DES was written in 1996 by 
Biham and Shamir [7]. In this paper, they explain how to obtain the se- 
cret key by nsing between 50 and 200 fanlty ciphertexts. Let ns describe 
how it works. 

We suppose that a single-bit fault is induced on the right part of 
the temporary result at the beginning of the last ronnd. We denote 
respectively by C and C* the correct and the faulty ciphertexts of a 
message M. We also denote respectively by To_ 3 i and T^2-63 the left 
and the right parts of a 64-bit valne T. 

If we compare the left parts of the correct and the fanlty temporary 
results at the end of the IQth 

ronnd (i.e. IP(C')32-63 and /P(C*)32-63), 

there is only one bit which differs. This bit corresponds to the in- 
duced fault so we obtain the position of the fanlty bit and we dednce 
which S-boxes have been affected. By computing EP{IP{C)32 -63) ® 
EP(IP(C*)32-63) where EP is the DES expansive permutation, we ob- 
tain thedifference Ainputs between the correct and fanlty inpnts of the 
S-Box in the last round. 

Then we look at thedifference Aoutputs between the correct and faulty 
outputs of the S-Box in the last ronnd, which is equal to P-^(IP(C)o-3l) 
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®P~^ {I P{C*)o-zi) where P is the permutation used at the end of each 
round. 

^inputs (respectively Amttputa) contains non-zero bits only in input 
bits (respectively outputs bits) of the one (or two) S-box(es) which has 
been affected by the fault. 

In the following part, we suppose that the faulty bit affected only one 
S-box, let us say Sboxk. In order to find the 6-bit input of this S-box, 
we sort the possible values out by using the following procedure: 

1 List all the 6-byte couples (fij, Bj) such as Bi® Bj = Ainputa 



2 For each couple in this list, if SboXk{Bi) © Sboxk{Bj) 7 ^ Aoutputs 
then eliminate the couple (Bj, Bj). 

By using several faulty ciphertexts, we recover the 6-bit input of the 
S-box. 

By iterating this attack we know the whole 48-bit input Input-SBie 
of the S-Box in the last round. Then we can compute the 16^^ subkey 
which is equal to EP{IP (0)32-63) ® Input-SBie. From this subkey we 
find the whole DES key by a very fast exhaustive search on the last 
unknown 8 bits. 

We can extend this attack with a fault induced at the beginning of 
the 11 *'*', 12 *^, 13 *^*’, 14 *^ or 15 *'^ round. But in these cases we use a 
counting method: instead of eliminating the couple (Bj, Bj) which does 
not verify the relation SboXk(Bi) © SboXk(Bj) — Acyutputaj we increase 
the counter by one of any pair which verifies the previous relation, the 
right value is expected to be counted more frequently than any wrong 
value. 

This attack can also be extended if we induce a fault on a whole (or 
even several) byte(s) or if we disturb the key scheduling. 

Such an attack has been successfully achieved on an unprotected soft- 
ware DES. By using a camera flash, as described in section 2.2, we 
succeeded in recovering the secret key by using only 2 ciphertexts. This 
could be achieved thanks to the fact that in practice we disturb one 
or several bytes compared to the single-bit fault model used by Biham 
and Shamir. Thus one faulty ciphertext provides information on several 
bytes of the 16''^ subkey. 

AES. On the October 2000, the AES was chosen to be the suc- 
cessor of the DES. Since then, many papers have been published about 
DEA attacks on the AES [9, 12, 16, 17, 25]. Here we focus on the most 
powerful attack which was published recently [25]. 




A Survey on Fault Attacks 



167 



For the sake of simplicity, we suppose the attack is done on an AES- 
128. This attack is based on the following observation: the MixColumns 
function operates on its input 4 bytes by 4 bytes, so if we induce a fault on 
one byte of one of this 4-byte block, the number of possible differences 
at the input of the MixColumns transformation is 255*4. Due to the 
linearity of the MixColumns function, we have 255*4 possible differences 
at its output. 

If we suppose that a fault on one byte has been induced on the input 
of the last MixColumns and if we denote by M the plaintext, C and 
C* the corresponding correct and faulty ciphertexts, the attack can be 
mounted as described hereafter: 

1 Compute the 255*4 possible differences at the output of the Mix- 
Columns function and store them in a list V 

2 C and C* differ only on 4 bytes, let us say bytes 0, 13, 10 and 7 

(it corresponds to a fault on one of the first four bytes of the input 
of the last MixColumns). Take a guess on the 4 bytes in the same 
position of the last round key (i.e. *13,10, t)- 

3 Compute invSB{invSR{Co, 13 , 10 , 7 © ■K’o, * 13 , 10 , 7 )) ® invSB{invSR{ 

Q,13,10,7 ® -^0,*13, IQ 7 )) and check if this value is in T). If so, add 
the round key to the list C of possible candidates. 

4 Go back to step 2 by using another correct/faulty ciphertexts pair 
(D, D*) (which could be obtained from another plaintext) which 
differs on the same bytes as C and C*, and by choosing /fo*l3 10 7 
from the list C. Repeat until there remains only one candidate in 

£. 

After this attack, 4 bytes of the last round key are known and we 
re-iterate three times this attack with pairs ( C, C*) which differ respec- 
tively on hytes (1, 14, 11, 4), (2, 15, 8, 5) and (3, 12, 9, 6). 

This attack implies a guess on 4 bytes which is not very practical. 
In [25], an ingenious implementation of this attack is described by guess- 
ing only 2 bytes of the last round key at each iteration. 

Moreover Piret and Quisquater remark that if we induce a fault on 
one byte between the two calls to the MixColumns function of the 7*^ 
and the 8^** round, we obtain a fault on one byte for each 4-byte block 
of the input of the MixColumns function of the 9 *'*’ round. So we obtain 
information on 16 bytes of the last round key instead of information on 
only 4 bytes. By using this attack the key could be retrieved by using 
only 2 faulty ciphertexts. 
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Countermeasures. If we suppose that an attacker cannot induce 
the same fault twice, one of the best countermeasures to protect the 
DES and the AES is to compute the last rounds twice (including the 
key scheduling). Eor the DES, doubling the last 8 rounds is efficient 
and for the AES, doubling the last 4 rounds prevents nearly all known 
DEA attacks \ Of course this kind of countermeasure must be adapted 
for each symmetric cryptosystem, but doubling the whole or a part of 
symmetric algorithms is generally an effective countermeasure against 
fault attacks. 

4.2 Public Key Algorithms 

In this section we firstly describe fault attacks applied to the RSA, be- 
fore looking at fault attacks on some signature schemes such as DSA and 
EC-DSA. Einally, we present fault attacks on the scalar multiplication 
used in Elliptic Curve Cryptography (ECC). 

RSA. The first published fault attack was applied to the RSA [10] 
and was improved shortly after by Lenstra [22]. This attack on the 
RSA-CRT is very simple and efficient in practice. 

Firstly, we describe how to sign a message by using the RSA-CRT and 
how to find the secret key by using the DEA attack described in [10]. 
We then describe how Lenstra improved this attack. 

Let N = pq he a product of two large prime integers, e chosen such 
as gcd{e, {p - l)(g - 1)) = 1 and d = e~^ mod (p - l)(g - 1), (d,p,k) is 
the secret key and (e, N) is the public key. 

To sign a message m < N, the signer computes s = mod N. To 
improve the time calculation, this signature is performed by using the 
Chinese Reminder Theorem: 

1 Compute dp = d mod p — 1 and dq = d mod q—\ 

2 Compute Sp = m‘^ mod p and Sq = m‘^i mod q 

3 Compute s = {{{{Sq - Sp) mod q) * (p~^ mod q))*p + Sp) mod N 

We can find two integers a and b such as s = aSp -b bSq where: 

J a = 1 mod p , J 6 = 0 mod p , , 

\ o = 0 mod q t = 1 mod q * ^ 

because Sp = s mod p and Sq = S mod q. 

If the signer signs the same message twice, a fault attack can then 
be performed: during the second signature, a fault is induced during 
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the computation of Sp (this attack works in the same way if a fault is 
induced during the computation of s^). So we obtain a faulty signature 
s: 

J s = aSp + hsq mod N 
\ a = asp + hsq mod N 

We remark that: 

s - s = a(5p - Sp) mod N 

Moreover o = 0 mod g, so if p does not divide Sp — 8p then: 

gcd(s -s, N) = gcd(a(«p - Sp), N) = q 

Then we can easily find the other part p of the secret key by dividing 
the modulus N with q. 

An improvement on this attack was found by Lenstra [22]: by using 
the same fault as above (i.e. fault induced during the computation of 
Sp), we have s = s mod q and s^s mod p so: 

gcd{m - s^ , N) = q (5) 

where e is the public exponent used to verify the signature. By using 
this attack, we only need one faulty signature of a known message to 
find the secret key. 

An efficient countermeasure against this attack is to verify the sig- 
nature by using the public key. As the public key is often very short 
(e = 2i® + l for example), the verification by using the RSA-SFM is very 
fast. A faster countermeasure was described by Blomer et al. in [8]: 
instead of verifying the signature, they rewrote the CRT recombination 
in such a way that if a fault is induced on a CRT component (Sp or s^), 
the error also affects the other CRT component (respectively Sq or Sp). 

DSA. Let us briefly describe the signature of the DSA: firstly the 
signer chooses a 160-bit prime number q and a 1024-bit prime p such as 
g divides p — 1. Then he chooses a positive integer g less than p — 1 of 
order 5 modulo p. Finally he chooses a positive integer a less than 9 — 1 
and computes j4 = mod p. His public key is (p, q, g, A) and his 
secret key is a. 

To sign a message m, the signer chooses a non-null random k less than 
q — 1 and computes 

r r = (p* mod p) mod q ... 

\ s = k~^(h + a.r) mod q ^ ' 

where h is the hash of m obtained by using the SHA-1 algorithm. 

The signature of the message m is the couple (r, s). 



( 2 ) 

( 3 ) 

( 4 ) 
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The only existing DFA attack on the DSA was published in [4]. 
Thanks to this attack we can find a bit of the secret key each time 
we succeed in flipping a bit of the secret key during the computation of 
the second part of the signature. 

Let us describe this attack: if an attacker succeeds in inducing a fault 
on only one bit of the secret key a, he obtains a faulty signature (r, s) 
where s = k~^(h + a.r) mod q. The attacker can compute 

J. _ gU.h mod q J^u.r mod q ^ g 

_ gu(h+a.r) mod q p g 

where u = s~^ mod q. Let 

9 p mod qiox i = 0, 1, 159 

then he obtains from (7) and (8): 

TRi = ^“('‘+’■(“+2')) "‘“d 9 mod p mod q 

and 

T/Ri = mod 9 ^ g 

So he obtains 

{ TRi = r mod p mod q if the bit of a is 0, 

T/Ri = r mod p mod q if the i*** bit of a is 1. 

By iterating i from 0 to 159 and by comparing r with TRi and T/Ri, 
the attacker can discover the value of a bit of the secret key. The com- 
plete secret key can be recovered by performing 161 signatures of the 
same (unknown) message: one correct and 160 faulty. 

ECDSA. With the same approach described previously, we can at- 
tack the ECDSA. This attack was firstly described in [14]. 

We denote by (q, a, b, r, G, W) the signer’s public key and by s his 
private key where g is a 160-bit prime, a and h € GF{q) the coefficients 
defining the elliptic curve, G a curve point generating the subgroup of 
order r and W = sG. 

To sign a message m the signer generates a random u and computes 
the point V = uG = (xy, Vv)- He then converts Xy into an integer k. 
Finally he computes the two parts of the signature: 

I c = k mod r, 

I ci = u“^(/ -f s.c) mod r. 



(7) 

( 8 ) 

(9) 

( 10 ) 

( 11 ) 



( 12 ) 
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where / = SHA - l(m). 

If an attacker succeeds in inducing a fault on only one bit of the secret 
key s during the computation of d, he obtains a faulty signature (c, d) 
where d = u~^{f + sc) mod r. The attacker can compute 

f + 2‘c) mod r . > 

[ /i2 = cd~^ mod r. 

He then computes the point 

= hi,i,+G + hiW = G = (xp,^, yp.^) ( 14 ) 

He then converts xp^ into an integer fcp< 

Now, we have two cases: 

1 If the fault has flipped the bit of s from 1 to 0, then s = 2* + a 
so from (14) P<, 4 . = uG, By iterating the value of * from 0 to 159 
and by testing if kp^_^_ mod r = c, the attacker can discover the 
value of a bit of the secret key. 



2 But if the fault has flipped the i*** bit of s from 0 to 1 then s = a— 2*. 
The attacker can also discover the value of this bit by applying the 
same method as described above with P<,_ instead of P<,+ where 
Pi - = hi,i,-G + h2W and /ii,< _ = d~^(f ~ 2*c) mod r. 

So by using several faulty signatures (at least 160), an attacker can 
recover the whole value of the secret key a. 

Remark. The fault attacks on the DSA and the ECDSA described 
in this paper use the fact that the value of the secret key is disturbed 
during the computation of the second part of the signature. To protect 
such signature schemes against this kind of attack, we can implement 
one of the following countermeasures: 

■ we can check the integrity of the secret key at the end of the 
signature computation, for example by adding a CRC to the secret 
key: we check if the CRC of the secret value used during the 
signature computation is the same as the CRC of the secret key 
stored in non-volatile memory, 

■ we can also verify the signature by using the public key before 
sending the signature out. But this countermeasure is very costly 
in terms of execution time because the verification takes nearly 
twice as long as the signature computation. 
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Summary table. 





Fault model 


Fault location 


Minimum number 
of required 
faulty results 


DES 


Byte 

(could be more) 


Anywhere among 
the last 6 rounds 


2 


AES 


Byte 


Anywhere between 
the MixColumns of 
the 7 “’ and 8“’ round 


2 


RSA-CRT 


Size of the 
modulus 


Anywhere during 
the computation of 
one of the CRT components 


1 


DSA 


Bit 


Anywhere among 20 bytes 


160 


ECDSA 


Bit 


Anywhere among 20 bytes 


160 



ECC. Only two papers dealing with elliptic curve scalar multiplica- 
tion in the presence of faults have been published. The first fault attacks 
on scalar multiplication were published at Crypto 2000 by Biehl, Meyer 
and Muller [ 6 ]. In 2003, Ciet and Joye relaxed assumptions on these 
attacks [13]. 

In the sequel, we suppose that a scalar multiplication is performed 
with a scalar d and a point P which lays on the elliptic curve E: + 

a\xy + a^y = + a 2 X^ -h U 4 X + ae where the a^’s belong to a finite field 

K. 

Let us describe the fault attacks of Biehl et al. [ 6 ]: by observing 
that the elliptic curve parameter ae is not used in the addition and 
the doubling formulas on elliptic curves, they remark that addition and 
doubling operations with a random point P' lying on a curve E': y^ + 
aixy + day = x®-f a2X^-t-a4X-f Og are the same as addition and doubling 
operations with a point P lying on the elliptic curve E. By supposing the 
Elliptic Curve Discrete Logarithm Problem (ECDLP) could be solved on 
E' , if the smart card executes the scalar multiplication with P' and sends 
out the result d.P', we could then obtain the secret scalar d. 

As a result of this observation, they developed two attacks. Eor the 
first one, they induce a bit-fault on one of the coordinates of the point 
P € E. They obtain a point P' which lies on an elliptic curve E' of 
the form y^ + o,\xy H- 03 J/ = x^ + a 2 X^ + a^x -f ag. After the scalar 
multiplication, they obtain a point d.P' which lies on the same curve 
as P^ From dP' they can compute ag and so define the elliptic curve 
E' . By trying all the different candidates P' which only differ from the 
known point P by one bit, they check if this candidate is a point on E' 
and if so, they try to solve the ECDLP on E' . 

Eor the second attack, a fault on one bit is induced on a temporary 
point during the scalar multiplication. We make a supposition on 




A Survey on Fault Attacks 



173 



which Q«) the fault is induced and we guess the latest n — i bits of 
the scalar. By using these n — i bite, we compnte Q«) from oi”’-, By 
flipping one bit of we obtain QW and we then compnte If 

qW =g("), the right valne for the latest n—i bits of the secret scalar has 
been gnessed. Otherwise they continne the attack by changing another 
bit of If the attack is not successfnl after trying each possibility 
they make another supposition about which qW was perturbed. 

By exploiting random faults induced in either coordinates of P, in 
the elliptic cnrve parameters or in the field representation, Ciet and 
Joye showed in [13] that it is possible to recover a part of the secret 
scalar. 

All of these attacks can be avoided by checking that dP = {x,y) 
satisfies the relation + a\xy + a^y = x® + 02 X^ + ( 14 X + Oq. 

5. About security 

5.1 The importance of securing hardware and 
software 

As attacks are developed and improved, hardware evolves and gets 
more secnre. However, protecting all the silicon surface against each 
and every type of attack is a difficult and very costly process. On the 
other hand, securing an unprotected micro-controller by only adding 
software conntermeasnres is also extremely costly in terms of execution 
time and memory space. 

It appears that following a careful analysis of the attacks described 
above, a combination of hardware and software conntermeasnres yields 
a very good security/cost ratio. 

Moreover, it is extremely important to consider the security of an 
embedded platform as a whole, no level being exclnded from the analysis, 
whether it is the cryptographic functionalities, the low level operating 
system functions or the virtnal machine and the high level applications. 

For example, having a very secnre PIN check is pointless if it is easy 
to bypass the high level call to this function and continue as if it had 
been satisfactorily executed. 

5.2 How can we determine appropriate 
countermeasures? 

Firstly one has to fix what an attacker is able to do : for example is 
he able to induce the same fault twice in the same code execution ? Is 
he able to choose a modified value ? ... 
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All these assumptions allow a developer to have a framework, which 
helps him to choose the most efficient countermeasures. 

Next one must decide what has to be secured : which objects and 
what kind of processing are sensitive. From there on, one can go up 
in the software architecture and decide up to which layers the security 
level has to be enforced. Finally one must add the security features 
which are needed : redundancy on the objects, ensuring that operations 
have been well executed (for example by doubling them), securing the 
cryptographic algorithms, ... 

One very helpful way to make it difficult to perform a fault attack 
efficiently is to desynchronize as much as possible the execution of the 
sensitive parts, by using for example random waits, dummy instructions, 
jitter on clocks, etc. 

As it appears clearly in this paper, making an embedded platform 
secure demands a thorough understanding of the attacks, which comes 
only through practical experiments, through a good knowledge of making 
codes secure and through fully exploiting all the hardware features. 

6. Conclusion 

Although the equipment to set up fault attacks appears to be quite 
common, we have seen that putting such attacks into practice requires 
technical experience. Moreover, it is increasingly difficult to perturb 
the latest micro-controllers, which are designed to resist fault attacks. 
Nonetheless, the danger exists and the risk has to be seriously consid- 
ered. As we have seen, protecting algorithms and software implemented 
on smart cards or any tamper-proof device is best achieved by combining 
both software and hardware countermeasures. Efficient countermeasures 
are well-known, but they have to be implemented with care and spar- 
ingly in view of the cost of security in terms of time and memory space, 
especially in the restrictive smart card environment. 

Notes 

1. Blomer and Seifert presented in [9] a bit-fault attack on the AES with a very restrictive 
fault model: they suppose it is possible to set to zero one chosen bit. With such an attack, 
doubling the last 4 rounds is pointless, but in any case their fault model is too restrictive to 
be put into practice. Indeed, a lot of improvements in perturbation techniques would have 
to made for their attack to be effective from a practical point of view. 
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Abstract: We present two architectures for protecting a hardware implementation of 

AES against side-channel attacks known as Differential Fault Analysis 
attacks. The first architecture, which is efficient for faults of higher 
multiplicity, partitions the design into linear (XOR gates only) and nonlinear 
blocks and uses different protection schemes for these blocks. We protect the 
linear blocks with linear codes and the nonlinear with a complimentary 
nonlinear operation resulting in robust protection. The second architecture 
uses systematic nonlinear (cubic) robust error detecting codes and provides 
for high fault detection for faults of low and high multiplicities but has higher 
hardware overhead. 

Key words: Advanced Encryption Standard; Differential Fault Analysis 



1. INTRODUCTION 

Cryptographic algorithms are designed so that by observing only the 
inputs and outputs of the algorithm it is computationally infeasible to break 
the cipher, or equivalently determine the seeret key used in encryption and 
decryption. Thus, the algorithm itself does not leak enough useful 
information during its operation to compromise its security. However, when 
a physical implementation of the algorithm is eonsidered, additional 
information like power consumption, behavior as a result of internal faults, 
and timing of the circuit implementing the algorithm can provide enough 
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information to compromise the security of the system. Attacks based on the 
use of this implementation specific information are known as Side Channel 
Attacks (SCA) [1,2], 

In this paper we focus on the SCA’s known as Differential Fault Analysis 
(DFA) attacks against the Advanced Encryption Standard (AES) [3]. DFA 
attacks are based on deriving information about the secret key by examining 
the differences between ciphers resulting from correct operations and faulty 
operations. DFA attacks have been applied to AES in [4-8]. Several 
methods for protection of AES have been developed. However, the current 
methods do not provide an adequate solution since they either require 
duplication in time or space [9], or they are not effective for all fault attacks 
[ 10 , 11 ]. 

We propose two methods for the protection of one round of AES. The 
first is a hybrid method which partitions AES into linear (XOR only) and 
nonlinear blocks and uses different protection techniques for the two 
different types of circuits. We protect the nonlinear blocks by performing 
nonlinear complimentary operation with respect to the function of the 
original block. The linear block is protected with linear codes. Using this 
hybrid partitioning method allowed us save on redundant hardware. 

The second method uses systematic nonlinear robust codes. For the 
robust codes used in the design the probability of error detection depends not 
only on the error pattern (as in the case for linear codes) but also on the data 
itself. If all the data vectors and error patterns are equiprobable, then the 
probability of injecting an undetectable error if the device is protected by our 
robust codes is 2 versus 2~^ if the device is protected by any linear code 
with the same r (r is a number of redundant bits which are added for data 
protection). 

The error detection procedures of both designs can be used to detect a 
DFA attack and disable the card preventing further analysis. 



2. DFA ATTACK FAULT MODELS 

We refer to a fault as a physical malfunction of a part of a circuit. An 
error is a manifestation of fault at the output of the device. An error is the 
difference (componentwise XOR) of the correct and distorted outputs of the 
device. 

In this paper, we consider protection against a probabilistic attack. This 
attack does not necessitate chip depackaging nor expensive probing 
equipment and is therefore one of the more accessible attacks. In this model 
the attacker subjects the device to abnormal conditions which will generate 
faults in the circuit (radiation, high temperature, etc). We consider that 
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under these conditions the locations of faults is uniformly distributed 
throughout the circuit and that the probability that a fault will occur in any 
wire is characterized by the wire distortion rate p which is a characteristic of 
the attack performed. Thus the number of actual faults injected into a circuit 
is dependent on the size N of the circuit and the expected number of faults 
(multiplicity of faults) is pN where N is the number of gates in the circuit. 

We present two architectures for the protection of a round of AES from 
probabilistic attacks. The first method, based on partitioning, is an efficient 
and effective method under an assumption that probabilistic attacks have a 
high wire distortion rate and therefore result in the injection of many faults at 
a time. For the cases where no assumptions can be made about the wire 
distortion rates, we propose an architecture based on robust codes which is 
effective for all fault multiplicities, but has a higher hardware overhead than 
the first. 



3. PROTECTION OF ONE ROUND OF AES BY 

HYBRID PARTITIONING 



SBox 
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Fig. I. Transformations involved in one typical round of encryption of AES 



Encryption in AES-128 (AES with a 128-bit key) involves performing 10 
rounds of transformations on a block of 128 bits with the last tenth round 
having one less transformation and with the first round being preceded by a 
round key addition. (The complete AES specification can be found in [3]) In 
each of the nine typical rounds there are four transformations: SBox, Shift 
Rows, Mix Columns, and Add Round Key. The last round differs from the 
rest in that it does not contain the Mix Columns transformation. The SBox 
transformation actually involves two operations: inversion in GF(2*) 

followed by an affine transform which involves a matrix multiplication M 
over GF{2), followed by addition of a constant vector T . With the 
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exception of inversion, all other transformations and operations are linear 
(Fig. 1). That is, they can all be implemented using XOR gates only. 

When considering only one round, the 128-bit data path can be divided 
into four identical independent 32-bit sections. Furthermore, in each of the 
four partitions the nonlinear inversion is performed on 8-bit data block. 
Thus, the nonlinear section is composed of 16 disjoint blocks and the linear 
portion composed of four identical disjoint blocks (Fig. 2). 

Based on this partitioning, we designed redundant protection hardware for 
each of the two types of blocks in the design. The details of each block’s 
method of protection are discussed in the next section. 
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Fig 2. The nonlinear portion of one round can be separated into 16 identical independent 
blocks. The linear portion can be separated into 4 identical independent blocks. 



3.1 



Protection of Nonlinear Blocks 



The nonlinear block performs inversion inGF(2*). Since zero does not 
have an inverse it is defined that the result of the inverse operation on zero is 
zero. 

Our proposed fault detection circuitry for inverters is based on 
multiplication in GF{2^) of input and output vectors to verify the condition 

^^^.,^|oooooooi = /,,f/3ri401 

I 00000000,t/X = 0 J' 

Instead of computing the whole eight bit product, we compute only the 
least r=2 bits of the product. 



Inverse 



01 ? 



Fig 3. Architecture for protection of nonlinear block. The redundant portion performs partial 

multiplication in GF(2“) 
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3.2 Analysis of Error Detecting Probabilities for 
Nonlinear Blocks 



The number of bits, r, (r<9) in the signature (the number of bits resulting 
from partial multiplication), directly translates into the error detection 
capability of the protection scheme. 

The probability that an error in the inverter will be missed is equal to the 
probability that two uniformly distributed random 8-bit vectors multiplied 
together will produce the expected r- bit constant . 

This protection scheme also has the advantage of being robust with 
respect to the (8 -t r )-bit output of the protected inverter (The probability of 
missing an error in the inverter depends not just only on the error itself but 
also on the input X). An error e = (ege^)oi (8 -i- r)-bits, where 6g is an 
error at the output of the inverter and Cg is an error at the output of the 
redundant portion, is missed iff 
[X-'®eg]*[X] = I,.®eg 

where e GF{2'),eg 6 GF(2‘) and © is bitwise XOR, or iff 

X*eg=6g where X*6g denotes r least significant bits of the product 
between X and in GF{2^) . 

Thus, with the exception of an input X of all zeros, all error patterns e 
are detectable with probability of 1 - 2 "' for any given input X. Also, since 
error detection is dependant on the data X, the probability that an error will 
be missed after m random inputs is 2''" . 

In one round of encryption of AES there are 7’=16 disjoint inverters, each 
with its own independent error detection. While for a single inverter the 
probability of missing an error is constant for all fault multiplicities that is 
not the case when multiple inverters are considered together. The 
probability that a fault will not be detected if it affects t inverters is q' where 
q is the probability of missing a fault in one inverter. 

Assuming that the distribution of faults is uniform, the probability that a 
fault of multiplicity I will affect t out of T inverters can be determined as: 



= where 



NritJ) 







Thus, for AES and its 7= 16 inverters the probability of missing a fault of 
multiplicity I in the whole nonlinear portion of encryption of one round is 



nun(7*,/) 

QAD= I q'iPfiU)) 
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The detection probabilities for the sixteen inverters of AES with two bit 
signatures (r=2) were simulated using C++. A two input gate level C++ 
model of the circuit was built with the ability to induce faults at the output of 
each gate. The model was simulated for different multiplicities of faults. 
Two types of simulations were performed. The first considered each of the 
inverters to have an independent error signal. That is, it was assumed that 
the circuitry which checked the 32 bits of the total error signature for 16 
invertors was fault free. Another simulation was performed with each of the 
error outputs of the nonlinear block being combined together to produce only 
two error signals for the whole nonlinear portion. In this simulation, the 
error signals which were expected to have a value of one (the least 
significant bit) were ANDed together while the other bit, which was 
expected to be zero, was ORed together. In this simulation this circuitry was 
not assumed to be fault free. In both of the simulation types, a XOR type of 
fault was induced (the output of the faulty gate was flipped from its correct 
value). 

As Fig.4a shows, the computed and the experimental miss rates for the 
case of independent errors in the inverters are quite similar but are not 
exactly equal. Their difference can be accounted to the approximation in the 
calculated value of q, the miss rate for one inverter. In the calculation it was 
assumed to be constant for all multiplicities 1. This approximation was not 
completely correct. As Fig.4b shows there are variations in this probability 
for small fault multiplicities, but a constant value of 2 ’*^ = 0.25 was used in 
the calculations. 




(a) (b) 

Fig 4. a. Theoretical and experimental miss rates for 16 inverters with independent error 
signals (dotted line) and with combined signals (dashed line) for r=2 bits in inverter’s 
signatures for 1 input text. b. Experimental miss rate for one nonlinear block as a function of 

multiplicity of faults. 
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The simulation results in which the error outputs were combined together 
are significantly worse (dashed line). For fault multiplicities of ten and 
higher the miss rate reached a constant of about 0.1 % for one input text. 

3.3 Protection of Linear Blocks 

Each on of the four linear blocks has 64 bits of input (32 bits from the 
nonlinear portion and 32 bit of round key) and a 32 bits of output. Due to its 
large number of inputs and outputs and a relatively small gate count, a linear 
code proved to be the most cost efficient in terms of its hardware overhead 
to error detection ratio. The linear block performs three transformations: 
affine transform, mix columns, and add RoundKey. 

The outputs Y can be written in terms of the inputs B in the following 

way: 

71 = 02 • (M(B1) © r) © 03 • (M(52) © r) © 

M(fi3) © r © M(fl4) ®r®RK\, 

Y1 = M{B\) © T © 02 • © r) © 

03 • (M(fi3) © r) © A/(54) © r © RK2 , 

73 = M{B\) © r © A/(52) © r © 

02 • (M(53) © r) © 03 • ( A/(54) © r) © RK2> , 

74 = 03 • (Af (51) © r) © M(B2) © r © 

A/(fl3) © r © 02 • (M(54) © r) © RKA , 

where «is multiplication in GF{2*), Mis the binary (8x8) matrix , 
MfBi) is multiplication over GF(2), r is a constant as defined in AES and 
RKi are round keys[6]. 



B1 B2 B3 B4 




Y1 Y2 Y3 Y4 



Affir>e Transform 



Mix Columns 



Add RoundKey 



Fig 5. Transformations performed in one linear block. 



The design of the linear code for the block was based on the observation 
that an implementation of the sum 71 ©72 ©73 ©74 is much simpler than 
of the original block. Indeed: 
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S = neY2®Y3®Y4 

= M{B\® B2® B3® B4)® RKl^ RK2® RK3® RK4 . 

This function S is computed by the linear predictor and used as an eight- 
bit redundant signature for the original linear block (see Fig.6). Under fault- 
free operation, the output of the linear predictor should be equal to the sum 
of the output of the original linear block. The Error Detecting Network 
(EDN) sums the output (block P in Eig 6) and compares it to the expected 
value. 



B 




32f 



Y Error 

Fig 6. Architecture for protection of linear block. 

3.4 Analysis of Error Detection Probabilities for Linear 
Blocks 

A gate-level model of the linear block was built and simulated in C-H-. 
Like in the simulations for nonlinear blocks, faults were injected randomly 
(with equal probabilities of a fault at outputs of the gate) into the circuit with 
random and uniformly distributed multiplicities in range from 1 to 50. The 
results of these simulations are presented in Fig. 7. 

Similarly to the simulations performed on the nonlinear blocks, 
simulations for fault detection probabilities for one linear block (Fig. 7b) and 
four linear blocks (Fig. 7a) with independent and combined error signals 
were performed. The fault miss rate for one linear block resulted in a miss 
rate of 5 ± 6% for one text input. In the case of 4 linear blocks the design 
where the error signals from each linear block were not fault-free (Fig. 7a, 
dashed line) were significantly worse than when the errors signals were 
independent for each block (Fig. 7a, dotted line) 




Error 
Detecting 
Network (EDN) 
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Fig 7. a. Experimental miss rates for 4 linear blocks with independent error signals (dotted 
line) and with combined signals (dashed line) for one input text. b. Experimental miss rate for 
one linear block as a function of multiplicity of faults. 



3.5 Complete Round of Encryption 

One typical round of encryption was constructed from the protected linear 
and nonlinear blocks. Fig. 8 shows one forth of one round of the encryptor. 
The complete round is composed of four identical blocks arranged in 
parallel. The error signals of the nonlinear portion are chained together to 
output only a 2 bit signature for all of the 16 inverters. Likewise, the error 
signal from the four linear blocks is chained together to produce 1 error 
signal for the whole linear portion of the round. Thus there are 3 error 
outputs for the whole round. Under fault free operation the nonlinear error 
outputs should have a value of 01 (excluding an input of all zeros in the 
input) and the linear error output should have a value of 0. 



Input (32 bite) 




Fig 8. One fourth of a typical round of encryption. 
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The complete protected round has a total hardware overhead (in terms of 
2-input gates) of 35%. Table 1 summarizes the overheads for each type of 
block. 

A C-H- model of one complete protected round of encryption was built. 
For random and uniformly distributed texts and round keys, faults of 
different multiplicities were injected into the circuit. The results for stuck- 
at-one, stuck-at-zero and XOR fault simulation are presented in Fig. 9. 



Table I. Sizes of Components of One Complete Round of Encryption in Terms Two-Input 
Gates 





Gate Count for 


Gate Count for the 




Component 


Original AES 


Redundant Portions 


Overhead 


Linear Portion 
(4 blocks) 
Nonlinear Portion 
(16 blocks) 


896 


460 


51.3% 


2800 


800 


28.5% 


Error Chaining 


0 


33 


- 


Total 


3696 


1293 


35% 



When fault detection is considered for one input text, as in Fig. 9, the 
experimental miss rate for stuck-at-one (sal) and stuck-at-zero (saO) faults 
was higher than that for XOR faults. For the unidirectional faults (only sa 1 
or only saO), not every injected fault will manifest itself in the circuit. On 
average, only about 50% of the injected unidirectional faults will manifest 
themselves at an output of a gate. For XOR faults, since the fault involved 
flipping a value, 100% of the faults are manifested. Thus, the miss rate 
curves of the unidirectional faults presented in Fig. 9 should be shifted to 
more precisely reflect the fault multiplicity. 




Fig 9. Fault Miss Rates for one complete round of encryption for one input text. 



As mentioned in Section 3.2, the design of the nonlinear block resulted in 
robust protection with respect to its output. Since the nonlinear blocks 
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account for a large portion of the total hardware, it was expected that the 
whole round will exhibit partial robust behavior. That is, as long as fault 
affects the nonlinear blocks, it is expected that the detection of that fault is 
dependent on the input text. Thus, fault miss rate should decrease when 
multiple random text inputs are considered for the same fault. Simulation 
results for multiple text inputs for unidirectional and XOR faults are 
presented in Fig. 10. 

The simulation results in Fig. 10 show considerable improvement for 
unidirectional faults when multiple text inputs are considered. XOR faults 
showed limited improvement. The manifestation of stuck-at-faults is 
different depending on the data, resulting in a different error distribution for 
each input. That is not the case for XOR faults. XOR fault error 
manifestation is much less dependant on the data. 



RAA FmiIs Mimw 4 fnr UiiHkte Tsil Inoulft 




o' 5 10 is 20' 25 30 

Fault multiplicity 



(c) 

Fig 10. Simulated miss rates for one round of encryptor for multiple texts with a. XOR faults 
b. Stuck-at-zero faults c. Stuck-at-one faults 

The simulation results show that the miss rate improves as fault 
multiplicity increases. With 4 random text inputs the miss rate drops to 
0.0001% for stuck at one faults with a fault multiplicity of 14 (see Fig. 10c). 
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The detection for small fault multiplicities is considerably worse since they 
will affect a small number of blocks. When only one block is affected the 
detection is only as good the detection in one block. 

The design and simulations were only performed for one block of 
encryption. 



4. PROTECTION OF AES BY NONLINEAR 
SYSTEMATIC ROBUST CODES 



4.1 General Robust Architecture 

Robust codes [12] can be used to extend the error coverage of linear 
prediction schemes for AES. Only two extra cubic networks computing 
y'(x) = A:’in GF(2“) are needed, one in the extended device, and one in the 
Error Detection Network. The architecture of one round AES encryption 
with robust protection is presented in Fig. 1 1 . 



Text Input RoundKey 




Fig 11. General architecture which uses systematic nonlinear robust protection. 

In the architecture in Fig. 11 a single linear predictor (block PI) is required 
for the encryptor. (Note that in this context a linear predictor is such that it 
generates a signature, which is a linear combination of the outputs of the 
round. It does not mean that the predictor contains only linear elements.) 
The r-bit signature of the linear predictor, is cubed in GF(2' ) to produce an 
r-bit output signature (block ^3 in Fig. 11), which is nonlinear with respect 
to the output of the round. 
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For the robust architecture we have designed a linear predictor which can 
be used to generate a r=32-bit signature. The predictor PI is designed in a 
similar fashion to the linear predictor for the linear block presented in the 
previous section. For four bytes of the output, the predictor predicts one 
byte, L'ij) {j - 0,1,2, 3). For encryption this simplifies to eliminating the 
mix columns transformation in the predictor PI. 

The output of the linear predictor, L'{j), is a 4-byte word which is 
linearly related to the output of one round of AES. The function of L'(j) 
with respect to Out(i,j) can be written as: 

where ye {0,1, 2, 3}. 

Thus, the following expressions are valid for AES: 

L '(0) = 01* Sub(ln(0, 0)) ® 03 • Sub(In(l, 0)) ® Sub{In(2, 0)) ® Sub(In(3, 0)) ® 
Sub(ln(0, 0)) ® 02 • Sub(In(l, 0)) ® 03 • Sub(ln(2, 0)) ® Sub{In{3, 0)) ® 
Sub{In(fi, 0)) ® Sub{In{\, 0)) ® 02 • Sub{In{2, 0)) ® 03 • Sub(In(3, 0)) ® 

03 • SubilniO, 0)) ® 5m6(/«(1, 0)) ® Sub{In(2, 0)) ® 02 • SubUn(3, 0)) 
®RK(0,0)QRK(l,0)9 RK{2, 0) ® RK(3, 0) 

= Sub(In(q, 0)) ® Sub(In{l, 0)) © Sub(In(2, 0)) ® Sub(In{3, 0)) 

®RK{0, 0) ® RK([, 0) ® RK{2, 0) ® RK(3, 0) , 

where • is multiplication in GF(2*) , In{i,j) is a text input byte to the round, 
RK(i,j) is one byte round key, and Sub(In{i,j)) is the SubBytes 
transformation on the byte ln{i,j) as defined in the AES standard [6]. 

Since 

We have L'(0): 

L '(0) = A/(/n(0, 0)-' ® /«(!, 1)'' ® /«(2, 2)'' ® ln{3, 3)'' ) 

®RK(Q, 0) ® ^(1, 0) ® RK(2, 0) ® RK{3, 0) . 

Extending the procedure to the rest of the bytes of encryption yields: 

£'(1) = M(/n(0,l)-' ® /«(l,2r' ®/«(2,3)-' ®/«(3,0)-') 

®RK{Q, 1) ® RK(\, 1) ® RK{2, 1) ® RK{3, 1) , 

L\2) = A/(/«(0,2)-' ® y«(l,3r‘ ® /n(2,0)-' ® 7n(3,l)-') 

®RK{Q, 2) ®RK{\,2)®RK{2,2)® RK{3, 2) , 

Z,'(3) = M(ln(0,3y'®In{l,0y' ®/«(2,l)-‘ ®/«(3,2)-') 

®RK(Q, 3) ® RK(l, 3) ® RK(2, 3) ® RK(3, 3) . 
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In the Error Detecting Network (EDN) the block P2 compresses the 128 
bits into r=32 by bitwise XOR to match the output of the predictor PI. The 
output of the block P2 is also cubed in GF(2' ) ■ It is this cubed compressed 
output which is compared to the cubed output of the predictor PI. Under 
correct operation these two outputs should be equal. It was shown in [12] 
that the introduction of the nonlinear cubic operation resulted in the 
reduction of the fraction of undetectable errors at the extended output from 
2”*^ to 2"^' without increasing the redundancy r of the original linear code. 

4.2 Analysis for Error Detecting Probabilities for 
Robust Architecture 

A gate-level model of this design was simulated using C-H-. Two types of 
simulations were performed. In the first faults were injected into all parts of 
the circuits. The other assumed that the error detecting network (block P2, 
the second cubic network and the comparator) were fault-free. The results of 
these gate level simulations are presented in Pig. 12. 

To explain the results of simulations of Pig. 12 we note that the EDN in 
simulated architecture was unprotected. As a result, it had a significant 
impact on the overall fault detection for the proposed design. As Pig. 12 
shows, when faults were included in the EDN (dashed and dotted lines for 
stuck-at-zero and stuck-at-one respectively), the fault detection probabilities 
remained almost constant for higher fault multiplicities. In contrast, when 
the EDN was considered to be fault free, the fault miss rate quickly dropped 
as fault multiplicity decreased. The EDN accounts for about 25% of the 
complete protected round. 

The detection performance differed substantially for this approach than 
that of the first. In this design, even for low fault multiplicities the miss rate 
remained at a low 0.1%. This improvement came at a price. When a single 
round of encryption is protected using this approach the overhead of the 
protection exceeds 150% in terms of the gate count. This high overhead is a 
result of the high cost of the cubic networks. The overhead can be decreased 
when the complete AES is protected using this method, including decryption 
and key expansion. Protecting a larger design offsets the large cost of the 
cubic networks. 
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Figl2. Simulation results for one round of encryption with robust protection for one input 

text. 



We note also that this architecture provides for robust detection of XOR 
faults such that the corresponding errors do not depend on input texts (these 
may be faults in the linear parts or in the output register of the round). For 
these faults the probability of missing a fault for one input text is 
2”'^^' = 2'^' and probability of missing a fault for all texts is 2"^*^ = 2 ^* . 

5. CONCLUSIONS 

We presented two methods for protecting the Advanced Encryption 
Standard against Differential Fault Attacks. The two methods had different 
overheads and different fault detection probabilities characteristics. We 
presented also gate-level simulation results for one round of encryption for 
both architectures. 

The first method, which is useful for attacks with high wire distortion rate 
and based on a hybrid partitioning, had a low hardware overhead of 35%. 
This method was able to achieve a fault miss rate of 0.01% for one stuck-at- 
fault with multiplicity of 30 for one text input. For faults of small 
multiplicity the method’s detection rate was substantially worse. 

The second method, which is efficient for all wire distortion rates and is 
based on systematic robust codes, had a high hardware overhead of 150%. 
However, this method had a much lower miss rate for faults of small 
multiplicities. Even for faults of multiplicity of one, the miss rate was only 
about 0.1%. This method is also very efficient for XOR faults resulting in 
errors which do not depend on input texts. 
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Implementation of a Standard Network Stack in a Smart Card 
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Abstract: This paper covers the philosophy and techniques used for implementation of a 

standard networking stack, including the hardware interface, PPP, TCP, IP, 
SSL/TLS, HTTP, and applications within the resource constraints of a smart 
card. This implementation enables a smart card to establish secure TCP/IP 
connections using SSL/TLS protocols to any client or server on the Internet, 
using only standard networking protocols, and requiring no host middleware to 
be installed. A standard (unmodified) client or server anywhere on the 
network can securely communicate directly with this card; as far as the remote 
computer can tell, the smart card is just another computer on the Internet. No 
smart card specific software is required on the host or any remote computer. 

Key words: Internet; smartcard; network; SSL; TLS; TCP/IP; PPP;resourceconstraints. 



1. INTRODUCTION 

Smart cards have been in use for more than two decades now, but they 
have yet to achieve wide acceptance in mainstream computing. Smart card 
advantages such as security, portability, wallet compatible form factor, and 
tamper resistance make smart cards potentially useful for a wide variety of 
applications. However, these applications are hindered because of the 
mismatch between smart card communication standards and the 
communication standards for mainstream computing and networking. 

For years, efforts have been underway to connect smart cards to the 
Internet. Early pioneers include the University of Michigan Webcard [1], 
Bull iSimplify [2], Guthery’s GSM Web server [3], and the Gemplus 
prototype [4]. This paper expands on the years of work in this area, detailing 
some of the drawbacks of the approaches to date, and how many of these 
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drawbacks can be overcome by using a standard network stack. Finally, 
techniques are presented for implementing a standard network stack within 
the resource constraints of a smart card. 



2. MOTIVATION 

The current network smart cards have some key areas of weakness. By 
analyzing these weaknesses, we can better understand how to achieve our 
vision of widespread acceptance of smart cards into the network computing 
mainstream. 



2.1 Security 

Security is the most important aspect of most smart card applications. 
Much effort has gone into improving overall smart card tamper resistance 
and defenses against specific attacks. APDU communication can be 
protected by encryption. Challenge/response can verify trusted terminals. 

Networking adds an extra security challenge [5]. There are currently two 
primary techniques for establishing network security with smart cards. 



One technique is to write remote applications that encrypt data within the 
remote application as shown in Figure 1. The remote applications do not 
depend upon the network layer for security, but use an encryption scheme 
that is shared with the card applications. The drawback of this approach is 
that smart cards can only interact securely with remote applications that have 
been written or modified with smart cards in mind. 



Smart card aware 
application encrypts 
data for card 



No security 
layer 



Protocol Application decrypts 

conversion proprietary protocol 




[C 



Remote PC 



TCP / IP 



Host PC 
or device 



Smart card 



Figure 1. End-to-end security using card specific security protocols. 



A second technique avoids this drawback, and allows the smart card to 
interact with applications that are not smart card aware. With this technique, 
the host computer establishes a secure network connection with the remote 
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application using standard SSL or TLS protocols, as illustrated in Figure 2. 
When the remote application sends data, the network layer automatically 
encrypts it before it is transmitted. The host then decrypts the data, packages 
it in APDUs, and can encrypt the APDUs before sending to the card if 
desired. The problem with this approach is that when the data in the host is 
decrypted, it is vulnerable to interception within the host computer. Since 
host computers are typically much more vulnerable to attack than smart 
cards, this becomes the weak link in the security chain. 



Standard 

application 



SSL / TLS 
security layer 



Bridge between 
SSL and smart 
card security 
standards 



Decryption using 
smart card 
security standards 
(i.e. Global Platform) 




Remote PC TCP/IP Host PC Smart card 

or device 



Figure 2. Bridging standard security layers in the host. 



To avoid the problems associated with these two techniques, a first key 
requirement for a secure network card is to implement the TCP/IP network 
stack and SSL/TLS security layer inside the card, as shown in Figure 3. This 
allows the card to establish end-to-end security with a remote application 
that is not smart card aware, so that the communications are protected from 
all computers along the communications path, including the host computer. 
The security of the host is no longer an issue, allowing even an untrusted 
kiosk computer to be potentially used safely as a host. 



Standard SSL/TLS TCP/IP SSL/TLS 

application security layer Routing security layer 




Remote PC TCP / IP Host PC Smart card 

or device 



Figure 3. End-to-end security using SSL/TLS security within smart card. 
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2.2 Middleware 

Thus far, all cards have required some middleware [5,6] to be installed on 
the host computer to facilitate the connection of the cards to the Internet. 
Typically, the middleware resides on the host computer, acting as a proxy 
for the card for establishing network communication, handling the network 
protocols, and repackaging the data to send APDUs to the smart card and 
receive the card responses. Sometimes the middleware handles the security 
layer as well, though this can lead to drawbacks as shown earlier. In 
addition, remote applications for accessing a smart card were sometimes 
built using a proxy/stub approach, requiring middleware on the remote 
computer as well. 

Requiring middleware has several negative consequences. Middleware 
must be developed and tested for any platform to enable the use of the card. 
Middleware for various platforms such as Windows 98, Windows 2000, 
Windows NT, Windows XP, MacOS X, and Linux is expensive to develop 
and test, and even more expensive to maintain. Often platforms are 
excluded because of the high cost of middleware. Users dislike middleware; 
this is often one of the greatest barriers to user acceptance of a product. 
Users are now accustomed to plug-and-play operation, and reject products 
that do not use standard drivers built into the operating system. 

Therefore, a second key requirement for a secure network smart card is to 
use standard interfaces and drivers that are built into most operating systems, 
so that no middleware is required. This allows a network smart card to 
freely move between computers, without having to install middleware every 
time a new host computer is used. This potentially enables host computers 
such as kiosks or corporate computers, where users may be forbidden to 
install middleware. 

3. ARCHITECTURE 

An architecture was selected based on our two key requirements: 
implement the TCP/IP network stack and SSL/TLS security layer inside the 
card; and use standard interfaces and drivers that are built into most 
operating systems, so that no middleware is required. This architecture is 
shown in Figure 4. 
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Figure 4. Secure network card architecture. 



The secure network card contains a USB or ISO 7816 physical layer, a 
complete network stack consisting of PPP, TCP/IP, and SSL/TLS, and 
various network applications. If a USB interface is used, then a USB 
connector is used to connect to the host computer. If an ISO 7816 interface 
is used, a specialized smart card reader is used to convert this to full duplex 
serial or USB, and is connected to a serial or USB interface on the host 
computer. 

The host computer can be any platform that is configured to permit 
network access from a serial or USB port. This includes most workstation, 
desktop, and laptop platforms including Windows, MacOS X, Linux, and 
Unix platforms, as well as some mobile palmtop and handset devices. In the 
case of Windows platforms, configuration is a simple task requiring less than 
10 seconds using the New Connection Wizard (a standard utility that comes 
with all Windows operating systems) to specify a direct connection to 
another computer. The host is unaware that the computer being connected is 
a smart card; it treats the smart card as any other computer requesting a 
connection. Middleware or other smart card specific software is not required 
for any platform. 

The host computer functions simply as a router to connect the smart card 
to the network, where it may be accessed by various remote computers. 
These remote computers are also unmodified, with no middleware or added 
software. A remote client or server anywhere on the network can securely 
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communicate directly with this card using standard network applications; as 
far as the remote computer can tell, the smart card is just another standard 
computer on the Internet. No smart card specific applications are required. 



4. HOST OPTIONS 

The main issue with the host was how to get from a physical layer 
compatible with a smart card to the TCP/IP layer. Once the TCP/IP layer 
was reached, standard network services were available. 

The host could potentially use any physical interface. In practice, a 
physical interface using standard serial or USB protocols was needed, since 
these are the interfaces currently available on smart cards and readers. 

There are several possible ways to get from serial or USB physical 
interfaces to the networking stack, while adhering to the requirement of no 
middleware or smart card specific software. Here are some options that 
were considered: 

1. Serial — > PPP (Point-to-point protocol) — ► RAS (Remote Access Server) 

2. USB (Universal serial Bus) — > encapsulated Serial — + PPP — > RAS 

3. USB — > RNDIS (Remote Network Device Interface Specification) 

4. USB — > Ethernet over USB —* Ethernet drivers 

Option 1 is standard for dial-up networking. Option 2 is the same as 
option 1, except that it uses an encapsulation protocol to create a virtual 
serial port. There are many drivers that support serial-over-USB 
encapsulation'. Option 3 using RNDIS suffers from two major drawbacks: 
there are no standard non-Windows implementations, and it has a heavy 
device footprint. Option 4 would likely be ideal, but at this time, the 
standard is still under development by the USB communications working 
group. 

Options 1 and 2 were used. This required no software for the host 
computer. The computer need only be set up to accept an incoming 
connection over the appropriate serial port, a very simple task for Windows, 
Macintosh, Linux, and most other computing platforms. 



1 



The FTDI driver (www.ftdichip.com), which is built into Windows, is one of many drivers 
that support serial encapsulation over USB. 
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5. PROTOCOL STACK: PPP, TCP/IP 

The secure network card implements a TCP/IP protocol [7,8,9,10] stack 
in order to be a standalone Internet node. Depending on the I/O 
characteristics of the physical connection with the host device, the card may 
have various link layer protocols. 

As listed in section 4, Option 1, one approach to connect the card to the 
Internet is to connect a smart card reader to the serial port of a PC with 
Internet connectivity. All Windows platforms define a direct serial cable 
connection as one of the modem types. RAS, which is a standard part of 
Windows platforms, provides services that enable a dial-up device, in this 
case the smart card, to connect to the Internet. RAS uses PPP [11,12] to 
communicate with the dial-in device that acts as a client and initiates the PPP 
negotiation. RAS can acquire an IP address on behalf of this client via 
DHCP. After the PPP connection is established with the client, RAS merely 
acts as a router between the Internet and the client. With this approach, the 
smart card has its own IP address, and can act as an autonomous node on the 
Internet. 

With a standard full-duplex serial I/O, a device can connect to the serial 
port (COM port) of a PC and establish connection with RAS to gain Internet 
access without loading any additional software on the PC. Since RAS 
speaks PPP, for a smart card to connect to PC via serial connection, the card 
needs to implement PPP in addition to TCP/IP. However, smart card 
communication standards (ISO 7816, or ISO 14443) specify half-duplex I/O, 
while PPP presumes a full duplex channel. (Current USB smart cards are 
also based on ISO 7816 APDUs and use a half-duplex logical protocol.) 

To bridge the current gap between available half-duplex smart cards, and 
the required full-duplex behavior for supporting PPP, a token passing 
protocol was devised. This APDU-based protocol allows peer-to-peer I/O in 
a logical full-duplex mode, where either the card or host can initiate PO. 

A smart card reader was developed which implemented this token 
passing protocol with both serial and USB host interfaces. Thus, the 
encapsulated PPP serial data was recovered from the APDUs and presented 
to the host over a standard serial interface (option 1) or encapsulated over a 
USB interface (option 2). Ideally, the USB interface should be built into the 
card, so that neither the reader nor PPP nor APDUs are required (option 4). 
Once the Ethernet over USB standard is established, this would become the 
preferred standard to implement in a USB smart card. 
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6. PROTOCOL STACK OPTIMIZATIONS 

Smart cards have limited RAM and non-volatile memory compared to 
most computers running network stacks. Current cards may have up to 8K 
bytes of RAM, and up to 512K bytes of non-volatile memory. To fit the 
standard protocol stack of PPP and TCP/IP in the limited resources of a 
smart card, the following optimizations were done. These optimizations 
affect both the design and implementation of these protocols in a secure 
network card. 

6.1 Protocol Feature Subset 

To conserve memory resources, only those features of PPP and TCP/IP 
were implemented that are essential for making a smart card an independent 
node on the Internet. These features are listed below: 

• The PPP layer supports dynamic IP addressing and AHDLC processing. 
It has LCP and IPCP finite state machines for link/network layer 
negotiation. However, it does not support all PPP options. 

• The IP layer processes basic IP datagrams, but currently does not support 
fragmentation. 

• The TCP layer provides reliable transmission for multiple connections. It 
supports PUSH and delayed ACK for interactive data flow, timeout, 
round trip time (RTT) measurement, and retransmission time out (RTO) 
computation using Jacobsen’s algorithm. 

6.2 Buffer Management 

Prudent buffer management is an integral part of the design and 
implementation of standard protocol stacks like PPP and TCP/IP. Since I/O 
buffers pose heavy RAM requirements, it is even more critical to have an 
optimized design for resource-constrained devices like smart cards. Some of 
the key techniques used in the secure network card to optimize use of the 
limited RAM resources are listed below: 

Chained Buffer: To allow flexibility in use of small as well as large 
data, a chained-buffer mechanism is used to store and process data. Similar 
mechanisms have been used in various BSD-style TCP/IP implementations 
and some embedded developments [13,14,15]. The details of chained buffer 
data structures vary from one approach to another, but the basic mechanisms 
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are similar. The design used in the secure network card is based on the 
Packet Buffers (pbufs) defined in IwIP [14]. Figure 5 shows the chaining of 
pbufs. 




Figures. Apbuf chain with two pbufs. 

The advantage of a chained buffer approach over fixed length buffer is 
conservation of memory. With a fixed buffer, memory is wasted by upfront 
allocation of the largest possible buffer. Most of this allocated memory lies 
unused during normal processing. With a chained buffer, a new buffer is 
allocated from a pool on an as-needed basis and then “chained” to existing 
buffer(s) to give a logically contiguous data array. 

In a secure network card, all upper layer protocol modules, including 
PPP, IP, and TCP, share the pbuf chain allocated by the AHDLC module for 
input processing. During PPP negotiation, the PPP module uses pbufs for 
input and output. A pbuf is dynamically allocated from a pool of buffers; it 
is released after the input packet is processed or the output packet is sent. 

AHDLC Processing: To optimize AHDLC processing, a technique of 
in-place handling of incoming frames is used. Escape characters in each 
frame are handled without allocating a separate buffer. Similarly, data can 
flow from the smart card hardware interface directly into application buffers 
without any additional copy. Figure 6 shows a typical processing of an input 
AHDLC frame containing a PPP LCP configuration request with no options. 

Initial Input buffer 

7E EF 7D 23 CO 21 7D 21 7D 21 7D 20 70 24 01 B5 7E 



Input buffer after in-place AHDLC processing 
EF 03 CO 21 01 01 00 04 01 B5 



Figure 6. Typical in-place processing of an AHDLC frame data. 
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Socket Interface: A traditional BSD socket interface has copy 
semantics. This is because the application and the system usually reside in 
different protection domains. Since data must be copied during a call across 
such domains, a socket APIs effectively doubles the memory requirement 
per packet. Several options have been proposed for zero-copy I/O 
mechanism [16,17,18,19]. We follow a similar approach where the data 
buffer, instead of the data itself, is transferred between the communication 
layer and the application layer. This design has the advantage of reduced 
memory usage and increased I/O performance. 



7. SSL/TLS LAYER 

Secure Sockets Layer (SSL) and its successor Transport Layer Security 
(TLS) are the de facto standards for securing Internet web communication. 
Implementing SSL in a smart card can improve the card to support end-to- 
end network security with any unmodified client on the Internet. However, 
current smart cards do not support SSL implementations. This is partly due 
to the absence of an underlying reliable bi-directional transport layer, and 
partly due to the heavy memory demands imposed by the SSL protocol stack 
and the cryptographic computations that are required by the protocol. 
Description of the SSL/TLS protocol stack is outside the scope of this paper. 
SSL/TLS are open specifications and can be found in various books and 
RFCs [20,21,22,23]. 

The secure network card overcomes these challenges by various 
optimization techniques that reduce the RAM utilization of the SSL layer to 
less than 1.5 Kbytes. These design optimizations can be broadly divided 
into four categories. 

7.1 SSL Feature Subset 

Due to the limited resources of smart cards, the first challenge was to 
select a minimal feature subset from the SSL/TLS protocol specification 
without compromising either the specification or compatibility with existing 
standard clients, the mainstream web browsers. Three browsers were 
considered for gauging this compatibility: IE 6.0, Netscape 7.0, and Mozilla 
1.5. A close examination of the SSL/TLS protocol and the selected browsers 
[24] led to the following decisions regarding feature subset: 

• There was little value in mixing multiple protocol versions - SSL 2.0, 
SSL 3.0, and TLS 1.0 - in the same implementation. Instead two separate 
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implementations were completed: one using TLS 1.0 that can be used for 
all future work, and one using SSL 2.0 that can be used for extremely low 
end devices without cryptographic accelerators. 

• Instead of supporting multiple cipher suites, the design focused on a 
single one, TLS_RSA_WITH_DES_CBC_SHA that was available on all 
mainstream browsers. It uses RSA for authentication and key exchange, 
DBS for encryption, and SHA-1 for digest. This design allowed a fast 
streamlined implementation of a single cipher suite on the smart card 
while still providing hooks to add additional cipher suites the in future. 

7.2 Stack vs. Heap 

To better manage the limited RAM resources, stack size and depth were 
kept to a minimum. Instead, all memory required for maintaining TLS 
context state and for performing cryptographic operations was allocated on 
the heap. This was done by a customized heap management subsystem so 
that buffers could be dynamically allocated and de-allocated as needed. The 
TLS implementation requested buffers from this heap and then freed them 
once the task was complete. The same RAM space could then be used for 
other operations. Since the TLS state machine knew exactly when it was 
safe to free a buffer, premature and accidental buffer release was not an 
issue. 

7.3 Buffer Reuse 

As an additional optimization of dynamic heap management, an allocated 
buffer is used in more than one context within the same allocation-release 
cycle. This eliminates the overhead of releasing a buffer and then allocating 
another one from the heap. The TLS implementation in the secure network 
card carefully uses this technique. Some examples are listed below: 

• During the full-handshake phase of TLS negotiation [21], the pre-master 
secret and master secret values are stored in a single common buffer. 
Although both values are critical during the handshake, they are not used 
concurrently. 

• While processing the Client-key-exchange message during the TLS 
handshake, the value of the encrypted pre-master secret is not copied to a 
separate buffer. Instead, it is kept in the same I/O buffer used for 
processing all incoming TLS records. 
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• When performing DBS encryption and decryption, the same buffer is 
used for input as well as output. 

While the buffer reuse technique reduces the RAM footprint in most 
cases, it is not viable in all scenarios. For example, during the TLS 
handshake process a lot more information needs to be kept in memory than 
the allocated RAM pool will allow. In these situations, we follow an 
approach that is unique to smart card development. The unused data is 
swapped to non- volatile memory (NVM), which is much more abundant in 
the smart card. The RAM buffer is reassigned to hold some other data and 
perform a different computation. Once this computation is complete, the 
saved data is reloaded from NVM and the RAM context is restored to its 
original state. One example of this approach occurs when performing RSA 
decryption during TLS handshake. 

7.4 Application Interface 

Following the completion of the TLS handshake, the smart card has 
established a set of session keys that can be used to encrypt and decrypt 
application data. It can now begin to securely exchange data with an 
unmodified client on the Internet. For a resource-constrained device, this 
secure application data exchange presents a unique challenge. This is due to 
the limited size of the receive buffer into which TLS records are written after 
being read from an underlying socket layer. Figure 7 explains this 
application level call to the TLS layer. 

Application Layer 



TLS Layer 



BSD Socket Layer 



{ 



f 

BsRecvO 



' T 

BSD recv() 

{ I 



Limited TLS buffer 
□ 



Encrypted 
TLS record 




Figure 7. Reading a larger TLS record using a small TLS buffer 

In a secure network card, the TLS receive buffer is set to 200 bytes. 
However, browsers can send TLS records of much larger sizes. Bven the 
simplest of HTTP GET requests from a browser can be a single TLS record 
of 500 bytes or more. Since symmetric encryption and MAC are applied 
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over the complete TLS record, the challenge is to use a 200-hyte TLS 
receive buffer to process TLS records of much larger sizes. This processing 
involves decryption as well as verification of the MAC. 

We solve this problem by using two distinct approaches, each with its 
own advantages. 

The first approach is a performance-critical approach. In this approach, 
the TLS record is read in blocks of 200 bytes or less. As each block is read, 
incoming data is decrypted, and the corresponding plain text data is passed 
to the application layer. In addition, the MAC context and initialization 
vector are also updated. When the final block of data in the TLS record is 
read, we perform an additional step of verifying the MAC over the complete 
TLS record. If this MAC fails, an error is flagged. With this approach, the 
application layer gets data as soon as it is read, without having to pay the 
penalty of larger RAM buffers. However, since MAC verification is not 
possible until the entire TLS record has been processed, any errors in secure 
transmission are not flagged until we read the entire record. In several 
applications, this slight delay in receiving a MAC error is acceptable, 
particularly if this behavior is requested to improve performance. 

The second approach is the error-critical approach and is illustrated in 
Figure 8. In this approach, an application can mandate that no application 
level data be passed to it unless the MAC has been verified. To achieve this 
behavior we successively read the TLS record, in chunks of 200 bytes, and 
write it to NVM. Once the complete TLS record is read, we use the NVM 
buffer to decrypt data and then verify the MAC. If the MAC succeeds, the 
requested amount of data is passed to the application. On subsequent read 
calls, the remaining data in NVM is passed directly to the application 
without any need for decryption or MAC verification. 

In this approach, the first application level read call is slow, but 
subsequent calls for data in the same TLS record are much faster. Overall, 
this provides a more secure application interface. 
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Figure 8. Error-critical design of reading TLS Record with limited I/O buffer. 



8. PROTOTYPE AND APPLICATIONS 

This project was originally implemented as a Windows simulation and an 
ARM smart card simulation. SSL/TLS and several applications were 
developed and simulated. For the prototype card, Samsung Jumbo was 
chosen to avoid masking. This had the drawback of having no crypto 
processor; establishing a TLS connection on the prototype took about 15 
seconds. So SSL 2.0 with a shorter key length was implemented, to reduce 
the connection time to less than 1 second. With either TLS or SSL, once the 
connection was established, the performance was acceptable: pages would 
load across the network without significant lag time. 
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Performance varied significantly between the various browsers tested: 
Internet Explorer, Netscape, and Mozilla. Mozilla offered the best overall 
performance. After a production card is completed, detailed performance 
benchmarks will be run and published. 

Applications loaded in the prototype cards included a web server/agent, 
Telnet server, and a mini-shell. Many services were loaded into the card that 
were accessible via HTTP, including a secure stock trading service, a secure 
email/encryption service, a secure e-commerce service, and a secure ticket 
service. Total NVM footprint was 76K Code and 34K Data. This left 412K 
available for other applications and services to be loaded. The RAM 
footprint was carefully optimized to just under the 6K available. These 
applications/services were demonstrated at Cartes 2003 and CT/ST 2004. 

The smart card SSL/TLS library provides a simple application level 
interface that can be used by on-card applications to establish secure end-to- 
end network connections with any remote unmodified clients on the Internet. 
New application frameworks such as .NET, SOAP, and RMI can be easily 
added to enrich the application versatility. 

The secure web server implemented in the prototype card can serve both 
static and dynamic HTML content. Static content is supported by reading 
the requested file from the card file system. Dynamic content is supported 
by invoking the requested application through a CGI interface and 
redirecting the results to the browser. The mini-shell is accessible through 
Telnet or HTTP, providing a very powerful way of interacting with the card. 



9. CONCLUSIONS 

The technology presented in this paper enables smart cards to participate 
as first-class citizens on the Internet within the established infrastructure, 
with no host or remote application changes required to accommodate smart 
cards. With this technology, smart cards are like any other computer on the 
Internet, while providing portability, enhanced security, and tamper 
resistance. Internet applications or services can be migrated to a smart card, 
increasing the security of critical information such as certificates, private 
keys, and passwords, while maintaining compatibility with existing clients. 
With smart card deployment unshackled from the infrastructure, the barrier 
to entry for smart cards in mainstream applications is removed. We foresee 
this technology triggering an unprecedented growth in deployment of smart 
card applications for the Internet. 
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Abstract Smartcards are a very interesting means to include our own datas and code in 
a distributed system, during our interaction with it. To achieve this, smartcards 
integration must be ensured. A transparent usage of card services is necessary 
to a more wide-spread use. This usage should be available remotely within a 
distributed environment. Additionally other features such as possible upgrades of 
code or addition of new services, notification of connections and disconnections, 
structuration of numerous smartcards are key requirements. 

Our middleware is described in three steps. First, we describe mechanims to 
turn Java Card Applets into webservices and show how to implement them in a 
lightweight infrastructure. Secondly, a mechanism, based on a collaboration pat- 
tern to become JavaCards active and to permit spontaneous discovery of services. 
Thirdly, we define a structuration of numerous JavaCards and Java Card Applets, 
as services dynamically available, to give opportunity to access and manage them 
easily. 



1. Introduction 

Smartcards are a very interesting means to include our own datas and code in 
a distributed system, during our interaction with it. To achieve this, Smartcards 
integration must be ensured. As noticed in many papers (see for example (Kehr 
et al., 2000a)), the basic use of Java Card suffers from its specificities to access 
applets. A transparent usage of card services is needed for a more widespread 
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use. This usage should be available remotely within a distributed environment 
and with minimal effort. Additionally other features such as possible upgrades 
of code or addition of new services, notification of connections and disconnec- 
tions, structuration of numerous smartcards are key requirements. We propose 
in this paper an approach to develop infrastructure or middleware able to un- 
dertake those requirements. Flexibility is a central point with smartcards, new 
services may be added or removed at run-time, as well as connections and 
disconnections. We have discussed in (Douin and Gilliot, 2003) main char- 
acteristics of embedded devices, we will here focus on the extensions that are 
specific to smartcards and include them in our framework. 

Our approach is to give interoperability to smartcards and to provide at the 
same time a lightweight infrastructure. This infrastructure is based on Java 
as card manufacturers chose to migrate to it in smart cards to achieve cross- 
platform compatibility. Our first choice was to adopt as collaboration schemes, 
the basic patterns proposed in litterature (Gamma et al., 1994). Those patterns 
are sufficient to implement various schemes, such as polling or notification. The 
second choice was to use a minimal transport layer for communications. HTTP 
is now widely adopted, and it is current that even a small device implements a 
web server. Last choice was to make an adaptation to web at the hosting device 
level and not at Java Card level as proposed in (Rees and Honeyman, 1999). 

In a first section, we define the key design concepts and the possible directions 
to develop such middleware. Main points concern: full interoperability and in- 
tegration by making Java Card Applets accessible in an unified way, lightweight 
approach to be compatible with every device that accepts smartcards. Then, in 
the next section, we describe mechanims to turn Java Card Applets into web- 
services and show how to implement them in a lightweight infrastructure. In 
section 4, we propose a mechanism, based on a collaboration pattern to make 
JavaCards active and to permit spontaneous discovery of services. Last section 
is dedicated to the structuration of numerous Java Cards and Java Card Applets, 
to give opportunity to access and manage them dynamically. 

2. Design considerations 

The development of a distributed embedded solution imposes to make some 
tradeoffs. We hypothetize that resources are minimal and that portability has to 
be ensured. Scarce resources impose a lightweight approach on the Java Card 
side but also on the hosting device side. 

2.1 Basic architecture 

A Java Card, to be accessible, must be hosted on an acceptance or hosting 
device. The functionality can be provided by other appliances such as rings 
(DS1957B, 2004) or GSM SIM wich look different but provide the same fea- 
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lures. We used them as classical smart cards. Each card can contain some Java 
Card Applets or applets, that are pieces of executable code on the JavaCard, 
provided it is called with a specific protocol named APDU. 

On an acceptance deviee, different Java Cards can he connected. We will 
assume in the sequel of this paper that the hosting deviee is connected to the 
Internet. We don’t suppose any specific kind of connection. The hosting device 
can he of course a PC, hut we propose that this device can he any kind of smart 
ohjeet, or embedded device. This is resinned in figure 1. 
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Figure 1. Physical architecture 



2.2 Possible approaches 

TCP/IP in Smart Card. A first choice is to provide directly in the smart card 

the basic TCP/IP communication standard to enable any network development 
(Muller and Deschamps, 2002). The purpose is to give full interoperability, 
adaptability and autonomy to the Smart Card. However, this approach is limited 
to basic connected communications, and do not propose extensible services for 
distributed integration. 

Webserver in Smart Card. A second choice is the support of the HTTP 
protocol. Some authors have proposed specific Webserver on the SmartCard 
(Rees and Honeyman, 1999),(Guthery et al., 2000). This simplifies the support 
of basic communications and provides real possibility of integration as the Card 
becomes a full address on the Internet and thus can be accessed remotely. But 
still, the approach is limited to the low computing power of the smartcard, which 
do not allow additional features. We ean also notice that some works propose 
an opposite approach attempting to externalize even the information dedicated 
to a smartcard (Biget, 1999). 
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RMI approach. JavaCard RMI was first proposed in (Vandewalle and 
Vetillard, 1998), and is accepted as a standard (Inc., 2002). This give remote 
access to JavaCard, but only as synchronous call. As we thought it doesn’t 
ensure open interoperability to non Java applications. 

Proxy Server in Card Acceptance Device. As an acceptance device is 
mandatory for use of the Smart Card and the event of the connection to the 
device has to be acknowledged. So it is obvious to propose some software on 
the acceptance device side. 

A first step is to propose a translation from the APDU standard to a more 
standard protocol. This ensures the encapsulation of this specific way of com- 
munication. Providing this server as a web server allows to take advantage of 
the interoperability at HTTP level which is clearly as open as TCP/IP, and more 
readable. We will see how to extend such server to provide full middleware 
requirements. 

MOM . Message-oriented middleware provides the right abstractions, such 
as discovery, asynchronous messaging and so on. However, the use of standard 
middlewares like JMS (Donsez et ah, 2001) or Jini (Kehr et al., 2000a) suffer 
from extensive needs of resources on the Card Acceptance Device. As empha- 
sized in (Vogt et al., 2004), the major requirements for smart card middleware 
are encapsulation of specific communications, interoperability, and the integra- 
tion of the systems. In the sequel of this article, we propose a such middleware 
approach but based on a lightweight implementation enabling its execution in 
most embedded connected devices. 

2.3 Mobility of Cards 

Cards are mobile devices : the card may connect and disconnect anytime. 
As they are highly portable, they are carried by their owners anywhere they go. 
Those user may wish to connect and disconnect, anytime, anywhere, to allow 
the use of features offered by SmartCard. This implies some asumptions that 
should be taken into account : 

■ On arbitrary connections means that should function spontaneously and 
be integrated with the surrounding distributed environment as soon as it 
is inserted in a reader. 

■ Anytime disconnections means that one cannot rely on connected com- 
munications. As stated in (Mascolo et al., 2002), this implies that con- 
nections are asynchronous. 

■ Localization is another important feature. But, as the Java Card must be 
connected to a hosting device, it can be delegated to it. 
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2.4 Hosting device is a web server 

Providing a web server as an URL programming interface (Giorgio, 1999) 
has already been proposed in tbe context of smartcard for payment applications 
(Barber, 1999). As we already noticed in (Douin and Gilliot, 2003), tbis ap- 
proach can be embedded with relatively small web servers like (Brazil, 2000). 
Extending URL programming enables, as we will see, many interesting fea- 
tures for smart cards. We chose generic and embeddable web servers available 
(Giorgio, 2000). 

The Java language proposes standard APIs for patterns (Observer, ...), thus 
we adapt them to our implementation choices. Let’s notice that with the same 
pattern abstraction, we can propose different implementations with different 
behaviors as described in (Douin and Gilliot, 2003). 

2.5 Abstractions for the system 

In order to allow an uniform manipulation of the different elements of a 
JavaCards based system, we define them as objects. We use patterns to handle 
dynamics in the system and to be able to manage the scalability. We use Web 
connections in an uniform way. As a consequence, applets are presented as 
servlets which hides specificities like APDU protocol. Hence generality can be 
achieved in accordance with modem protocols and service descriptions (Donsez 
et ak, 2001). We have chosen to focus on functionalities and how to achieve them 
with scarce resources, both at the Java Card and hosting device levels. Notice 
that abstraction also permits to vary the implementation transparently in order 
to take into account non functional requirements or to improve performance. 

3. Accessing and Managing remotely a JavaCard 

As JavaCard must be connected to a device to be able to compute, we argue 
that this device may play the role of a web proxy for the JavaCard. Then 
this device translates a HTTP request into APDUs and retransmit the response. 
Hence, we decouple the transmission part from the application part included in 
the JavaCard. 

3. 1 Abstract the JavaCard 

APDUS are the standard access for smartcards. Their use is very specific, 
hence we propose the use of web servers as wrappers. Connections of the 
smartcard to a host initiate the web server as proxy for datas and Java Card 
Applets are proposed as servlets. Cards are then presented as a collection of 
services. Java Card Applet being those services available individually. 

(Donsez et al., 2001) propose to provide access to those services with the 
standard models of communications, namely MOM for asynchronous messag- 
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ing, SOAP as protocol, UDDI for discovery and WSDL for service description. 
This would allow a full integration in the Information System. 

Another direction is to integrate Java Card in a Jini environment thanks to 
specific surrogate servers on the hosting device, as proposed in (Kehr et al., 
2000b). 

We have chosen to investigate more minimal protocols to make sure that 
a minimal web server is sufficient to ensure an interface to connected Java 
Cards. Hence we handle simple URL and provide dedicated definitions. An 
access to a Java Card Applet (naming it as cardlet) with GET method will 
then simply be something like : http: //server/JavaCardld/cardletld/ 
? cardie tParam=value 

With this simple feature, the embedded Java Card Applet become a servlet 
of the hosting device. To realize this, a simple http web server, is needed on 
the hosting device. A specific translation in APDU calls is provided through 
handlers. In the rest of the paper we show that it is sufficient to provide a 
dynamic management of numerous connected Javadards in a system. 




Figure 2. Basic software architecture to abstract Java Card 



3.2 Access to Java Card Applets 

The first step to access carldets as servlets is to provide a basic description of 
the different Java Card Applets and their parameters. This description should be 
integrated in the Java Card Applet itself, as a signature, giving syntaxic call pa- 
rameters and possibly the version. We have chosen to provide it with a definition 
compliant to the HTML forms definition in a compact format. A signature re- 
quest will look like http: //server/JavaCardId/cardletId/?sig=0 and 
will return an answer such as 5TaText20S, interpreted as a parameter named 
aText of type Text with a 20 character size. This basic signature offers a 
compression factor of 80 % essential for scarce resource. 

It also gives the opportunity to provide more advanced services : 
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■ Discovery of Java Card Applet description and corresponding construc- 
tion of dynamic web pages or dynamic use on the client side. As our 
hypothesis is that the server can be embedded on arbitrary small device, 
it is obviously a coherent feature. 

■ Construction of a dynamic web page on the server side enabling the use 
of the Java Card Applet. Brazil (Brazil, 2000) provides a lightweight 
mechanism called BSL, offering comparable basic features like the JSP 
(Java server Pages) technology. The template of the page can even be 
embedded in the JavaCard. In this way the use and the construction of a 
web page access is provided by the card itself and adapted to the hosting 
device. 

■ Constmction of description in a more widely used language just as WSDL 
or Jini discovery mechanism is possible and can be delegated to a device 
playing the role of gateway. 

3.3 Mutual exclusion 

Multiple clients can address to the same URL i.e. to the same servlet, this 
fact requires for some apphcations a mutual exclusion mechanism (Kehr et al., 
2000b). This is achieved by addressing the URL with the parameter beginMutex 
to enter in critical section and to exit from this section with the parameter end- 
Mutex. The host computer provides this mutual exclusion between distributed 
clients of smartcard’s servlet. These two URL are an example of use: 

■ http: //server/JavaCardld/cardletld/?begiiiMutex 

■ http: //server/JavaCardld/cardletld/?endMutex 

In our current implementation, on the host computer, a client is identified by 
its cookie and a lock mechanism is associated to a servlet. If a client uses or 
decides to block a URL for its use, a second client can wait with or without a 
timeout. A possible problem is that a client can block indefinitely an URL. In 
our implementation presented in this paper, we chose to ignore this problem. 
There are solutions, with other problems, one of these consists in using a fixed 
maximum amount of time for a client or the client installs in advance a latency 
time. 

3.4 Dynamic reconfiguration of the JavaCard 

Java Card will be owned by users who don’t want to worry about code 
evolution, or technical ways to adapt services or options on their javacard. A 
basic distant mechanism can be provided to update Java Card Applets remotely. 
It is just an adaptation of APDU commands at the HTTP level. 
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3.5 Security considerations 

Quoting Baber (Barber, 1999): “ Responsibility for security now lies in the 
card server, not the browser. The card server can implement the appropriate 
model for its intended use, with the Java class library providing enough func- 
tionality to implement mechanisms such as code signing, access control lists 
and so on.” In other words security should be possible in our infrastructure, but 
we didn’t explore specifically this issue specifically. 

3.6 Summary 

Connecting the Java Card Applets on the web has reifed them as distributed 
objects which can be called like servlets, identified by checking their parameters 
and updated. As these services are interfaced in accordance to HTTP protocol 
they provide the widest interoperability with other systems. 

4. Distributed applications with nomadic Cards 

In this section, we will discuss the adaptation of the Observer pattern in order 
to solve the plug and play requirement for an easy use of Java Cards. We will 
show that implementing this pattern at the HTTP level gives the opportunity to 
acknowledge events such as connections and disconnections of a Java Card in 
a distributed infrastructure. 

4.1 Handling connections and disconnections 

As smartcards users just come and go, connections and disconnections are 
normal events of the system. Those events may be used by applications for 
specific functions such as acknowledging the presence of users in a room 
Additionnaly, on connections, the content of the smartcard has to be synchro- 
nized with the content of the different groups it belongs to. 

Disconnections may represent different kinds of events. It may be inten- 
tional, meaning that the owner of the card is leaving the place. Or it may be 
unintentional in case of resource problems (connection, battery exhausted . . . ) 
as it is common in mobile context (Chen and Kotz, 2000) 

4.2 Making JavaCard active on the Web 

As Cards may come and go, one must provide a simple asynchronous service 
to give the opportunity to other services to be aware of the connection or the 
disconnection of JavaCards. This may be achieved by giving the opportunity 
to the device hosting the card to inform the potentially interested services of 
those events. Those services may vary in time. Thus, they need to be able to 
suscribe and to be acknowledged of date modifications. Moreover, we want 
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to provide a distant access to the card, to make datas and Java Card Applets 
available. This is exactly the definition of the Observer pattern. This pattern 
or its extension, the Model- View-Controller pattern (Gamma et al., 1994) is 
based on logically asynchronous acknowledgement of model modification to 
Observers or Views. Those Observers can be added or removed at anytime. 
At the Internet level. Observers are translated as URLs to which the updates 
can be sent directly (see (Douin and Gilliot, 2003) for details). Controllers and 
Models can also be located on different hosts as shown in figure 3. 




Figure 3. Basic collaboration for MVC 

We have defined the following basic Views : 

■ At a first level, we propose to maintain a local list of servlets available 
on a hosting device, generally located on the device itself. 

■ A discovery service can be defined as a View of a set of machines, to 
propose servlets available on fly. 

■ By adding a card reader on every workstation in a classroom, defined 
as controllers, a model of all those machines can be aware of students 
whose JavaCard are currently connected. As an illustrative example, we 
have included a web server in an applet which can visualize all events 
from a Model as soon it is declared as View of this model. Because in 
our system, every device is a web server this feature is possible as long 
as the standard java applet is downloaded from the server of the Model 
to a traditional browser. A screenshot of this applet is shown in figure 4. 
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Figure 4. An applet as a View 



Information of different servlets available on a device is published to every 
application listening to a Model. This way any reactive behavior (the Plug and 
Play effect) can be implemented in a distributed way. A collaboration diagram 
explaining the diffusion of events is given in figure 5. 

This scheme is simple and lightweight to develop in a web environment as we 
explained in (Douin and Gilliot, 2003). This could be adapted to a full Publish 
and Subscribe communication scheme (Eugster et ah, 2003) if necessary. 

5. Applying Design Patterns to manage numerous devices 

Usual applications are based on a few servers delivering datas or computation 
to many clients. When managing sensor or embedded device networks, we 
face many data providers to a possibly limited set of services/applications. 
Moreover, different schemes of communications must be handled, Client/Server 
is one of them, but it is useful to provide event-based communications. 

In the previous section, we have proposed as a first step to install a MVC 
scheme in order to handle the event notification of asynchronous events. Yet, 
JavaCards and Java Card Applets still need to be organized to enable the man- 
agement. For this, one need to adress logically synchronously sets of JavaCard 
or Java Card Applets. This is the purpose of the second pattern implementation 
presented here. 

In this section, we will detail the use of the coupling of Composite and Visitor 
patterns to demonstrate how to define a structure for the system and a flexible 
way to cross the structure and enhance the collaboration between elements. 
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Figure 5. functional handling of connections 

5.1 Structure your JavaCards and Java Card Applets: 
the Composite pattern 

In order to structure our objects, we have to take into account the following 
points : 

■ exhibit the physical structure, such as the fact that a Java Card embed a 
set of Java Card Applets or that a device can connect several JavaCards 
at the same time 

■ enable logical grouping such as all Java Card Applets corresponding to 
a specific service, like each student’s schedule of lecture 

■ give the possibility to add new basic or structural elements 

■ define the structure hierarchically as it is obvious in the first point 

The Composite pattern is the classical hierarchical answer for the design of such 
stmcture. Our proposition in (Douin and Gilliot, 2003) is a distributed com- 
posite implementation wih URLs as references for the objects constituting the 
structure. This enables full and lightweight interoperability with any connected 
device. In figure 6, we propose a composite stmcture adapted to Java Card, the 
left side of composite diagram exhibits the different basic elements constituting 
the system. Notice that a new element may be added by specializing exisiting 
elements to take into account new products. The specialization can be carried 
out on three main directions, either by taking into account the nature of the 
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service (agenda modification, quotation, ...) or the specificity of the device or 
by taking into account the selected architecture. The right side of the diagram, 
shows the possible combination of elements to construct coherent structures. 
Structures can be mixed to meet application needs. Notice that in this structure, 
a SmartCard is a collection of Java Card Applets. 




Figure 6. Composite Structure for Smart cards 

This means a more systematic way to aggregate different devices in an ap- 
plication. 

5.2 Accessing elements of the structure: the Visitor 
pattern 

To be useful, a structure like a Composite structure should be crossable in a 
systematic and uniform way. This is the goal of Visitor pattern. The purpose is to 
develop a visitor whose behavior is adapted to each object visited and ensures 
to visit every element of a structure. Hence it is possible to visit composite 
objects such as previous collections or other structures and final element in an 
uniform way. The Composite and Visitor patterns couple can be seen as an 
extension of Collection and Iterator patterns, just like a tree is an extension of 
an array. 

In Fig. 7, we show a possible hierarchy of visitors, one being able to print the 
list of the elements in a console, the other gathering status datas in a html format. 
Services can then easily be extended by adding new Visitor classes. For ex- 
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ample, we have implemented several visitors, one of them checks the firmware 
version of javacards, another allows information from the configuration of the 
moment, yet another installs a new version of a servlet, 




Figure 7. Visitors of Smart cards Composite 



5.3 Managing the structure 

As JavaCards may come and go, as well as environment may vary in time, dif- 
ferent mechanisms must be installed to maintain the correctness of the structure. 
In a first approach, we have developped two basic complementary mechanisms 



■ Controllers of the MVC scheme collect informations of upcoming Java 
Cards. Structures can be defined either as models of the MVC (for ex- 
ample the local collections of Java Cards and corresponding Java Card 
Applets present on the device), and being directly updated, or as views 
(for example the room or the building containing the devices). Hence, in 
this configuration it is sufficient to install a view on a classroom structure 
to be aware of students currently connected and then to access to each of 
them. Active disconnections of JavaCards can be propagated the same 
way. 

■ As passive disconnections, possibly transient, may happen silently, we 
have defined a visitor who polls the structure in order to check if declared 
Java Card Applets/servlets are still currently connected. Different poli- 
cies can be easily defined to remove definitely or not, information from 
the structure (checking them specifically for example to treat recovery). 

6. Conclusion 

In this paper, we have motivated the need for a lightweight integration of 
smartcards into distributed systems. We have shown that a loose coupling 
system with HTTP connections and small webservers at hosting level can be 
extended using basic design patterns as key for design. Thanks to this solution. 
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we have provided a plug and play mechanism as well as asynchronous and 
asynchronous collaborations. This is achieved in a structured vision of host 
and JavaCards managed. 

Basic examples of potentiality have been exposed and could be adapted to 
other applications. For example, deployement of new services or other down- 
loadings or updates are possible in a systematic way. 

An on-line prototypeisavailableatthe following adress: http: //vivaldi . 
cnam. fr: 8765/ javacard/monitor/C100900000126496/Cardis04/, where 
http: / /vivaldi . cnam. fr: 8765/ javacard/moni tor is the url for the server, 
C100900000126496 theidentity oftheJavaCardandCardisOi is a servlet/Java 
Card Applet embedded in the card. 

Our model can be easily supported by any device able to embed a minimal 
Web server, thus being deployable in most infrastructures. As communications 
are based on UTTP protocol, it can interoperate with any other platform. For 
example, interaction with JiniCard and use of kSOAP are under investigation. 
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Abstract: The Intelligent Adjunct (lA) model, proposed by Balacheff et al in [1], is a 

novel paradigm for smart card applications, in which off-card resources are 
provided for smart cards to run application logics. This paper presents the 
Card-Centric Framework as an evolution of the conceptual lA model to 
provide a more rigorous solution for smart cards to access off-card I/O 
resources. It consists of a system model and a communication protocol. With 
the Card-Centric Framework, smart cards can run any applications that involve 
user interactions. A system prototype constmcted with the current smart card 
technologies showed only reasonable performance. To cater for performance 
issues, another demo system that made use of enhanced smart card 
technologies was implemented. It not only shows a significant improvement in 
performance, but also proves the feasibility of the framework in the future. 

Key words: Card-Centric Framework, Console, FO, middleware, protocol, smart card, 

system, user interaction 



1. INTRODUCTION 

Smart card has a tamper-proof property that makes it an ideal 
authentication device of the connected terminal. However, it is often 
equipped with limited processing power that is just enough for security 
usage. This has been, and will be, limiting smart card’s potential of use in 
the conventional client-server security model, in which smart card is just a 
slave of the connected terminal. With the continual advancement in 
microelectronics technologies, the processing power of smart card is being 
enhanced, and a sufficient condition is available for a change in smart card 
application model. 
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In [1], Balacheff et al proposed the Intelligent Adjunct (lA) model to 
replace the traditional client-server topology by a peer-to-peer one. The 
model involves two entities: smart card and the connected terminal. The 
smart card acts as an independent processor, whereas the terminal provides 
essential resources for use by smart card. They cooperate with each other to 
run applications, which may involve the use of off-card I/O resources for 
user interaction. 

However, the details of implementations were not clearly defined in [1], 

Therefore, we move from concept to implementation, and propose the 
Card-Centric Framework as an evolution of the lA model. To allow for 
smart cards to handle off-card resources, we introduce an entity called 
Console to provide smart card with connected FO devices. With the 
framework, any applications that require basic user interactions could be run 
on smart cards, thus the limitation of smart card as a security device could be 
relieved. 

The rest of this paper is organized as follows. The next section provides a 
brief image of the Card-Centric Framework. The framework consists of a 
system model and a communication protocol, which will be described in 
sections 3 and 4 respectively. Section 5 demonstrates a system prototype 
based on the framework. Due to limitations of existing smart card 
infrastructures, it showed only reasonable results. To cater for performance 
issues, we employ the technologies predicted by RESET roadmap [2] and 
implement an improved system, which will be described in section 6. 
Section 7 discusses security issues in employing the framework. The last 
section sums up with a brief conclusion. 



2. CARD-CENTRIC FRAMEWORK 

The Card-Centric Eramework adopts some of the principles from the 
Intelligent Adjunct model [1], including: 

a) Migration of application logic from the card-connected terminal to the 
smart card; 

b) Adoption of active role by smart card, and; 

c) Provision of terminal and network resources for smart card. 

It is designed for smart cards to handle off card FO resources. It describes a 
more rigid guideline for implementation, including a system model and a 
communication protocol. 

The system model, which conforms to the criteria of middleware for 
system integration in RESET roadmap [3], consists of two entities: Smart 
Card and Console. Smart Card, which is interpreted as lA in [1], runs all the 
application logic. Console is the essential portion of the card-connected 
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terminal that provides Smart Card with off-card I/O and network resource 
entities. 

The resource entities are objects to be handled by the smart card. The 
smart card not only sends out manipulation commands for them, but also 
awaits interrupts from them when events arise. To achieve this, an object- 
oriented protocol, titled Card-Centric Protocol (CCP), is proposed for the 
communication between Smart Card and Console. 

Details of the system model will be described in section 3, whereas the 
protocol in section 4. 

Under the framework, software developers can employ user interactions 
through I/O resources, and thus enhance user-friendliness. Provided that both 
the smart card and the card-connected terminal support the Card-Centric 
Protocol, they can develop any applications to run on the smart card. 
Consider the application of lA as an example. It is originally proposed by [1] 
for users to configure user-automated tasks by means of programming. 
However, smart card owners are often not capable of programming works. 
With the Card-Centric Framework, the users can get rid of coding and input 
the tasks through user-friendly interfaces such as display, sound, mouse, etc. 

Unlike the lA model, the Card-Centric Framework considers only the 
case where the smart card makes use of resources on the connected terminal. 
Therefore, instead of peer-to-peer model, a master-slave one is adopted, but 
in the inverse direction. In other words, smart card swapped the role with the 
terminal and becomes the master. Whenever they need to make use of the 
resources of each others, we suggest adopting the Proactive SIM method as 
proposed in [1], and running CCP on top of it, such that both Smart Card and 
Console could become peers. 



3. SYSTEM MODEL 

As shown in figure 1, the system consists of two major components: the 
Smart Card and the Console. The Smart Card, similar to a brain, is the core 
processing unit of the whole system. The Console, like a mere body, 
provides various off-card resources for use by Smart Card. These resources, 
including FO peripherals and Services, are coordinated by a Bridge 
embedded in the Console. In this section, each of the system components 
will be introduced. 
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Figure 1. System model of Card-Centric Framework 



3.1 Smart Card 

The Smart Card not only handles the core applications of the whole 
system, but also the off-card resources on the Console. It manipulates them 
by sending commands to the Console. On the other hand, it handles I/O 
interrupt signals sent from the Console, and then takes the corresponding 
actions. 

In order to achieve a mapping between the on-card resources and the off- 
card counterparts, interface objects and methods describing the features of 
Console are available on the card side. When the on-card application calls 
those methods, the interface objects will send requests to the Console, and 
then wait for returned data. This mechanism is similar to conventional smart 
card Remote Method Invocation (RMI) [4][5], but in a reverse manner, such 
that the card can invoke any remote methods supported by the Console 
rather than being invoked. 

3.2 Reader 

The Reader is the serial communication channel between Smart Card and 
Console. It should be IS07816 [6] and PC/SC [7] compatible. IS07816 is a 
communication protocol designed for smart card, whereas PC/SC is a 
standard for the integration of smart cards to personal computers. 
Conventional card readers fix the link speed to only 10kbps. Therefore, it 
may become a burden of the whole system, especially when the on-card 
application makes use of resources from fast networks. 
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3.3 I/O Peripherals 

I/O is the major user interface with the on-card application. Each I/O 
resource is an object. Examples of input are mouse and keyboard, whereas 
examples of output are display and sound. The output objects could be 
accessed using the on-card interface objects, whereas the input ones involve 
the use of interrupts. 

On arrival of user event, which may be a mouse move or a key press, the 
Console will send an interrupt packet to the Smart Card. After receiving the 
interrupt, the Smart Card will send requests to the Console for more 
information on the I/O generating the interrupt. The information, such as the 
coordinates of the mouse cursor or the key being pressed, are abstracted by 
the Console and then sent back to the Smart Card for further processing. 

3.4 Services 

In order to save the precious on-card processing power, heavy-weight 
off-card resources should not be manipulated in detail. For instance if a 24- 
bit display of 640x480 resolution is manipulated directly by the card dot by 
dot on a 25fps basis, it will require at least a 180 Mbps serial link for smooth 
display disregard traffic and processing overheads, and the link that is in 
Kbps order will then become a bottleneck. Since each Send/Receive 
operation involves the movement of data into or out of the input/output 
buffer that are often flash memory devices, larger bandwidth means higher 
processing power requirements. To cater for this, we make use of abstract 
instructions, in which the vast amount of operations required to finish a 
certain task are organized to form one general instruction. Related 
instructions are further grouped as a Service. Similar to I/O Peripherals, each 
Service entity is an object. Through Service, the Smart Card can indirectly 
manipulate I/O resources with lower hardware requirements. 

There are four featured groups of services in the Console: Sprite, TCP/IP, 
Files and Essential Tools. Sprite, an essential technique of 2D game 
programming, is responsible for basic graphics and text manipulations. With 
Sprite, the Smart Card can off-load the tedious job of graphics manipulations 
to Console, and lowers the link usage as well as on-card processing power 
requirements. TCP/IP adapts Smart Card to the internet, such that the Smart 
Card can off-load the vast amount of handshaking, packetization and similar 
jobs necessary for TCP/IP connections to the Console, and handles them by 
simple pointers to sockets and read/write/listen commands. Files, which are 
used as temporal storage of data, release the pressure of on-card storage 
requirements. Essential tools help in the management of resources (e.g. 
allocation and deallocation) and may sometimes be useful in debugging. 
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3.5 Bridge 

The core of Console is the Bridge that coordinates communications 
between the reader, I/O and Services. It functions as a message router that 
runs all traffic over the IS07816 communication protocol [6]. It parses 
commands sent from the Smart Card, routes them to the appropriate Service 
or I/O objects, and then passes back the returned data to the Smart Card. In 
other words, it is similar to the resource manager of the Intelligent Adjunct 
model [1]. Moreover, it passes the interrupts generated by resource objects to 
the Smart Card, and then awaits the subsequent I/O requests. With the 
Bridge, the Smart Card gains accessibility to any connected off-card 
resources. 



4. CARD-CENTRIC PROTOCOL 

4.1 Protocol Layering 



Application 
Card-Centric Protocol 
IS07816 Transport 
IS0781 6 Physical ~ 

Figure 2. Protocol layer model in Card-Centric Framework 

Figure 2 shows the protocol layer model involved in Card-Centric 
Framework. The CCP layer is located in between the Application and 
IS07816 Transport layers, where the former is developer dependent and the 
latter handles data transfer between Smart Card and Console. In other words, 
we embed the CCP packets as payloads of IS07816 messages, leaving the 
implementations of the underlying layers unaltered. Therefore, it is simple to 
integrate the framework into existing smart card infrastructures. 

4.2 Packet Format 

There are two types of CCP packets: Request and Response. 

Request packets flow from Smart Card to Console, by which the Smart 
Card initiates requests and acquires an active role. As mentioned before, 
each FO or Service entity is an object. In order to access those off-card 
objects, the Smart Card must provide the Pointer to identity the object, the 
instruction byte INS and the necessary Parameters to manipulate the object. 
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Pointer INS Parametefs 

I I I I 

# of bytes 4 1 (No Lim4] 

(a) 

Async = 0 Length DATA 

I I I I 

# of bytes 2 2 [No Llmltl 

Async > 0 Length Pointer 

I I 1 

# of bytes 2 2 4 

(b) 

Figure 3. Packet format (a) from Smart Card to Console and (b) from Console to 
Smart Card 

They are arranged in the Request packet sent from Smart Card to Console, as 
shown in figure 3. 

In reply to each Request, there is a Response packet flowing in the 
reverse way. There are two types of response packets: Synchronous and 
Interrupt. Synchronous packets (Async= 0) are responses to request packets. 
It consists of the corresponding results (DATA). Interrupt packets (Async > 0) 
are issued when there are events from the resource objects. It tells which 
object is involved (Pointer) and how it is involved (Event). An alternative to 
the Interrupt packet is the ENVELOPE command of SIM APDUs, which 
allows Smart Card to obtain interrupt events from Console [8] [9]. In such 
case, the Pointer and Events are arranged in the ENVELOPE APDU. In 
order to support non-SIM environments, the Interrupt packet will be more 
preferable. The Async word not only indicates if a packet is an interrupt, but 
also the type of the resource generating the interrupt. In case where several 
objects share the same type, such as various TCP/IP connections sharing the 
type Socket, the Pointer can indicate the exact object involved. 

4.3 Handshaking Sequence 

The general handshake sequence between Smart Card and Console is 
illustrated in figure 4. Each handshake cycle consists of two sequences: 
request and response. In reply to the Nth request from Smart Card, the 
Console sends synchronous response #N. Suppose a user event arrives right 
after the issue of the N-i-lth request, the Console suspends the process of the 
current request, and generates an interrupt packet. Receiving the preemptive 
interrupt, the Smart Card handles the EO object involved by request #N-i-2, 
and then sends a “No Operation” request at the end. The Console detects the 
request, and then restores the suspended request #N-i-l and continues the 
communication sequence. 



Event 

I 

2 
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Smart Card 



Console 



start the Nth 
request 



start the N+lth 
request 



process the 
preemptive 
interrupt, send 
I/O request 




receive & handle 
the Nth request 



received N+1th 
request, but user 
event arrived 



interrupt ends 
processing the 
last request 



Figure 4. General communication sequence between Smart Card and Console, dashed 
lines indicates the sequence of interrupt requests. 



IS07816 is originally designed for passive smart card access, in which 
the card-connected terminal initiates a request whereas the smart card replies 
with the corresponding results [6]. To initiate smart card-active 
communication, we employ a slight modification on the smart card’s 
conventional response to the IS07816 SELECT command at the very 
beginning of communication, as shown in figure 5. Instead of sending only 
the conventional “No Error’’ message (90 OOh) and then waiting for 
incoming requests as in conventional IS07816 applications, the Smart Card 
immediately initiates the request-response sequence and takes the active role. 
In the Intelligent Adjunct model that makes use of SIM APDUs, a similar 
mechanism was proposed [1], as shown in figure 5(b). However, before 
starting the request-response sequence, the smart card (or lA) has to wait for 
the EETCH request sent from the Terminal after the “No Error’’ message (91 
XXh). Therefore, an extra handshake cycle is required for the smart card to 
take an active role. 

In our proposed protocol as shown in figure 5(c), we use neither EETCH 
nor “No Error’’ but let the Smart Card issue request immediately after 
SELECT. Therefore, one request-response cycle is saved. 



4.4 Object Allocation 



The Smart Card must allocate objects on the Console before 
manipulating them; otherwise it will receive an error warning that the 
referred object is invalid. Objects could be either pre-allocated or 
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Smart Card 

card inserted 



select the 
requested 
application 

handle the 1st 
request 



Terminal 
detected card 

start the 1 st 
request 




(a) 



Smart Card 

card Inserted 

select the 
requested 
application 

start the 1 st 
command 



(b) 



Smart Card Console 



detected card 



handle the 1st 
request 



(c) 

Figure 5. Initialization phase of (a) conventional IS07816 application, (b) Intelligent 

Adjunct model and (c) modified communication sequence. ATR is the Answer- 
To-Reset string sent from smart card right after power-up. 
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dynamically allocated. Pre-allocation, which is performed automatically 
since the power-up of Console, results in an intrinsic NULL Pointer. The 
only object that requires pre-allocation is the Essential Tools Service. 
Dynamic allocation results in a non-null Pointer to be referred by the Smart 
Card. It is handled by the Object-allocation Instruction (INS = OOh) of the 
Essential Tools Service object. 

The framework supports a maximum of 65536 types of resource objects. 
The first 1024 types (0-1023) are reserved for standardization, and their 
manipulation instructions should be the same across different Console 
implementations. Application specific objects should be implemented with 
type 1024 or above. 

Depending on the need from applications, more than one object could be 
allocated for each type of resource. For example, several sockets may be 
required in some applications, whereas only one mouse is needed in most 
cases. After allocation, the properties of those objects could then be altered 
by the instructions supported. 

4.5 Accessing On-card Resources by Console 

The Card-Centric Protocol is designed for on-card applications to make 
use of resources on the Console. However, there are circumstances where the 
Console needs to make use of resources on the Smart Card. A similar case is 
Proactive SIM: it not only initiates requests to the connected handset (or 
Console), but also accepts requests from the network operator for 
administrative features [9], where the requests are routed trough the handset. 
In such case, the on-card application has to issue requests to as well as 
accept requests from the Console. 

Application 

Card- Centric Protocol 
Proactive SIM 
IS07816 Transport 
IS07816 Physical 

Figure 6. Protocol layer model with Proactive SIM 

To cater for this, we suggest running the Card-Centric Protocol over the 
Proactive SIM protocol [8] [9], as illustrated in figure 6.The CCP Request 
and Response packets should be encapsulated in the Proactive commands 
and responses, whereas Interrupt packets in ENVELOPE commands, as 
shown in figure 7. 

Note that adapting CCP to the Proactive SIM Protocol introduces three 
extra messages for each request-response pairs: status word 91 XX, FETCH 
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Smart Card 




Console 
detected card 

handle the 
request 

Interrupt arrival 



Figure 7. Communication sequence of CCP over Proactive commands 



and Acknowledgment. Despite the Acknowledgment message that may 
consist of the status word 91 XX, this solution results in a 50% overhead. 
Each message transmitted not only occupies bandwidth, but also precious 
processing power, especially for smart cards that are equipped with slow 
flash memories. Therefore, it should be applied only when necessary. In case 
where only Smart Card issues requests to Console, we suggest eliminating 
the Proactive SIM layer, and adopting the simplified model of Figure 2. 



5. SYSTEM PROTOTYPE 

A system prototype is implemented to demonstrate the feasibility of the 
Card-Centric Framework. It consists of a typical smart card and a software - 
emulated Console. The smart card specifications are available in table 1. It 
cannot store high resolution graphics in just 64KByte of memory. In order to 
reduce on-card memory usage, the graphics are pre-stored in a web server on 
the same FAN as the Console, and then fetched and stored as off-card files 
whenever needed. The Console emulator is written in Visual C-H-i- for x86 
computers. It provides mouse, keyboard and display for the smart card to 
handle user interactions. It also adapts the smart card to the internet by 



Table I. Specification of the Smart Card of system prototype 



Model 


Gemplus GXP PRO-R3 


Processor speed 


4 MHz 


Memory type 


Flash Memory 


Memory size 


64 KByte 


On-card OS 


JAVACard 2.1.1 


Communication port 


10 Kbps serial 


Communication protocol 


CCP /IS07816 transport /1S07816 physical 
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Table 2. Specification of the Console of system prototype 



General Information 


Development Environment: 
Off-card Resources 


Microsoft Visual C++ 6.0 


Type # Name 


Features Supported 



0 


Essential Tools 


Object allocation and deallocation; Unlimited number of objects; 
Debugging by message box. 


1 


Mouse 


Interrupt; 3 buttons. 


2 


Keyboard 


Interrupt; 101 keys. 


3 


Bitmap 


Context for raw bitmaps. 


4 


Font 


Context for fonts. 


5 


Sprite 


512x384 resolution; 24-bit color depth. 


6 


Off-card Files 


Max. 4 GB file size; Clear on end of session. 


7 


Socket 


Interrupt; TCP/IP/Ethemet@100 Mbps; Support create, accept, 
read, write. 



Table 3. Performance of system prototype 


Max. application time 


120 s 


Min. application time 


100 ms 


Transport layer throughput 


1.5 Kbps 



TCP/IP socket objects. More details of Console could be found in table 2. 

The on-card application is a Tic-Tac-Toe game that handles both game 
arithmetic and user interactions. The game waits for the first move from 
human player, and then counterattacks using 6-ply minimax procedure and 
alpha-beta algorithm [10]. User interactions are accessible through the on- 
card interfaces as described in table 2. 

Table 3 shows the performance of the system prototype. The 
performance parameter involved is the application time measured by the 
Console between two successive requests disregard the time required for 
fetching off-card graphics. The results could be affected by two factors: 
communication overhead of the serial link and the processing power of the 
smart card. Communication overhead of the 10Kbps serial link, which is in 
the order of 10’^ S, is insignificant when compared with the measured result. 
Therefore, the result is due to the poor processing power of the smart card, 
especially the slow write speed of the on-chip flash memory. The minimax 
procedure involves a vast amount of assignment instructions to the slow 
flash memory, and thus the 120s required to accomplish one request- 
response cycle is reasonable. Even the fastest program segment that involves 
only the copy and transmission of memory contents requires 100ms of 
application time. These measured values, when compared with the maximum 
230 /.i S for a 6000M1PS x86 processor (Pentium 4 running at 2.4GHz) to run 
the same application, are unacceptable for users. 

Therefore, it is obvious that the current smart card technologies are not 
suitable for memory intensive applications. 
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6. DEMO SYSTEM BASED ON TECHNOLOGIES 
FROM THE FUTURE 

Fortunately, European smart card industry and academic stakeholders 
noticed that smart card has yet to improve its performance and features for 
being acknowledged as a new generation element in the consumer domain, 
and therefore introduced the RESET roadmap to identify and address the 
major challenges of the smart card industry [11], According to the roadmap, 
the smart card should, in the near future, be equipped with faster memory 
such as floating gate memory, EeRAM or MRAM [2]. The fastest of them 
could achieve an access time as short as 10ns. 

In order to demonstrate the feasibility of Card-Centric Framework over 
the future technology, the smart card in our demo system is replaced by a 
system-on-programmable-chip that makes use of comparable memory 
(SRAM). It is an FPGA-based development board from Altera [12] 
configured to simulate the behavior of a smart card, and thus called Smart 
Card hereafter. Its specifications are listed in table 4. Similar to smart card, 
it has two types of on-board memory: SRAM and Hash. Hash memory is 
used for application storage, whereas SRAM for program execution. For full 
utilization of the 50MHz SRAM, a processor running at the same speed is 
implemented on the FPGA. With this configuration, the application time 
required for those memory intensive procedures in the game could be 
significantly reduced. 

With a great enhancement in processing power, the application time is 
predicted to be in the order of 10'^ S, thus comparable to the communication 
overhead of the serial link that is in Kbps order. In order to reduce 
communication overheads for more reasonable measurements, the original 
serial link is now replaced by 100Mbps Ethernet. 

The Console Emulator and on-card application used in the system 
prototype of section 5 were adopted. To cater for the change in 
communication link, the communication drivers are modified to run over 
TCP/IP. To achieve this, both Smart Card and Console are equipped with a 
TCP/IP stack, and offered a unique IP address. With the assumption that the 

Table 4. Specification of the Smart Card in the 2nd system 



Model 


Altera Nios development board, Stratix Ed. 


Processor speed 


50 MHz 


Memory type 


SRAM. Flash 


Memory speed 


50 MHz 


Memory size 


1 Mbyte (SRAM) 




8 Mbyte (Flash) 


On-card OS 


N/A 


Communication port 


100 Mbps Ethernet 


Communication protocol 


CCP /IS07816 transport /TCP /IP /Ethernet 
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Application 

Card-Centric Protocol 
I S078 16 Transport 
TCP 

IP 

Ethernet 

Figure 8. Protocol layer model in 2nd system 

Smart Card’s address is known, the Console can connect to the Smart Card 
as usual, and then encapsulate IS07816 messages in TCP/IP packets. This is 
illustrated in the protocol layer diagram in figure 8. On top of IS07816, the 
Card-Centric Protocol is run without modifications. 

Table 5 shows the performance of the 2"** demo system. With an 
enhancement in smart card hardware technologies, the application speed 
increases drastically. The link utilization increases 200 times, therefore the 
choice of high speed Ethernet is appropriate. 

The application speed is not as fast as Pentium 4, yet the application 
delay is unnoticeable by end users. Namely, the user interface is smooth 
enough. In fact, applications other than games usually require lower 
processing power. Consider the example application of [1], where the end 
user configures the smart card to run user-defined tasks through Console,. 
The on-card application may only need to receive a command string from 
the keyboard and then store it in the on-card memory. These simple 
procedures require far lower processing power to fulfill than games. 
Therefore, the near-future technologies predicted by [2] are enough for the 
Card-Centric Framework. 

Table 5. Performance of 2nd system 

Max. application time 1 ms 

Min. application time 520 s 

Transport layer throughput 304 Kbps 



7. SECURITY ISSUES 

Smart card, originally designed for security, has a tamper proof property 
that favors the protection of data stored inside. The Card-Centric Framework 
inherits this benefit, but does not consider the security of data transferred 
outside the smart card. Therefore, software developers are required to handle 
the security of such case. 

In the framework, the information transferred between smart card and 
Console are mainly FO signals, which may sometimes be critical 
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Application 
Security Measures 
Card-Centric Protocol 
IS07816 Transport 
(Lower layers) 

(a) 



Card-C 


application 


Security 
Jentric Protocol 


IS07816 Transport 


(Lower layers) 



(b) 



Figure 9. Protocol layer model for security: (a) A separate layer for security, (b) Security 
measures integrated into the application layer 



information displayed on Console or keyed in by the user. It may become 
insecure when the compromise of Console or the interception of 
communication link becomes possible. 

In order to enhance the security of such case, we suggest two non- 
intrusive measures to the Card-Centric Framework: 

a) A custom layer could be introduced between the application and CCP 
layer, as shown in figure 9(a). In this layer, any security related measures 
could be implemented. 

b) The security features are fully integrated into the application layer, over 
which the smart card has full control. This is illustrated in figure 9(b). In 
other words, the security measures could be accessed by the application 
when necessary. 

For the security features, unilateral or mutual authentication could be 
implemented for Smart Card and Console to verify if they have the right to 
access each other [13]. Provided trust is established, they could 
communicate by CCP in plain text within the session. In case a packet could 
not be sent in plain text, such as when critical information is transmitted, the 
on-card application could protect the data by cryptography [14]. Note that 
cryptographic measures may introduce serious processing overhead to the 
system and degrade user perception. It should be employed only when 
necessary. 



8. CONCLUSIONS 

The Intelligent Adjunct model initiates a new usage model for smart 
cards, allowing them to run application logics. We move one step further, 
and proposed the Card-Centric Framework for smart cards to handle off-card 
FO resources. Under this framework, any on-card applications that require 
user interactions could be developed, thus becomes more user-friendly. To 
enable this, we propose a system model and a set of communication protocol 
as guidelines for implementation. 
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The Card-Centric Framework is demonstrated by a smart card-based 
system. Although it only shows reasonable results, the system based on the 
enhanced technologies predicted by RESET roadmap [2] shows drastic 
improvement and proves feasibility of the framework in the future. 

The framework is for the purpose of providing FO devices for smart 
cards, yet security issues are to be implemented by software developers 
depending on the application involved. In the future, some more rigorous 
solutions might evolve, such as more appropriate measures for the security 
layer, and a compromised mechanism for FO resource allocation. 
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Abstract DeKaRT primitives are key-dependent reversible circuits presented at CHES 
2003. According to the author, the circuits described are suitable for data scram- 
bling but also as building blocks for block ciphers. Data scrambling of internal 
links and memories on smart card chips is intended for protecting data against 
probing attacks. In this paper, we analyze the DeKaRT primitive using linear 
cryptanalysis. We show that despite its key-dependent behavior, DeKaRT still 
has strongly linear structures, that can be exploited even under the particular hy- 
pothesis that only one bit of the ciphertexts is available to the attacker (as it is the 
case in the context of probing attacks), and using very few plaintext-ciphertext 
pairs. 

The attack methodology we describe could be applied to other data scrambling 
primitives exhibiting highly biased linear relations. 
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1. Introduction 

Probing attacks on smart cards are invasive techniques consisting in intro- 
ducing a conductor in some point of a tamper-resistant chip to monitor the 
electric signal, in order to recover secret information passing through this 
point [4, 5]. For example, the bus connecting the RAM and the micropro- 
cessor is particularly vulnerable. Using classical block ciphers like DES or 
AES seems to provide a natural solution to this problem; however it is simply 
not realistic, because of the very high throughput and small size requirements. 

It is why primitives have been developed offering hastier and lighter solu- 
tions, but at the cost of a lower security level. In [2] implementations of keyed 
hit permutations are proposed, trying to simultaneously achieve small logical 
depth and large key space. Nevertheless this type of primitive has the draw- 
hack of being perfectly linear. At CHES2003, the DeKaRT construction was 
presented [1], which was aimed at providing non-linearity but at the cost of a 
heavier structure than in [2]. 

In this paper, we analyze the security of the DeKaRT primitive in accor- 
dance with the usual properties ofblock ciphers. Despite the complex structure 
of the primitive and its key-dependent behavior, it is underlined that the use of 
such a scrambling function does not efficiently prevent probing attacks. 

In practice, we illustrate the strongly linear structure of the DeKaRT block. 
The main observation is that, although the suggested block size of DeKaRT 
primitives is very small compared to block ciphers (which reduces the total 
number of plaintext-ciphertext pairs a priori available), it is still possible to do 
linear predictions of its inputs. Moreover, these predictions may only involve 
a very limited number of output bits, what is actually relevant in the prob- 
ing attack context. As a block cipher building block, DeKaRT exhibit even 
stronger weaknesses as more linear relationships are available to the attacker. 

2. Specification of a Concrete Instance of DeKaRT and 
Notations 

In [1] general building principles are given for construction of a DeKaRT 
data scrambling function, but there is no precise instance defined. We believe 
it is a mistake, as security analysis requires a completely specified cipher; and 
security of a cipher which has not been subject to a substantial effort regarding 
security analysis can be questioned (except if a security proof is given, which 
is never the case for block ciphers). This is why we first specify a cipher, based 
on the design principles given in [1]. 

A generic building block acts on a small number of input data bits which are 
divided into two groups of m and n bits. The m input bits are used for control 
and are passed to the output intact, like in the Eeistel structure. They are used 
to select k out of 2”* A; key bits by the multiplexer (MUX) circuit with m control 
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x3 x2 x1 xO 




Figure 1. Elementary DeKaRT building block. 



bits, input bits and k output bits. In the original paper, the author suggests 
an elementary DeKaRT building block with parameters (m,n,k) = ( 2 , 2 , 3 ) 
as shown in Figure 1 where after a XOR with 2 key bits, X 3 and X 2 pass through 
a conditional switch. We will use this building block in our specification. Each 
box requires 12 key bits. We will denote these bits by 






JIO) .(01) .(01) .(01). (00) .(00) .(OO)x 

©1 > "’©2 I '®X > ''©1 > '*'©2 > '^X > "'©1 > '*'©2 / 



where k^^ denotes the three key bits selected by control bits (xi, lo) — ^x 
is conditioning the switch, while is XORed with X 3 and is XORed 
with X 2 . The set of such 12 key bits is called a subkey. 

The instance of DeKaRT we will consider acts on blocks of 16 hits. Thus 
the key dependent layer, denoted KT for /(Teyed Transform, consists in the 
parallel application of 4 such elementary blocks. The number of rounds con- 
sidered is 5 (this number is given as an example in [1], p. 104). We will denote 
the subkeys parameterizing the four elementary blocks of the round by 
RKIRK^,RKI,RK^, from left to right. The set of 4 such suhkeys is called 
a round key (thus it has 48 bits). 

The KT layer alternates with a Bit Permutation layer (noted BP). Two 
design mles regarding BP were given in [1]: 

■ The control bits ((xi,Xo) in Fig- 1) in each layer should be used as the 
transformed bits ((X 3 , X 2 ) in Fig. 1) in the next layer. 

■ For each elementary block, input bits should come from the maximum 
possible number of blocks in the previous KT layer. In the instance 
considered, it means that each of the 4 input bits to an elementary block 
comes from a different block in the previous KT layer (which also im- 
plies that the 4 output bits of an elementary block are sent to 4 different 
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blocks in the next KT layer). 



We arbitrarily chose a bit permutation following these rules. It is given in 
Annex A.l (see also Fig. 3). 

Finally, as suggested in [1], the key expansion algorithm also alternates 
“keyed” layers (with the key being an arbitrarily chosen constant), with bit 
permutations layer. The 48-bit data obtained every two rounds is used as a 
round key. The keyed layer is made out of the parallel application of 16 re- 
duced DeKaRT building block {as. proposed in [1]) with 3-bit input and output, 
alternating with a bit permutation layer complying with the design rules given 
above. Fig. 2 pictures part ofthis algorithm. Note that the bit permutation layer 
could have been chosen less “regular”, but in fact its influence on the results of 
our attack is negligible. 

3. Analysis of an elementary DeKaRT block 

A DeKaRT building block generates key-dependent boolean functions. If 
a (2,2,3) block is used, 4096 substitution tables (4x4 bits) can be generated, 
as this type of block is parameterized by 12 key bits. 

In this section, we investigate the possible linear approximations of an ele- 
mentary DeKaRT block. For each output bit, there exist 2^ — 1 possible 
non-trivial input masks (i.e. 2‘* — 1 possible linear combinations of input bits) 
and if we combine output bits together, we have (2“* — 1) X {2^ — 1) possible 
non-trivial linear approximations of the DeKaRT block. For such a small 
block size, the problem of finding good linear approximations is therefore eas- 
ily solved by exhaustive search. 
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Table I. Linear approximations of a single DeKaRT block. 



£ 1/2 


3/8 


1/4 


Nbr. Approximations 2304 


1024 


768 



In this paper, we define the bias of a linear approximation that holds with 
probability p as e = Ip - 1/2|. We also denote a linear approximation with 
probability p = 0orp=lasa perfect linear approximation. 

As the DeKaRT block defines 4096 substitution tables, we first investigated 
the best linear approximations of each individual table. It is summarized in Ta- 
ble 1, where we rejected approximations involving bits V\ only as they are 
obviously perfectly linear. We observe that more than one half of the generated 
tables presents perfect linear approximations and may therefore be considered 
as very weak from a cryptographic point of view. 

On the basis of this first experiment, we may therefore assess that a large num- 
ber of keys will generate weak building blocks for the scrambling function 
or block cipher as they are perfectly approximated by a linear approximation. 
This motivated a more general analysis. 

4. The Attack 

The scenario of the attack is the following: we consider the case where the 
data scrambling function DeKaRT is used to protect communication between 
the smart card microprocessor and the RAM; this is the most common use for 
data scrambling functions. We assume the attacker is allowed to play with the 
microprocessor, which implies that he can send known data to the memory. 
Moreover he has access to a small number of bits of the encrypted data via 
probing attack. Formally, this means that the attacker can obtain a certain 
number m of pairs (P, c), where F is a known plaintext, and c is one fixed bit 
of the corresponding ciphertext C. His goal is to obtain information about a 
secret data (such as an RSA private key) present in the card and read from the 
RAM at some time. Thus it it not a key recovery attack, in the sense that we 
do not intend to retrieve the key used for DeKaRT data scrambling (it can 
be changed at each use of the card anyway). This security model is the one 
described in [2]. 

Due to the building blocks of DeKaRT being implemented using key- 
dependent MUXs, the probability of a linear relation between a given bit of 
the ciphertext and some bits of the plaintext is highly key-dependent. In our 
attack, pairs (P, c) are used to identify a linear relation between one only bit 
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of the ciphertext and a linear combination of bits of the plaintext, that holds 
with a high bias for the key used. Then when the secret data pass through the 
channel between the RAM and the processor, the relation we just identified 
permits probabilistic information about it to be retrieved. 

Let A be the linear relation we are considering. Knowing m pairs (P, c) , we 
count how many of these satisfy the linear relation A; let be the random vari- 
able corresponding to this number. We would like to compute the probability 
that A holds for a random plaintext, provided n” takes value B\ 

P^,p[A holdsln^ = B] (1) 

iPff p[A hoIds|n” = S] — l/2| gives the reliability of the prediction we will 
make. Let us define the random variable N), as being the number of plaintexts 
for which A holds, out of all 2*® plaintexts this time. Then we have: 

Pk,p [Aholds|n5[* = B] 

2 >« 

= P[A holdsliVA = A] • P[Nx = A\nf = B] 

A=0 

216 

= YA/2^^-P[Nx = A\nf = B] 

A=0 

216 

= Y ■ ■PW = B\Nx = A] • (2) 

yl=0 

P[Nx = A] 

E^=o P[^x = ^'] • PK = 

^ • P[Bi{m, A/2^®) = B] ■ P[Nx = A] 

EaLo P[Bi(m, /172‘«) = B] • P[Nx = 

(3) 

where Bi(.,.) denotes the binomial distribution law, and the last approxima- 
tion assumes m <C 2^®. Thus computation of (1) requires knowledge of the 
probability distribution of Nx,i-^- {Pk[^X — ■^]}a= 0' Next section will show 
how such a distribution can be computed. 

5. Computing Probability Distribution for a Linear 
Relation Through a 5-Round Cipher 

Consider 5 rounds of DeKaRT, beginning and ending with a keyed layer 
(Fig. 3). We denote the plaintext: (piB, pu , Pli Po) or 



Also 



KTHaf,, flW, a^)) =: (6«, h^l .... 6^) 
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Figure 3. Linear Approximation through a 5-Round DeKaRT 



And: 

■^^UOl5>"l4>"l3) •■•>"1 >°0 “• >®14 >®13 f">“l >®o / 

The exponent denotes the round number and the ciphertext will be denoted 
by 

(^15 > ^14 - • • • > ^ 1 ^^ *’ 0 ^ Vr (Cl5 , Cl4 , • • • , Cl , Co) 

(5) 

Consider one bit a := 6 q of the ciphertext after a 5 -round cipher. As an 
example, we will analyze the linear relation between a and /3 := (see 
Fig. 3 ). Other relations can be analyzed similarly. We write successively: 

■ a = b^i^ 

■ is a function of (015^014^ 043^ , ) depending on ATq := (see 

Fig. 3 ). 
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m is a function of 04^^ ) depending on /STi := 

RKl As for /3 fixed is balanced (i.e. takes values 0 and 1 equally 
often) and as this bitaffects a only by means of the block keyed by Ki, 
key bits of K\ do not affect the probability of equation a — ( 5 . 

■ is a function of depending on K2 := 

RKl For the same kind of reason as before, key bits 4*1 ofK2 do not 
affect the probability. 

■ Finally, is a function of ag^\ ag^\ 04^^) depending on 

K3 := RKl Still using the same arguments, we note that key bits 
of K3 do not affect the probability. 

Thus the probability of a = P (computed over all 2^® plaintexts) depends 
on the 4 subkeys Kq, Ki,K2, K3 (or at least part of them). We write them as: 

1.(10) .(01) ,(00)v 

-“0 — ('''0 > '*'0 1 "'0 > ^0 / 

_ (1.(11) 1.(10) . (01) . (00)x 

■^2 — \ f ^2 ^^2 ' ^2 ' ^2 ) 

_ (1.(11) . (10) . (01) . (00). 

There are 12 + 3 x 8 = 36 subkey bits implied. A priori this does not 
allow easy exhaustive computation of the probability for every key (complex- 
ity 2^® X 2^®). However there are groups of values for which the associated 
probability is the same. Let us say that 2 subkeys Ki and Ku are equiva- 
lent if for anyi^Oi K2,K3, the probability associated to {Kq, K\, K2, K3) and 
(Kq, Ki^,, K2, K3) is identical; Equivalence between 2 subkeys K2 and K2* 
is defined similarly. We can make the following observations: 

/q\ /q\ 

■ For P fixed (Cg ^04) is balanced. Therefore two subkeys K\ and K\i, 
such that there exists a permutation 7T : {0, 1}^ — > {0, 1}^ satisfying 

G {00,01, 10, 11}) are equivalent. 

■ The same argument can be used for K2. 

f3) 

■ As from the output of the block keyed by K\ only bit 6} ' matters, if 

= 1 (for some i e {00,01,10,11}), then does not af- 

fect the probability. Otherwise stated, if Ki and K\^, are such that 
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= (1,0,0) while = (1, 1,0) (other bits being the same), they 
are equivalent. 

■ With the same kind of argument, = (1, 0, 0) and k^} = (1, 0, 1) are 
equivalent. 

■ Similarly, as output of the block keyed by Kq does not matter, we 
have: 

fcW = (0, 0, 0) ~ A:« = (0, 1, 0) fc?) = (0, 0, 1) ~ = (0, 1, 1) 

fcW = (1, 0, 0) ~ = (1, 0, 1) fcW = (1, 1, 0) ~ fcW = (1, 1, 1) 

■ Suppose 3i,j : kf^ = (0, 0, 0)and = (0, 1,0). Then, the key bit 

added to is 0 for the 2^^ plaintexts for which (Og^\ a^^^) = i; it is 
1 for the 2^^ plaintexts for which = j. Thus (taking into 

account that for (Og^\ 04 ^^) fixed is balanced) when(ag^\a^®^) € 

= 1 one half of the times. 

Now if we replace AjJ’^ and A:^^ by (1,0,0), when (Cg^^a^^^) 6 {t,i} 
we have = a^\ As is balanced (for fixed (cg^^a^^^)), we still 
have that 1 one half of the times. 

The conclusion is that if a given key is such that 3i, j : A:j*^ = (0, 0, 0) 
and Aij^^ = (0, 1, 0), then if A:j’^ and k^^ are replaced by (1,0,0) the key 
obtained is equivalent to the former one. 

■ Similarly, if 3i,J : k^^ — (0,0,0) and k\f^ = (0,0, 1), replacing these 
bits by A:« = A;2^) = (1,0,0) does not change the probability. 

Putting all these observations together, there are 9 equivalence classes for 
Ki as well as for K 2 - They are given in Table 2, with the number of elements 
in each class (out of 2»2). 

Finally, the number of different quadruples {Ko,KuK2,K3) to explore 
in order to compute the probability distribution {Pk(-^o=/ 3 = ■^)}^=0 
g2 . ^ 28)2 2^2. This number could be further reduced, by exploiting more 

complex equivalences such as; “if Kq has such value, then value of Ki does 
not matter”. However it is not necessary as with complexity 2^ • 2^®, the prob- 
ability distribution of Na=i 0 is computable. It is roughly given in Annex A.2. 

It is worth mentioning that in the previous discussion we made the (classi- 
cal) hypothesis that the round keys are independent and uniformly distributed, 
while in practise they are derived from the master key using the key expansion 
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Table 2. Equivalence classes for K\ and with their cardinalities 



Ki 


it 


1 Ki 


# 


(000; 000; 000; 000) 


16 


(000; 000; 000; 000) 


16 


(000; 000; 000; 010) 


448 


(000; 000; 000; 001) 


448 


(000; 000; 000; 100) 


128 


(000; 000; 000; 100) 


128 


(000; 000; 010; 010) 


1120 


(000; 000; 001; 001) 


1120 


(000; 000; 010; 100) 


896 


(000; 000; 001; 100) 


896 


(000; 010; 010; 010) 


448 


(000; 001; 001; 001) 


448 


(000; 010; 010; 100) 


896 


(000; 001; 001; 100) 


896 


(010; 010; 010; 010) 


16 


(001; 001; 001; 001) 


16 


(010; 010; 010; 100) 


128 


(001; 001; 001; 100) 


128 



Table 3. Families of linear relations with the best mean bias 



Mean bias 


Number of lin. rel. 


Output bit 


7 ■ 10“* 


16 


€ S\ 


4 • 10“* 


64 


e Si 


2,5- 10"^ 


192 


es, 


1,5 10"* 


64 


€ S 2 



described in section 2; in fact some quadruples {Kq, K\,K2i K3) simply can- 
not be derived from a master key. Computation of the value taken by Na=p for 
a small number of random keys from which round keys are derived perfectly 
validated the hypothesis. 

6. Searching for other Linear Relations Through a 
5-Round Cipher 

The procedure described in the previous section to compute the distribution 
of N\ for a given linear relation A is complicated and has non-negligible time 
complexity. It is however possible to identify linear relations having a big 
mean bias by evaluating this bias using only a part of the 2^® plaintexts, and 
this for a relatively small number of keys. Doing this, we observed that there 
are “families” of hnear relations having about the same mean bias. Moreover 
linear relations from some families have their output bit belonging to S\ = 
{co, Cl, C4, C5, Cg, Cg, C12, C13}, while those from the other families have their 
output bit belonging to 52 = {c2, C3, Cg, C7, Cio, Cji, C14, C15}. This is due to 
the fact that the last round DeKaRT need not be approximated if the output 
bit e Si. 

Details about the families with the best mean bias are given in Table 3. 

The linear relations of the first family (with bias ~ 7 ■ 10“^) are given in 
Table 4. 
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Table 4. Linear relations through 5-round DeKaRT with the highest mean bias 



Po © Co P4 © Cl Ps © cg Pl 2 © Cg 

PO © Cs P4 © C4 P8 © Cl3 Pl3 © Cl2 

pi © Cl ps © CO Po © C9 Pl3 © Cg 

Pi © C4 ps © Cs po © Cl2 Pl3 © Cl3 



7. Implementation of the Attack 

As explained in Section 4, we assume that the attacker knows for example 
128 pairs . 127 , where is a plaintext and cj is the bit of the 

corresponding ciphertext. One attack strategy could be: 

1 Consider all 2^® — 1 possible input masks fM (i.e. all possible linear com- 
binations of input bits). 

2 For each of them, compute the bias of /i • P = c< over the 128 pairs (• 
denotes the scalar product over Z 2 ®). 

3 The attacker intercepts a ciphertext bit cj of which he does not know the 
corresponding plaintext P*. The input mask fi* with the highest bias 
(computed at step 2) is used to predict the unknown bit pf • P*. 

The efficiency of this algorithm is measured by the bias associated to /i*, 
computed over all 2^® plaintexts this time. Indeed, it gives the reliability of 
the guess made at step 3. Practical experiments show that we have a mean bias 
of 0,059 when the ciphertext bit considered € 5i and of 0,022 when it is in 82 - 

However it is possible to do better if in step 1 of the attack, we restrain 
ourself to the 336 relations mentioned in Section 6 (or more precisely, to those 
of them concerning bitCj). Then the bias obtained is 0,107 when the ciphertext 
bit considered € S\ and 0,074 when it is in S 2 . Moreover the probability 
computed over 128 plaintexts almost always “goes in the same direction” than 
the one computed on all 2^® plaintexts (i.e. suggests the same value for /i • 
P©Ci). This significant improvement is due to the fact that if we consider 
all possible input masks, it is often the case that estimation on 128 plaintexts 
happens to emphasize a linear relation which in fact has a small (or null) bias 
when computed over all 2^® plaintexts; a pre-selection of “a priori good” input 
masks greatly reduces this phenomenon. It is this improvement that motivated 
the research of a priori good linear relations described in Section 6. 

In Table 5 we give mean biases for different numbers of pairs 
known by the attacker. We insist on the fact that these figures are mean bi- 
ases. This means that sometimes the bias associated to /i* will be 0, which 
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Table 5. Mean bias as a function of Che number of pairs known by the attacker 



# pairs 


if Ci e Si 


if Ci € «S2 


64 


0,095 


0,067 


128 


0,107 


0,074 


256 


0,118 


0,083 


512 


0,123 


0,087 


1024 


0,127 


0,092 



means that the attack has completely failed. Other times the bias will be 1/4 
(or even 1/2) and the information gained by the attacker is real. The attacker 
must be able to compute a priori the bias he can expect. It is given by equation 
(2) in Section 4. 

As an improvement to the attack, it could also be possible to consider several 
approximations (implying the same ciphertext bit Cj) simultaneously in order 
to retrieve more information. However this is far from trivial, as the possible 
correlation between these approximations must be taken into account. The 
paper from Biryukov <&a/. [6] could help in this context. 

Also, we assumed only one bit of the ciphertext was available. If several are, 
this allows more bits of information about the plaintext to be retrieved (more- 
over linear approximations implying linear combinations of these ciphertext 
bits can be considered, which can improve the efficiency of the attack). 

8. Conclusion 

In this paper we have seen that DeKaRT, despite its structure being signi- 
ficatively more complex than previous primitives, is vulnerable to linear crypt- 
analysis. Even using one only bit of the ciphertext (as it is often the case in 
the context of probing attacks), it is possible to obtain information about an 
unknown plaintext using very few known (Plaintext, Ciphertext bit) pairs. We 
do not claim DeKaRT is useless for data scrambling: indeed, the require- 
ments for such a type of primitive can be relaxed in comparison with usual 
requirements for block ciphers. More than the overall structure, some pro- 
posals for the number of rounds provided in the original paper seem to be 
too optimistic for a really strong security. The purpose of this paper is rather 
showing that such type of key-dependent transform still has strongly linear 
structures. It is why we believe it is possible to construct a better primitive 
with the same throughput and size constraints; probably a structure nearer the 
classical paradigms of block cipher design (constant and highly non-linear S- 
boxes) could achieve it. There is place for research effort in this direction. 
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Table A.l. Probability Distribution of 



Nc=0 


Pk 


e [ 0 , 16383 ] 


0,006 


= 16384 


0,010 


e [ 16385 , 22527 ] 


0,029 


= 22528 


0,013 


e [ 22529 , 24575 ] 


0,013 


= 24576 


0,053 


e [ 24577 , 26623 ] 


0,024 


= 26624 


0,028 


e [ 26625 , 27647 ] 


0,009 


= 27648 


0,022 


6 [ 27649 , 28671 ] 


0,014 


= 28672 


0,045 


e [ 28673 , 29695 ] 


0,012 


= 29696 


0,026 


€ [ 29697 , 30719 ] 


0,013 


= 30720 


0,050 


6 [ 30721 , 31743 ] 


0,015 


= 31744 


0,016 


€ [ 31745 , 32767 ] 


0,013 


= 32768 


0,178 



Appendix 

1. The Bit Permutation layer BP 

The bit permutation we chose is: 



Inp. Bit Pos. 


15 


14 


13 


12 11 


10 


9 


8 


7 


6 


5 


4 


3 


2 


1 


0 


Outp. Bit Pos. 


5 


0 


15 


10 1 


4 


11 


14 


13 


8 


7 


2 


9 


12 


3 


6 



2. Probability Distribution of 

Out of the 2 ^® + 1 a priori possible values for Na=0, only 199 occur with a non-zero 
probability. In Table A.l we only mention the ones having probability > 0 , 01 . Moreover 
we give probabilities associated with intervals. As it is easy to show that P[Na^0 = A] = 
P[Na=0 = 2^® — A\, the table only goes from 0 to 2*®. 
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Abstract Reliable electronic commerce systems must offer fairness. In this paper, we 
propose a fair exchange protocol for trading electronic vouchers, which are the 
representation of rights to claim goods or services. This protocol enables two 
players to exchange vouchers stored in their smartcards fairly and efficiently. 
The players can exchange vouchers through a 4-round mutual communication 
protocol between their smartcards as long as the protocol is performed properly. 
If the protocol becomes unable to proceed due to misbehavior of the partner or 
for any other reason, the player that has fallen into the unfair condition (i.e. the 
player who sent its voucher but didn’t receive the desired voucher) can recover 
fairness by performing a recovery protocol with a trusted third-party. Since the 
recovery protocol doesn’t need the cooperation of the partner, fairness can be 
recovered without identifying or tracking the partner; one can trade vouchers 
securely even if the trading partner cannot be identified. 
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1. Introduction 

Fairness is essential for realizing secure electronic commerce in which both 
consumers and merchants can participate with a sense of safety. From the 
consumers’ viewpoint, payment should not be committed without receiving the 
merchandise purchased, while the merchants may not want to send the goods 
or services prior to being paid. 

Both of the above requirements can be achieved easily at face-to-face transac- 
tions in real shops. Flowever, they are difficult in electronic commerce because 
payments and the delivery of merchandise are rarely conducted simultaneously. 

Once people are disadvantaged, they need to identify the trading partner 
and acquire compensation. Unfortunately, identifying the partner is not easy 
in the Internet[4]. Since this difficulty is likely to become even worse in the 
consumer-to-consumer (C2C) market that is forming, security that depends on 
an identification process is impractical. 

In order to realize secure electronic commerce systems that dispense with 
identification, we focus on “electronic rights”, irreproducible and transferable 
digital data representing the rights to claim services or goods [14]. Their real 
world equivalents are pieces of paper, i.e. tickets, coupons and vouchers. Fol- 
lowing RFC3506[5], we refer to such data as (electronic) vouchers hereafter. 
Since electronic vouchers must be transferred among users and redeemed in 
an off-line environment like real tickets and coupons, we assume that they are 
stored and managed in tamper-resistant devices like smartcards to prevent illegal 
acts like reproduction and forgery. 

A voucher can represent diverse types of rights. For instance, it can represent 
the right to claim goods like “one hamburger”, or to claim services like “one 
night accommodation”. Moreover, it can be used as it were money by repre- 
senting the right to claim conversion into currency or a certain amount of some 
valuable item (e.g. gold); electronic money can be treated as a sort of voucher. 
The fair exchange of vouchers, therefore, enables us to realize not only secure 
barter trading but also secure purchase transactions[7]. 

Identification of the trading partner is not required in these transactions pro- 
vided that the fairness of the exchange is guaranteed. The only thing they need 
to certify is the genuineness of the vouchers being exchanged. Transaction 
security, therefore, doesn’t depend on the trustworthiness of the trading part- 
ner, but rather on that of the voucher’s issuer. This simplifies the certification 
process because there would be many fewer voucher issuers than participants. 
Fair exchange of vouchers is thus the key component to realize fair and secure 
electronic commerce while dispensing with the need for identification[6]. 

Up to now, however, there has been no efficient method to exchange vouchers 
with fairness. A mediating (or active) trusted third-party (TTP) can exchange 
vouchers fairly, but this approach has drawbacks in terms of availability and 
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scalability because the TIP has to be synchronously involved in every ex- 
change, which creates potential bottlenecks[ll]. On the other hand, a number 
of optimistic fair exchange protocols have been proposed in which the TIP 
participates only if errors occur during the exchange[l, 11, 8, 17]. These pro- 
tocols are much more efficient and practical for exchanging digital signatures 
(aka contract signing) or payments and receipts, but they cannot be used to 
exchange vouchers because they fail to prevent the reproduction of vouchers. 

In this paper, we propose a new protocol that enables the fair and effective 
exchange of electronic vouchers that represent rights. This protocol exchanges 
vouchers in an optimistic manner; the trading participants first try to exchange 
vouchers through mutual communication, and they activate the TIP to recover 
fairness if the exchange is suspended or interrupted and can not be continued. 
Since this protocol guarantees “strong fairness” in any exchange, fairness can 
be recovered without identifying or tracking the trading partner. 

The rest of the paper is organized as follows: Section 2 states the definitions 
and requirements for representing vouchers and fairness in voucher trading. 
This section also describes issues of the legacy method that uses a mediating 
TIP and previous optimistic fair exchange protocols. Section 3 details the 
protocol proposed in this paper. Section 4 discusses the proposed protocol by 
reference to the requirements stated in Section 2. 

2. Preliminaries 

This section states the definition and requirements of electronic vouchers and 
fairness in voucher exchanges. In addition, this section discusses drawbacks of 
the previous approaches. 

2.1 Electronic voucher 

An electronic voucher is a digital representation of the right to claim services 
or goods. In this context, the right is created by the issuer, such as a supplier of 
merchandise or provider of services, as a promise to the right holder. According 
to RFC3506[5], a voucher is defined as follows: 

Electronic voucher Let / be a voucher issuer, FI he a voucher holder, and 
P be the issuer’s promise to the right holder. An electronic voucher is 
defined as the 3-tuple of (/, P, H). 

Similar to paper tickets and current money, vouchers should be transferable. 
The voucher holder H can transfer the voucher (/, P, FT) to another participant 
H'. This transfer is represented as the rewriting of the tuple (7, P, H) 

The right lapses from holder 77 as a result of the transfer. 

Vouchers must be protected from illegal acts like forgery, alteration, and 
reproduction. These security requirements are defined as follows: 




258 



M. Terada, M. Iguchi, M. Hanadate, and K. Fujimum 



Preventing forgery A voucher (/, P, H) must be generated (issued) only by 
issuer / and must not be generated by any other participant *. In addition, it 
must not be possible for anyone to alter issuer I once the voucher is issued. 

Preventing alteration Once a voucher (/, P, H) is issued, it must not be 
possible for anyone to alter promise P. 

Preventing reproduction It must not be possible for voucher (/, P, H) to 
be reproduced. In particular, in a transfer from H to H', both (/, P, FT) and 
(7, P, H') must not exist simultaneously throughout the transfer. 

2.2 Exchange of vouchers 

As mentioned in Section 1, diverse types of commerce transactions can be 
mapped into exchanges of vouchers. An exchange of vouchers consists of a 
pair of mutual transfers of vouchers. 

To exchange vouchers fairly, it must be assured that no trading participant 
loses its voucher without receiving the desired voucher; each participant must 
be able to recover its voucher or the desired voucher in a given period as long 
as it behaves properly. An exchange of vouchers that satisfies this property is 
defined as a fair voucher exchange. Details are given below: 

Fair voucher exchange Assume that there are two electronic vouchers 
and(/ 2 , P 21 Hg). An exchange constructed of the pair of transfers (/j, Pj, Ha) — ♦ 
(7l, Pi, Hg) and {I 2 , P 2 , Hg) — + {I 2 , P 2 , 77/i) is defined as a fair voucher ex- 
change, if all of the following conditions are satisfied: 

1 Provided that Hx (i e. Ha or Hg) executes the exchange in proper 
manner, it is assured that Hx will own either voucher as a result of the 
exchange. That is, either (7i, Pi, Hx) or {I 2 , P 2 , Hx) is assured to exist 
at the termination of the exchange. 

2 Provided that Hx executes the exchange in proper manner, it is assured 
that Hx can terminate the exchange in finite time. 

The following conditions must also be satisfied to guarantee the prevention 
of voucher reproduction: 

3 Throughout the exchange, (7i,Pi,77/i) and (li,Pi,Hg) (i £ {1,2}) 
must not exist simultaneously. 



'Another participant P may generate voucher(/', P, H) since the issuer is /', 
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2.3 Implementation model of vouchers 

Although several models can he used to implement electronic vouchers [6], 
we will focus on the “stored value” model like FlexToken[14]because this type 
of model has advantages in terms of usability and scalability. 

This implementation model assumes that users (owners of vouchers) have 
tamper-resistant devices like smartcards to store and manage vouchers; it en- 
ables vouchers to be transferred among users and redeemed in off-line envi- 
ronments securely without involving banks or other third-parties. In this paper, 
we refer to these devices as PTDs (personal trusted devices). A FID protects 
vouchers from illegal acts like forgery and reproduction from anyone, including 
its owner. 

In this model, a voucher (/, P, H) is considered to exist when user H has PTD 
U storing digital data v that corresponds to (/, P). In FlexToken, for example, 
PTDs store 2-tuple entries {h(Pkl), h{R)), called a token foru, where h{) is a 
secure hash function like SHA-1 [ 10], Pkl is a public key of issuer I, and R is 
a document called rights definition, which defines the contents of promise P. 

The voucher transfer (/, P, Ha) — > (/, P, Hb) is realized by transferring v 
from sender’s PTD Ua to receiver’s PTD Ub, which concludes by deleting v 
from Ua and storing vin Ub- 

2.4 Previous works 

While the previous methods of implementing vouchers realize secure circu- 
lation of vouchers including issuance, transfer, and redemption with preventing 
illegal acts like forgery and reproduction, they don’t realize fairness in the 
exchange of vouchers. Although FlexToken discusses fairness in circulating 
rights, it only aims to ensure the non-repudiation of the fact of circulation; 
ensuring fairness in voucher exchanges was not considered. 

To achieve the fair exchange of vouchers, a voucher trading system that uses 
a mediating TIP has been introduced[7]. This system satisfies the fairness and 
security requirements described above, provided that the TTP acts honestly. 
However, it is weak in terms of availability because every exchange requires 
synchronous interactions between the TTP and both trading partners; its scala- 
bility is also suspect because traffic would be heavily focused on the TTP. 

A number of fair exchange protocols for digital signatures and digital data 
have been proposed[l, 11, 8, 17]. In particular, protocols called optimistic 
protocols[2, 16, 15]or off-line TTP protocols[18]use a TTP only if errors occur 
in the exchange process. Under the assumption that errors rarely occur, these 
protocols relax the problems with using a TTP and enable exchanges to be 
performed efficiently. These protocols realize, in a practical manner, fair con- 
tract signings, certified mails, and fair exchanges of a payment and its receipt 
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as demonstrated in SEMPER[9, 12], however, no optimistic protocol has been 
proposed or can be applied for exchanging vouchers. 

In order to exchange vouchers fairly without identifying and tracing the 
trading partner, it is required to ensure fairness without an external dispute 
resolution process. This level of fairness is called strong fairness[ll, 1]. 

According to [11], strong fairness can be achieved in an optimistic proto- 
col if one of the items to be exchanged ensures “strong generatability” which 
means the item (or an equivalent item) is generatable by the TTP or “strong 
revocability” which means the item is revocable by the TTP^. 

We first discuss protocols that use strong generatability and are based upon 
the protocol introduced in [2]. A voucher is strongly generatable if the TTP 
could generate a message equivalent to the message that ensures that a voucher 
is stored while preventing illegal acts on the voucher. However, a voucher is not 
strongly generatable in this sense because voucher reproduction is possible by 
replaying the first message of the protocol^. This message enables its recipient 
to perform the resolve protocol with the TTP, which may allow replay of the ex- 
change"*. This might be harmless for applications like contract signing because 
it only brings another evidence of confirmation of the same contract concluded 
in the previous exchange (assuming that contents of the contract are assured 
to be unique). However, it causes the recipient of the message to reproduce a 
voucher already received in the previous voucher exchange. 

Applying a protocol that uses strong revocability[15]for voucher exchanges 
is possible but rather impractical. This protocol requires a means by which 
the TTP can ensure revocation that would prevent the receipt of improperly 
exchanged vouchers. This is easy for closed-loop electronic money systems 
(referred to “ECash-like system” in [15]) which involve a bank to confirm pay- 
ments, but it is difficult for vouchers which have off-line capabilities similar to 
real tickets or current money; it is impractical to inform revocation to all partic- 
ipants who may receive the revoked voucher before the voucher is transferred 
or redeemed to them. 

We therefore propose a new optimistic protocol forexchanging vouchers that 
is not based upon either type of protocol mentioned above. Our protocol pre- 
vents the replay attacks that make voucher reproduction possible. In addition, 
the protocol is simple and efficient; its main protocol consists of four messages, 
two of which are signed, and is as simple as a naive voucher exchange involving 
the mutual transfer of two vouchers using challenge and response. 



^he other item is required to be “weakly generatable”, which is rather easy to achieve. 

^Another replay attack against this protocol is pointed out in [13], but it can be fixed easily as described in 
that paper. 

^Additional message exchanges could prevent this replay attack, but it would make the whole protocol much 
more complicated. 
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3. Fair Exchange Protocol for Vouchers 

This section describes a fair exchange protocol that satisfies the requirements 
stated in Section 2. 

In this section, we assume that the vouchers to be exchanged are {IuPi,Ha) 
and ih,P2,HB), the implementation model is stored value model, ili, Pi) is 
represented by token Vi, and voucher {!{, Pi, Hx) exists when Vi is stored in 
PTD Ux held by user Hx- The set of tokens stored in Ux is referred to as 
Vat. PTD Ux is a tamper-resistant device like a smartcard which is capable of 
preventing illegal alteration of Vx or the program performing the exchange, as 
well as keeping its signing key and U 2 (described in 3.2) secret. Each process 
in the PTD is assumed to be performed atomically. 

User/fx would also have a user terminal device such as a mobile phone or a 
PDA to interact with its YYDUx if the PTD doesn’t have a user interface (like a 
smartcard). The user terminal would facilitate the generation of communication 
channels among PTDs and TIP T (see below) as well, but it doesn’t have to be 
trusted by anyone but its owner; the owner might try to cheat its PTD or another 
PTD by forging or replaying messages using the terminal. The terminals aren’t 
shown explicitly hereafter since they can be merely treated as a part of (insecure) 
communication channels in the proposed protocol. 

This protocol consists of three sub-protocols: a main protocol, an abort, and 
a resolve protocol. An exchange starts by performing the main protocol. The 
exchange completes only within the main protocol whenever both participants 
act honestly and there is no trouble in the communication channel between 
them. If there are any troubles in the main protocol, either participant can re- 
cover fairness and terminate the exchange with the abort protocol or the resolve 
protocol using TIP T, which is a third-party trusted by both participants (and 
also the issuers of the vouchers). This protocol exchanges vouchers fairly and 
optimistically. 

3.1 Definitions 

The other definitions and assumptions needed to describe the proposed pro- 
tocol are given below (details are given in Section 4). 

Ua has public key certificate Cert a including public key PkA, a signing 
key which generates a signed message {m)pkA verifiable with Cert a, and a 
verify function Verify{{m)pkx ,Certx) which verifies the signed message 
{m)pkX using the corresponding certificate Certx', and Ub and T likewise. 

Cert A and CertB represent that their keyholders Ua and Ub are certified 
as proper PTDs, while Certp represents that its keyholder T is certified as a 
proper TIP. Note that these certificates don’t have to be identity certificates to 
identify individuals, but have to be issued by a party who is trusted by the issuer 
of the vouchers being exchanged. It is easy to ensure this requirement if the 
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Figure 1 . Main protocol. 



existence of a certificate authority trusted by all participants can be assumed. If 
not, additional certificates by the issuer like accredit information in FlexToken 
can be used (see details in [14]). 

In addition, Ua and Ub manage sets of sessions Sa and Sb respectively, 
and T manages sets Sabort and Sreaolve which include sessions that have been 
aborted or resolved. 

3.2 Main protocol 

Figure 1 shows the main protocol. At the initial point, tokens ui and V2 
are stored in Ua and Ub respectively (vi 6 Va,V2 € Vb)- If this protocol 
terminates without failure, V\ and V2 are swapped (ttj £ Vb,V2 € V4). The 
exchange is performed without intervention of the TTP in this case. In the 
explanation hereafter, it is assumed that Ha knows the content of V2 at the 
initial point for simplicity. 

Hb may order Ub to abandon this protocol at any time in the abortable 
section in Figure 1 (after sending m2 and before receiving m3) and terminate 
the exchange by performing the abort protocol with T which recovers fairness 
for Hb- Likewise, Ha may order Ua to terminate the exchange by performing 
the resolve protocol with T throughout the resolvable section (after sending m3 
and before receiving m^). Before these sections, Ha and Hb can merely quit 
the exchange without losing fairness. 

Ha starts the main protocol by ordering Ua to exchange Vi in Ua and V2 in 
Ub- The main protocol is performed in the following way: 
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1 After receiving the order from Ua performs the following: 

(a) Generates a random number m and adds it to set Sa. 

(b) Sends m\ ; {vi,V2,tii} to Ub> which is the offer of the exchange. 

2 Ub receives mi and performs the following: 

(a) Confirms mi if it is an acceptable offer for Hb- If not, Ub quits 
the exchange (and may inform Ua of this event). 

(b) Generates U2 and adds it to setSs; ri2 has to be kept in secret until 
it is sent as 1714. 

(c) Removes V2 from Vb, which causes the corresponding rights to 
lapse from Hb \ Hb temporarily falls into unfair condition. 

(d) Calculates si := /i(ui|v2|ni)and S2 := h{ri2)- 

(e) Sends m2 : {{si\s2)pkB,CertB} to Ua- 

3 Ua receives m2 and performs the following: 

(a) Confirms that all of the following equations are satisfied. 

i Si = /i(ni|v2|ni) 

ii Verify{m2) = true 

If not, Ua waits m2 again or quits the exchange by removing n\ 
from Sa- 

(b) Removes m from Sa and adds S2 to Sa- 

(c) Removes Vi from Va> which causes the corresponding rights to 
lapses from Ha ', Ha temporarily falls into unfair condition (That 
is, Ha and Hb fall into unfair condition at this time). 

(d) Sends m3 : {(s2)pfc/i) CertA} to Ub- 

4 Ub receives m3 and performs the following: 

(a) Confirms that all of the following equations are satisfied. 

i S2 = h{ri2) 

ii Verify{m3) = true 

If not, Ub waits m3 again or abandons the main protocol and per- 
forms the abort protocol to recover fairness. 

(b) Removes U2 from Sb and adds vi included in mi to Vb- Hb enters 
fair condition again. 

(c) Sends rri4 : 712 to Ua, and Ub terminates the exchange. 

5 Ua receives m4 and performs the following: 
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Figure 2. Abort protocol. 

(a) Confirms = S2- If not, Ua waits m4 again or performs the 

resolve protocol to recover fairness. 

(b) Removes S2 from Sa and adds W2 to V>i. Ha enters fair condition 
again, and Ua terminates the exchange. 

3.3 Abort protocol 

Figure 2 shows the flow of the abort protocol. As mentioned above, U b may 
abandon the main protocol at any time in the abortable section by performing 
this protocol. 

The abort protocol enables i/s to recover fairness by sending an abort request 
mol to T and receiving the abort admission mo2 which allows Ub^o restore V2, 
or the resolve admission mr 2 to store Vi if T has already received the resolve 
request from U a- If cannot receive either mo2 or m^2 from T in a given 
period, Ub may resend moj. 

The abort protocol is performed as follows: 

\ Ub abandons the main protocol, and is prohibited from receiving m3 in 
the main protocol. 

2 Ub sends mai : {(/a|'Si)p^;B, Cerfs} to T. Herein, /„ is a flag which 
represents the process of aborting. 

3 T receives mai and performs the following: 

(a) Confirms Verify(mai). If not, waits moi orm^i (described in the 
resolve protocol) again. 
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(b) Let k := Si, 

i If A: G Sreaolvet then send the resolve admission. 

ii If A: ^ Sreaolve^ then add k to S abort send the abort admis- 

sion. 

The procedures Ub performs when Ub receives the abort admission or the 
resolve admission are as follows: 

Receiving abort admission 

1 T sends mo2 : {{fa\k) pkT)CertT} to Ub- 

2 Ub receives ma2 and performs the following: 

(a) Confirms A: = Si and Verify{ma 2 )- If not, waits ma2 or mr2 
again. 

(b) Removes ri2 from Sb- 

(c) Adds V2 to Vb and terminates the exchange. 

Receiving the resolve admission 

1 T sends mr2 : {(/r|A:)p)fe7') Certr} to Ub- 

2 Ub receives mr2 and performs the following: 

(a) Confirms k = 3i and Verify{vnr2)- If not, waits ma2 or mr2 
again. 

(b) Removes fl2 from Sb- 

(c) Adds Vi to Kb and terminates the exchange. 

3.4 Resolve protocol 

Figure 3 shows the flow ofthe resolve protocol. Ua may perform this protocol 
at any time in the resolvable section of the main protocol. 

Similar to the abort protocol, the resolve protocol enables U a to recover 
fairness by sending a resolve request TTlri to T and receiving the abort admission 
mo2 which allows Ua to restore Ui, or the resolve admission mr2 to store V2 if 
Thas already received the abort request from J/b. If Ua cannot receive either 
mo2 or mr2 from T in a given period, Ua may resend TTifi- 
The resolve protocol is performed as follows: 

1 Ua sends m^i : {(/r|«l)pMi C'ertyi} to T. Herein, is a flag that 
represents the process of resolving. 

2 T receives mr\ and performs the following: 
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Figure 3. Resolve protocol. 

(a) Confirms Verify(mri). If not, waits mai or rriri again. 

(b) Let k := s\, 

i If A; € Sabortf then send the abort admission, 

ii If A; ^ Saborti then add k to Sresolve ^nd send the resolve 
admission. 

processes the abort admission or the resolve admission in a similar way 
to Ug ra the abort protocol, except for the following differences: 

■ LAfl is replaced by Ua- 

■ Deleting ri2 from is replaced by deleting S2 from Sa- 

■ Vi and V2 stored by receiving 771^2 or ma 2 are swapped. 

■ Ua doesn’t have to abandon the main protocol. Ua may conclude the 
exchange by receiving 7714 in the main protocol before receiving ma2 or 
777 r 2 f because it can be assumed thatj/jg has successfully concluded the 
exchange when Ua receives 7774 and therefore there is no chance for Ua 
to receive the abort admission ma 2 - 

4. Discussions about Security and Fairness 

This section discusses how the proposed protocol ensures the security re- 
quirements for vouchers and the fairness requirement. 

In the discussion hereafter, the following assumptions are made: 
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1 Users Ha and Hb may try to cheat their PTDs; they might replay or 
forge any messages. 

2 Tamper-resistant capability of both PTDs, Ua f/g, is not compro- 
mised; they process the input data properly and their signing keys are 
kept secret. In addition, U 2 is kept secret until it is sent as 7714 . 

3 TTP T properly processes abort requests and resolve requests in a given 
period. 

4 The communication channels linking Uai Ub and T may be insecure, i.e. 
attacks including eavesdropping, replaying and alteration are possible. 

5 The communication channel between Ua and Ub may be lost perma- 
nently (i.e. either partner might escape in the middle of the exchange and 
the other partner is not assured of catching him). 

6 The communication channel between T and Ua or Ub may be lost, but 
it recovers in a given period. 

7 The hash function and signatures used in the protocol are sufficiently 
secure; e.g. the risk of collision of the hash function or forgery of the 
signatures can be ignored. 

8 The certificate practice is secure enough; e.g. no certificate involved in 
the protocol can be forged or improperly issued. 

4.1 Preventing forgery and alteration 

In the proposed protocol, forgery or alteration is possible if it is possible to 
store a token v' different from either t>i or V2 included in offer message mi. 

There is no chance to store adifferent v'(^ {vi, Vj}) to Ua because the offer 
mi originates from Ua itself. Ha^ Hb or another faulty party may try to store 
Vi{^ {V1,V2}) to f/g by altering Vi or 1)2 included in mi, but this would be 
detected by its inconsistent hash value at step 3 in the main protocol. 

Assuming V\ in mi is altered to v'. Si included in the m 2 (protected by signa- 
ture of C/g) becomes Si = V2,7li),whichisinconsistentwith/l(ui,V2,fli) 
as indicated by the comparison in step 3 of the main protocol. 

The risk of forgery and alteration therefore depends on the collision resistance 
of hash function h{) and the strength of the signature, which are assumed to be 
sufficient. 

Forgery and alteration are, therefore, prevented in the proposed protocol. 

4.2 Preventing reproduction 

In order to prevent reproduction, there must not be any token storing operation 
without the preceding corresponding removal operation of the same token. 
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In the main protocol, any storing operation of token Vi is performed after re- 
mo vingttj. In addition, both m2 and m3, the evidence of the removal of V2 and 
Vj , respectively, are protected against forgery or alteration by the attached sig- 
natures, and they cannot be replayed because storing Vi and V2 always involves 
the removal of TI2 and S2 respectively, which prevents the overlapped storing of 
tokens. The main protocol thus prevents the reproduction of vouchers. 

A discussion about abusing the recovery protocols is more complex. We 
discuss the possibility of reproducing Vj and V2 separately. 

Preventing reproduction of Di . is reproduced when both of the following 

are performed: 

1 Ua stores Vi in the resolve protocol. 

2 Ub stores in the main protocol or the abort protocol. 

In order for Ua to store Ui in the resolve protocol, Ua needs to receive abort 
admission mo2, which is signed and sent from T only if T has received abort 
request moi from Ub before receiving resolve request mri from Ua- 

Assuming sent mot, J/g cannot store vi in the main protocol because the 
main protocol is abandoned when U g starts the abort protocol. Neither can U g 
store V\ in the abort protocol because U g needs to receive resolve admission 
Wa2, which is sent from T only if T received m^i before receiving mat- Since 
this contradicts the above condition for Ua to store Vi, V\ cannot be reproduced 
by abusing the recovery protocols. 

Preventing reproduction oft>2* 'i’2 is reproduced when both of the following 
are performed: 

1 Ua stores V2 in the main protocol or the resolve protocol. 

2 Ub stores i;2 in the abort protocol. 

For 1/4 to store U2 in the main protocol, Ua needs to receive m4, which 
is only known by C/g and cannot be guessed by any other participant. If Lfg 
sent m4, Ub cannot store V2 because C/g ought to have stored Vi and already 
terminated the exchange before sending m4- 

If Ua is to store V2 in the resolve protocol, Ua needs to receive resolve 
admission mr2> which is signed and sent from T only if T has not received 
abort request ma\ before receiving resolve request mri. Meanwhile, in order 
to let U B store V2 in the abort protocol, U g needs to receive abort admission 
ma2, which is signed and sent from T only if T has not received resolve request 
m^i before receiving abort request mat. Since these two conditions contradict 
each other, V2 cannot be reproduced by abusing the recovery protocols. 
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4.3 Ensuring fairness 

In order to ensure fairness in voucher exchange, the following must he sat- 
isfied according to the definition of fairness described in Section 2: 

1 Both Ua and U b can obtain either token Vi or V 2 (in the set Va and Vjg) 
when the exchange is terminated. 

2 Both Ua and U b can terminate the exchange in finite time. 

3 Vi must not be obtained by both Ua and Ub simultaneously throughout 
the exchange; V 2 likewise. 

The last condition is derived from the requirement to prevent reproduction 
as already discussed in Section 4.2. We therefore discuss the remaining two 
conditions hereafter. 

In the main protocol, Ua falls into unfair condition in which it has neither 
nor V 2 in Va while in the resolvable section, and Ub falls into unfair condition 
while in the abortable section. Except in these sections, they have either Vi or 
V 2 and can instantly quit the exchange at will. 

While in the resolvable section, Ua is assured of recovering fairness and 
can terminate the exchange in a given period, because Ua may perform the 
resolve protocol at any time in the resolvable section, and the resolve protocol 
concludes in a given period provided that assumptions 3 and 6 described at 
the beginning of this section are satisfied. Ub in the abortable section is also 
assured of recovering fairness in a similar manner. 

The proposed protocol therefore guarantees fairness for both Ua and Ub- 

5. Conclusion 

In this paper, we stated the definitions and reqnirements for vouchers and 
fairness in voucher exchanges as a basis of realizing reliable electronic com- 
merce, and proposed a new practical protocol that enables fair and efficient 
(optimistic) exchanges of vouchers stored in trusted devices like smartcards, 
while preventing illegal acts on vouchers such as reproduction and forgery. 

This protocol enables the trading participants to exchange vonchers without 
recourse to a TIP provided there is no accident in the exchange; it guarantees the 
recovery of fairness and safe termination of the exchange in a given period by 
accessing a TIP even if there are problems with the communication channel or 
dishonest acts by the partner. These properties eliminate the problems inherent 
in the previous method that uses a mediating TIP, including the scalability 
problem (traffic concentrated on the TIP) and the availability problem (TIP 
involved in each trade). 

This protocol is thus practical and enables people participating in electronic 
commerce to trade with unidentified partners in complete confidence. 
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Abstract 

Ring signatures are an important primitive for protecting signers’ 
privacy while ensuring that a signature in question is indeed issued by 
some qualified user. This notion can be seen as a generalization of the 
well-known notion of group signatures. A group signature is a signature 
such that a verifier can establish its validity but not the identity of the 
actual signer, who can nevertheless be identified by a designated entity 
called group manager. A ring signature is also a signature such that 
a verifier can establish its validity but not the identity of the actual 
signer, who indeed can never be identified by any party. An important 
advantage of ring signatures over group signatures is that there is no 
need to pre-specify rings or groups of users. 

In this paper, we argue that the lack of an accountability mecha- 
nism in ring signature schemes would result in severe consequences, and 
thus accountable ring signatures might be very useful. An accountable 
ring signature ensures the following: anyone can verify that the signa- 
ture is generated by a user belonging to a set of possible signers that 
may be chosen on-the-fly, whereas the actual signer can nevertheless be 
identified by a designated trusted entity — a system-wide participant 
independent of any possible ring of users. Further, we present a system 
framework for accountable ring signatures. The framework is based on 
a compiler that transforms a traditional ring signature scheme into an 
accountable one. We also conduct a case study by elaborating on how 
a traditional ring signature scheme is transformed into an accountable 
one while assuming a weak trust model. 
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1. Introduction 

The notion of ring signatures was formally introduced to resolve the 
following problem [26]: Suppose that Bob (also known as “Deep Throat”) 
is a member of the cabinet of Lower Kryptonia, and that Bob wishes 
to leak a juicy fact to a journalist about the escapades of the Prime 
Minister, in such a way that Bob remains anonymous, yet such that the 
journalist is convinced that the leak was indeed from a cabinet member. 
On one hand, it should be clear that some straightforward solutions 
would not really solve the problem. It seems that even group signatures 
[14] may not suffice because they assume that the cabinet has deployed 
a group signature scheme, which means that there has been a desig- 
nated entity (called group manager) specific to the cabinet. Even if the 
cabinet has deployed a group signature scheme. Bob still cannot send 
the journalist a group signature on the message, because it is likely that 
the group manager is under the control of the Prime Minister. On the 
other hand, ring signatures sufficiently solve the above problem because 
they allow Bob to send a message to the journalist without assuming 
any manager (meaning that the Prime Minister has absolutely no way 
to figure out that the signature is produced by Bob), where the message 
is accompanied with a ring signature indicating that it is really from a 
cabinet member. 

In this paper, we argue that the lack of an accountability mechanism 
in a ring signature scheme would result in severe consequences, because 
Bob could rumor anything without being held accountable. Therefore, it 
is desirable to have accountable ring signatures while assuming no man- 
ager (an advantage of ring signatures over group signatures) and being 
able to hold misbehaving parties accountable (an advantage of group 
signatures over ring signatures) simultaneously. Moreover, it would also 
be desirable that such a scheme can be seamlessly integrated with a 
standard public key infrastructure (PKI). 

1.1 Our Contributions 

We introduce the concept of accountable ring signatures. An account- 
able ring signature ensures the following: anyone can verify that the 
signature is generated by a user belonging to a set of possible signers 
that may be chosen on-the-fly, whereas the actual signer can nevertheless 
be identified by a designated trusted entity - a system-wide participant 
independent of any possible set of users. Accountable ring signatures 
would be more appropriate than ring signatures for real-world utiliza- 
tion because: (1) a message accompanied with an accountable ring sig- 
nature would be more reliable than a message accompanied with a tra- 
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ditional unaccountable ring signature, and (2) the information-theoretic 
anonymity provided by traditional ring signature schemes would hurdle 
their deployment in the real world — a similar scenario has happened in 
the context of anonymous e-cash schemes [13, 29]. 

Further, we present a system framework for accountable ring signa- 
tures. The framework is based on a compiler that transforms a tra- 
ditional ring signature scheme into an accountable one while utilizing 
tamper-resistant smart cards, and can be seamlessly integrated with a 
standard PKI (including the traditional application of smart cards for 
protecting people’s private keys, and the certificate revocation methods). 
We also conduct a case study to show how a traditional ring signature 
scheme is transformed into an accountable one, while assuming a weak 
trust model. This is particularly important in settings where smart 
cards may not be completely trusted (e.g., the manufacturers may be 
interested in getting information about the users’ cryptographic keys 
via various subliminal channels, although they will not compromise the 
tamper-resistance of the smart cards — after all, that’s how they make 
revenues). 

1.2 Related Work 

The notion of group signatures was introduced in [14]. A group sig- 
nature can be seen as a normal digital signature with the following extra 
properties: anyone can verify that a signature is generated by a legiti- 
mate group member, while tbe actual signer can nevertheless be iden- 
tified by a designated trusted entity called group manager. The basic 
idea underlying most group signature schemes is the following: In order 
for a group member (Alice) to sign a message, she needs to construct 
an authorization-proof to show that she has a legitimate membership 
certificate, and an ownership-proof to demonstrate knowledge of the se- 
cret corresponding to the membership certificate. Group signatures have 
been intensively investigated in the literature early on (cf. [15, 11, 10, 
3, 9, 28] and the references therein). However, a group signature scheme 
requires an initialization procedure for specifying a group, which may 
not be possible or desirable under certain circumstances. 

The notion of ring signatures was explicitly introduced in [26], al- 
though the basic idea had been mentioned several times [14, 8, 17, 18]. 
For example, [17] showed how one can produce witness-indistinguishable 
interactive proofs, which can be naturally transformed into a ring signa- 
ture scheme via the Fiat-Shamir heuristics [20]. The scheme presented 
in [26] is based on the RSA public key cryptosystem [25], and its security 
is analyzed in the ideal cipher model [4], This scheme was improved in 
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[7] where the authors presented a variant ring signature scheme whose 
security is analyzed in the random oracle model [5]. [1] proposed a gen- 
eral ring signature scheme that accommodates both RSA and discrete 
logarithm based cryptosystems. However, none of the above-mentioned 
ring signature schemes provides a revocation mechanism to hold a mis- 
behaving party accountable. 

In regard to utilizing smart cards, [12] showed how to implement a 
group signature scheme based on tamper-resistant smart cards. The 
basic idea underlying [12] is as follows: A group manager chooses two 
pairs of public and private keys, namely {pk\,sk\) with respect to a 
public key cryptosystem and (pk 2 ,sk 2 ) with respect to a digital signature 
scheme, where both pk\ and pk2 are publicly known. Each group member 
has a unique identity U and holds a tamper-resistant smart card that 
is equipped with pk\ and sk2- A group signature is indeed a digital 
signature obtained by applying sk 2 to the concatenation of a message m 
and a ciphertext c that is the encryption of U under public key pk\ (i.e., 
C allows the group manager to revoke anonymity of the actual signer of 
a given group signature). Besides that this scheme is an implementation 
of traditional group signatures (i.e., the groups are pre-specified), it has 
the drawback that compromise of a single smart card (after all, tamper- 
resistance is still heuristic [2]) or revoking a user’s membership (e.g., due 
to group dynamics) would force all the rest of smart cards to participate 
in a key-update process. As we will see, we achieve a higher assurance 
that a compromise of a smart card does not result in such a complex 
procedure, while making the revocation of a smart card or certificate 
completely transparent to the rest smart cards. 

1.3 Organization 

In Section 2, we briefly review some cryptographic preliminaries. In 
Section 3, we define accountable ring signatures. In Section 4 we present 
a system framework for accountable ring signatures, which is based on 
a generic compiler that transforms a traditional ring signature scheme 
into an accountable one in a strong trust model. In Section 5 we conduct 
a case study on transforming a traditional ring signature scheme into an 
accountable one while assuming a weak trust model. We conclude in 
Section 6. 

2. Cryptographic Preliminaries 

Besides using standard public key cryptosystems, E = {GEN, E, D), 
that are semantically secure [22], and digital signature schemes, <S = 
{GEN, S,V), that are existentially unforgeable under adaptive chose- 
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message attacks [23], we use a threshold symmetric key cryptosystem 
specified below. 

Threshold symmetric key cryptosystems. In order to revoke anonymity 
of accountable ring signatures while ensuring optimal resilience, we need 
to facilitate the following task: an entity (called dealer) encrypts a mes- 
sage so that the ciphertext can be decrypted by a set of a constant 
numbern of servers {■S'l, •••,5'n}, of which at most t = servers can 

be corrupted.' Below we give a concrete threshold symmetric key cryp- 
tosystem DSKC=(DSKC. Setup, DSKC.Enc, DSKC. Dec), which is adapted 
from a secure distributed pseudorandom function [24, 21] that can be 
based on a block cipher for performance reason. 

DSKC. Setup. Defined = ("), and define d subsets as all the 

subsets of n — f of the n servers. The dealer chooses a key 0 = 
{Oi,- • and defines a function Fq as Fe{x) = 

where /a(0:{O,l}'‘x{O,l}'w{O,l}' is a pseudorandom function 
keyed by a of length k. Finally, let all the servers in subset Sj hold 
9j, which means that server ■St (1 < i < n) holds 0* = £ Sj} 

such that ur=i©i = {«ir-,0d} = e. Note that the dealer always 
holds 0 . 

DSKC.Enc. The dealer encrypts a message m of length I as follows: 
choose R {0, 1}* and set the ciphertext (f) = {R, c = m0Fe(i?)). 

DSKC. Dec. Given a ciphertext (j) = (R,c), the servers jointly decrypt it 
as follows: let 5i (1 < i < Ti) contribute f$j{R) for every 6j € 0<, 
then a straightforward algorithm can decide the correct evaluations 
and recover the plaintext m. 

3. Definition of Accountable Ring Signatures 

In this section we review the definition of traditional (i.e., unaccount- 
able) ring signatures and then give a definition of accountable ring sig- 
natures. 

3.1 Definition of Ring Signatures 

A ring signature scheme (RS) specifies a set of possible signers and a 
proof that is intended to convince a verifier that the actual signer of the 



^Technically, a threshold message authentication scheme also suffices, but it would incur a 
linear communication complexity because of the size of the signatures. Note that a thresh- 
old message authentication scheme can be easily derived from a threshold symmetric key 
cryptosystem. 
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signature belongs to the set, while preserving her anonymity. A crucial 
property of ring signatures is that they are setup-free (i.e., there is no 
need for any special procedure beyond a standard PKl). Note that the 
size of a ring signature grows linearly with the size of the specified ring, 
given that the dynamic ring membership is not known in advance and 
has to be provided as part of a signature. 

Definition 1 Suppose each user is associated (via a PKl or certifi- 
cate) with a pair of public and private keys (pku,,sku^). A ring signature 
scheme RS has the following two procedures. 

RS.Sign. This is a probabilistic algorithm which, on input a message m, 
the public keys pku^,-",pku^ of z ring members (i.e., possible sign- 
ers) Ui,---,Uz, and the secret key sky, of Us < s < z), produces 
a ring signature a (including pky^^- • ‘-ipkij^) for the message m. 

RS.Ver. This is a deterministic algorithm which takes as input (m, a) 
and outputs either TRUE or FALSE. 

Definition 2 A ring signature scheme RS is said to be secure if it pos- 
sesses the following properties: 

Correctness. A ring signature produced by an honest user is always 
accepted as valid with respect to the specified ring. 

Unforgeability. It must be infeasible for any user, except for a negli- 
gible probability, to generate a valid ring signature with respect to 
a ring he does not belong to. 

Anonymity. No verifier is able to guess the actual signer’s identity with 
probability greater than \ jz-\-t, where z is the size of the ring and 
e is a negligible function. 

3.2 Definition of Accountable Ring Signatures 

Definition 3 Suppose each user Ug is associated with a pair of public 
and private keys (pky , , sky , ) • An accountable ring signature scheme 
(ARS) consists of the following algorithms. 

ARS. Sign. This is a probabilistic algorithm which, on input a message 
m, the public keys pky^,- • ‘,pky^ of Z respective ring members 
Uiw,Uz, the secret key sky^ ofUg s < z), and some other 
information that will be used to produce a tag <j) that allows some 
designated authority to recover the identity Ug, produces a ring 
signature (7 (including pky^, •• - ,pky^ and 4>) for the message m. 
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ARS.Ver. This is a deterministic algorithm which takes as input (m, <r) 
and outputs either TRUE or FALSE. 

ARS.Open. This is a deterministic algorithm which takes as input (m, a) 
as well as the authority ’s secret, and outputs the identity of the 
actual signer Ua- 

Definition 4 An accountable ring signature scheme ARS is said to be 
secure if it possesses the following properties: 

Correctness . A ring signature produced by an honest user is always 
accepted as valid with respect to the specified ring. 

Unforgeability . It must be infeasible for any user, except for a negli- 
gible probability, to generate a valid ring signature with respect to 
a ring he does not belong to. 

Anonymity. No verifier should be able to guess the actual signer’s iden- 
tity with probability greater than 1/z + e, where z is the size of the 
ring, and C is a negligible function. 

Unlinkability . No verifier is able to associate two ring signatures pro- 
duced by the same user, even if the user’s identity remains to be 
unknown to the adversary.^ 

Revocability . There is an anonymity revocation authority that is able 
to identify the actual signer of a given ring signature. 

No-misattribution. It is infeasible for the anonymity revocation au- 
thority to convince an honest verifier that a given ring signature is 
produced by an honest user, who is actually not the signer though. 

Coalition-resistance. A colluding subset of users (even all users) 
cannot generate a ring signature that the anonymity revocation 
authority cannot trace back to at least one of the colluding users. 

4. A Compiler 

The basic idea underlying the compiler is to introduce into the system 
model an Anonymity Revocation Authority (ARA) that recovers the 
identity of the actual signer of a given accountable ring signature when 
the need arises, and tamper-resistant smart cards that are issued to the 



^Previous ring signature schemes [26, 7] indeed achieve unconditional anonymity, which im- 
mediately imply unlinkability because c = 0. In accountable ring signature schemes, uncon- 
ditional anonymity is still possible but would render them impractical. 
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users who want to produce accountable ring signatures. In order to make 
the compiler concise and generic, here we assume a strong trust model 
(We will show through a case study in Section 5 how one can weaken the 
trust model, particularly the trust on smart cards, to a more practical 
level.): 

■ The Certificate Authority (CA) is trusted in issuing public key 
certificates, which means that it will not issue a certificate to a 
user without conducting an appropriate authentication. This as- 
sumption is inherited from traditional ring signatures based on a 
standard PKI. 

■ The smart cards are tamper-resistant, while we must minimize the 
damage due to the compromise of a smart card. Such a cautious 
measure seems necessary given that tamper-resistance is currently 
only heuristic. 

■ The smart cards are trusted not to leak any information about 
its secrets (e.g., it will not utilize any channel to leak the holder’s 
private key to the CA, the ARA, or the holder). 

■ The ARA is trusted in preserving the users’ privacy. 

Suppose each user Us holds a smart card, while the unique identity Us 
may be publicly known. The compiler takes as input a secure ring sig- 
nature scheme RS=(RS.Sign, RS.Ver), and outputs a secure accountable 
ring signature scheme ARS=(ARS.Sign, ARS.Ver, ARS.Open) as specified 
below: 

1 There is a setup procedure that is extended from the setup pro- 
cedure in a standard PKI. (If users would utilize smart cards in 
the PKI, then this setup procedure does not incur any significant 
extra complexity.) 

(a) It establish an Anonymity Revocation Authority (ARA), which 
initializes a crypto-context whereby the identities of the card 
holders can be “embedded” into signatures in a certain way 
so that the ARA can recover them. 

(b) Suppose Us intends to produce accountable ring signatures, 
the CA gives her a smart card that will generate a pair of 
public and private keys ipku^,sku^) with respect to an ap- 
propriate digital signature scheme, where pku, is certified by 
the CA but sku^ is known only to the smart card. 
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2 ARS.Sign works as follows: Suppose Ug (I < s < z) wants to 
generate an accountable ring signature on message m with respect 
to the ring members’ public keys p/tj/j, • • ■,pku^. 

(a) Ug's smart card generates a token <t> that embeds Ug- We 
require that the token ^ does not leak any information (in 
either a computational or information-theoretic sense) about 
f/g, but does somehow allow ARA to recover Ug. 

(b) Ug's smart card executes RS.Sign on the message m(|0, where 
“II” means string concatenation. Denote the output of RS.Sign 
by cr, which is the resulting accountable ring signature. 

3 ARS.Ver is the same as RS.Ver, except that the message is m||0. 

4 ARS.Open works as follows: Given a valid accountable ring signa- 
ture (7 on message m\\<f>, ARA extracts the identity Ug of the actual 
signer from <!> (perhaps via an inversion to the procedure that (j> is 
generated). 

5. Case Study 

In this section we conduct a case study to show how the compiler 
transforms a secure ring signature scheme RS into a secure accountable 
ring signature scheme ARS while assuming a weak trust model. (Recall 
that, in order to make the compiler concise and generic, we assumed a 
strong trust model in Section 4.) 

This section is organized as follows. In Section 5.1 we elaborate on 
the system model. In Section 5.2 we present the input, namely a secure 
ring signature scheme, and in Section 5.3 we present the output, namely 
a secure accountable ring signature scheme, whose security is analyzed 
in the full version of this paper due to space limitation. 

5.1 System Model 

Participants. There are three exphcit categories of participants that 
are modeled as probabilistic polynomial-time Turing machines. 

■ As in a standard PKI, we assume that there is a certificate au- 
thority (CA) that certifies the users’ public keys. (The exten- 
sion to accommodating multiple CAs is straightforward.) The CA 
gives smart cards to individual users after an appropriate pro- 
cedure (e.g., initializing some cryptographic parameters and in- 
stalling some software programs). 
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m A user U, may utilize her public key certificate as in a standard PKI 
for generating normal signatures. However, if she needs to gener- 
ate any accountable ring signature, she must apply for a tamper- 
resistant smart card from the CA. The same pair of public and 
private keys {pku^, sku,) may be used to produce normal signa- 
tures and/or ring signatures. Besides holding a smart card, the 
user also possesses a computer that typically interacts with her 
smart card. 

■ There is an Anonymity Revocation Authority (ARA) that is re- 
sponsible for identifying the actual signers of accountable ring sig- 
natures. 

Trust. In order to simplify the system, we claim the following trust re- 
lationship (which is weaker than the trust model adopted by the generic 
compiler in Section 4). 

• The smart card hardware is tamper-resistant in the sense that it 
will erase the secrets stored in it if there is an attempt at break- 
ing into it. However, since the notion of tamper-resistance is only 
heuristic, we must ensure that the damage due to the compro- 
mise of a smart card is minimized. In particular, it would be 
highly desirable that compromise of a smart card does not allow 
the adversary to frame any other honest user for generating any 
accountable ring signature. 

■ The smart card software (e.g., operating system) is secure in the 
following sense: (1) it will not tamper with any application soft- 
ware program installed in the smart card; (2) there is no back-door 
for leaking the secrets stored in the smart card; (3) it provides a 
secure pseudorandom generator, if necessary. 

■ The CA will not collude with any user to issue him or her a certifi- 
cate on a public key that will be accepted as eligible for generating 
accountable ring signatures. This also implies that the software 
program installed in the smart card by the CA (e.g., for generat- 
ing temporary certificates) will not leak any information about the 
private keys to the card holders. 

■ The users’ computers (including the software programs) are secure. 
In particular, the randomness output by the software program is 
guaranteed to be chosen uniformly at random, and there are no 
Trojan Horses in their computers. 

■ The ARA is trusted to preserve the anonymity of the users. To 
mitigate the trust, it is natural to implement the functionality via 
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a distributed cryptosystem. Again, the ARA cannot be simply 
based on a tamper-resistant hardware because we must maintain 
certain access structure for restricting the access to it. 

Communication channels. Once a user Us obtained her smart card 
from the CA, the smart card cannot communicate with the outside world 
except Ug’s computer. We assume that the communication channel be- 
tween Ua’s computer and smart card is physically secure, and that the 
channel through which U, publishes an accountable ring signature is 
anonymous (the same as what is assumed in any ring signature scheme). 
All the other communication channels (including the one between Ug 
and the CA) are public and thus subject to eavesdropping by any party. 

Adversary. Given the above trust model, we consider the following 
potential attacks. 

■ A dishonest user Ug manages to obtain a certificate for his public 
key pku, corresponding to the private key sky, that is known to 
f/g (e.g., she may try to forge a certificate on pku,). 

■ A dishonest user {/, manages to obtain the private key sky, corre- 
sponding to the public key pku, that is generated by the software 
program installed by the CA in her smart card and thus certified 
by the CA. 

■ Although the CA is trusted to behave honestly in issuing certifi- 
cates, it may not be trusted in any other sense. For example, 
the software program installed by the CA for generating “proofs” 
may not be trustworthy and may intend to leak information via 
a subliminal channel [27] or a kleptographic channel [30]. As a 
result, the private key may be completely compromised after fur- 
ther cryptanalysis. A similar channel may be established between 
a smart card and the ARA to compromise the secrets on the smart 
card. For simplicity, we assume that the software program on a 
smart card will not adopt the halting strategy [19] to construct a 
subliminal channel for leaking secrets. By halting strategy we mean 
that the software program installed by the CA decides whether or 
not to generate a valid message that is requested by the smart 
card holder. For example, the software program does generate the 
requested message only when it has embedded certain informa- 
tion into the subliminal channel known to the CA or ARA. We 
also assume that the software program will not adopt the delaying 
strategy to constmct a subliminal channel. By delaying strategy 
we mean that the software program outputs a valid response to 
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a request from the smart card holder only at the time that co- 
incides with a predefined subliminal time channel. For example, 
a message generated in the morning meaning the bit of 0 , and a 
message generated in the afternoon meaning the bit of 1 . In short, 
we assume no covert or subliminal channels. 

5.2 Input: A Secure Ring Signature Scheme 

This scheme is adapted from [7], where it is shown to be secure with re- 
spect to Definition 2. Let I, lb be security parameters, and 7i : (0, 1}* — ♦ 
{ 0 , 1 }' be a hash function that is modeled as a random oracle. Suppose 
that each user Ui has a regular signature scheme built on a trapdoor 
one-way permutation Qi (e.g., RSA) and that the modulus has length 
lb < 1. Since the involved RSA moduli iVj are different, an adaptation 
has to be made in order to combine them efficiently. This can be done by 
extending the trap-door permutation gi over Z/v, to an permutation 
over {0,1}' as follows. For any i-bit input x define non-negative integers 
Qi and Tj such that x = QiNi + ri and 0 < ri < Ni. Then, define 

g'.(x) = ! 

\ X otherwise 

Intuitively, gl is defined by using gi to operate on the low-order digit of 
the Ni-axy representation of x, leaving the higher order bits unchanged. 
The exception is when this might cause a result larger than 2^ — 1, in 
which case x is unchanged. If we choose / — /(,> 160, the chance that a 
randomly chosen x is unchanged by the extended g'- becomes negligible. 
The function g'i is clearly a one-way trapdoor permutation over {0,1}^ 
The scheme is described below: 

RS.Sign. Suppose user Ug {1 < s < z) is to generate a ring signature 
with respect to the ring Ui,- ■ U^. 

1 Ug chooses <5 (0, 1}^ and computes along the ring as fol- 

lows (where z -t - 1 is treated as 1 ): 



1^3+1 = 7 i(m,S), 

V3+2 = © 5 '+i(rj+i)), 

Vg = 7^(m,Vg-l Wigg^i(rg-t)). 



Just before closing the ring, the signer uses her secret key to 
compute rg such that d = Uj © 5 ' (rj). 
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2 In order to make the signature anonymous, Ug chooses at 
random an index zq (1 < *o ^ ■ 2 r), and outputs the signature 

RS.Ver. The verifier accepts if Vig — 'H{m,Vig-i © 5io_i(fio-l))) where 
Vj = H(m,Uj_i 0pJ_i(rj_i)) for j = to + 1,- • -.io - 1. 

5.3 Output: A Secure Accountable Ring 
Signature Scheme 

The basic idea underlying the setup procedure is to let a user Ug hold a 
pair of public and private keys {pku,,sku,) such that sfcy, is only known 
to Ug's smart card, and let Ug's computer initialize an instance of a 
distributed symmetric key cryptosystem DSKC so that the card holds 0 
and server ARAi (1 < t < n) holds 0j such that ur=i©i = e- However, 
the effort to prevent various possible subliminal channels makes it a bit 
complicated. Below is the scheme. 

1 A user Ug applies for a certificate on her public key pky, that 
is eligible for generating accountable ring signatures, where the 
corresponding private key sky^ is known to Ug's smart card but 
not Ug. Note that a public key is always assumed to be publicly 
known (e.g., certified by the CA). 

(a) The ARA is implemented by n servers ARAi^- • •,ARAn, 
among them at most t = servers can be corrapted. 

Suppose ARAi (1 < t < n) has two pairs of public and private 
keys: {pk ARAi, sk ARAi) ^ secure public key cryptosystem 

and (pk'^f^^ y^^ARA ) ^ secure digital signature scheme. 

Suppose A^Ai maintains a database for storing the secrets 
that the users will provide. 

(b) Ug applies for a smart card and a certificate for her public 
key pku,. 

i Ug applies for a smart card from the CA, just as she 
applies for a certificate in a standard PKI (meaning that 
there is an appropriate authentication procedure). 

ii The CA returns Ug a smart card equipped with a pair of 
public and private keys {pkcARDy^kcARo) with respect 
to a deterministic signature scheme (for the purpose of 
avoiding subliminal channels), and {pkARAx > ’ "yP^ARA„)- 

hi Ug’s computer executes DSKC. Setup to obtain 0 = (0i, • • 
•,0d)for Ug’s smart card and computer, and 0jfor ARAi 
where 1 < t < n. In order to securely send 0j to 
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ARAi, t/s’s computer encrypts using pkARAi', denote 
the resulting ciphertext by r)i. Then, Ua’s computer sends 
(0;0l, rii,- ■ -,0n,t/n) to Ua's smart card via the phys- 
ically secure communication channel, and keeps 0 for 
itself. 

iv Ua's card checks if the 0j’s and rji’s are correctly gener- 
ated. If so, Ua’s card generates a pair of public and pri- 
vate keys (pku^jSku,) and a signature pon {Ua,pku^,r}\,-- 
•,T]n) using its private key skcARD, keeps 0 , and sends 
T = {pkcARD,Ua,pku„m,- ■ ■,rjn,p) Ua’s computer. 

V Ua’s computer checks the validity of T, and forwards it 
to the CA and the AiZAj’s via the public channels. 

vi CA checks the validity of p and returns a certificate certu^ 
on pk(j^. On the other hand, ARAi (1 < * < n) verifies 
the validity of p, decrypts rfi to obtain 0j, keeps (Ua,Qi) 
in its secret database, and generates (using skARA'.) ^od 
returns a signature Q on {pkcARD^ Ua) back to Ua’s com- 
puter. 

vii Ua’s computer sends valid certu^ and to her smart 

card, which is now ready for generating accountable ring 
signatures (and may erase skcARo)- 

2 ARS.Sign works as follows. Suppose (1 < s < 2 ) is to generate 
an accountable ring signature with respect to a ring consisting of 

whose certificates have not be revoked. 

(a) Ua’s computer executes DSKC.Enc to encrypt (7s (forthe pur- 
pose of avoiding a subliminal channel), and sends the resulting 
ciphertext (f) — {R, Fq{Us)) to her smart card. 

(b) Ua’s card checks the validity of (j>, and then executes RS.Sign 
to generate a ring signature cr on = m||0. The signature 
(7 is sent back to her computer, which then publishes it via 
an anonymous channel. 

3 ARS.Veris the same as RS.Ver, except that m' = m||0. 

4 Suppose <!> is embedded in a valid ring signature <7, ARS. Open works 
as follows: For j = 1 to z, the ARA’sjointly execute DSKC.Dec 
to check whether ^ is an encryption of Uj. If so, Uj is the actual 
signer. 

Theorem 5 Suppose that the adopted signature schemes are existen- 
tially unforgeable under adaptive chosen-message attacks, that adopted 
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public key cryptosystems are semantically secure, and that the security 
parameters are chosen such that the birthday attack is avoided. The 
above ARS scheme is secure with respect to Definition 4. 

The proof is left to the full version of this paper. 

Remark. It is clear that our accountable ring signature scheme is es- 
sentially as efficient as the underlying ring signature scheme, except that 
it additionally involves some symmetric key operations (i.e., evaluating 
d pseudorandom functions). Although the computational overhead on a 
card may not be an issue, the communication overhead may be a seri- 
ous problem (e.g., z = 100). We observe that both computational and 
communication overhead on a smart card can be substantially released, 
because we can let t/g’s computer execute ARS. Sign until the point that 
it is supposed to close the ring, and then send <5,Vg_i,rg_i) to 

Us's card. Ufs card checks if (j> is correctly computed. If so, it returns 
Tg such that J = Ug©pg(rg), where Vg = /f(m||<^,Vg_i ©p'_i(rg_i)). We 
stress that this performance optimization does not jeopardize security, 
because 5 © Ug is uniformly distributed over {0,1}' and Ug is entitled to 
query the oracle for inverting p' at such points. 

6. Conclusion 

We argued that accountable ring signatures would be very useful. 
We presented a system framework for accountable ring signatures, and 
conducted a case study showing how a traditional ring signature scheme 
is transformed into an accountable ring signature scheme while assuming 
a weak trust model. 
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ON JAVA SMART CARDS 
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Abstract: One major challenge for digitally signing a document is the so called “what 

you see is what you sign” problem. XML as a meta language for encoding 
semistructured data offers new opportunities for a solution. The possibility for 
checking fundamental properties of XML-encoded documents (well-formed- 
ness, validity) can he used to improve the security of the signing process for 
such documents. In this paper we present an architecture for checking and 
signing XML documents on a smart card in order to enhance the control over 
the documents to he signed. The proposed architecture has successfully been 
used to implement a secure, smart card based electronic banking application 
for the financial transactions system FinTS. 



Key words: Java smart cards, XML, digital signature, XML Schema, electronic banking 



1. INTRODUCTION 

Smart card assistance for generating digital signatures [4] is current state 
of the art and best practice. This is mainly due to the fact that smart cards 
nowadays have enough processing power to produce digital signatures for 
documents by on-card resources (processor and memory) only. This way the 
owner’s private signing key never has to leave the smart card: The signing 
key is and remains permanently stored in a tamper-proof environment. 

A closer look at the signing process however reveals a still existing major 
security problem: the problem known as the “what you see is what you sign” 
problem. Before signing a document the signer usually wants to check the 
document’s syntactic and semantic correctness. 
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When compared to the traditional process of signing a paper document 
with a handwritten signature, the difference can easily be identified: In the 
traditional case, it is relatively easy for the user to assert the correctness, be- 
cause syntactic and semantic document checking and signature generation 
are in immediate context. Digitally signing an electronic document is com- 
pletely different, because checking and signature generation are executed in 
two different fundamentally environments, exposing different characteris- 
tics — different with respect to security on the one hand and processor, mem- 
ory, and display resources on the other hand. 

Traditionally, the signing application computes the document’s digest us- 
ing a one-way hash function and sends the result to the smart card. The card 
encrypts the digest by an asymmetric cipher using the signing key stored on 
the card. The resulting value is the digital signature of the document. But, 
what is really signed is beyond the user’s control. It might — for instance — be 
the digest for a manipulated document. Even if the smart card can be re- 
garded as tamper-proof, the terminal (e.g. a PC) and the programs running 
on it are vulnerable to viruses and Trojan horses [3] [8] [9] [10]. Such evil- 
doers might obviously also affect signing applications and let them produce 
valid signatures for — from the user’s perspective — invalid documents. Such 
incidents invalidate the signing process in total. To solve this problem the 
whole or at least the major part of the signing process has be executed in a 
trusted environment. While trusted PCs are not yet available, one could use a 
signing application running on a trusted card reader (e.g. FINREAD [28]) or 
a smart card, which is our approach. 

We propose an enhanced architecture which performs checking and sign- 
ing of XML documents on Java smart cards, called JXCS architecture. The 
basic idea of JXCS is to shift the syntactic validation and hash value genera- 
tion from the vulnerable PC to the trusted smart card. Syntactic validation 
imposes the following challenges and opportunities: Challenging is the need 
of processing XML documents on resource constraint Java smart cards. The 
opportunity of the approach is the possibility to perform syntactic and even 
semantic checks on the XML document in a tamper-proof environment 
which improves the security of the signing process. 

We propose the need for three major checks on the XML documents to 
be signed: Well-formedness, validity and content acknowledgement using a 
class 3 card reader (i.e. a card reader including a display and a keypad). 
Taken together all three checks can defeat “what you see is what you sign” 
attacks. 

The paper is organized as follows: Section 2 introduces relevant XML 
fundamentals. The checks are explained more detailed in chapter 3. Section 
4 then proposes the JXCS architecture. Section 5 shows a sample implemen- 
tation for this architecture. Finally section 6 gives the conclusion. 
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2. XML PRELIMINARIES 



2.1 XML well-formedness 

An XML [11] document encodes semi stractured data [13]. It is said to 
be well-formed if it contains at least one element and fulfills the well- 
formedness constraints given in the XML specification. Well-formedness is 
related to the syntactic format of markup, content, comments, document type 
definition, and so on, and it also ensures the usage of proper Unicode charac- 
ters and the specification of their encoding. According to the XML specifica- 
tion every XML processing entity has to check and assert the well- 
formedness property. 

The most important constraint is the logical structure of element tags. 
The tags must be properly braced, meaning that every start element has a 
corresponding end element, together forming a unique tree structure. For 
example <a><b>Hello</b></a> is well-formed, while <a>Good</c>and 
<a><b>Bye</ax/b> are not well-formed. 

a) 

ul 

A 

li li 

1 2 



Figure 1: Possible interpretations for the not well-formed XML docu- 
ment: <ulxli>l<li>2</ul> 

Well-formedness ensures the uniqueness of the XML documents’ inter- 
pretation. Consider for example the following not well-formed XML frag- 
ment: <ulxli>l<li>2</ul>. The document allows the following two 
interpretations shown in figure 1: <ul><li>l</li><li>2</lix/ul> for 
a) and <ul><li>l<li>2</li></lix/ul> for b). In case of well- 
formedness the interpretation would be unique. 

2.2 XML validity 

A more restricting property compared to well-formedness of XML 
documents is its validity. An XML document is said to be valid if it is valid 
with respect to an associated document type declaration or schema [5] [6]. 
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Document type definitions resp. schemata express tree grammars, against 
which the XML documents are checked. 

A (regular) tree grammar is a 5-tuple G = (Z, D, N, P, ns) where, 

• Z = Ze u Za, with Ze is a finite set of element types and Za is a 
finite set of attribute types, 

• D is a finite set of data types, 

• A is a finite set of non-terminals, 

• P is a finite set of production rules of the form n — > a(r), where 
n e A is a non-terminal, a e Z is a symbol and r is either an ele- 
ment of D or a regular expression over the alphabet N with L(r) 
c N*. Finally 

• n, e A is the starting non-terminal 
Consider for example the following schema fragment 

<xsd: element name= "Amount "> 

<xsd : complexType> 

<xsd : sequence> 

<xsd:element name="Value" type="xsd: decimal" /> 
<xsd:element name=" Currency" type="xsd:string"/> 

< /xsd : sequence> 

</xsd; complexType> 

</xsd: element> 

defining instances of the form: 

<Amount> 

<Value>100</Value> 

<Currency>EUR< /Curr ency> 

</Amount> 

The corresponding tree grammar for the above schema fragment has the 
following form: 

G = (Z, D, A, P, «s)with Z = Ze = {Amount, Value, Currency}, D = 
(xsd:string, xsd:decimal|, A = (Ai, A 2 , A 3 }, ns = N\ and P containing the 
following production rules: 

• N\~* Amount(A2 A 3 ) 

• Aa — > Value(xsd: decimal) 

• A 3 -> Currency (xsd: string) 

An import property of tree grammars is single-typeness, which means 
that for each production rule n — > a(r), non-terminals in its content model 
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r do not compete with each other. Single-typeness ensures unique parsing. 
Thus, in the following all tree grammars are assumed to be single-typed [15]. 

W3C XML Schema offers a rich variety of built-in data types which can 
be customized using <restriction>, <union> and <list>s. This allows 
to impose content-related constraints, e.g. the restriction of decimals to an 
upper bound: 

<xsd: element name= "Value "> 

<xsd : restriction base= "xsd : decimal " > 
<xsd:maxlnclusive value® " 100 " /> 

</xsd: restriction> 

</xsd:element> 

2.3 XML Signature 

XML Signature is a W3C recommendation [1] for digital signatures us- 
ing an XML format. It specifies the required XML syntax and the processing 
rules for creating and representing XML signatures. In the context of the 
JXCS architecture we used this format and its related processing rules. 

<Signature> 

<SignedInfo> 

<CanonicalizationMethod Algorithm®. . ./> 
<SignatureMethod Algorithm®. . ./> 

<Reference URI®...> 

<Transforms>. . .</Transforms> 

<DigestMethod Algorithm®. . ./> 

<DigestValue> . . . </DigestValue> 

</Reference> 

</SignedInfo> 

<SignatureValue> . . . </SignatureValue> 

<KeyInfo>. . .</KeyInfo> 

</Signature> 

Figure 2: XML Signature format (simphfied) 

An XML Signature is represented by a signature element which has a 
structure as given in figure 2. A signature element carries a sequence of 
three elements: a Signedlnfo element, a signatureValue element, and a 
Keylnfo element 

The Signedlnfo element contains a sequence of a Canonicaliza- 
tionMethod element, a signatureMethod element and one or more Ref- 
erence particles. A Reference particle is created for each signed object 
(XML document or arbitrary other content, the latter not regarded in this pa- 
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per). The Reference particle includes a reference URI to the data object, 
which may be found externally or included in the same document. The Ref- 
erence element further contains the digest value for the object (Digest- 
Value), and the digest algorithm used (DigestMethod). For all signed data 
objects given in the Reference particles, a single signature algorithm ele- 
ment (signatureMethod) and a canonicalization method element (Can- 
onicalizationMethod) is available. (Canonicalization e.g. removes re- 
dundant whitespaces, sorts attributes, normalizes namespaces, etc.) 

The signature value given in the SignatureValue element refers to the 
whole signedlnf o element using the signature algorithm and the user’s 
signing key. The user’s signing key may be included in the XML Signature 
in the Keylnfo element. 

A signature according to the XML Signature recommendation is com- 
puted in five steps: 

1. canonicalization of the document to be signed, 

2. computing the digest of the canonicalized document, 

3. generation of the signedlnf o element, 

4. computation of the signature value, 

5. building of the signature element. 

2.4 APIs for XML processing 

There exist two different types of APIs for XML processing [14]: tree- 
based APIs like DOM or event-based APIs like SAX [18] or St AX [24]. 
Tree-based APIs in fact load the complete XML document into main mem- 
ory which then can be accessed as an XML Infoset [12] like tree. Such kind 
of APIs put a great strain on system resources, especially if the document is 
large. 

Event-based APIs report parsing events directly to the application 
through callbacks, and do not usually build internal trees. Applications im- 
plement handlers to deal with the different events, much like handling events 
in a graphical user interface. 

With respect to the limited resources of a smart card the only useful 
choice for on card XML processing is an event-based API. We propose a 
SAX-like event-based API which produces the following events: begin- 
element(a), end-element(a), begin-attribute(a), end-attribute(a), char- 
content(c) where a e Z, c € Unicode*. The above XML document is repre- 
sented by the following events: 

• begin-element(Amount) 

• begin-element( Value) 

• char-content(‘T00”) 

• end-element( Value) 
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• begin-element(Currency) 

• char-content(“EUR”) 

• end-element(Currency) 

• end-element( Amount) 



3. WHY SIGNING XML DOCUMENTS IS 
DIFFERENT 

Why relying on XML for solving the “what you see is what you sign” 
problem? Our ideas can be summarized in two points: 

1. If a document to be signed is either not well-formed in the sense of 
XML, or not valid in the sense of its accompanying schema, or 
both, than it must strictly be assumed that the document has been 
manipulated. In consequence, it has to be dropped, and the user has 
to be notified. 

2. A smart card application can extract certain content items for dis- 
play on the smart card reader from a stmctured and formally de- 
scribed document. The extraction and display operations are fully 
controlled by the tamper-proof smart card — which is the same envi- 
ronment that generates the digital signature. 

The fundamental property of XML documents is well-formedness. Ac- 
cording to the XML specification every XML processing entity has to check 
and assert this property. Regarding digital signing well-formedness is impor- 
tant, since it ensures the uniqueness of the XML documents’ interpretation. 
Well-formedness also ensures the usage of proper Unicode characters and 
the specification of their encoding. This is also very important regarding 
digital signatures, since character set manipulation can be used to perform 
“what you see is what you sign” attacks [10]. 

Validity is a much more restrietive property of XML documents com- 
pared to well-formedness. A smart card which checks validity of XML 
documents with respect to a given schema before signing ensures due to the 
tamper resistance of the smart card that only certain types of XML docu- 
ments are signed. Consider for example a smart card which contains your 
private key, but only signs XML documents which are valid with respect to a 
purchase order schema. You could give this card to your secretary being 
sure, that nothing else than purchase order is signed using your signature. 
Using additional constraints in the schema, e.g. the restriction of the maxi- 
mum amount to 100 Luro eliminates the last chance of misusage. 

When operated in a card reader containing a display the card can print se- 
lected parts of the content and request user confirmation. This brings a great 
approach to the solution of the “what you see is what you sign” problem. 




294 



Nils Gruschka, Florian Reuter and Norbert Luttenberger 



Obviously, XML processing is not an easy task to perform on resource- 
constrained smart cards. The following table summarizes the challenging 
XML properties and the resulting opportunities for improving the signing 
process: 

Table 1: Challenges and opportunities in signing XML documents 

Challenge Opportunity 

Check well-formedness property on smart Confidence that only XML documents are 

card signed 

Check validity property on smart card Confidence that only documents of a certain 

type are signed 

Check validity property and additional con- Confidence that certain ..lower bounds" on 
tent-related constraints (W3C XML Schema document content are observed (e.g. financial 
simple types) on smart card transaction not going over some critical 

amount) 

Display selected content items on SmartCard Confidence that even a manipulated docu- 
reader ment couldn’t do any harm 



4. JXCS SMARTCARD SIGNING ARCHITECTURE 
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Figure 3: JXCS Architecture Overview 
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The JXCS architecture offloads all security-critical processing tasks to 
the tamper-proof smart card environment including: 

• well-formedness and validity checking, 

• document canonicalization and hashing, and 

• signature value computation. 

Figure 3 gives an overview over the JXCS architecture. The terminal runs 
an XML parser which analyzes the document to be signed. The parsing 
events are coded into APDUs and sent to the smart card. The events are for- 
warded to a chain of event handlers. These handlers process the total XML 
document sequentially event by event. Different handlers can be used in this 
chain according to the specific requirements (see for example figure 3, a) to 
c)). The chain normally contains event handlers for checking XML docu- 
ment properties like well-formedness or validity, and of course a handler for 
creating the signature. If an event causes one of the checks to fail, instantly 
an exception is thrown. If all checks on all events are successful, the signa- 
ture value of the document is finally returned. From this value the XML Sig- 
nature is created by the terminal computer. The following paragraphs de- 
scribe the JXCS architecture handlers in detail. 

4.1 Signing Handler 

The signing handler’s purpose is to digest the canonicalized document, to 
create the signedinfo element and to compute the signatureValue. 

For the purpose of digesting the signing handler reconstmcts the canoni- 
calized document from the received parsing event; there is no need to send 
the original document to the smart card. This approach — based on a single 
event stream — enables the efficient combination of both checking and sign- 
ing XML documents on resource constraint smart cards. 



Table 2: Reconstructing the document from events 



Event 


Parameter 1 


Parameter 2 


Canon. Document 


beginDocument 


beginElement 


name 




<name 


beginElement 


prefix 


name 




addNamespace 


uri 




xmlns =”urr’ 


addNamespace 




uri 


xmlns:pre/ix=”uri” 


beginAttribute 


name 




name=" 


beginAttribute 


prefix 


name 


prefix'.name-' 


endAttribute 






«« 


charContent 


data 




data 


endElement 


name 




<lname> 


endElement 




name 


<Jprefix:name> 


endDocument 














296 



Nils Gmschka, Florian Reuter and Norbert Luttenberger 



Table 2 shows how the canonic alized document is reconstmcted from 
parsing events. 

For each reconstructed document element the hash generator of the sign- 
ing handler is triggered which that way digests the whole document piece by 
piece. Most hashing functions (like MD5 [26] or SHA-1 [27]) do not store 
the whole input data, but process the input stream block by block and only 
need a small additional digest buffer. Thus the hashing “piece by piece” is 
very space saving. 

If the document has been completely parsed and transmitted to the card, 
the endDocument event is triggered and the signing object starts the actual 
signing process. The signer creates the signedinfo (see above) element 
including the signature, canonicalization and digest algorithm. Furthermore 
the document’s digest and the reference (created from the document’s root 
element) is inserted. 

The resulting Signedinfo fragment is signed using the user’s private key, 
stored on the smart card. The resulting value is used to create the entire 
XML Signature. 

As parsing events and the canonicalized document are semantically 
equivalent, the canonicalized document can be reconstructed from the pars- 
ing events, and the digital signature can be generated from the reconstructed 
document, and the signature is valid only for the parsed document and not 
for any other document. 

4.2 Well-Formedness Checker 

The following algorithm is used in the JXCS architecture to check well- 
formedness: 

begin-element(a): Push a on the stack 

end-element(a): Let a’ be the stack’s topmost element. 

• If a = a’, pop a’ from stack. 

• Otherwise throw a not-wellformed exception, 

begin-attribute(a): do nothing 

end-attribute(a): do nothing 

char-content(c): check if all characters in c are allowed characters 

4.3 Validity Checker 

The validity of XML documents with respect to a tree grammar (i.e. a 
document type definition or a schema) can easily be checked by the follow- 
ing algorithm using the proposed event-based API and a stack. The algo- 
rithm starts with an empty stack. 
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begin-element(a) : 

• If the stack is empty, find a production rule n, -> a(r) and push it 
onto the stack. 

• Otherwise let n’— > n’(r’) he the stack’s topmost production mle. 
Search the production rule n — > a{r) where n e next(r’). 

o If none such exist, throw a not- valid exception, 
o Otherwise change the actual production n’ — > a’(r’) to 
n’ — >a’(n’\r’) and then push n -^a(r) onto the stack. 
end-element(a): Letn’ -¥a\r’) he the stack’s topmost production rule. 

• If fl ^ a’, throw a not-wellformed exception. 

• Otherwise 

o If E ^ IXr’), throw a not-valid exception, 
o Otherwise pop the production rule from the stack. 
begin-attrihute(fl); same as for begin-element 
end-attribute(a): same as for end-element 

char-content(c): Letn— >a(r) be the stack’s topmost production mle. 

• If r 6 D, throw a not-valid exception. 

• If c t r, throw a not-valid exception. 

The set next(r) = {<? € Z | there exists a a 6 E* with aa e L(r)} describes 
the set of letters accepted next and x\a describes the derivative of with re- 
spect to a, i.e. the expression which remains from a after parsing x. Both 
next(r) and xVi can be computed efficiently using a simple lookup table [25]. 
The above algorithm is correct, due to the fact that for a single type tree 
grammar the next non-terminal can be chosen uniquely [15, 17]. 

We use a compressed encoding of the production mles based on adja- 
cency lists. Here the running time is 0{m n) with m is the length of the larg- 
est adjacency list. For a fixed tree grammar m is constant, so the running 
time is still 0{n) for a fixed schema or document type definition. 

The space consumption is 0{K) where h is the height of the parsed tree. 
For non-recursive tree grammars the maximum height of an XML document 
is fixed, so the space consumption is limited for a fixed tree grammar. There- 
fore the memory consumption of the algorithm will not exceed the smart 
card’s resources. 

The adjacency list representation for an XML schema is generated off- 
card and installed on the card. A card can handle one or more schemata. 

4.4 Visual inspector for Class 3 Reader 

A smart card reader with own display and numerical keyboard (often 
called “class 3 reader”) offers further possibihties for checking the document 
before signing it. The data exchanged between card reader and smart card 
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can neither be read nor changed by the terminal or any Trojan horse running 
on it. So unless the reader’s firmware has not been modified, the card reader 
can be used as a secure display for the information send to the card. 

A simple solution to the “what you see is what you sign” problem would 
be showing the complete document on the display prior to sending it to the 
smart card. This would indeed be useless for at most all practical purposes. 
These displays normally only have 1 to 3 rows with at most 20 characters 
each. Most users’ acceptance for viewing a complete document on such a 
display would be very low. 

Displaying selected parts of arbitrary XML documents otherwise is inef- 
fective for checking the document to be signed. A single element may have 
totally different semantics in different contexts. If the user acknowledges e.g. 
the prompt 

<Amount> 

<Value>1000</Value> 

<Currency>EUR< /Currency> 

</Amount> 

he does not know the denotation of this element. He could buy a very 
cheap car or loose a lot of money by transferring it to the Nigeria connection. 
Even if all ancestors of the element are displayed additionally, the semantic 
is generally not unique. 

This is solved by validating the XML document to a specific schema. In 
this case the context and semantic of an element is unambiguous. If the vali- 
dator validates the documents e.g. against a schema for cash remittance, the 
user can be sure to sign a transfer of 1000 Euro, if he acknowledges the ele- 
ment shown above. 

The functionality of the display component is the following. When the 
schema is transferred to the smart card, the most “critical” elements are 
marked for displaying. The display component reads the content of these 
elements from the event stream. These values have to be acknowledged by 
the user. If one is rejected an exception is thrown. 



5. FINIS SAMPLE IMPLEMENTATION 



5.1 Sample Application: FinTS 

EinTS [23] (formerly named HBCI) is a home banking computer inter- 
face developed by the German Central Banking Committee (ZKA). It de- 
fines a standard for home banking and specifies the relationship between 
customer products and bank systems. EinTS allows more flexible and con- 
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venient online banking than other systems. To ensure secure transactions 
over open networks, cryptographic fnnctions and smart cards are used. 

The actual version’s communication is based completely on XML. All 
messages exchanged between the FinTS server and the FinTS clients are 
XML documents. Orders, like cash remittances, are signed using a personal 
smart card and coded as XML signature. The whole transaction message - 
containing one or more orders - is encrypted into an XML encryption docu- 
ment. 

Banking transactions are obviously extreme secure relevant and a profit- 
able target for attacks. The user wants assurance, that the docnment he cre- 
ates nsing his online banking program is actnally the one signed by the card 
and sent to his bank. 

The assumed scenario for our sample application is an online-banking 
user who wants to sign cash remittances using a smart card and a class 3 
reader. The signed remittances will then be sent to his bank’s FinTS server. 

5.2 Implementation 

The proposed architecture was utilized to implement a client with a se- 
cure signing process for FinTS banking transactions. We implemented a cli- 
ent program on the terminal creating FinTS remittance transactions and 
sending it to the smart card. The smart card contains the user’s private key 
and a signing component. It also contains a validator, validating the inpnt 
document against a modified FinTS schema for a remittance. The schema 
has been altered in the way that the remittance value must be less or equal 
100 and the currency must be EUR. Thus the smart card will sign only 
documents being a valid FinTS remittance with a maximnm of 100 Euro. 
Thus the user has the assurance, that his signing card will never sign any- 
thing else, no matter what a Trojan horse wonld perform to the documents. 
Additionally the display component let the user acknowledge the remit- 
tance’s most important content values like target account number. Thus even 
modifications on these values would be detected. 

The sample client program is a GUI that creates a EinTS cash remittance 
document from the input values. This XML document is parsed into XML 
events, which are coded as TLV into request APDUs. Due to efficiency rea- 
sons not single events are sent to the card. Instead the amonnt of events fit- 
ting into an APDU is transferred, improving performance by up to 20%. 

On the Java smart card a main applet and the following event handlers 
are implemented: validator, displayer and signer. The XML events are de- 
coded from the APDUs by the applet, which calls the event handler’s appro- 
priate event methods. Once an exception is thrown by one of the handlers, an 
error code is returned to the client. In order to simplify the implementation 
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the algorithms for hashing, signing, canonicalization are set statically. The 
final application needs approximately 13000 bytes plus the binary schema 
representation. The signing time increases linear with the document’s size. 
For a typical cash remittance (ca. 1.2 KB) approximately 15 seconds are 
needed. 

The validator is an implementation of the above described validity check- 
ing algorithm. In our sample application we provided the validator on the 
smart card with the FinTS schema. The original schema has 5537 bytes, the 
binary tree grammar only just 954 bytes. As shown above the stack’s size is 
limited for a fixed schema. The stack can be implemented as list of fixed 
length. Thus dynamic object instantiating can be avoided, which is critical 
for a Java card without garbage collection. For the FinTS schema the maxi- 
mum size needed for the validator’s stack is 200 bytes. 

The display component will be configured when uploading the schema. 
The simple type elements, that shall be displayed, are specified by an XPath 
[7] like expression. The displayer collects the content for these elements 
from the charContent events. He then waits for the acknowledgement for 
these values from the card reader. Due to the stringent master-slave- 
relationship between the terminal and the smart card, the card can not re- 
quest the card reader for displaying these values. Instead, the PC sends the 
to-be-acknowledged values to the card reader contained in a special com- 
mand. This command instructs the reader to display the value and send it to 
the card if it is acknowledged by the user. The displayer compares these val- 
ues with the content extracted from the events. If this fails an exception is 
thrown. Figure 4 shows a sample output on the card reader’s display. 




Figure 4: Card reader waiting for user acknowledgement 

As pointed out above the signing component creates the signature 
fragment from the events. In order to minimize the communication between 
PC and card, not the total Signature fragment is returned to the client but 
only the documents digest and the signature of the signedinfo fragment. 
As the algorithms are fixed, the client program can create the same signa- 
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ture fragment from the digest and the signature values. And of course this 
is no lack of security. 

The Java smart cards used are JCOP 21id from IBM. These cards are 
compliant to JavaCard 2.1.1, OpenPlatform 2.0.1’ and FIPS 140-2 level 3. 
They have 30 Kbytes EEPROM as persistent Java heap, 590 hytes RAM as 
transient Java heap and 200 hytes RAM as Java stack. The card reader used 
is a class 3 reader (2 x 16 character display, numerical keypad) from Rein- 
erSCT. 



6. CONCLUSION AND FUTURE WORK 

In this article we have shown how processing XML documents on a 
smart card arises new opportunities for signing them. By checking properties 
like well-formedness and validity the user gains more control over the 
documents signed using his private key. We have also shown, that checking 
a document’s validity according to a specific grammar, allows showing sin- 
gle elements from the document on a reader’s display without losing the 
element’s semantic. This way we can greatly improve the security of the 
signing process for XML document and even approach a solution for the 
“what you see is what you sign” problem. 

Euture research will focus on applying the XML processing smart card 
technology on XML communication protocols to improve e.g. Web Service 
security. 
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Abstract With the increase of resources and processing power on the Smart Cards, in re- 
cent days, their applicability has moved from a domain specific application to a 
more generic one. Multi-Application Frameworks, designed to host multiple ap- 
plications on a card, also aim at increasing the interoperability between different 
vendors and their applications. This paper proposes a new model named XML 
Agent, which significantly enhances the inter-operability of the smart card ap- 
plications. The XML Agent becomes an interface through which the external 
world can interact with the on-card applications. The XML Agent passes the 
commands and data to the appropriate application as per its requirements. This 
model will also facilitate the programmer in developing off-card applications, 
with minimal information about the on-card applications. 



1. Introduction 

Smart Cards have a hardware specific firmware operating system, called 
Card Operating System (COS), to manage all the resources on the card. Addi- 
tionally, there may be a Runtime Environment which adds more functionality 
to the Card Operating System. The applications residing on the card are called 
On-Card Applications. The external applications, called the Off-Card Appli- 
cations, communicate with the on-card applications by sending Application 
Protocol Data Units (APDUs). The Card OS interprets these commands and 
performs the corresponding predefined operations. 
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Multi-Application Frameworks provides a platform to securely host more than 
one application on a card, making them multi-purpose. They define how the 
on-card applications should communicate and share data between each other. 
A firewall is deployed to protect and isolate applications residing on the same 
card. All the communication between on-card applications should pass through 
this firewall. Widely used on-card Multi-Application Frameworks are: Java 
Card and MULTOS. 

Interoperability is an important aspect in Smart Card application development. 
Ideally, the off-card application on any terminal should be able to interact with 
an on-card application on any type of card. Even though the standards and 
on-card frameworks enforce a uniform interface, the problem is only partially 
solved. We will discuss this problem in more detail in the next section. Our 
proposed model significantly enhances the interoperability of the applications, 
however it doesn’t solve the problem completely. It also eliminates the need to 
rebuild the off-card application to support a new type of card. 

Abstraction for the developers is one of the most important principles in soft- 
ware engineering. Abstraction hides all the unnecessary details from the de- 
veloper. It is difficult to define what is necessary and what is not. A vague 
definition can be: Whatever the developer is not using is unnecessary to him. 
He should not be bothered with the details of what he is not going to use. Then 
he can concentrate more on the programming logic. 

Our model discussed in this paper provides powerful abstraction to the de- 
velopers. In our model, the developers need to have very limited information 
about the on-card application, to develop an off-card application. As a result 
of this, there can be more number of market players who provide their own 
customized services and solutions to the consumers. 

2. Motivation 

This section highlights some of the problems faced during the develop- 
ment of an application. Presently, all the problems may not appear to be very 
significant. But they will become more prominent once the smart card industry 
expands, and different players come up with their custom applications, termi- 
nals and cards. 

Generally, the on-card and off-card applications are developed by the same 
developer. This is because the off-card application is tightly coupled with the 
on-card application. It will definitely be advantageous if this dependency is 
eliminated or at least reduced. Then all the application developers can easily 
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develop different off-card applications based on a single on-card application. 
For example, based on an on-card application which maintains personal infor- 
mation of the card holder, numerous off-card applications like vehicle license, 
insurance policy, bank account etc. can be developed. 

Applications on different cards may use different data formats and commu- 
nication sequences to communicate with the off-card application on the ter- 
minal. By data format, we mean the data type and the type of encoding used 
to represent data. For example, the balance in an E-purse application may be 
an integer or a real number. In addition, if it is floating-point representation 
then some base(radix) is decided upon and a fixed number of bits is used to 
represent mantissa and exponent. By communication sequence, we mean the 
order in which the control commands and data are sent. This is decided upon 
during the design and implementation of the on-card application. The off-card 
applications cannot interact with the on-card application unless they know the 
exact details of the their data formats and communication sequence. 

The card has to interact with a terminal whose architecture may be completely 
different from that of the card. Then the data formats used by the on-card and 
off-card applications may be different, but still the communication has to take 
place. For example, one system may be using 2 bytes to represent an integer 
while another system may be using 4 bytes. Same is the case with big-endian 
and little-endian representations. Similarly, for strings, different types of en- 
coding like ASCII, UTF-8, UTF-I6 can be used. If both the terminal and the 
card are following the same data formats, then there will not be any problem. If 
not, the off-card and/or on-card applications have to do proper transformations 
to get the exact data. This will incur extra overhead in processing. 

There should be some mechanism to hide all these problems from the develop- 
ers. These problems should be handled at a lower level without exposing them 
to the application developers. Then the developers can concentrate more on 
the application process logic rather than on the nitty-gritties of the underlying 
system. 

3. Related Work 

This section introduces some of the earlier work describing efforts made in 
the direction of integrating the XML with the Smart Card technology. Their 
objective was to increase the interoperability of the Smart Card applications. 
They also attempted to eliminate the need to rebuild the whole off-card appli- 
cation to support a new type of card. 
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3.1 Dynamic Card Service Factory 

Open Card Framework(OCF) provides standardized high-level APIs for 
card programming [Ocfgim98]. Its CardService layer implements the logic 
of the off-card application for a specific Card Operating System. So there can 
be many possible CardService implementations for the same application. All 
knowledge about a family of CardServices is encapsulated in a CardService- 
Factory. For an application to support multiple cards, corresponding Card- 
Service implementations have to be bundled with it. This increases the size 
and loading time of the application. A bigger disadvantage is that, an off-card 
application cannot support card types which are not present during its devel- 
opment. 

DynamicCardServiceFactory{DCSF) [DCSF] is a CardServiceFactory imple- 
mentation. Initially, it downloads the up to date information about all known 
card types along with the location of CardServices for those cards and stores it 
in an XML file in the terminal. When a card is inserted into the terminal, using 
XML messages, it downloads the appropriate CardService implementation for 
the requested application and serves the card. This model allows the off-card 
application to support new cards without changing the application logic. 

3.2 SmartX 

This technology was introduced by Gemplus. It provides a solution for 
writing host-to-card protocols in XML. This allows the APDU protocol to be 
portable to any language and platform that has a SmartX implementation. It 
provides a framework where the application process logic is dissociated from 
the application protocol [Xavier99]. So it is required to implement the applica- 
tion logic only once. This methodology can support cards that are not present 
during the development of the off-card application. 

The application protocol details are represented using an XML-based language 
called SmartX Markup LanguageiSML). The SML documents, called Dictio- 
nary [SmartXOO] contains card profiles which in turn will contain different 
card processes. Each card process is implemented for a given card profile us- 
ing the card specific commands. The SmartX engine running on the terminal 
downloads the appropriate SML document from the dictionary and executes 
the application process logic. However, this technology is not in use. The 
development and support was withdrawn by its initiators. 
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4. XML Agent 

In the previous section, we saw two models which enhance the interoper- 
ability of applications. Both the models run some sort of an engine on the ter- 
minals, which can download the up-to-date information about different types 
of cards. It will be beneficial if the need to dynamically download information 
can be avoided, without compromising the functionality provided by it. It is a 
costlier option to keep the terminals connected to internet round the clock. The 
above two models have serious limitations in situations where the terminal is 
not connected to internet. 

With the increase of resources and processing power on the Smart Card, it 
is definitely not a bad idea to implement a small engine on the card itself. 
So our XML Agent is an engine which runs on the card. It doesn’t demand 
any internet connectivity from the terminal. So the terminals can be deployed 
anywhere to perform all kinds of off-line transactions with the cards. 

4.1 Basic Model 

The XML Agent is a middleware between the off-card applications and the 
on-card applications. The off-card and the on-card applications communicate 
only through the XML Agent. In other words, XML Agent becomes an in- 
terface for the off-card applications to communicate with the on-card applica- 
tions. The off-card applications communicate with the XML Agent in XML 
only. We chose XML because of the wide support available for it on different 
platforms. 




Figure 1. XML Agent 
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The XML Agent transforms the XML documents sent by the off-card appli- 
cations into a byte stream which is understandable by the on-card applications. 
The on-card applications respond to the commands passed to them. This re- 
sponse reaches the XML Agent in a byte stream. It will construct an XML 
document out of the response and will send it to the calling off-card applica- 
tion. So the off-card applications communicate only in XML and the on-card 
applications communicate only in bytes. Eventually, the XML Agent is trans- 
forming the XML document to bytes and vice versa. It is important to note that 
the XML document can be sent as data in the standard APDU commands. So 
our model can fit in the existing standards and frameworks. 

To transform the XML documents in this manner, the XML Agent should have 
a knowledge about the on-card applications. First, it should know which ap- 
plications are installed on the card. Then, for each on-card application, the 
XML Agent should know the mapping between the fields in the XML docu- 
ment and the corresponding commands and its arguments which should be sent 
to the on-card application. It should also know the communication sequence 
for each on-card application. So the on-card application has to describe itself 
to the XML Agent, or the XML Agent has to be notified explicitly by the in- 
stalling application. Similarly the information about the mapping rules should 
be specified by the on-card application or any external application. With this 
information, the XML Agent can parse the XML document, prepare a byte 
stream and pass it to the appropriate application. 

4.2 Advantages 

Ideally, all the data entering and leaving the card should be in XML only. In 
recent days, XML has become the defacto cross platform data representation 
standard. XML is a simple text-based language and is also extensible. There 
is wide support for XML parsing on all the platforms. As explained before, 
the off-card application on the terminal will send and receive only XML doc- 
uments. It becomes easy for the terminal to communicate in simple characters 
and strings. The terminal need not worry about the details of the data formats 
and communication sequence of the on-card application. So the interoperabil- 
ity of the applications will increase significantly. 

Since the XML Agent is a middleware between the on-card and off-card ap- 
plications, the legacy on-card applications need not be changed at all. But the 
off-card applications should be modified to make them communicate in XML. 
But there is a workaround to this problem also. That part of the code which 
has to parse the XML document from the card and extract different fields can 
be written as wrapper functions to the original off-card application. So the mi- 
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This model also allows the developers to develop an off-card application, with 
limited information about the on-card application. Consider a simple example 
of an on-card personal identification application. The XML document, which 
is sent out in response to a request may be as follows. 

<Name: >Sunil< /Name: > 

<Age>22< /Age> 

<Homeplace> Vedureswaram< /HomeplacO 
<State: Exp >Andhra Pradesh< /State: Exp > 

<Country>India< /Country> 

<Occupation>Student< /Occupation> 

<SSN>123-45-6789< /SSN> 



If suppose an external application wants to knowjust the name and social secu- 
rity number of a person, it can parse the whole XML document which will be 
transmitted by the XML Agent. Then it refers to the DTD specification of this 
data, understands the fields, and extracts the required information from it. In 
this example the application extracts the information between the tags <Name: 
>< /Name: > and <SSN>< /SSN>. The developer need not know about 
the data types of the values or the order in which they are arriving. He sim- 
ply has to parse the XML document and extract the appropriate fields. This 
approach has an additional advantage. If the on-card application is changed 
by adding some more fields, or if some fields are removed (which no off-card 
application is using) then the already existing off-card applications need not be 
modified at all. 

43 Disadvantages 

It is obvious that the model demands more processing power on the card. 
It might be very costly to do the XML processing on currently available cards 
which have limited resources. So we decided not to validate the data against its 
DTD on the card. All the data which comes to the card is assumed to be valid 
data. The off-card application has to take care about this. Second disadvantage 
is that there is lot of movement of unnecessary data between OS, XML Agent 
and the applications. The verbose nature of XML makes this even more worse. 
So there should also be more memory on the card. But, we believe that these 
shortcomings can be overcomed with the increase in resources and processing 
power on the card. 
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5. Implementation Alternatives 

The basic model of XML Agent can be implemented in different ways. In 
this section we discuss the different approaches and their pros and cons. In the 
following discussion we will be using the terms ‘Runtime Environment’ and 
‘Card OS’ interchangeably. The same discussion holds true in both the cases 
unless explicitly mentioned. 

5.1 Along with Runtime Environment 

The easiest and probably the most secure way is to integrate the XML Agent 
with the Runtime Environment and/or the OS. All the APDUs first come to the 
OS to be processed. So the OS (along with XML Agent) can do the job of 
translating the XML document to byte stream and send it to the appropriate 
on-card application. Since the OS has complete privileges over all the appli- 
cations, the XML Agent can access any functions of the on-card application 
directly. It can trap the responses from the applications, prepare an XML doc- 
ument out of it and send it to the calling application. Since the XML Agent 
is integrated with the OS, the semantics of the on-card applications will not 
change. They will not be aware of the presence of the XML Agent. So there is 
no need to rebuild the existing on-card applications. The problem with this ap- 
proach is that the developers are at the mercy of the card manufacturer to have 
an XML Agent. It also steals the opportunity from the developers to build their 
own Agents. The schematic representation is shown in the figure 2. 




Figure 2. XML Agent along with Runtime Environment 



5.2 Between OS and Applications 

In this method the OS passes the XML document to the XML Agent which 
will generate the byte stream and pass it to the appropriate application. There 
can be two possible approaches in this scheme. One in which the off-card 
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applications are aware of the XML agents, but no extra support from OS is 
needed to achieve this. Other method in which the off-card applications are 
ignorant of the presence of the XML agents, but some extra support is required 
from OS. The schematic representation is shown in the figure 3. 

The first approach is where the off-card application is aware of the presence of 
the XML agent. The XML agent can be assigned a fixed/reserved Application 
Identifier (AID). The off-card applications can directly pass the XML docu- 
ment to XML agent along with the AID of the application to which the final 
data should be dispatched. The XML agent arranges the data accordingly and 
dispatches using delegation. 




Figure 3. XML Agent Between Runtime Environment and Applications 



The second approach, where the off-card application is unaware of the pres- 
ence of XML, requires some support from the OS. The OS should handover 
the XML document, sent by the off-card application, first to the XML agent. 
This should be done without the knowledge of the on-card and off-card appli- 
cations. This is diversion from the ordinary flow of the data where the data is 
directly sent to the concerned application. The XML agent will then process 
the data and finally dispatch it to the destination application. 

In both the methods the XML Agent is not privileged to access the on-card 
applications directly because it is just a standard application. So all the on- 
card application should be made shareable to it. Another alternative is to force 
that the XML agent should be given special privilege just to access the on-card 
applications directly. This is more sensible because other on-card applications 
should not be given a chance to misuse the fact that all applications are acces- 
sible by the XML Agent. 
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5.3 As a Standard Application 

In this approach, the XML Agent has no special privileges. Here, instead 
of XML Agent invoking other applications, they will invoke the XML Agent 
and get their job done. The XML Agent behaves more or less like a library of 
functions. But the opportunity lies completely in the hands of the developers 
to implement their own specific XML Agent. 

In this model, the applications will directly get the XML document passed 
by the OS. Instead of processing it, the applications should pass the data to the 
XML agent. The agent will arrange the data in required format and pass it back 
to the application. Then the application can proceed in the normal way of pro- 
cessing the commands and/or data. In this approach, there is lot of overhead in 
movement of data to and fro between the XML agents and the applications. So 
this is not a preferred way of implementing the XML Agent. The schematic 
representation is as shown in the figure 4. 




Figure 4. XML Agent as a Standard Application 



6. Implementation Issues 

In this section we will discuss some issues during implementation of XML 
Agent on two of the most popular Multi- Application Frameworks: Java Card 
[JavaCard] and MULTOS [MULTOS]. We will discuss the features which are 
supporting or hindering the implementation of XML Agent on them. We are 
not biased towards any of the frameworks. We view both of them just from a 
research perspective. 

6.1 Java Card 

Java Card technology adapts the Java platform for use on smart cards. It 
has a Java Card Runtime Environment(JCRE) which consists of Java Virtual 
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Machine(JVM), Java Card Framework APIs. As Java Card provides support 
for Java, we initially assumed that it will be most promising to implement our 
XML Agent on them. But later we found that the limited support (currently) 
provided by JVM on the card is not adequate to implement the XML Agent. 
The following features, which are important for our implementation are not 
supported [ChenOO] on Java Card. 

■ Characters and Strings 

■ Dynamic Class Loading 

■ Object Serialization 

XML is a text-based technology but Java Card currently has no support for 
characters and strings. It only support bytes, integer support is optional. So 
the characters should be encoded using some encoding scheme like Unicode 
or UTF. (UTF-8 has the advantage that it is fully compatible with the 7-bit 
ASCII encoding.) Processing the XML document will incur extra overhead of 
encoding and decoding. This overhead may be an overkill on the cards with 
limited processing power and resources. 

Dynamic class loading is not supported in Java Cards. This feature allows the 
loading of classes, which share a common interface, even without any knowl- 
edge of their existence at the time of development of the main application. This 
is absolutely necessary in our model to support post issuance loading of card 
applets. There is no way in which the XML Agent can interact with the applets 
installed after it. So the XML Agent should be the last applet to be installed. 
And also it should hardcode the names of other classes which are already ex- 
isting in the card. This is undesirable because there will be different applets on 
different cards. The size of the XML Agent will increase if we make it generic 
to handle the above situation. 

Object Serialization will be helpful if present. In object serialization, rules 
can be defined to transform the object into a stream of bits. We can define 
our own rules to serialize an object. These serialization rules can be such that 
proper XML document is generated when the object is serialized. Then the 
on-card application has to send an object containing the response data to the 
XML Agent. The XML Agent can serialize the object, producing the XML 
document to be sent to the calling off-card application. 

6.2 MULTOS 

After encountering many limitations in Java Cards discussed in the previ- 
ous section, we diverted our exploration towards MULTOS framework. We 
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noticed that MULTOS has a very generic architecture to run programs. After 
analyzing the architecture we found that it can add more functionality to the 
XML Agent, than we had initially thought about. We have no doubt in say- 
ing that, currently MUTLOS does appear more appropriate than Java Card for 
implementing our idea. Two of the most promising features of MULTOS that 
help in the implementation are: 

■ Shell Application 

■ Delegation Mechanism 

The shell application[MShell99] is implicitly selected when a MULTOS 
card is powered up. The shell application receives all the commands sent to 
the card, except the commands sent to the MULTOS Security Manager(MSM). 
The rationale behind this is to support non-ISO interface devices and com- 
mands which need to communicate with the cards (which are ISO standard). 
We can safely exploit this facility provided by MULTOS cards. We can load 
the XML Agent as a shell application. Since the commands first go to the shell 
application, we can send actual commands enclosed in XML document to the 
shell application directly. The XML Agent which is running as a shell appli- 
cation will unwrap the data and invoke the appropriate application and pass it 
the commands and data using delegation. It can do the processing in reverse 
direction as well. It can encapsulate the data returned by the application in an 
XML document and send it back to the off-card application. 

The memory architecture and the delegation mechanism [MAPRM97] in MUL- 
TOS will be helpful in increasing the efficiency of the XML Agent. In MUL- 
TOS, some part of the memory is reserved as “public” area. All the applica- 
tions can access this data space. During delegation, the delegator application 
creates a command APDU in public area and activates the delegate applica- 
tion. The delegate application will process the APDU in public area and then 
return the response in the public area itself. The delegator application will then 
examine the response set by the delegate application. Since there is no physi- 
cal copy or movement of data between the applications, the delegation will be 
faster. In case of XML Agent, if there is no movement of XML documents 
between XML Agent and the applications, the performance of the system will 
definitely be better. 

7. Our Implementation 

As we do not have the required resources to modify the Runtime Environ- 
ment and OS of the card, we couldn’t implement the first model where the 
XML Agent is integrated into the OS of the card. So, as a proof-of-concept 
we have implemented the second model where the XML Agent sits between 
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OS and the applications. The implemented model is one where the off-card 
application is aware of the presence of XML Agent on the card. 

As the XML parser of the XML Agent is the heart of the problem, it should 
be as efficient as possible. We considered different parsing techniques [XML- 
Parsers] before choosing one. Tree model parsers, like DOM parser, are very 
expensive in this scenario because they will build a complete tree out of the 
whole XML Document. We did not find the Push model parsers, like SAX 
parsers, very useful because of the cumbersome callback mechanism. After 
exploring other alternatives, we found Pull Model parsers best suited for our 
requirements. We adopted the API[PullParser], which is actually developed 
for the Java language, for our implementation in C language. We implemented 
a simplified parser which can parse basic XML syntax. To decrease the pars- 
ing overhead, we are assuming that all strings are ascii encoded. In order to be 
able to load on currently available commonly used cards we didn’t include the 
support for costly(in terms of processing) features like namespaces, references 
etc. Finally the size of the XML agent (ALU file for MULTOS) along with the 
parser came around 5KB. The XML parser alone came to a size of around 3KB. 

We developed a very simple application which holds a value. It has only 
three functions query( ), incr( ) and decr( ) to query, increment and decrement 
the value respectively. The APDU prefixes of these functions are stored in an 
array datastructure with the XML Agent. As the XML Agent is aware of this 
application, it can send APDUs accordingly. The XML document is sent as 
data in the APDU to the XML Agent. The XML command to increment the 
stored value by some amount is as follows: 

<xmlxappl><incr val=" 10"/x/applx/xml> 

The latest value is sent in response to this command. The XML document 
returned by the XML Agent is as follows. 

<xmlxapplxresp succcss="i" val="HO"/x/applx/xinl> 

8. Conclusion 

The traditional approach of developing on-card and off-card portion of an 
application as a single cohesive bundle does not permit them to be made in- 
teroperable easily. There is a great need to have an interoperable framework 
which would be independent, not only of the differences in cards and terminals, 
bnt also of the data structure details of the on-card and the off-card application 
components. 

In this paper, we proposed a novel framework to achieve this interoperabil- 
ity with the use of and XML Agent on the card. The XML Agent which runs 
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as an engine on the card, transforms the incoming XML document to byte 
stream and send it to the on-card applications. Similarly, it will prepare an 
XML document encapsulating the response from the on-card application and 
send it back to the calling off-card application. This model also provides a 
powerful abstraction for the developers. It hides many details about the under- 
lying architecture of the card and the terminal. Therefore the developers need 
to have only a limited information about the on-card application, to develop an 
off-card application. 

The downside of the XML Agent is that it requires more processing power 
on the card. As the resources and processing power of the cards are increasing 
continuously, this may not be limitation for the cards in the future. XML Agent 
is a desirable thing because its advantages outweigh the disadvantages. 

9. Future Work 

In this paper we have not explored security related concerns in depth. There 
may be some security compromises as a result of our on-card data sharing 
model. This is because the XML Agent is assumed to have the privilege of ac- 
cessing any on-card applications directly. We will be exploring these security 
concerns in our future work. 
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